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REPORT 


OF    THE 


CHIEF  COMMISSIONER  OF  LANDS  AND  WORKS. 


1902. 


To  the  Honourable  Sir  Henri  Gustave  Joly  de  Lotbixiere,  K.  C.  M.  G.,  Lieutenant-Governor 
of  the  Province  of  British  Columbia. 

May  it  please  Your  Honour  : 

Herewith  I  beg  respectfully  to  submit  the  Annual  Report  of  my  Department,  in  com- 
pliance with  the  provisions  of  the  Public  Works  Act. 

W.  C.  WELLS, 
Chief  Commissioner  of  Lands  and  Works. 
Lands  and  Works  Department, 

Victoria,  B.  C,  January  31st,  1903. 
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PUBLIC     WORKS     REPORT. 


South   Victoria  District. 


ToLMiE  Avenue. 

Commences  at  the  corner  of  Cook  street  and  Sayward  A\enue  and  runs  a  distance  of  1 
mile  to  the  main  Saanich  Road.  Tlie  first  half  is  within  the  limits  of  the  City  of 
Victoria. 

Forest  cleared  510  feet  in  length,  10  feet  in  width. 

Grubbed  and  graded  510  feet  in  length,  22  feet  in  width. 

Macadamised  1350  feet  in  length,  13  feet  in  width,  depth  8  inches. 

Ditched  228  n  5 

Built  1  culvert,  24  feet  long,  2  feet  wide,  6  inches  deep. 

Cloverdale  Avenue. 

Commences  at  Quadra  street,  at  the  City  limits,  and  extends  a  distance  of   1   mile  to  tlie 

main  Saanich  Road.     About  1,500  feet  is  completed. 
Graded     495  feet  long,  18  feet  wide. 
Filled  in  120         u  18  inches  deep. 

Built  1  culvert,  30  feet  long,  1  foot  wide,  2  feet  deep. 

Main  Saanich  Road. 

Commences  at  City  limits  and  runs  through  an  undulating  country  a  distance  of  5  miles 

to  the  Royal  Oak,  at  the  junction  of  the  East  and  West  Saanich  Roads. 
Macadamised  59-4  feet,  12  feet  wide,  6  inches  deep. 
Gravelled      3,476      n      12  n  6 

Built  2  culverts,  20  feet  long,  2  feet  wide,  2  feet  deep. 
Ditched  530  feet  long,  2  feet  wide,  1  foot  deep. 
Repaired  approaches  and  railing  on  Swan  Lake  Bridge. 

Quadra  Strei:t. 

Commences  at  City  limits  and  runs  a  distance  of  one  mile  to  Cook  street. 
Macadamised  738  feet,  12  feet  wide,  8  inches  deep. 

Cook  Street. 

Commences  at  Quadra  street  and  extends  through  an  undulating  country  to  main  Saanich 

Road,  a  distance  of  two  miles. 
Gravelled  744  feet,  9  feet  wide,  6  inches  deep. 
Ditched     320      m      2  i.  r, 

West  Saanich  Road, 

Commences  at  Royal  Oak  and  extends  a  distance  of  10  miles  througli  a  pai-tly  le^el  and 

partly  hilly  counti-y  to  North  Victoria  District. 
Re-covered  bridge  over  Colquitz  River  with  plank,  12  inches  by  3. 
Cut  brush  oti' side  of  njad  l.SOO  feet. 
Built  1  culvert,  24  feet  long,  2  feet  wide. 
Gravelled  4,500  feet,  9  feet  wide,  6  inches  deep. 
Cut  off  fallen  timber  during  the  winter  months. 
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Prospect  Road. 

Runs  from  West  Saanich  Road  to  Prospect  Lake,  through  a  mountainous  countiy. 

Gravelled  180  feet,  6  feet  wide,  4  inches  deep. 

Built  2  culverts,  3  feet  wide,  20  feet  long,  2  feet  deep. 

Blasted  out  rock  from  one  side  of  road,  3  yards. 

Carey  Road. 

Commences  at  corner  of  Saanich  and  Boleskin  Road  and  extends  a  tlistance  of  3  miles 

to  Wilkinson's  Cross-Road,  through  an  undulating  country. 
Macadamized  9,000  feet,  6  feet  wide,  6  inches  deep. 
Gravelled         2,100     m     9         ,.  6 

Glanford  Avenue. 

Commences  at  Carey  Road  and  extends  to  main  Saanich   Road,   a  distance  of  2  miles, 

through  an  undulating  country. 
Macadamised  5,280  feet,  10  feet  wide,  6  inches  deep. 

Elrick  and  Hanson  Road. 

Commences  at  Carey  Road  and  extends  half  a  mile  to  Glanford  Avenue,  through  a  level 

country. 
Forest  cleared,  2,200  feet,  40  feet  wide. 
Grubbed,  2,200     «     25 

Filled  in  100  feet,  3  feet  deep. 
Built  2  culverts,  24  feet  long,  1  foot  wide,  2  feet  deep. 

Army  Street. 

Commences  at  Burnside  Road  and  extends  to  Boleskin  Road,  a  distance;  of  half  a  mile, 

through  level  country. 
Macadamised  960  feet,  8  feet  wide,  6  inches  deep. 

Whittier  Avenue. 

Commences  at  Burnside  Road  and  extends  to  Boleskin,  through  an  undulating  country, 

a  distance  of  about  half  a  mile. 
Macadamised  900  feet,  8  feet  wide,  6  inches  deep. 

Harriet  Road. 

Commences  at  Burnside  Road  and  extends  to  the  Gorge  Road,  a  distance  of  half  a  mile. 

Forest  cleared  2,240  feet,  40  feet  wide. 

Grubbed  and  graded  2,540  feet,  22  feet  wide. 

Gravelled  936  feet,  12  feet  wide,  6  inches  deep. 

Filled  in  100  feet,    22        n  18 

Built  2  culverts,  22  feet  long,  1  ft.  wide,  2  feet  deep. 

Gorge  Road. 

Commences  at  City  limits  and  runs  for  a  distance  of  3  miles  to  the  Craigtiower  Road, 
following  the  northern  shore  line  of  Victoria  Arm. 
Gravelled  4,618  feet,  12  feet  wide,  6  inches  deep. 
Repaired  sidewalk  from  City  limits  to  Victoria  Gardens. 

Burnside  Road. 

Commences  at  City  limits  and  extends  a  distance  of  5  miles  to  Prospect  Road,   passing 

through  an  undulating  country. 
Gravelled  3,720  feet,  12  feet  wide,  6  inches  deep. 
Built  2  culverts,  25  feet  long,  2  feet  wide,  2  feet  deep. 

Wilkinson  Cross-Road. 

Commences  at   West   Saanich    Road    and    extends   to   the   Burnside    Road,    through   an 

undulating  country. 
Gravelled  2,529  feet,  9  feet  wide,  6  inches  deep. 
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Gavin's  Road. 

Commences   at   Burnside  Road  and   extends  a  distance  of  li-  miles  to  Churl  ton  Road, 

through  an  undulating  country. 
Repaired  bridge  ;  3  new  stringers,  10  x  10,  100  feet  long;  3  new  mudsills. 

Butler's  Cross  Road. 

Commences  at  West  8aanich  Road  and  extends  through  an  undulating  c(juntry  a  distance 

to  Happy  Valley  Road. 
Gravelled  3,162  feet,  9  feet  wide  and  G  inches  deep. 

Lime  Kiln  Road. 

Commences  at  West    Saanich  Road  and  extends  one  and  a  half  miles  through  a  hillv 

country  to  Saanich  Inlet. 
Gravelled  390  feet,  6  feet  wide  and  6  inches  deep. 

Telegraph  Road. 

Commences  at  East  Saanich   Road  and  runs  through  a  level  country  to  Dawson  Farm. 

Graded         150  feet,  20  feet  wide. 

Filled  in       300     m     18         ..         2  feet  deep. 

Gravelled  2,050     n        9  n  8  inches  deep. 

Built  1  culvert,  i  m  2  n  45  feet  long. 

Martindale  Road. 

Commences   at    East  Saanich   Road  and  runs  east   through   a  low,  swampy  country  a 

distance  of  two  miles  to  the  shore  of  Cordova  Bay. 
Laid  brush  1,800  feet,  8  feet  wide,  8  inches  deep. 
Gravelled     3,175     .r     9         ..  8  m 

East  Saanich  Road. 

Commences  at  Royal  Oak  and  runs  through  an  undulating  country  a  distance  of  ten 

miles  to  the  boundary  of  North  Victoria  District. 
Gravelled  8,547  feet,  10  feet  wide,  6  inches  deep. 
Built  2  culverts,  25  feet  long,  18  inches  wide,  2  feet  deep. 

„     2         .,        20         ..         12  n  2 

..      1  M        40  M  12  „  2 

!i      1  II        36  It  12  M  2  M 

Ditched  2,000  feet,  18  inches  wide,  6  inches  deep. 

Old  Cordova  Bay  Road. 

Commences  at  Elk  Lake  and  runs  through  a  hillv  country  to  the  beach  at  Cordova  Bav, 

and  thence  follows  the  shore,  a  total  distance  of  six  miles. 
Cleaned  and  re-covered  2  culverts,  18  feet  long,  1  foot  by  1  foot. 
Gravelled  2,000  feet,  9  feet  wide,  6  inches  deep. 
Graded  600      n 

Ditched      1,000     m      18  inches  wide,  6  inches  deep. 
Removed  fallen  tiinber  oft*  road  during  winter  months. 

Telegraph  Extension  Road. 

Commences  at  East  Saanicli    Road  and   runs  to  Happy  Valley    Road    through   a   hilly 

country,  a  distance  of  about  a  quarter  of  a  mile. 
Built  1  culvert,  23  feet  long,  2  feet  wide,  2  feet  deep. 
Graded  100  feet,  18  feet  wide. 

Mount  Newton  Cross  Road. 

Commences  at  old  Mount  Newton  Hotel  and  runs  through  undulating  country  one  and  a 
half  miles  to  Saanichton.  It  affords  access  to  Saanichton  station,  on  the  Victoria- 
Sidney  Railway. 

Built  5  culverts,  18  feet  long,  2  feet  wide,  2  feet  deep. 
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Cribbed      217  feet,  7  feet  high. 
Gravelled      75     n     8  feet  wide,  6  inches  deep. 
Ditched    1,500     n      18  inches  wide,  16  inches  deep. 
Filled  in     720     m      18  feet  wide,  4  feet  deep. 

Cadboro  Bay  Road. 

Commences  at  the  limits  of  the  City  of  Victoria  and  runs  tlu"ough  undulating  country  to 

the  Giant  Powder  Works,  Telegraph  Bay,  a  distance  of  five  miles. 
Re-covered  bridge  with  planks  3  inches  by  12  inches  by  25  feet  long,  26  inches  wide. 
Gi'a veiled  1,470  feet,  9  feet  wide,  6  inches  deep. 
Ditched        705     n     2         n  6  u 

Sere's  Road. 

Commences  at  Richmond  Road  and  extends  eastward  to  the  Exhibition  Grounds. 

Gravelled  225  feet,  12  feet  wide,  8  inches  deep. 

Filled  in    105     II        6  n  3  feet  deep. 

Re-planked  bridge,  3-inch,  by  12-inch,  plank,  25  feet  long,  20  feet  wide. 

Cedar  Hill  Cross  Road. 

Commences  at  main  Saanich  Road  and  runs  two  miles  eastward  through  an  undulating 

country  to  Cedar  Hill  Church. 
Graded         590  feet,  24  feet  wide. 
Gravelled  2,000     n        9  n  8  inches  deep. 

Built  1  culvert,  32  feet  long,  12  inches  wide,  12  inches  deep. 

Tyndale  Avenue. 

Commences  at  Scott  Road  and  runs  a  distance  of  three  miles  through  an  undulating 

country  to  Gordon  Head  Road. 
Gravelled  1,800  feet,  9  feet  wide,  6  inches  deep. 

Gordon  Head  Road. 

Commences  at  Mount  Tolmie  Cross  Road  and  extends  through   undulating  country  two 

miles  to  Tyndale  Avenue. 
Gravelled  735  feet,  9  feet  wide,  6  inches  deep. 

Cedar  Hill  Cross  Road. 

Commences  at  City  limits  and  for  a  distance  of  five  miles  passes  eastward  tln-ough  undu- 
lating country  to  Cordova. 
Gravelled  5,000  feet,  9  feet  wide,  6  inches  deep. 
Ditched        438     ,,2  n  8  i, 

Built  2  culverts,  26  feet  long,  2  feet  wide,  2  feet  deep. 
Repaired  sidewalk  from  City  limits  to  Cedar  Hill  Church. 

Feltham  Road. 

Commences  at  Scott  Road  and  runs  through  a  level  country  for  a  distance  of  one  and  a 

half  miles  to  Gordon  Head  Road. 
Gravelled  225  feet,  9  feet  wide,  6  inches  deep. 

Scott  Road. 

Commences  at  Cedar  Hill  and  runs  through  level  coumtry  half  a  mile  to  Tyndale  Avenue. 
Gravelled  522  feet,  9  feet  wide,  6  inches  deep. 

Cadboro  Bay  Cross  Road. 

Commences  at  Mount  Tolmie  Road  and  passes  through  an  undulating  country  one  and  a 

half  miles  to  Cadboro  Bay. 
Gravelled  1,930  feet,  9  feet  wide,  9  inches  deep. 
Graded         810     „  24 
Ditched        330     n     2         n  8  „ 
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Sinclair  Road. 

Commences  at  Finerty  Road  and  extends  for  half  a  mile  tlu-ough  hilly  country. 

Gravelled     96  feet,  9  feet  wide,  6  inches  deep. 

Ditched     246      „     2  .,  S 

Built  1  culvert,  1 2  feet  long,  with  8-inch  sewer  pipes. 

Foul  Bay  Road. 

Commences  at  Oak  Bay  Avenue  and  extends  through  undulating  country  one  and  a  half 

miles  to  Foul  Bay  Beach. 
Gravelled  1,482  feet,  9  feet  wide,  6  inches  deep. 
Filled  in    1,068     „     5         m        18  „ 

San  Carlos  Avenue. 

Commences  at  Oak  Bay  Avenue  and  extends  for  a  quarter  of  a  mile  to  Oak  Bay  Beach. 
Gravelled  675  feet,  9  feet  wide,  6  inches  deep. 

Pauline  Road. 

Commences  at  Cadboro  Bay  Road  and  extends  a  quarter  of  a  mile. 

Gravelled  435  feet,  9  feet  wide,  6  inches  deep. 

Built  1  culvert,  12  feet  long,  4  feet  wide,  1  foot  deep. 

Dean's  Cross  Road. 

Commences  at  the  Richmond  road  and  extends  through  level  country  one  mile  to  Cadboro 

Bay  Road. 
Gravelled  960  feet,  12  feet  wide,  6  inches  deep. 

Mount  Tolmib  Road. 

Commences  at  Richmond  Road  and  passes  through  an  undulating  country  to    Alount 

Tolmie  Cross  Road. 
Ditched  837  feet,  2  feet  wide,  8  inches  deep. 

Oak  Bay  Avenue. 

Commences  at  Cit}"  limits  and  extends  to  Oak  Bay,  thence  keeping  the  shore  line  to  Shoal 

Bay,  a  distance  of  two  miles. 
Built  side-walk  5,000  feet  long,  3  feet  wide. 

Quadra  Street  and  Cordova  Bay  Road. 

Commences  at  Quadra  street  and  extends  in  a  northerly  direction  three  and  three-quarter 
miles  to  the  Old  Cordova  Bay  Road.  The  distance  between  the  City  and  Cordova 
Bay  is  thus  shortened  by  about  three  miles. 

Forest  cleared  9,240  feet  long,  40  feet  wide. 

Grubbed  and  graded  9,240  m  25  n 

Filled  in  290         „         25 

Cribbed  120  n  4  feet  high. 

Excavated  49  yards. 

Built  13  culverts,  24  feet  long,  1  foot  wide,  2  feet  deep. 

Built  6,000  feet  of  fencing  with  1  by  6  lumber,  5  boards  high,  and  cedar  posts  set  8  feet 
apart. 

The  roads  throughout  the  District,  which  is  largely  agricultural,  are  in  good  condition  and 
afford  excellent  and  necessary  facilities  for  light  vehicular  travel  and  the  transport  of  produce 
and  goods  to  and  from  the  City.  All  the  roads  described  above  are  not  strictly  countr}-  roads, 
but  in  many  instances  are  streets  giving  access  to  suburban  re.sidences  immediately  outside 
the  City  limits. 

The  population  of  the  District  is  about  3,400.      The  schools  number  12  and  post  offices  6. 
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North   Victoria   District. 


North  Saanich  Division. 

The  roads  in  this  Division  are  among  the  best  on  Vancouver  Island.  The  country  is 
nearly  all  level,  with  just  enough  slope  to  give  drainage.  The  roads  were  well  laid  out  and 
well  made  in  the  first  instance,  with  good  side  ditches  and  well  crowned  centres,  and  have  since 
been  kept  in  good  repair. 

The  District  of  North  Saanich  was  one  of  the  earliest  farming  settlements  on  the  Island. 
The  land  is  fertile  and  easily  cleared.  It  is  all  settled  now  in  thriving  farms,  with  lai'ge  areas 
under  cultivation.  Dairying  and  stock-raising  are  largely  carried  on.  Oats,  hay  and  potatoes 
are  also  extensively  raised  and  shipped  into  town.     Population  of  North  Saanich,  about  450. 

East  Road  (length,  5^  miles). 

This  is  the  main  road  running  through  the  east  side  of  the  Division,  from  South  Victoria 
boundary  to  Shoal  Bay.  It  is  the  main  road  from  Victoria  to  Sidney  and  carries  a 
heavy  amount  of  traffic. 

Gravelled  3,500  feet,  8  feet  wide,  6  inches  deep. 

Put  in  3  new  culverts. 

Repaired  1  culvert  and  cleaned  ditches. 

Waine's  Cross  Road. 

This  road  leaves  the  East  Road  at  Shoal  Bay  and  runs  west  to  the  West  Road  ;  length, 
1 J  miles.  It  is  used  by  the  farmers  at  the  north  end  of  the  peninsula  to  drive  to 
Sidney.     There  are  some  fine  farms  on  this  road. 

Gravelled  2,500  feet,  9  feet  wide. 

Put  in  2  new  culverts. 

Cleaned  out  ditches. 

West  Road. 

Commences  at  South  Victoria  boundary  and  runs  through  the  west  side  of  the  Division 
to  the  north  shore ;  length,  7  miles.  Shell  gravel  has  been  used  for  a  surface  cover- 
ing on  some  miles  of  this  road  and  wears  well.  The  road  is  bordered  by  good  farms,, 
largely  cleared.  The  principal  products  hauled  over  it  are  milk,  hay,  potatoes  and 
hops.      Hop  growing  is  an  important  industry  in  this  locality. 

Gravelled  470  feet. 

Repaired  4  bridges. 

Brushed  out  sides  of  road. 

ScHooL-HousE  Cross  Road. 

Runs  from  Union  Bay  on  West  Road  to  opposite  Sidney  on  East  Road;  length,  U  miles. 
The  school-house  is  on  this  road.  Large  stock  and  agricultural  farms  lie  on  each  side 
of  it.  Part  of  this  road  requires  coarser  material  than  has  been  put  on  it.  It  is 
soft  and  cuts  up  in  prolonged  wet  weather. 

Gravelled      1,600  feet,  8  feet  wide. 

Made  ditch     100     ,. 

Downie's  Road. 

A  short  side-road  running  from  the  north  end  of  the  West  Road  through  Mr.  Towner's 
farm  to  Mr.  Downie's  ranch ;  length,  |  of  a  mile.  This  road  is  so  shut  in  by  big 
trees  that  it  gets  no  chance  to  dry  after  heavy  rains.  Some  of  these  should  be 
removed  in  order  to  keep  the  road  in  good  condition. 

Gravelled  600  feet,  7  feet  wide. 
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Pender  Island. 

Near  west  end  of  Plumper  PaSvS.  Greater  part  of  the  Island  is  mountainous.  Home 
areas  of  good  agricultural  land.  Potatoes,  fruit,  cattle  and  sheep  are  the  chief  products 
shipped.     School  near  wharf,  on  Browning  Harbour  Road.     Population,  240. 

Browning  Harbour  Road. 

Runs  from  new  wharf  to  Browning  Harbour;  length,  3  miles.  This  road  runs  through 
good  land,  part  cleared  and  cultivated  and  part  timbered.  There  are  several  settlers 
round  the  head  of  Browning  Harbour  who  require  this  road  to  the  wharf,  and  to 
enable  children  to  reach  school.  The  first  half  of  the  road  is  in  good  condition. 
The  half  next  Browning  Harbour  has  not  had  much  work  put  on  it  and  is  rough  and 
w^et  in  winter.      Not  much  vehicular  traffic  over  this  road. 

Cleared  and  le^'elled  325  yards,     8  feet  wide. 

Ditched  and  graded  300     n        12  n 

Colston's  Road. 

A  branch  road  from  wharf  to  Colston's  farm ;  length,  |  of  a  mile.     A  private  road  through 

Colston's  farm  joins  this  road  to  a  road  running  south  from  old  wharf. 
Cleared  and  graded  2-40  yards,  8  feet  w^ide. 
Opened  400  yards  for  vehicles  by  blasting  and  widening  rock  cut  in  bluff. 


South  Pender  Island. 
Main  Road. 

Runs  from  wharf  to  south  end  of  island ;  is  3  miles  long.  This  road  gives  communication 
with  the  wharf  to  three  settlers  at  the  south  end  of  the  island.  It  is  about  8  feet 
wide  and  seldom  used  for  waggon  traffic. 

Re-graded  1,200  feet,  8  feet  wide. 

Widened  road  i*ound  bluff  and  fixed  guard-rail  on  outer  edge,  120  feet. 

Cleared  and  graded  720  feet  new  road,  8  feet  wide. 

Spalding's  Road. 

Leaves  the  main  road  near  wharf  and  runs  to  Spalding's  ranch,  a  distance  of  |  of  a  mile. 
'  This  is  a  very  steep  road,  over  a  divide,  giving  access  to  Spalding's  ranch — a  good 

farm.      The  hauling  over  it  is  done  by  sleighs. 
Brushed  out  420  feet,  12  feet  wide,  and  graded  junction  with  Main  Road. 


Mayne  Island. 

Situated  on  the  south  side  of  Plumper  Pa.ss.  Part  of  island  mountainous,  but  a  large 
proportion  good  land,  capable  of  cultivation.  Population  by  census.  200.  School  on  main 
load.  Chief  products  shipped  are  fruit,  potatoes,  sheep,  cattle  and  hogs.  Quantities  of  cord- 
wood  also  shipped. 

Point  Comfort  Road. 

Runs  from  the  wharf  t<j  Point  Comfort  Hotel  and  the  Lighthouse  ;  length,  2h  miles.  In 
summer  there  is  sometimes  a  good  deal  of  traffic  to  Point  Comfort  Hotel  along  this 
road.  It  also  serves  a  few  settlers.  The  road  is  graded  about  10  feet  wide  and  is 
in  good  condition.     The  traffic  over  it  is  light. 

Built  1  culvert,  10  feet  by  2  feet  by  3  feet. 

Gravelled  150  feet. 

Ditched  450  feet. 

Put  up  100  feet  of  guard-rail  along  bank. 
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Village  Bay  Road. 

Runs  from  wharf  to  Village  Bay  ;  length,  2  J-  miles.  This  road  gives  access  to  some  farms 
and  a  large  boarding  house  at  Village  Bay.  There  are  generally  from  10  to  15 
visitors  staving  here  during  the  summer  months.  A  waggon  meets  the  steamers  two 
or  three  times  a  week  in  the  season.  Quite  an  amount  of  cordwood  is  hauled  over 
the  I'oad  and  some  farm  produce.     The  road  is  graded  8  feet  to  10  feet  wide. 

Lowered  grade  on  hill  by  cutting  1  h  feet  off  top. 

Filled  in  gulch,  raising  it  4  feet. 

Gravelled  150  feet. 

Ditched  240  feet. 

General  repairs  600  feet. 

Main  Road. 

Runs  from  wharf  through  centre  of  island  to  fork  of  Horton  Bay  Road  and  Deacon's 
Road ;  length,  If  miles.  This  is  the  main  road  of  the  island,  leading  to  the  best 
producing  farms.  The  school-house  is  on  this  road.  It  is  graded  12  feet  to  14  feet. 
It  has  hitherto  been  covered  with  broken  shale  rock,  which  makes  a  good  smooth 
road,  but  does  not  wear.  It  is  now  being  covered  with  beach  gravel  where  necessary. 
There  is  a  considerable  amount  of  hauling  over  the  road,  comprising  fruit  and  various 
farm  products. 

Graded  up  road  to  centre  2,000  feet. 

Brushed  out  half  a  mile. 

Blasted  out  stumps. 

Graded  300  feet. 

HoRTON  Bay  Road. 

Continuation  of  main  road  to  Horton  Bay ;  length,  1|  miles 
Cut  down  number  of  large  trees  where  road  was  too  shaded. 
Graded      300  feet. 
Gravelled  600    ,. 
Ditched     150     i. 

Dean's  Road. 

This  is  a  new  branch  road  to  give  access  to  three  settlers.     It  is  being  graded  8  feet  wide 
along  the  side  of  a  hill.     The  grade  is  not  too  steep,  and  the  road  will  be  satisfactory 
when  finished  next  season. 
Length,  when  completed,  f  of  a  mile. 
Cleared,  blasted  out  rocks  and  graded  1,800  feet. 


Galiano  Island. 

On  north  side  of  Plumper  Pass,  the  most  part  of  which  is  rough,  mountainous  country- 
Some  small  valleys  and  flats  of  good  land.  Cultivated  area  small.  Some  stock,  potatoes  and 
hay  shipped  from  south  end  of  ishmd.  Large  amount  of  cordwood  shipped.  Two  schools  on 
the  island,  one  at  south  end,  near  Active  Pass,  and  one  at  Retreat  Cove.      Population  140. 

Central  Valley  Road. 

Runs  in  a  circuitous  route  from  the  pi'csent  wharf,  across  the  south  end  of  the  island,  to 
old  wharf  site  ;  length,  3^  miles.  It  runs  through  timbered  land  most  of  the  way. 
Several  small  ranches  along  the  road  and  one  large  farm,  with  100  acres  cultivated 
land.  Road  is  graded  for  an  a\erage  width  of  10  feet,  and  is  a  good  one  for  the 
amount  of  traflic  over  it.     A  good  deal  of  cordwood  is  hauled  over  the  west  end  of  it. 

Gravelled  1,200  feet. 

New  stringer  and  planking  on  bridge  at  Murchison's  Bay,  66  feet. 

Ditching  on  Valley  Road  5,000  feet. 

Grading  5,000     n 

Gravelling  2,000     n 

Put  in  8  culverts  and  repaired  2  bridges. 

Cut  out  wind-falls. 

Cut  out  and  made  1  mile  of  trail  towards  Retreat  Cove. 
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Salt  Spring  Island. 

A  large  island  lying  north  of  Saanich  Peninsula  and  about  8  miles  from  Sidney,  20  miles 
long  by  5  miles  wide.  The  south  and  west  part  of  the  island  is  mountainous  and  only  suited 
for  a  sheep  run.  The  central  and  north  portion  has  large  areas  of  good  land  taken  up  and 
worked  by  prosperous  energetic  farmers.  Large  quantities  of  fruit,  butter,  stock  and  other 
farm  produce  are  shipped.  There  are  5  schools  on  the  island,  1  on  the  North  End  Road,  1  at 
Ganges  Harbour,  1  near  Vesuvius  Bay,  on  Central  road,  1  between  Burgoyne  Bay  and  Fulford 
Harbour,  and  1  on  Beaver  Point  Road.     Population  560. 

Central  Settlement  Roads  (including  Bittancourt's  and  Scott's  Roads). 

Runs  from  Ganges  Harbour  across  the  island  to  Vesuvius  Bay  Wharf ;  also  from  Gange.s 
Harbour  to  Booth's  Canal  and  along  west  shore  of  the  lake.  Total  length,  11  miles. 
These  roads  run  through  a  good  farming  country,  with  extensive  clearings.  The 
traffic  is  large.      Roads  have  been  much  improved  of  late  years  and  are  now  good. 

Forest  cleared  and  grubbed  3,600  feet,  12  feet  wide. 

Graded  and  ditched  6,000  feet. 

Gravelled  3,000     m      6  feet  wide. 

Put  in  10  culverts,  18  feet  by  2  feet  by  2  feet. 

North   End  Roads  (including  Pottinger's  and  Walker's  Hook  Roads). 

]\Iain  road  starts  from  church  on  Central  Road  and  runs  along  east  shore  of  the  lake  to 
north  end  of  island ;  branch  goes  to  Fernwood  Wharf,  and  from  there  runs  north 
along  east  shore  line.  Good  land  and  considerable  cultivation  round  Fernwood.  Not 
much  clearing  done  yet  towards  north  end. 

Graded       7,500  feet. 

Ditched      1,500    „ 

Gravelled    2,400     u     5  inches  thick. 

Put  in  12  culverts,  18  feet  by  2  feet  by  2  feet. 

Bullock's  Road. 

Branch  road  off  North  End  Road  ;  about  1  h  miles  long. 

Trees  cleared  2,400  feet. 

Grubbed  and  graded  2,400  feet,  12  feet  wide. 

Put  in  1  culvert,  10  feet  by  12  feet  by  2  feet. 

Mountain  Roads. 

Main  Road  starts  at  Ganges  Harbour  and  runs  south,  over  the  divide,  through  the  centre 
of  island  to  Burgoyne  Bay  Road  ;  length  3^^  miles.  A  branch  road,  called  Beddis 
Road,  leaves  the  main  road  half  a  mile  south  of  Ganges  Harbour  and  runs  south 
along  east  shore  line  for  3i  miles.  Light  traffic  over  these  roads,  chiefly  dairy 
produce. 

Graded  1,500  feet,  14  feet  wide. 

Ditched  and  gravelled  3,000  feet. 

Put  in  3  culverts,  18  feet  by  2  feet  by  2  feet. 

Built  1  bridge,  cedar,  36  feet  by  14  feet  by  8  feet. 

Cranberry  Marsh  Road. 

Leaves  Burgoyne  Road  at  junction  with  Mountain  Road  and  runs  west  to  near  Maxwell 
Lake ;  length,  3  miles.  Passes  several  farms  with  considerable  areas  of  cultivated 
land  in  the  first  H  miles.     West  end  of  road  only  now  being  settled  up. 

Trees  cleared  and  grubbed  400  feet. 

Graded  1,000  feet. 

Gravelled  400  feet. 

Put  in  2  culverts,  12  feet  by  2  feet  by  2  feet. 

Burgoyne  Bay  Roads. 

Main  Road  runs  from  Fulford  Harbour  to  Burgoyne  Bay  ;  length,  3  miles.  This  road 
runs  through  a  fertile  valle}-,  with  good  farms  on  each  side  for  the  wliole  length.  A 
large  amount  of  farm  produce  is  hauled  over  the  road  for  shipment,  including  fruit. 
Cattle,  sheep  and  hogs  are  also  extensively  raised  and  shipped  from  here. 
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Another  road  leaves  the  valley  road  one  mile  from  Burgoyne  Bay  and  runs  north  to 
Mountain  Road.  Length,  including  Duke's  branch  road,  5  miles.  This  road  passes 
several  good  farms  and  has  a  considerable  traffic  in  dairy  produce,  fruit  and  live 
stock. 

Graded  1,200  feet. 

Ditched  2,400    ., 

Gravelled  7,000    n 

Built  1  bridge         18    ,,    by  14  feet. 

Isabella  Point  Road. 

Runs  from   Fulford  Harbour  south  to  Isabella  Point ;  length,   3|  miles.     Passes  some 

small  clearings.     Some  settlers  near  end  of  road.     Traffic  is  light. 
Cleared  trees  and  grubbed       650  feet. 
Graded  1,500    ,. 

Ditched  and  gravelled  300     m 

Built  1  bridge,  35  feet  by  12  feet. 

Beaver  Point  Road. 

A  winding  road,  running  from  Fulford  Harbour  to  Beaver  Point  on  the  south-east  shore 
of  the  island ;  length,  8  miles.  A  number  of  settlers  live  along  this  road,  some 
with  large  and  good  farms.  This  is  an  important  fruit-growing  section.  Large 
shipments  of  apples  are  made.  There  is  a  heavy  traffic  in  cordwood  to  Fulford 
Harbour. 

Ditched        300  feet. 

Gravelled  3,600     „ 

Put  in  3  culverts,  1 2  feet  by  2  feet  by  2  feet. 

Fulford  Harbour  Bridge. 

Re-floored  part  of  bridge  with  5,500  feet  of  2-inch  planking. 


Esquimalt  District. 
o 


This  district  has  been  rlivided  into  seven  sepai'ate  road  divisions,  with  a  foreman  for  each 
division.     The  amount  of  work  done  is  given  under  the  different  divisions  as  follows  : — 

Esquimalt  Division. 
Admiral's  Road. 

This  road  runs  from  Esquimalt  Road  to  Craigflower  Road,  near  Craigflower  Bridge,  and 

is  two  miles  long. 
Gravelled  7,000  feet,  6  inches  deep,  8  feet  wide. 
Built  one  culvert  and  ditched  600  feet. 

Lampson   Street. 

Runs  from   Esquimalt   Road   to   Craigflower  Road,    1    mile.     A   residential   road,   with 

considerable  traffic. 
Gravelled  2,600  feet,  8  feet  wide,  4  inches  deep. 
Replaced  two  culverts. 

Put  in  new  drain  near  railway,  56  feet  long. 
Made  general  repairs. 
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Gorge  Road. 

Runs  from  end  of  Lampson  Street,  on  Craigflower  Road,  to  Gorge  Bridge  ;  length,  half  a 

mile. 
Gravelled  1,500  feet. 
Ditched  1,500  feet. 
Replaced  one  culvert. 

Bay  View  Avenue. 

A  short  road  from  City  boundary  to  Dunsmuir  Road 
Graded  and  gravelled  130  feet. 

EsQUiMALT  Road  (2|  miles). 

This  road  is  the  main  thoroughfare  between  Victoria  and  the  Naval  Headquarters,  Navy 
Yard,  and  the  Dominion  Dry  Dock,  at  Esquimalt  Village ;  the  Victoria  Marine 
Railway  and  Dock,  near  Esquimalt,  and  the  Imperial  Barracks  and  Forts  at 
Macauley  Point.  It  is  lined  with  residences  for  its  entire  length.  There  is  an 
immense  amount  of  traffic  on  this  road  during  the  whole  year.  About  15,000  tons 
of  freight  is  hauled  over  this  road  annually.  The  Electric  Railway  Company  give  a 
15  minute-service  from  6  a.m.  till  12  p.m.,  along  this  road.  A  four-foot  sidewalk 
has  been  put  down  along  the  side  of  the  road.  This  road  has  more  traffic  than  any 
other  outside  the  Citj'. 

Graded  and  gravelled  10,000  feet,  from  G  inches  to  1  foot  deep. 

Ditches  cleaned  out  10,000  feet. 

Repaired  new  culverts. 

New  sidewalk  600  feet. 

Filled  hollow  at  Half-way  House,  90  feet  by  30  by  5. 

Craigflower  Road. 

This  road  runs  from  the  City  boundary,  in  Victoria  West,  to  Craigflower  Bridge,  where 
it  joins  the  main  road  to  Sooke,  Metchosin,  Goldstream,  &c.  Length,  about  2  miles. 
It  is  largely  used  by  people  from  the  country  districts,  who  have  business  in  the  west 
end  of  the  City. 

Gravelled  and  ditched  750  feet. 

Replaced  one  culvert. 

Repaired  one  culvert. 

Built  new  sidewalk,  1,050  feet  by  4  feet. 

Constance  Avenue. 

A  short  residential  street,  off  Esquimalt  Road,  near  Admiral's  Road. 
Graded  and  cleared  150  feet. 
Cleared  out  ditches  150  feet. 

Wharf  Street  (Esquimalt). 

The  main  street  of  Esquimalt  Village. 

Cleaned  out  ditches  300  feet. 

Built  sidewalk  on  west  side  of  street  400  feet. 

Florence  Road. 

Runs  from   City  boundary  to   Lampson  Street,  crossing  the  E.  ct  N.    Railway  at   the 

Pottery  Works. 
Gravelled  900  feet. 
Cleaned  out  ditches  900  feet. 

Head  Street. 

This  street  begins  where  Lampson  Street  crosses  the  old  Esquimalt  Road,  and  runs  to 
Work  Point  Barracks,  crossing  the  new  Esquimalt  Road  near  the  Half-way  House. 
The  traffic  to  the  Barracks  and  the  houses  in  the  vicinit}'  is  very  heavy. 

Cleaned  out  ditches  600  feet. 

Cleared  out  brush  and  stumps  1 50  feet. 

Put  down  broken  stone  and  gravel,  10  feet  wide,  800  feet. 
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Metchosin  Division. 

J.  Witty,  Foreman. 
Metchosin  Road 

This  road  begins  at  the  fork  of  the  Metchosin  and  Sooke  Roads  and  runs  to  tlie  Quaran- 
tine Station  at  Williams  Head,  a  distance  of  about  8  miles.  For  the  first  three 
miles  it  runs  over  a  level  gravel  bench.  This  bench  affords  good  grazing  for  cattle 
during  most  of  the  year.  There  are  several  ranches  taken  up  some  distance  from  the 
road,  on  both  sides,  with  from  10  to  20  acres  each  of  cleared  land.  Nearly  two 
miles  of  this  piece  of  road  has  now  been  graded  up  and  ditched.  South  of  Albert 
Head  the  country  becomes  more  open  and  farms  are  continuous  on  each  side  of'the 
road.  There  are  several  fine  farms,  each  from  50  to  150  acres  in  extent  of  cleared 
land.  This  district  raises  a  quantity  of  farm  produce  which  is  hauled  to  Victoria. 
Potatoes,  oats,  butter,  eggs,  poultry  and  mutton,  etc.  Fruit-growing  promises  to 
become  an  important  industrv. 

Graded         1,200  feet,  20  feet  wide. 

Gravelled     1,200     m      12  n  10  inches  deep. 

Made  two  fills  100  feet  long,  20  feet  wide. 

Cribbed  100  feet. 

Replanked  Albert  Head  Bridge,  145  feet  by  14  feet. 

Replaced  10  stringers,  12  inches  by  12  inches,  20  feet  long. 

Brushed  out  4,000  feet,  66  feet  wide. 

Cut  down  hill  4  feet,  150  feet  long 

Cribbed  40  feet,  18  feet  wide,  4  feet  high. 

Put  in  3  new  culverts,  20  feet  by  4  feet. 

EsQuiMALT  Lagoon  Road. 

This  is  a  side  road  off  Metchosin  Road,  leading  to  some  farms  on  Esquimalt  Lagoon. 

Length  one  mile. 
Made  900  feet  new  road,  10  feet  wide. 

Rocky  Point  Road. 

This  road  leaves  the  Metchosin  Road  at  the  Church  and  runs  south  to  East  Sooke  for  3| 
miles.  At  the  head  of  Redder  Bay  it  turns  to  the  left  and  runs  through  Rocky  Point 
to  the  shore  opposite  Race  Rocks  Lighthouse.  Length  6  miles.  The  country 
between  Metchosin  and  Redder  Bay  is  undulating  and  rocky.  Rocky  Point  is  a  fine 
farming  area  with  large  tracts  of  cleared  land  very  similar  to  Metchosin.  A  num- 
ber of  sheep,  and  cattle  and  good  crops  of  oats,  hay,  potatoes,  etc.,  are  raised. 

Graded  300  feet,  18  feet  wide. 

Gravelled       300     n      12  i.  10  inches  deep. 

General  repairs  over  3i  miles  of  road. 

Put  in  1  new  culvert,  18  feet  by  4  feet. 

SooKE  Cross  Road. 

This  is  a  cross  road  joining  Sooke  and  Metchosin  Roads.  It  leaves  Metchosin  Road 
three-quarters  of  a  mile  south  of  the  Church  and  joins  Sooke  Road  16  miles  from 
Victoria.  It  runs  through  timbered,  hill}'  country,  with  a  few  farms  and  small 
patches  of  cleared  land  on  each  side.  The  road  provides  a  short  communication 
between  Sooke  and  Metchosin  Districts. 

General  repairs  on  three  miles. 

SooKE  Road 

This  is  part  of  the  main  Sooke  Road  intersecting  this  Division.  It  commences  at  the 
fork  of  Sooke  and  Metchosin  Roads,  near  Col  wood,  and  runs  to  the  junction  of 
Happy  Valley  Road.  Distance  2  miles.  Sooke  Road  is  the  main  highway  for  all 
settlers  in  Otter  Point  and  Sooke  to  and  from  Victoria.  There  is  a  large  amount  of 
traffic  over  the  road.  Two  miles  in  this  division  run  through  a  generall}'  timbered 
plain  with  a  few  ranches  with  small  clearings.  The  road  was  originally  of  the  same 
characte-  as  the  first  three  miles  of  Metchosin  Road,  a  track  cleared  out  on  the 
gravelly  bench  and  gradually  wearing  down  below  the  surrounding  level.  Part  of  it 
has  been  graded  up  and  ditched  during  each  of  the  last  two  seasons. 
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Graded  and  gravelled  900  feet,  18  feet  wide,  10  inches  deep. 
Cribbed  and  tilled  in  50  feet,  i  feet  deep. 
Made  2  new  culverts. 
Made  general  repairs. 

Happy   Valley  Road. 

This  road  runs  from  Sooke  Road,  about  2^,  miles  south  of  Colwood,  through  Happy  Valley 
to  the  Metchosin  Road,  which  it  joins  near  the  Church.  Length,  -1  miles.  A  very 
good  road  and  practically  level.  Used  by  the  settlers  from  Rocky  Point  and  East 
Sooke  to  Victoria.  There  are  farms  on  each  side  of  the  road  for  the  whole  distance, 
and  Happy  Valley,  which  this  road  opens  up,  is  a  large,  fertile  flat  which  is  under 
cultivation. 
.    Graded        450  feet,  18  feet  wide. 

Gravelled    450     m      12  n  10  inches  deep. 

Put  in  1  new  culvert,  20  feet  b}'  4  feet. 

Made  general  repairs  and  brushing  out. 

Cut  out  trees  and  lai'ge  roots.      Cleared    all    roads    in    Di\ision  after  storms  of  December 
3rd  and  December  25th,  1901. 


Sooke  Division. 
Main  Sooke  Road. 

This  is  a  part  of  the  main  ruad  from  Victoria,  running  thruugh  Souke  Division  to  the 
south  limit  of  Otter  Point  Division.  In  this  Division  it  begins  at  Happy  Valley 
Road  and  runs  to  two  miles  south  of  Sooke  River  bridge.     Length,  14  miles. 

For  several  miles  the  country  is  rocky  and  hilly,  with  a  few  ranches  and  small  clearings 
in  the  hollows.  Within  two  miles  of  Sooke  River  a  more  fertile  country  is  reached, 
and  south  of  the  river  there  are  several  fine  farms.  The  ranchers  raise  cattle  and 
sheep.  Fruit  also  grows  well.  Three  stages  come  to  Victoria  every  week  over  this 
road. 

Gravelled,  brushed  out,  ditched  and  made  general  repairs  from  Highland  boundary  to 
Naylor's  Hill,  6  miles. 

Cut  down  hill,  near  Sweatman's,  3  feet. 
M  II     Morrow's,       3     << 

Blasted  rocks  and  roots  between  16  and  18-mile  posts,  and  repaired  bridge. 

Built  5  culverts. 

Gravelled,  ditched  and  made  general  repairs  from  Naylor's  Hill  to  west  boundary  of 
division. 

Widened  road  near  Indian  Reserve. 

Built  new  piece  of  road  up  west  side  of  Sooke  River. 

Removed  fallen  trees  and  roots  after  gules  of  3rd  and  25th  December,  1901. 


East  Sooke  Division. 
East  Sooke  Road. 

This  is  the  main  road  opening  up  this  division.  It  begins  at  the  head  of  Redder  Bay  and 
runs  to  the  south  end  of  the  peninsula.  Length,  8  miles.  The  first  part  of  this  road 
is  very  hilly  and  rocky.  From  Beecher  Bay  to  the  south  end  of  the  road  the  land  is 
better,  and  along  the  shore  of  Sooke  Harbour  there  are  several  ranches  under  culti- 
vation. A  good  deal  of  development  work  has  been  done  on  mining  properties  in 
this  division,  both  iron  and  copper.  A  weeklv  stage  runs  into  Victoria  from  the 
south  point  of  East  Sooke. 

Cut  down  timber,  blasted  out  rocks  and  roots. 

Gi-aded,  gravelled  and  made  general  repairs. 

Built  new  bridge,  25  feet  long  :  cribbed  and  filled  in  50  feet  at  each  end. 


jr  18  Public  Works  Report.  1903 


Wilson's  Road. 

A  side  road  to  Wilson'.s  farm,  1  mile. 
Gravelled  part  and  repaired. 

Beecher  Bay  Road. 

A  branch  road  to  settlements  on  Beecher  Bay.     Length,  about  2  miles. 
Gravelled  and  repaired  part,  cleared  out  heavy  windfalls  and  many  large  roots  after  gales 
of  December  3rd  and  25th,  1901. 


Otter  Point  Division. 
Main  Road  (from  Sooke  boundary  to  Gordon's  Road ;  distance,  7  miles). 

This  is  a  continuation  of  the  main  Sooke  Road  from  Victoria,  continued  south-west  as  far 
as  the  last  settlers.  It  runs  through  rolling  country,  for  the  most  part  heavily 
timbered.  The  land  is  a  light  loam,  some  gravel ;  when  cleared  grows  good  crops. 
The  road  is  in  good  condition.     A  weekly  stage  runs  over  the  road  to  Victoria 

Cut  down  brush  on  both  sides  of  road. 

Cleared  out  side  ditches. 

Gravelled  and  repaired  road. 

Cut  down  two  steep  hills  at  O'Brien's  and  McGregor's,  about  3  feet. 

Widened  part  of  road  between  25  and  26-mile  posts. 

Blasted  out  rocks  and  stumps. 

Main  Road  (from  Gordon's  to  Muir  Creek,  about  5  miles). 

This  is  a  continuation  of  the  last-mentioned  road.  From  Gordon's  to  Tugwell  Creek  it 
runs  through  soft  bottom  land  with  heavy  timber.  Between  Tugwell  and  Muir 
Creeks,  and  on  to  Coal  Creek,  the  road  runs  over  a  gravel  bench,  with  hardpan 
below.  There  are  some  deep  ravines  to  cross  in  this  section,  which  necessitated  side- 
hill  cutting. 

Graded,  widened  and  gravelled  part  of  road. 

Cleared,  graded  and  completed  1,100  feet  of  new  road  near  school. 

Blasted  out  rock  and  hard  pan. 

Cribbed  up  road  100  feet. 

Gravelled  and  repaired  road  up  hill  west  side  of  Muir  Creek. 

Made  new  road  to  Anderson's,  1,900  feet. 

Built  new  bridge  near  school,  80  feet  long  by  13  feet  wide,  25  feet  high. 

Re-floored  and  repaired  bridge  at  Scarf's,  33  feet  long. 

Put  in  new  culverts  where  required. 

Race  Course  Road. 

A  side  road  leading  to  several  good  ranches,  about  H  miles. 

General  repairs. 

Cleared  out  trees  and  stumps  on  all  roads  after  storms  of  December  3rd  and  25th,  1901. 


Highland  Division. 

Main  Sooke  and  Metchosin,  or  Craigflower,  Road. 

This  is  the  main  road  into  Victoria  from  the  south  and  south-west  districts  of  the  Island. 
The  whole  tratiic  from  Sooke,  Metchosin,  Coldstream  and  Highland  Divisions  con- 
verges here.  It  begins  at  Craigflower  Bridge  and  runs  to  the  fork  of  the  Metchosin 
and  Sooke  Road  south  of  Colwood ;  length,  5  miles;  average  width  of  graded  road, 
20  feet.  The  main  road  is  in  good  condition,  subject  to  the  heavy  traffic,  which  is 
well  maintained.     Six  stages  run  over  the  road  every  week. 
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Gravelled  4,600  feet. 

Cut  down  two  hills  3  feet,  length  100  feet  and  150  feet. 

Filled  in  and  widened  road  4  feet  at  bottom  of  4-mile  hill  for  50  feet. 

Graded     4,000  feet. 

Brushed  5,200     ., 

Cleared  out  side  ditches  7,000  feet. 

Repaired  3  culverts. 

Built  new  culvert. 

Filled  up  holes. 

Pike  Lake  Road. 

A  branch  road  leaving  main  road  near  6-Mile  House  and  running  north  for  2^  miles.  It 
runs  through  a  rocky  and  hilly  country,  with  scattered  areas  of  good  land.  Several 
farms  along  this  road. 

Re-planked  and  put  new  guard-rail  on  bridge. 

Repaired  1  culvert. 

Cleared  out  ditches  138  feet 

Filled  up  holes. 

Belmont  Road. 

A  short  branch  road  leaving  main  road  at  7-mile  post  and  running  down  to  the  shore  at 
Rod  Hill  Fort.  There  are  a  few  farms  along  the  road  and  all  the  traffic  by  land,  to 
the  fort,  goes  over  it;  length,  1|  miles. 

Replaced  3  culverts. 

Cleaned  out  ditches  100  feet,  and  filled  up  holes. 

GOLDSTEEAM    ROAD. 

Leaves  the  Main  Sooke  and  Metchosin  Road  at  7-mile  post  and  is  part  of  the  Victoria- 
Nanaimo  Main  Trunk  Road.  This  section  runs  to  the  Gold.stream  Hotel ;  length,  4 
miles.  All  the  travel  to  and  from  Millstream  District  goes  over  part  of  this  road. 
During  the  summer  and  autumn  months  there  is  considerable  driving  to  and  from 
Coldstream  Hotel  and  on  towards  the  Sooke  Lakes.  The  Victoria  Electric  Railway 
Company  have  their  power  plant  about  1-h  miles  beyond  Goldsti-eam  Hotel,  and  at 
times  haul  heavv  loads  over  this  road. 

Graded  100  feet. 

Cleared  out  ditches  500  feet. 

Filled  up  holes. 

Helmcken  Road. 

A  short  cross-road  leaving  Main  Sooke  Road  about  5-mile  post,  and  running  across  to 
Burnside  Road ;  length,  H-  miles.  A  few  houses  and  farms  on  road;  not  much 
traffic. 

Replaced  1  culvert. 

Filled  in  end  of  bridge. 

GraveUed  20  feet. 

Millstream  Road. 

Leaves  Coldstream  Road  at  E.  A  N.  Railway  crossing  and  runs  north  through  Millstream 
and  Highland  Districts  for  about  6  miles.  The  first  part  of  the  road  is  over  a  gravel 
flat  and  through  some  farming  land.  The  last  3  miles  is  through  rocky,  hilly  ground, 
very  little  of  which  will  ever  be  fit  for  cultivation.  The  road  passes  a  limestone 
quarry  and  kiln,  which  has  not  been  worked  for  several  vears.  A  few  settlers  on 
this  road  cultivating  small  farms  and  raising  cattle. 

Gravelled  130  feet. 

Cleared  out  ditches  336  feet. 

Filled  up  holes. 

Built  new  bridge,  25  feet  long, 
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Re-floored  and  repaired  one  bridge,  10  feet. 

Filled  in  each  end  of  old  bridge  and  replaced  by  culvert  6  feet  wide. 

Cleared  some  trees  and  large  root  off  road. 

Cleared  off  large  trees  and  roots  after  December  storms. 


Victoria  and  Nanaimo  Trunk  Road. 

This  road  commences  at  Coldstream  Hotel  and  crosses  Coldstream  Mountain  to  Sooke 
Lake.  From  there  it  runs  north  along  the  lakes  and  over  the  low  divide  between  Sooke  and 
Shawnigan  Lakes  ;  thence  along  the  siiore  of  Shawnigan  Lake  to  the  boundary  of  Cowichan 
District.  Length  of  road,  23  miles.  This  road  was  the  only  means  of  travel  by  land  between 
the  south  end  of  the  Island  and  Cowichan  and  Nanaimo  Districts  until  the  E.  &  N.  Railway 
was  built.  Since  the  railway  was  opened  there  is  not  much  heavy  traffic  over  this  section. 
From  Coldstream  the  road  climbs  a  mountain  for  about  1,500  feet  elevation  and  then  goes 
down,  often  at  a  steep  grade,  to  Sooke  Lake.  The  road  is  fairly  good,  but  the  grades  are  steep 
on  both  sides  of  the  mountain.  From  Sooke  to  Shawnigan  Lakes  the  country  is  well  timbered, 
with  patches  of  land  in  places.  On  Coldsti-eam  mountain  the  Esquimalt  Water  Works  Com- 
pany have  for  some  years  ha'l  from  100  to  200  men  constantly  at  work  making  reservoirs  and 
artificial  lakes,  flumes,  etc. 

Coldstream  Section. 

Brushed  out  both  sides  of  road  from  Coldstream  to  Sooke  Lake,  10  miles. 
Repaired  9  culverts. 
Put  in  2  new  culverts. 

Corduroyed  60  feet  and  covered  with  gravel. 
Craded  16,800  feet  of  road  and  made  ditch  on  upper  side. 

Bi'oke  and  removed  all  large  rock  from  road  ;  filled  in  holes  and  made  general  surface 
repairs. 

Between  Sooke  Lake  and  Shawnigan  Saw-mill  (14  miles). 

Brushed  4  miles  of  road. 

Repaired  13  culverts. 

Made  3  new  culverts. 

Repaired  3  bridges  and  filled  in  approaches. 

Graded  and  ditched  15,000  feet. 

Cleared  out  and  repaired  ditches  and  culverts. 

Made  genei'al  repairs  over  whole  road. 

Cleared  out  large  rmmber  of  trees  and  stumps  after  storms  of  December  3rd  and  25th. 


Port  Renfrew  Division. 

All  the  work  in  this  Division  has  been  done  on  trails.      There  is  only  one  waggon  road  in 
the  district,  about  1  mile  long,  from  the  wharf  to  Mr.  Baird's  farm. 

San  Juan. 

T.  Baird,  Foreman. 

A  new  trail  was  cleared  out  and  partly  graded  from  the  wharf  to  the  Botanical  Siat.ioii. 

Length,  3  miles.     This  station  was  erected  by  an  American  Scientific  Association. 
Cleared  out  brush  and  logs  on  new  trail  to  Botanical  Station,  3  miles. 
Graded  and  finished  1/,  miles  of  pack  trail. 

Gordon  River. 

T.  Deakin,  Foreman. 

A  large  amount  of  mining  work  has  been  going  on  for  some  years  up  the  Gordon  River 
Valley.  A  horse  pack-trail  has  been  made  from  the  mouth  of  Gordon  River  for  about 
51  miles,  and  continued  to  some  large  iron  deposits  on   Bugaboo  Creek,    3;^    miles 
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further.  This  trail  opens  up  the  lower  half  of  the  valle}'  and  allows  supplies  and 
tools  to  be  packed  in  on  horseback.  There  is  good  farming  land  near  the  mouth  of 
the  river,  which  has  been  taken  up.  The  ranchers  raise  vegetables,  poultry  and 
numbers  of  cattle,  for  which  they  find  a  good  sale  at  the  mines. 

Widened  and  graded  4  miles  of  old  foot  trail  to  make  horse  pack-trail. 

Bridged  all  streams  which  trail  crosses. 

Made  2  miles  of  new  horse  pack-trail  towards  mouth  of  Gordon  River. 

Bridged  creeks  and  gulches. 

Made  1  mile  of  new  foot  trail  to  outside  of  bar  of  Gordon  River. 

Made  horse  pack-trail  from  Mr.  Newton's  camp  to  Bugaboo  Creek — H  miles. 

Bridsed  all  creeks  and  cut  out  hundreds  of  trees  after  storm  of  December  •25th,  1901. 


Cowichan  District. 


Bazett's  Road  (length,  1  mile  ;  33  feet  wide). 

Branch  of  Telegraph  Road  to  Bazett's.     Purposes,  agricultural;   number  of  settlers,   2; 

freight  or  produce  hauled,  5  tons  outward,  10  tons  inward. 
Made  1  cuh  ert,  1  foot  by  1  foot  by  27  feet,  and  removed  fallen  timber 

Bench  Road  (length,  2|  miles ;  33  feet  wide). 

From  Old  Koksilah  Road  at  Cowichan  Station  to  Corfield  P.  O.     Purposes,  agricultural ; 

mail  route;   number  of  settlers,   5;  freight  or   produce  hauled,  150  tons  outward, 

150  tons  inward. 
Ditched         195  feet,  2  feet  wide. 
Gravelled  1,144     n     9  m  4  inches  deep. 

Cameron  &,  Taggert  (length,  '2h  miles ;  33  feet  wide). 

From  Trunk  Road  to  Shawnig'an  Lake  Road.      Purpo.ses,  agricultural  ;  numlier  of  settlers, 

8  ;  freight  or  produce  hauled,  10  tons  outward,  10  tons  inward. 
Forest  cleared  9,990  feet,  5  feet  wide. 
Ditched  360     n     3  m  1  foot  deep. 

Filled  in  15     „   12  „  1 

Gravelled  360     n    10  n  4  inches  deep. 

Made  2  culverts,  2  feet  by  1  foot. 
Removed  fallen  timber. 

Chapman  New  Road  (length,  2  miles ;  33  feet  wide). 

From  Cobble  Hill  Station  to  Chapman's.      Purposes,  agricultural  ;  number  of  settlers,  1  ; 

freight  or  produce  hauled,  5  tons  outward,  5  tons  inward. 
Graded        2,550  feet,  12  feet  wide. 
Ditched  768     <>       3  „  1  foot  deep. 

Corduroyed   159      m      10 
Excavated       21      ..      12  ■■  1  „ 

Filled  in  15      „      12  m  1  „ 

Made  2  culverts,  2  feet  by  3  feet  by  1  foot. 
Fenced  2,550  feet. 
Removed  fallen  timber. 
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Copper  Canyon  Road  (length,  2  miles ;  33  feet  wide). 

From  Lenora  Townsite  and  Chemainus  River,  foot  of  Mount  Brenton.     Purposes,  mining  ; 

country,  mountainous;  number  of  settlers,  50;  about  100  Tiiining  claims,  100  men 

employed  ;  freight  or  produce  hauled,  200  tons  inward. 
Grubbed  7,260  feet,  8  feet  wide. 
Graded     7,260     m     8 
Built  2  bridges,  14  feet  wide,  22  feet  long,  6  feet  high. 

Carville  and  Jackson  (length,  If  mile.s  ;  33  feet  wide). 

Branch  of  old  Koksilah  Road.     Purposes,  agricultural;  number  of  settlers,  12  ;  freight 

or  produce  hauled,  15  tons  outward,  16  tons  inward. 
Grubbed    450  feet,  12  feet  wide. 
Graded       600     .■      12 
Gravelled  360     .,8         .i       6  inches  deep. 

CowiCHAN  Lake  Road  (length,  15|  miles;  33  feet  wide). 

Sahtlam  District  Line  to  Cowichan  Lake.     Purposes,  agricultural ;  timber  and  mail  route; 

number   of  settlers,   20;    freight  or  produce  hauled,    150   tons   outward,    250   tons 

inward. 
Grubbed      798  feet,  16  feet  wide. 
Graded      1,929     „      16 

Ditched        435     <>       1 J       «         1  foot  deep. 
Cribbed  87     m       4 "feet  high. 

Filled  in        153     m      16     u     wide,  3|- feet  deep. 
Gravelled     666      n        7     m         m     6  inches     « 
Made  19  culverts,  16  feet  by  2  feet  by  1  foot. 
Repaired  3  bridges,  76  feet  long,  15  feet  wide. 
Forest  cleared  1,530  feet,  20  feet  wide. 
Made  1  culvert,  14  feet  by  2  feet  by  1  foot. 
Removed  windfalls. 

Cowichan  Lake  North  Shore  Road  (length,  4  miles  ;  33  feet  wide). 

From  foot  of  lake  to  North  Arm.  Purposes,  agricultural,  timber,  antl  Indian  Reserva- 
tion ;  mail  route  ;  number  of  settlers,  15.  A  number  of  small  mining  properties  are 
served  by  this  road,  as  also  the  logging  camps  ;  100  men  employed.  Freight  or 
produce  hauled,  100  tons  outward,  250  tons  inward. 

Graded         690  feet,  12  feet  wide. 

Repaired  2,400     ><     with  gravel. 

Reconstructed  culvert,  9  by  12  by  1|  feet. 

Removed  fallen  timber. 

Cowichan  Lake  South  Shore  Road  (length,  9  miles ;  33  feet  wide). 

From  foot  of  lake  to  Narrows  ;  purposes,  agricultural  and  timber  ;  number  of  settlers,  1 5  ; 

freight  or  produce  hauled,  3  tons  outward. 
Graded      975  feet,    9  feet  wide. 
Filled  in      42     „     12         ,.         3  feet  deep. 
Cleared  out  windfalls. 

Cowichan  Lake  Landing  Road  (length,  200  yards  ;  width,  33  feet). 

From  Cowichan  Lake  North  Shore  Road  to  Landing.     Purposes,   shipping  freight  to 

logging  camps  and  mines  ;  freight  or  produce  hauled,  200  tons  inward. 
Forest  cleared  240  feet,  20  feet  wide. 
Grubbed  258     „      18 

Graded  258     ,.18 

Filled  in  36     m     20         ,.  li  feet  deep. 

Cowichan  River  Road  (length,  2  miles ;  33  feet  wide). 

From  Duncan  to  Koksilah  Station.  Pui'poses,  agricultural  and  Indian  reservation  ; 
number  of  settlers,  15;  10  Indians;  freight  or  produce  hauled,  500  tons  outward, 
100  tons  inward. 
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Grubbed     240  feet,   18  feet  wide. 

Graded        240     n       18 

Gravelled   390     ■-         9  ..  tj  inches  deep. 

Made  1  culvert,   14  b\'  2  feet  by  1  foot. 

Repaired  3  culverts. 

Filled  in  33  feet,  12  feet  wide,  4  feet  deep. 

Dighton's  Road  (length,  1  mile ;  33  feet  wide). 

Branch  off  Trunk   Road  to  Dighton's.      Purposes,   agricultural:    number   of  settlers,  3; 

freight  or  pi'oduce  hauled,  3  tons  inwaid. 
Graded         60  feet,  1 1  feet  wide. 


Ditched     300     .. 

2 

1          1  foot  deep. 

Cribbed       30    .. 

12 

,. 

Filled  in    180    n 

3 

1^  feet  deej 

Gravelled  126     n 

9 

r          b  inches   « 

^Slade  1  culvert,  3  by  3  feet. 
Duncax-Sahtlam  Road  (length,  5  miles  ;  33  feet  wide). 

Branch  from  Cowichan  Lake  Road  to  Sahtlam.  Purposes,  agricultural  ;  timber  and 
Indian  Reservation  ;  number  of  settlers,  7  ;  10  Indians  ;  freight  or  produce  hauled,  5 
tons  outward,  30  tons  inward. 

Forest  cleared       600  feet,  16  feet  wide. 


Graded                    549     - 

12 

Ditched                    36     n 

3  feet  deep 

Cribbed                   705     n 

2  feet  high. 

Excavated  earth     51     n 

12  feet  wide, 

Ih  feet  deep. 

Filled  in                   96     „ 

8 

2           " 

Gravelled               270     n 

1                     M 

6  inches  deep. 

Repaired  2  culverts,  12  by  2  feet  by  1  foot. 
Removed  fallen  timber. 

Glexora  Road  (length,  3|  miles ;  33  feet  wide). 

From  old  Koksilah  Road  through  Glenora  Settlement.  Purposes,  agricultural  and  Indian 
Reservation;  number  of  settlers,  15;  freight  or  produce  hauled,  15  tons  outward, 
15  tons  inward. 

Built  1  bridge,  22  by  14  feet. 

Howie's  Road  (length,  |  mile ;  33  feet  wide). 

Branch  of  Mountain  Road.      Purposes,  agricultural ;  number  of  settlers,  1  ;  freight  or 

produce  hauled,  5  tons  inward. 
Graded  150  feet,   12  feet  wide. 

Ditched        375     m         3 
Corduroyed  210     n       12  .• 

Gravelled     210     ..         8  «  6  inches  deep. 

Indian  Road  (length,  2J  miles  ;  33  feet  wide). 

From  Cowichan  River  Bridge  to  Glenora  Road.     Purposes,  connects  Duncan  and  Glenora; 
part  Indian  Reservation  ;  freight  or  produce  hauled,  45  tons  outward,  45  tons  inward. 
Removed  earth  84  feet,  14  feet  wide,  2  feet  deep. 
Gravelled,      1,185     .i        8  <<  6  inches  deep. 

Removed  wind-falls. 

Koksilah  and  Flats  Road  (length.  If  miles  ;  33  feet  wide). 

From  Koksilah  Station  to  Trunk  Road.     Purposes,  agricultural  and  Indian  Reservation  ; 

number  of  settlers,  15;  35  Indians;  freight  or  produce  hauled,   250  tons  outward; 

310  tons  inward. 
Filled  in      30  feet,  18  feet  wide,  5  feet  deep. 
Gravelled  900    i.      10         tt  6  inches  deep. 

Made  1  culvert,  25  by  3  by  2  feet. 
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KoKsiLAH  Riverside  Road  (length,  5i  miles:   3:3  feet  wide). 

From  Old  Koksilah  Road  to  J.  Boal's,  Jr.  Purposes,  agricultural  and  mining:  number 
of  settlers,  20  :  15  mining  properties,  15  men  employed;  freight  or  produced  hauled, 
20  tons  outward,  50  tons  inward. 

Forest  cleared  1,650  feet,  20  feet  wide. 

Gravelled  150     •.        9  n  6  inches  deep. 

Removed  fallen  timber. 

Lakeside  Road  (length,  3|  miles;  33  feet  wide). 

From  Cowichan  Station  to  Trunk  Road  at  Dougan's.      Purposes,  agricultural  ;  number  of 

settlers,  18  ;  freight  or  produce  hauled,  150  tons  outward,  150  tons  inward. 
Ditched     240  feet,     2  feet  wide. 
Gravelled  390     ..      12  ..  6  inches  deep. 

Made  1  culvert,  18  by  U  by  U  feet. 
„      1        .,  18  by  4"  by  3^     .. 

Mount  Sicker-Westholme  Road  (length,  3  miles;  33  feet  wide). 

From  Chemainus  Municipal  Boundary  to  Lenora  Townsite ;  mountainous.  Purposes, 
mining;  number  of  .settlers,  200.  Mine  shipping,  "Lenora";  about  100  other  small 
mining  properties;  350  men  employed  ;  freight  and  ore  shipped  by  private  railway  : 
freight  or  produce  hauled,  200  tons  inward. 

Graded     459  feet,  11  feet  wide. 

Filled  in     66     -     14         ..  3  feet  deep. 

Made  1  culvert,  18  feet  by  1  foot  by  1  foot. 

Repaired  2  bridges. 

McKexelly  and  Doupe  Road  (length,  2-|  miles;    33  feet  wide). 

Branch  of  Old  Koksilah  Road.      Purposes,  agricultural  :    number  of  settlers,  7  :    freight 

or  produce  hauled,  10  tons  outward,  5  tons  inward. 
Forest  cleared       2,400  feet,  16  feet  wide. 
Grubbed  1,320     ..12 

Graded  2,400     ..      12 

Cribbed  480     ..        2  feet  high. 

Excavated  earth      240     ..      14  feet  wide,  2.^  feet  deep. 
Filled  in  600     ..       8         .,  2" 

Made  1  culvert,  14  by  4  by  2  feet. 

Old  Koksilah  Road  (length,  6|  miles ;  33  feet  wide). 

From  Cowichan  Wharf  to  Koksilah  Station.     Purposes,  agricultural  and  Indian  Resoiva 
tion  ;  number  of  settlers,  65  ;   15  Indians  ;    freight  or  produce  hauled,  270  tons  out- 
ward, 200  tons  inward. 

Forest  cleared  510  feet,  25  feeX  wide. 

Grubbed  330     ,.14 

Graded  300     ..      14 

Filled  in  570     ..      15  n  14  inches  deep. 

Gravelled       1,683     ..     10         .,  6 

Made  2  culverts,   18  by  3  by  2  feet. 
..      1         .,         16  ..    4  ..    1      .. 

Corduroyed  24  feet. 

Repaired  2  culverts. 

Cleared  out  fallen  timbei-. 

Old  Sciiool-iiouse  Road  (length,  i;|  miles;  33  feet  wide). 

From  Old  Koksilah  Road  to  Trunk  Road.     Purposes,  agricultural;  number  of  settlers,  6; 

freight  or  produce  hauled,  30  tons  outward,  30  tons  inward. 
Ditched       300  feet,    2  feet  wide. 
Excavated     21      .,      14  ..  2  feet  deep. 

Gravelled      98     ,,      12  ..  6  inches  deep. 
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Shawnioan  Lake  Road  (length,  4  miles ;  .33  feet  wide). 

From  Mill  Bay  to  Shawnigan  Lake.       Purposes,  agricultural  ;    number  of  settlers,   23  ; 

freight  or  produce  hauled,  50  tons  outward,  50  tons  inward. 
Forest  cleared       1,710  feet,     9  feet  wide. 
Graded  180     n      12 

Ditched  180     n 

Excavated  earth      129     n      12  n  2  feet  deep. 

Filled  in  210     ..12  .,  11       ., 

Gravelled  300     «      11  ..  6  inches  deep. 

Made  4  culverts,  1  by  1  foot. 
Removed  fallen  timber. 

Sheppard's  Road  (length,  |  mile ;  33  feet  wide). 

From  Cobble  Hill  Road  to  Telegraph  Road.     Purposes,  agricultural ;  number  of  settlers, 

12  ;  freight  or  produce  hauled,  20  tons  outward,  20  tons  inward. 
Ditched  360  feet,  1  foot  wide. 

Telegraph  Road  (length,  6  miles  ;  33  feet  wide). 

From  Trunk  Road  to  Whiskey  Point  Road.     Purposes,  agricultural ;  number  of  settlers, 

14  :  freight  or  produce  hauled,  50  tons  outward,  50  tons  inward. 
Forest  cleared  3,750  feet,  6  feet  wide. 
Graded  1,266     -    12 

Ditched  336     ..     1  by  3  feet  wide. 

Cleared  ditch    1,131      .. 
Gravelled  180     «   10  feet  wide,  4  inches  deep. 

Wilkinson's  Road  (length,  ^  mile;  33  feet  wide). 

From  Shawnigan  Lake  Road  to  Wilkinson's.  Purposes,  agricultural  ;  number  of  settlers, 
11;  logging  camp,  15  men  employed;  freight  or  produce  hauled,  6  tons  outward, 
120  tons  inward. 

Graded        51  feet,  10  feet  wide. 

Ditched       60     ..       1  by  3  feet  wide. 

Gravelled  285     n       8  feet  wide,  8  inches  deep. 

Replaced     24     ..     hand-rail  on  bridge. 

Removed  fallen  timber. 

Victoria-Nanaimo  Trunk  Road  (length,  32  miles  ;  66  feet  wide). 

From  North  Esquimalt  boundary  line  (Shawnigan  Lake),  to  South  Nanaimo  boundary' 
line  (Chemainus).  Purposes,  agricultural  ;  mail  route  ;  mining,  lumber,  Indian 
Reservation ;  number  of  settlers,  1,600 ;  700  Indians  ;  freight  or  produce  hauled, 
9,750  tons  outward,  6,250  tons  inward. 

Forest  cleared     4,350  feet,  12  feet  wide. 


Graded 

285     .. 

12 

Ditched 

2,472     .. 

Filled  in 

1,239     .. 

10          .1          8  feet  deep. 

Gravelled 

6,861     .. 

10          .1          4  inches  deep 

Cribbed 

75     ., 

17  feet  high. 

,, 

81     „ 

3 

,, 

45     .. 

4 

Excavated  rock 

225     ,. 

4  feet  wide. 

Repaired  1 

cuh 

ert. 

Made         1 

, 

16  by 

8    by  12  feet. 

,,            2 

, 

28   m" 

2      m      2     .. 

4 

, 

18   .1 

Ih      M            U      M 

1 

, 

18   „ 

3"    .,      4"    ., 

Repaired  2 

brie 

[ges. 

Made        1 

1 

20  .. 

14     ..      6     .. 
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KoKSiLAH  River  Bridge. 

Built  King  truss  bridge  of  2  spans,  62^^  feet  each  :  south  approach,  28  feet  long ;  north 
approach,  44  feet  long;  total  length,  189  feet.     Bridge  set  upon  3  pile  piers,  drawn 

10  feet;  1  pier  double  bents  on  rock;  centre  pier  well  braced  and  sheathed  with  3 
by  12.  Bridge  17  feet  5  inches  outside,  15  feet  in  clear  between  trusses;  2  chords 
built  of  6  by  12  ;  floor  joists,  3  by  12  ;  20-inch  centre  ;  planking,  3  by  12. 

Copper  Caxyon  Bridge. 

Built  bridge  100  feet  long,  with  20-foot  approach;  stringers,  102  feet  long;  1  bent  at 
each  end  ;  Queen  truss  span  80  feet ;  3  stringers,  12  by  12  ;  truss  timbers,  10  by  12. 
Bridge,  9  feet  6  inches  Nvide  ;  floored  wdth  split  cedar,  railing  split  cedar. 

Clem-clem-a-lutz  Bridge. 

Repaired  bridge,  put  in  3  new  truss  timbers,  drove  2  sets  piles  and  capped  them  ;  put  in 
94  new  planks  and  3  new  boom  sticks,  80  feet  long,  in  sheer  boom.  Screwed  up  and 
adjusted  truss. 

CowicHAN  Wharf. 

Drove  46  piles  and  straightened  approach  where  damaged  by  scows;  put  down  1,300 
feet  new  planking,  400  feet  new  railing,  and  new  landing  steps. 

KoKsiLAH  River  Bridge. 

Built  bridge,  1  Howe  truss  126  feet,  resting  on  framed  piers  ;  "  A,"  east  pier  ;  foundation, 

hard  pan;  sills,  flat  cedar;  frame,  11  cedar  posts;  sheer  points,  width  6  feet,  19  feet 

8  inches  high,  35  feet  long,  sheathed  with  2|-inch  planks. 
"  B,"  west  pier,  pile  foundation  from  former  bridge  ;  main  sill  frame,  from  10  sawn  posts 

with  an  up-stream  sheer  point,  4  feet  wide,  19  feet  high  and  27  feet  long,  and  is 

sheathed  with  planks. 
Approach,  west  end,  reconstructed,  25  feet. 

11  east     ir  II  45     n 
Truss,  126  feet ;  total  length,  196  feet. 


Alberni    District. 


TowNsiTE  Roads. 

Comprised  of  roads  and  streets  in  the  towns  of  Alberni  and  New  Alberni,  and  a  road 
connecting  the  two  towns,  about  two  miles  in  length,  following  along  the  borders  of 
the  river  flats  on  a  fairly  level  grade,  with  the  exception  of  one  or  two  sharp  inclines 
near  new  Alberni ;  crosses  three  creeks,  one  of  which,  Rodger  Creek,  is  of  considerable 
width.  This  road  connects  with  the  wharf,  all  the  freight  of  the  district  being 
hauled  over  it. 

126  feet  by  99  feet  wide. 

14 

14 

14 

9 

H      II  by  H  feet  deep. 

r    M        bv  r 

Made  genera]  repairs. 

Built  new  Queen  truss  bridge  over  Rodger  Creek;  total  length  565  feet,  18  feet  wide,  12 
feet  high,  50  feet  long. 


Forest  cleared 

126 

Grubbed 

930 

Graded 

930 

Graded 

3,015 

Gravelled 

8,220 

Made  8  culverts 

16 

Made  2  culverts 

140 
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Beaver  Creek  Road  (cabout  14  miles  in  length). 

Comniencin,2;  at  Alberni,  traversing  a  slight  incline  and  ci'ossing  several  creeks  of  various 
depths.     About  140  settlers,  engaged  chiefly  in  farming. 

Forest  cleared       3,150  feet,  18  feet  wide. 

Grubbed  2,400     M     16         n 

Ditched  3,000     .-       2 

Graded  3,000     -     16 

Corduroyed  150     m      12         << 

Excavated  earth       150     m      20         •<  3  feet  deep. 

Filled  in  150     m     20         „  3 

Gravelled  6,900     u        7         m  6  inches  deep. 

Built  bridge  24     n      14         n  5  feet  high. 

Made  school  trail  half  a  mile. 

Generally  repaired  road  for  10  miles. 

SoMBRS  Road  (being  a  branch  from  Beaver  Creek  Road  to  the  Somers  Ranch). 

Graded      815  feet,  20  feet  wide. 

Ditched     815     n       2 

Gravelled  150     >i        7         m  6  inches  deep. 

Sproat  Lake  Road  (11  miles  long). 

Commencing  at  its  deviation  from  Beaver  Creek  Road  it  follows  the  river  fi'ont  for  about 
2  miles,  through  level  country.  After  crossing  the  river,  through  a  broken  rocky 
country,  it  reaches  the  lake,  where  it  follows  the  shore  line  through  rolling  country 
heavily  timbered.  The  road  is  used  chiefly  by  settlers  and  prospectors  ;  it  is  also  the 
outlet  for  the  Indian  Mission  and  two  Indian  reservations.  There  are  about  50 
settlers  in  this  district. 


1  foot  deep. 

3  feet  deep. 
7  inches  deep. 

2  feet  H 
5^  n     high. 

KiTSUKSus  Road  (3  miles  long). 

Commencing  in  Alberni,  traversing  the  Kitsuksus  Creek  bottom  lands  for  about  1  mile, 

thence  through  a  broken  rolling  country.     This  road  is  used  by  about  25  settlers. 

Forest  cleared       7,746  feet,  16  feet  wide. 

3,000  .,        4 

Grubbed  6,480  .,      12 

3,000  r,       4 

Graded  3,000  ..       4 

Ditched  1,200  .,       1^ 

Corduroyed  165  ..      12 

Excavated  earth      320  i.      12 

Filled  in  105  n     12 

Gravelled  2,532  .,       7 

Made  4  culverts  3  n      12 


Forest  cleared 

2,400  feet, 

25  feet  wide 

Grubbed 

2,400 

25 

Graded 

5,770 

15 

Ditched 

7,995 

2          ti 

Corduroyed 

270 

15 

Excavated  earth 

150 

10 

Filled  in 

186 

14 

Gravelled 

1,569 

7         II 

Made  13  culverts,      15 

6 

Built     2  bridges 

36 

141        „ 

both  sides  of  road. 

2  feet  deep. 
11        II 

6    inches  deep. 
12  feet 


Cherry  Creek  Road  (3  miles  long). 

Commencing  at  its  deviation  from  Nanaimo  Road  and  continuing  through  a  fairly  level 
country  to  its  junction  with  Kitsuksus  Road.  This  road  is  the  outlet  for  about  18 
settlers  engaged  in  farming. 


F  28  Public  Works  Report.  1903 


Forest  cleared  1,725  feet,  12  feet  wide. 

Grubbed  1,725     ..        6 

Graded  1,725     .,        6 

Corduroyed  40     n      12  tt 

Gravelled  1,890     i.        7  m  6  inches  deep. 

Cut  brush  6  feet  wide  on  each  side  of  road  for  one  mile. 

McCoy  Lake  Road  (3h  miles  long). 

Commencing  at  its  deviation  from  Sproat  Lake  Road,  passing  through  a  rough  broken 
country'  until  reaching  the  lake ;  thence  through  a  rich  tract  of  land  to  its  junction 
with  Sproat  Lake  Road  at  a  point  about  2  miles  from  its  deviation.  Used  by 
about  15  settlers. 

China  Creek  Road  (about  13  miles  long). 

Traversing  a  rough,  broken  country,  the  greater  part  hea^■ily  timbered.  This  is  the 
outlet  for  several  mineral  claims,  one  of  which,  the  "  Golden  Eagle,"  is  working  a 
force  of  about  20  men. 

Corduroyed  1,326  feet,  10  feet  wide. 

Made  13  culverts,       10     h        2  n  1  foot  deep. 

Repaired  all  bridges,  widened  out  turns  on  road  to  allow  two  teams  to  pass,  removed  all 
roots  and  rocks  from  road,  and  made  general  repairs  for  13  miles. 

Nanaimo  Road — Alberni  Section  (12  miles  long). 

Commencing  at  Alberni,  there  is  a  steady  incline  for  the  first  4  miles,  after  which  the 
grade  is  very  steep  to  the  summit  of  the  pass.  The  decline  is  steep  for  about  2  miles 
to  the  cedar  flats,  which  are  heavily  timbered  as  far  as  Cameron  Lake.  This  is  the 
Stage  and  Mail  Road  connecting  Alberni,  Parksville  and  Nanaimo. 

Forest  cleared  1,200  feet,     8  feet  wide. 


It 

240     1 

1     40 

II 

627     1 

1     99 

Grubbed 

240     1 

1     40 

n 

627     . 

1     14 

II 

1,200     1 

1       6 

II 

400     1 

1     20 

Seeded  with  white  clover   2^0     < 

,     40 

Graded 

666     1 

1     17 

II 

1,500     1 

,     12 

Ditched 

1,300     1 

,        2 

Excavated  earth 

675     1 

.       5 

Cribbed 

600     , 

'     n 

Excavated  rock 

20     M 

4' 

Filled  in 

150        n 

16 

Gra^'elled 

140     M 

1        8 

Made  40  culverts, 

14     1, 

1 

Built  2  bridges. 

75     , 

,      12 

4    feet  deep, 
with  cedar. 

3  feet  deep. 
2 

8  inches  deep. 

4  feet  deep. 
6  feet  hish. 


McCoy  Lake  Outlet. 

This  work  was  done  to  allow  the  lake  to  regain  normal  level  after  heavy  rains,  the  farmers 
being  unable  to  work  the  lake  shore  land  until  late  in  the  spring,  owing  to  the  high 
water. 

Blasted  out  rock,  80  feet  long,  4  feet  wide,  1  foot  deep. 

Cut  out  log-jams  and  brush  for  half  a  mile  on  creek  bank. 

Government  Office,  Alberni,  B.  C. 

Main  building,  25  feet  by  31  feet  by  15  feet  high ;  store-room,  10  feet  bv  12  feet :  porch, 
6  feet  by  8  feet ;  and  out-buildings. 
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Protectiox  of  Somas  River-bank,  Town  of  Alberni. 

Piled,  planked  and  protected  river  bank,  340  feet  by  12  feet  high. 

Granite  Creek  Trail.    (9  miles  in  length  ;  a  mountain  pack-trail,  being  the  outlet  for  several 
mineral  claims  on  which  development  work  is  being  done.) 

Forest  cleared  3,000  feet,  6  feet  wide. 

Grubbed  3,000     ..     6 

Graded  3,000     „     6 

Made  5  culverts,    25  feet  long  by  4  feet  wide. 

Made  2  bridges,     25  n  4  n 

Repaired  trail  for  9  miles. 

Santa  Maria  Trail.     (Used  in  connection  with  the  Iron  Mines,  Barkley  Sound.) 

Forest  cleared  6,300  feet,  6  feet  wide. 

Grubbed  10,380     .,     3 

Graded  966     ..     4 

Made  3  crossings  over  creeks,  20  feet  each. 

Effingham  Inlet  Trail      (5  miles  in  length ;  a  pack-trail  for  the  use  of  prospectors.) 
Built  5  miles  of  trail,  4  feet  wide. 

Clayoquot-Ucluelet  Trail.     (Ucluelet  Section;  a  trail  used  by  the  settlers  of  Ucluelet.) 

Forest  cleared  2,700  feet,  6  feet  wide. 

Grubbed  2,700     ,.     6 

Cut  underbrush  20  feet  wide,  which  was  very  heavy. 

Trail,  head   of  Ucluelet  Arm  to   Long   Beaoh,  via  Wreck  Bay.     (A  trail  connecting 
Ucluelet  and  Placer  Mines  at  Long  Beach.) 

Forest  cleared       4,500  feet,  20  feet  wide. 
Ditched  1,500     m        1  „ 

Corduroyed  210     n        9  n 

Excavated  earth         25     ti        3  ti 

Widened  trail  for  10  chains  from  12  to  15  feet. 
Cut  down  large  trees  alongside  trail. 

Ucluelet  Peninsula  Road.     (A  road  connecting  the  ranches   on   Ucluelet  Peninsula  and 
Long  Beach  and  Wreck  Bay  Trail.) 
Forest  cleared  5,290  feet,  16  feet  wide. 
Grubbed  5,940     „        6 

Cut  down  big  trees  alongside  of  road. 

Bridge,  Ferguson  Crossing,  Bear  River.     (A  trail  for  the  use  of  settlers  and  prospectors.) 

Built  bridge,  60  feet  long  by  8  feet  wide  by  30  feet  high. 
Forest  cleared  13,620  feet,  8  feet  wide. 

Excavated  earth  and  rock,  16     ti     8  m  11  feet  deep. 

Built  2i  miles  of  new  trail  and  repaired  old  trail. 

Browning  Pass  and  Schooner  Cove  Trail. 
Ditched  1,236    feet,  3  feet  wide. 

Built  7  bridges,     191     „     9         „ 
Cleared  all  timber  from  trail  and  repaired. 

Ucluelet-Clayoquot  Trail.     (Clayoquot  Section,  connecting  Clayoquot  and  Ucluelet.) 
Grubbed        4,263  feet,  6  feet  wide. 
Graded  1,080     ,.     6 

Corduroyed      396     n     9  n 

Built  7  bridges,  24  feet  long  by  9  feet  wide. 

M       3         m"         31  M  9  M 

Repaired  existing  bridges  and  cleared  off  fallen   timbei-. 
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QuATSiNO  Local  Roads.     (Roads  connecting  the  different  ranches  in  the  settlement.) 

Forest  cleared  25,650  feet,  8    feet  wide. 

Graded  25,650     „     Sh 

Corduroyed  15     «     8  m 

Made  4  culverts,     10     ,,     3  ..  15  feet. 

Built  7  bridges,     313     u     long,  3  feet  wide,  27  feet. 

Cape  Scott  Local  Roads  and  Trails.     (Connecting  ranches  in  the  settlement.) 
Forest  cleared    6,603  feet,  10  feet  wide. 


Graded  605 

300 
Corduroyed  2, 1 30 
Gravelled  375 

Made  9  culverts,       8 
.,      2        ..  7 


10 
3 

12 
7 

12 

11 


by  3  feet, 
by  3     n 


Nanaimo  City  District. 


Victoria  Road. 

From  Municipality  limits  to  Stamp's  Road,  about  2^-  miles,  being  a  portion  of  the  trunk 
road  to  Victoria.  All  the  settlers  in  Cranberry,  Cedar,  Oyster  and  Bright  Districts 
have  to  use  this  road  to  come  to  Nanaimo,  and  all  the  teaming  to  Extension,  South 
Wellington  and  Ladysmith  has  to  pass  over  this  road. 

Grubbed  900  feet,  24  feet  wide. 

Graded     900     ,.     24 

Ditched  900  feet  on  one  side,  including  250  feet  of  same  blasted  in  rock  2  feet  deep  and 
2|  feet  wide. 

Excavated  earth  200  feet,  12  feet  wide  by  2  feet  deep. 

Filled  in         -,      100     n     25  .,  18  inches  deep. 

Gravelled  6,750     m        9  n  6  .. 

Made  2  culverts,  16  feet  long,  2  feet  wide  by  1  foot  deep. 
"11         II        20         M         H         "  10  inches  deep, 

u       1  n         30  M  3"  H  10 

Built  6  crossing  bridges  6  feet  long,  each  12  feet  wide  by  2  feet  high,  with  four  6  by  6-inch 
stringers  and  covered  with  2-inch  plank. 

Cleaned  out  6,900  feet  of  ditches  and  cut  out  underbrush. 

Road  to  gravel  pit  to  get  gravel. 

Forest  cleared  288  feet,  12  feet  wide. 
Graded  288     n       8 

Grubbed  288     „       8 

Wellington  Road. 

From  City  limits  to  the  Millstone  River  bridge,  about  U  miles.  This  is  a  portion  of  the 
trunk  road  to  Wellington,  Alberni  and  Comox,  a"nd  is  the  main  road  for  all  the 
settlers  in  North  Nanaimo  District. 

Built  1  box  culvert,  30  feet  long,  14  inches  wide  by  10  inches  deep,  and  cleaned  out  half 
a  mile  of  ditches. 
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Harwood-Extension  Road. 

From  Nanaimo  City  limits  to  water-woi'ks  waste  weir,  about  21  miles.     This  road  is  for 
the  settlers  in  suburbs  of  Nanaimo  and  Harwood  and  the  miners  residing  at  No.  1 
Slope,  Extension,  and  the  settlers  out  in  Douglas  District,  and  the  road  leads  to  the 
Nanaimo  Lakes,  where  there  is  considerable  work  being  done  in  developing  minex'al 
claims. 
Forest  cleared  510  feet,  25  feet  wide. 
18 
18 

on  one  side, 
on  both  sides. 
9  feet  wide,  7  inches  deep. 
Made  1  culvert,  15  feet  long,  2  feet  wide,  10  inches  deep. 
Built  1  bridge,  27  feet  long,  15  feet  wide  by  3  feet  high,  with  4  stringers  covered  with 

split  cedar  and  ribbon  pole  put  on. 
Cut  out  wind-falls  during  the  winter  and  spring  months. 


Grubbed 

510 

Graded 

510 

Ditched 

300 

II 

500 

Gravelled 

2,610 

North  Nanaimo  District. 


Wellington  Road. 

From  limits  of  South  Nanaimo  District  to  Wellington,  3h  miles.  This  is  a  portion  of  the 
main  trunk  road  through  North  Nanaimo  District  to  Comox  and  Alberni  and  there 
is  a  great  deal  of  traffic  on  same. 

Cleared  out  the  ditches  and  put  in  2  culverts,  20  feet  long,  1  foot  wide  by  1  foot  deep, 
and  cut  out  the  windfalls  during  the  winter  and  spring  months. 

Wellington  and  Departure  Bay  Road. 

From  Wellington  to  Departure  Bay,  two  miles  through  timbered  country ;  for  use  of  the 

settlers  of  Departure  Bay  and  vicinity. 
Made  1  culvert,  16  feet  long,  2  feet  wide  by  1  foot  deep. 
General  repairs  made  along  one  mile  of  the  road  in  filling  up  holes,  cleaning  out  ditches 

and  cutting  out  wind-falls  and  brush. 

Nanaimo  and  Departure  Bay  Road. 

From  Nanaimo  City  limits  to  Departure  Bay,  2?/  miles  through  timbered  country,  and 

for  the  use  of  the  settlers  at  Departure  Bay  and  vicinity. 
Filled  in  300  feet,  4  feet  wide  by  2  feet  deep,  with  gravel,  brush  and  i^ock. 
Made  1  box  culvert,  140  feet  long,  18  inches  wide  by  10  inches  deep,  with  3-inch  plank. 
Made  general  repairs  along  line  of  the  road  in  cleaning  out  the  ditches  and  culverts, 

repairing  bridge,  filling  up  holes,  cutting  brush  and  cutting  out  windfalls  during  the 

winter  and  spring  months. 

NORTHFIELD    AND    DEPARTURE    BaY    CrOSS    RoAD. 

From  Northfield  to  Departure  Bay  and  Hamilton  Powder  Works  Company  wharf,  about 
2  miles  through  timbered  country,  and  for  the  use  of  the  settlers  and  the  Hamilton 
Powder  Company. 

Ditched  600  feet  on  one  side  and  filled  up  the  holes  along  the  line  of  the  road. 
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Page's,  Crewe's  and  Manuel's  Road. 

From  Departure  Bay  to  Page's  place,  about  2  miles  through  timbered  country,  and  for 

the  use  of  the  above-named  settlers. 
Grubbed  300  feet,  12  feet  wide. 
Graded     300     .,     12 
Ditched   400     n     on  one  side. 
Made  repairs  along  1  mile  of  the  road  in  filling  up  holes,  repairing  culverts  and  cutting 

out  windfalls  and  brush. 

Marshall's  Road. 

From  Departure  Bay  Road  to  Marshall's  place,  for  Mr.  Marshall's  use  ;  about  i  mile. 
Sundry  repairs  made  in  filling  up  holes  and  cutting  out  brush. 

RoBSON,  Clark  and  others'  Road. 

From  Wellington  and  Departure  Bay  Road  to  Robson's,  about  2  miles  through  timbered 

country,  and  for  the  use  of  the  settlers  there. 
Ditched  300  feet  on  one  side  and  filled  in  30  feet,  1-1  feet  wide  by  2  feet  deep.      General 

repairs  made  along  one  mile  of  the  road  in  filling  up  holes  with  gravel  and  cutting 

out  windfalls  and  brush. 

East  Wellington  Road. 

From  Wellington  Road  to  Kelly  and  others'  places,   through  open  country  and  for  the 

use  of  10  settlers;  2  miles. 
Ditched  150  feet  on  both  .sides. 

II        866     II     6  feet  wide  by  3  feet  deep  to  keep  the  Millstone  Creek  from  washing 

out  the  road. 
Excavated  earth  100  feet,  18  feet  wide  bv  12  feet  deep. 
Filled  in         n      300     n     17  h         ^     i 

II      600     II       8  M  1 

Made  1  culvert,  16  feet  long,  1  foot  wide  by  1  foot  deep. 
Built  1  bridge,  10  feet  long,  14  feet  wide  by  2  feet  high,  with  4  stringers  covered  with 

4-inch  plank. 
Covered  1  bridge,  62  feet  long  by  17  feet  wide,  with  3-inch  plank,  and  wheel  guard  and 

hand-railing  put  on. 
Put  in  a  bulkhead,   240  feet  long  by  3  feet  high,  with  cedar  posts   10  feet  apart  and 

I^lanked  with  3-inch  plank,  to  protect  the  road  from  being  washed  away  by  the  creek. 
Made  sundry  repairs  along  line  of  the  road  in  cleaning  out  ditches  and   culverts,  filling 

holes  and  cutting  brush. 

South  Wellington  Road. 

From  Wellington  to  Old  South.  Wellington,  about  2  miles  through  open  country,  for  the 

use  of  10  or  12  settlers  and  the  Wellington  Coal  Co's  hay  farm. 
Ditched  300  feet  on  one  side. 
Filled  in  16  feet,  14  feet  wide  by  3  feet  deep. 
Gravelled  with  ashes  450  feet,  10  feet  wide  by  6  inches  deep. 
Made  repairs  in  filling  up  holes  and  cleaning  out  the  ditches  along  line  of  roarl. 

Pearson,  McGarrigle  and  others'    Road. 

From  South  Wellington  to  McGarrigle's  place,  about  21  miles,  mostly  through  timbered 
country,  for  the  use  of  the  settlers. 

Ditched  300  feet  on  one  side. 

Gravelled  900  feet,  10  feet  wide  by  4  inches  deep. 

Made  1  culvert,  15  feet  long,  2  feet  wide  by  1  foot  deep. 

Repaired  bridge  and  culverts  and  filled  in  holes  along  line  of  road,  and  cut  out  the  wind- 
falls during  the  winter  and  spring  months. 
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Baker,  Balagno,  Solomon,  Thomas,  Purkis  and  others'  Road. 

From  Pearson  and  McGarrigle's  Road  to  their  places,  about  li  miles  through  partly  tim- 
bered country,  and  for  the  use  of  the  settlers. 

General  repairs  made  along  1  mile  of  the  road  in  filling  up  holes  with  ashes  and  cutting 
out  windfalls. 

HosKiNs,  Yates  and  Vipond's   Road. 

From  Wellington  to  Yates'  place,  about   1 J   miles  through  heavy  second-growth  timber, 

and  for  the  use  of  the  settlers. 
Repaired  bridge  and  cut  out  brush  along  line  of  the  road. 

Jordan's  Road. 

From  South  Wellington  Road  to  Jordan's,  about  1  mile,  for  use  of  the  settlers. 
Cut  out  windfalls  and  underbrush  along  the  line  of  the  road. 

Wellington  and  Englishman's  River  Road, 

From  Wellington  to  Englishman's  River,  17  miles  through  a  timbered  country.  This  is 
a  portion  of  the  ]Main  Trunk  Road  through  North  Nanaimo  District  and  a  portion 
of  the  Road  to  Alberni  and  Comox,  and  is  the  only  outlet  for  the  settlers  in  the 
District  and  there  is  a  great  deal  of  travel  on  this  road. 

Forest  cleared      600  feet,  25  feet  wide. 

Grubbed  700     m     20 

Graded  700     ..      18  «  out  of  side-hill. 

Filled  in  435      n      18  n  by  3  feet  deep. 

All  of  above  to  lighten  the  grade  at  the  sand  hills. 

Grubbed  2,034  feet,  20  feet  wide. 

Graded  2,034     n      18 

Ditched  6,429     «     on  both  sides, 

n  1,500     II     on  one  side. 

Gravelled  1,472     n      7  feet  wide  by  6  inches  deep. 

Made  1  culvert,  18  feet  long,     4  feet  wide  by  6  feet  deep. 

Built  1  bridge,    18  n  18  m  4  feet  high,  on  mud  sills  at  each  end,  with 

3  stringers  co^  ered  with  hewed  cedar  and  ribbon-pole  put  on. 

Built  1  bridge,  8  feet  long,  20  feet  wide  by  8  feet  high,  with  3  stringers  covered  with 
hewed  cedar  and  ribbon-pole  put  on. 

New  cribbing  put  in  at  the  sand  hills,  540  feet  long,  9  feet  high  at  lowest  part  and  12 
feet  high  at  highest  part.  Same  built  with  flatted  cedar  logs  laid  close  on  top  of  each 
other,  with  a  good  batter,  and  tied  together  every  10  feet  and  securely  drift-bolted 
with  |-inch  iron  drift-bolts,  and  all  filled  in  on  the  inside  with  earth  and  gravel. 

General  repairing  done  along  8  miles  of  the  road  in  cleaning  out  ditches  and  culverts, 
filling  up  holes,  cutting  out  brush,  repairing  bridge.s,  etc.,  etc.,  and  cutting  out  the 
windfalls  during  the  winter  and  spring  months,  and  shovelling  out  the  slides  at  the 
sand  hills  during  the  winter  and  spring  months. 

Turner,  Pringle,  Jones  and  others'  Road. 

From  Englishman's  River  Road  to  the  above-named  .settlers' places,  about  2  miles  through 

mostlv  timbered  country,  and  for  the  use  of  the  settlers. 
General  repairs  made  in  filling  up  holes,  cutting  out  underbrush  and  cutting  out  windfalls. 

Hamilton  and  Tippet's  Road. 

From  Englishman's  River  Road  to  Tippet's,  about   2   miles  through  a  timbered  country, 

and  for  the  use  of  the  settlers. 
General  repairs  made  along  1  mile  of  the  road  in  filling  up  holes  with  gravel  and  cutting 

out  the  windfalls. 

Rath's  Road. 

From  Englishman's  River  Road  to  Rath's  place,  about  1|  miles  through  tiinbered  country, 

and  for  the  use  of  Mr.  Rath. 
Repairs  made  along  1  mile  of  the  road  in  filling  up  holes  with  gravel,  cutting  out  the 

brush  and  cutting  out  the  windfalls. 
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Beavek  Creek  Wharf  Road. 

From  Englishman's  River  Road  to  the  wharf,  about  2  miles  through  a  timbered  country, 

and  for  the  use  of  the  settlers  in  the  district  to  go  to  the  wharf. 
Repairs  made  along  1   mile  of  the  road  in   cutting  out  the  brush,  filling  up  holes  with 

gravel  and  cutting  out  the  windfalls. 

Williams'  Road. 

From  Englishman's  River  Road  to  Williams'  place,  about  ^  of  a  mile,  for  Mr.  Williams' 

use. 
Grubbed   255  feet,  8  feet  wide. 
Graded      255-8 
Ditched       45     ..     on  one  side. 

Road  from  Englishman's  River  to  French  Creek. 

About  6  miles,  through  a  partly  timbered  country.     This  is  the  outlet  for  the  settlers  at 

French  Creek  and  Qualicum  and  is  part  of  the  trunk  road  to  Comox. 
Grubbed     700  feet,  20  feet  wide. 
Graded       700     n     18 
Ditched      955     ..     on  both  sides. 

Covered  2  bridges,  20  feet  long,  each,  with  split  cedar  and  put  ribbon-poles  on. 
Repaired  and  filled  in  the  bulkhead   at   French  Creek  and  tightened  up  the  truss  and 

lateral  rods  of  French  Creek  Bridge,  and  gave  the  bridge  a  coat  of  carbolineura. 
Cleared  and  burned  the  rubbish  around  EngHshman's  River  Bridge  to  make  it  safe  from 

bush  fires,  and  tightened  up  the  truss  and  lateral  rods  of  the  bridge,  and  gave  the 

same  a  coat  of  carbolineum. 
Made  repairs  along  2^  miles  ©f  the  road  in  cutting  out  underbrush  and  logs,  cleaning  out 

ditches,  filling  up  holes  and  cutting  out  the  windfalls. 

Cross  Road  from  Englishman's  River  to  the  Alberni  Road. 

About  2  miles  through  timbered  country  and  for  the  use  of  the  settlers. 
Grubbed     540  feet,  20  feet  wide 
Graded       540     ..     18 
Ditched      540     u     on  both  sides. 

Repairs  made  along  H  miles  of  the  road  in  cutting  out  the  underbrush  and  logs,  filling 
up  holes  and  cutting  out  the  windfalls. 

Pillar's  Road. 

About  1  mile,  mostly  through  timber  and  used  by  Pillar  and  his  sons. 
Gravelled  384  feet,  7  feet  wide  by  4  inches  deep. 
Repaired  bridge  and  cut  out  underbrush  and  windfalls. 

Weigle's  Road. 

About  2h  miles,  from  Comox  Road  to  Weigle's  place,  through  timber  country  and  for  the 

use  of  the  settlers. 
Sundry  repairs  made  along  the  road  in  cutting  out  logs,  underbrush  and  windfalls. 

Hamilton's  Road. 

About  2  miles  through  timber  country,  and  for  the  Hamiltons. 
Forest  cleared  8,800  feet,  12  feet  wide. 
Grubbed  8,000     ..8 

Graded  8,000     .,        8  „ 

Levelled  up      3,684     i.       8         n 

Built  1  bridge,  14  feet  long,  14  feet  wide  by  4  feet  high,  with  3  stringers  covered  with 
split  cedar,  and  ribbon-poles  put  on. 

Morrison's  Road. 

From  Alberni  Road  to  Morrison's,  about  3|  miles  through  a  swampy  timber  country,  and 

for  the  use  of  10  settlers. 
Gravelled  4,812  feet,  7  feet  wide  by  4  inches  deep. 
Made  repairs  along  2^  miles  of  the  road  in  cutting  out  underbrush,  logs  and  windfalls. 
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McKibbon's  Road. 

From  Morrison's  Road  to  McKibbon'.s,  about  1  mile  througli  timber  country,  for  use  of 

McKibbon. 
Forest  cleared  2,124  feet,  12  feet  wide. 
Graded  1,224     ,.       8 

Ditched  144     n     on  one  side. 

SiMMONDS    AND    OTHERS'    ROAD. 

From  Morrison's  Road  to  Simmonds  and  Dunn's  places,  througli  timber  country,  about  2 

miles. 
Levelled  up       1,099  feet,  8  feet  wide. 
Ditched  855     n     on  both  sides. 

Corduroyed  90     m      10  feet  wide. 

3Iade  1  culvert,  12  feet  long,  1  foot  wide  by  1  foot  deep. 
Cut  out  underbrush  and  windfalls. 

Fisher's  Road. 

From   Morrison's   Road   to   Fisher's  place,    1   mile  through  timber  country,  and  fur  Mr. 

Fisher's  use. 
Grubbed   5,280  feet,  8  feet  wide. 
Graded      5,280     <<     8  <<  and  cut  out  the  windfalls. 

Hellier's  Road. 

From  Alberni  Road  to  Hellier's  place,  Ih  miles  through  timber  country,  and  for  the  use 

of  Mr.   Hellier. 
Cut  out  the  underbrush,  log.s  and  windfalls  along  line  of  the  road. 

CoMox  Trunk  Road,  in  North  Nanaimo  District. 

From  French  Creek  to  the  Big  Qualicum,  12  miles  through  timber  countrj',  being  the 
trunk  road  to  Comox  and  the  outlet  for  the  settlers  of  Big  and  Little  Qualicum  and 
vicinity. 

Ditched  2,580  feet  on  one  side. 

Made  3  culverts,  16  feet  long,  1  foot  wide  by  1  foot  deep. 

General  repairs  along  9  miles  of  the  road  in  filling  up  holes  and  cutting  out  underbrush, 
logs  and  windfalls. 

Built  a  bridge  across  the  Little  Qualicum  on  a  built  crib  at  the  north  end,  16  feet  wide 
by  10  feet  high,  and  filled  same  in  with  earth  and  gravel. 

Built  crib  at  south  end,  594  feet  long,  13  feet  wide  by  3  feet  high,  and  filled  same  with 
gravel. 

Built  a  King  Truss  Bridge,  49  feet  long,  14  feet  wide  by  14  feet  high,  on  the  crib  at 
north  end  and  on  the  old  pile  bent  at  the  south  end,  and  covei-ed  the  whole  of  the 
bridge  and  70  feet  of  the  approaches  with  3-iach  plank,  wheel-guards  and  hand- 
railing  put  on,  and  gave  the  bridge  a  coat  of  carbolineum. 

Nanaimo-Alberni  Trunk  Road,  in  North  Nanaimo  District. 

From  Englishman's  River  Road  at  Craig's  place  to  the  head  of  Cameron  Lake,  22  miles 
through  a  timbered  country,  and  the  5  miles  around  Cameron  Lake  has  been  mostly 
cut  out  of  the  rock.  This  is  a  portion  of  the  trunk  road  to  Alberni  and  is  also  the 
outlet  for  the  settlers  who  reside  along  the  first  7  miles  of  the  road. 

Graded         6,762  feet,  13  feet  wide. 

Ditched        6,762     «     on  one  side. 

Gravelled    10,470     n     8  feet  wide  by  3  inches  deep. 

Made  2  culverts,  1 6  feet  long,  1  foot  wide  by  I  foot  deep. 

General  repairs  made  along  16  miles  of  the  road  in  cutting  out  logs  and  brush,  filling  up 
holes,  cleaning  out  ditches,  taking  out  roots  and  stumps,  repairing  cribbing  and  rock 
walls  at  Cameron  Lake,  shovelling  out  slides,  repairing  bridges  and  culverts,  and 
cutting  out  the  windfalls  during  the  winter  and  spring  months. 
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South   Nanaimo   District. 


Main  Trunk  Road— Chase  River  to  Ladysmith. 

This  road  is  a  continuation  of  the  Victoria-Nanaimo  Trunk  Road,  and  covers  a  distance  of 
14  miles  between  the  two  points,  running  through  wooded  country,  and  is  used  prin- 
cipally by  farmers  resident  throughout  the  District  to  take  their  produce  to  Nanaimo 
and  Ladysmith  markets.     The  traffic  is  considerable  and  gradually  increasing. 

Forest  cleared  2,508  feet,  35  feet  wide. 


Grubbed 

5,312 

16 

Graded 

4,052 

16 

Ditched 
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3 
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10 

H 
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10 
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18 

5 

II 

Gravelled 
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II 

II 
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8 

1          18  inches  deep 

Built  7  culverts,  averaging 

30 

by  20 

byl| 

be  abandoned 

this  year,  being  replaced  by  a  new  road 

600 

feet. 

35  feet  wide. 

600 

25 

300 

15 

390 

both  sides. 

450 

side-hill,  7  feet  deep. 

75 

18  feet  wide,  3  feet  deep. 

280 

8         11         18  inches  deep. 

14 

3  feet. 

Main  Trunk  Road,  between  Ladysmith  and  Chemainus. 

The  length  of  this  portion  of  the  Trunk  Road  is  6  miles  between  points,  and  runs  through 
timbered  land.     It  is  used  only  by  farmers  and  dairymen,  to  the  number  of  about 
10.     Two  miles  of  it  will 
with  easier  grades. 

Forest  cleared 

II  II 

Graded 
Ditched 

Excavated  earth 
Filled  in 
Gravelled 

Built  6  culverts,  averaging 
Tightened  up  bridge  rods  and  cleared  out  ditches. 

Bank  Protection,   Haslam  Creek. 

This  necessary  work  was  done  in  order  to  prevent  the  further  washing  out  of  the  river 
banks  and  public  highway.  Nine  men  and  1  team  employed.  38  piles  were  driven 
and  the  same  planked  6  feet  up  from  bed  of  creek  with  3  by  12  planking ;  tied  every 
alternate  pile  to  a  snobby.  Filled  in  behind  the  planking  with  brush  and  3  feet  of 
rock  and  the  balance  with  gravel. 

Bank  Protection,  Nanaimo  River. 

Owing  to  erosion  by  the  river,  the  banks  of  alluvial  soil  are  being  washed  away  and  the 

river  encroaching  on  the  public  road,  which  runs  alongside. 
Fifteen  men  and  5  teams  were  employed  to  level  off  the  bank  of  the  river.     Dug  a  trench 

at  bottom  2  feet  deep  and  3  feet  wide,  laid  a  matting  of  brush  1  foot  thick,  20  feet 

wide  by  220  feet  in  length,  with  2  feet  of  rock  on  top  of  brush,  and  built  a  wall  of 

rock  200  feet  long  and  2  feet  deep. 

Westwood's  Road. 

Branches  from  Nanaimo  and  Wellington  Road  at  East  Wellington,  in  Mountain  District. 

Used  by  a  few  settlers. 
Built  a  bridge  10  feet  long,  17  feet  wide,  3  feet  high ;  placed  4  cedar  stringers  on  cribbing 

and  covered  with  3-inch  planking,  and  ribbon-pole  put  on. 
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Badcock's  Road. 

Branches  from  Westwood's  Road  and  runs  to  Badcock's  Ranch,  through  timljered  land. 
Built  a  bridge  10  feet  long,  15  wide,  2h  feet  high,  on  3  stringers,  and  covered  with  split 

cedar. 
Raised  1  bridge  and  put  covering  on. 
Cut  out  underbrush  from  both  sides  of  road  for  f  of  a  mile. 

Thetis  Island  Road. 

Commences  at  a  point  near  the  sea-shore  and  extends  inland  for  a  distance  of  4  miles. 
This  road  became  impassable  with  fallen  timber,  and  has  now  been  cleared  for  a  distance 

of  6,900  feet. 
Forest  cleared  2,100  feet,  12  feet  wide. 
Graded  1,980     m       9         .. 

Grubbed  1,500     ,.       8 

Built  3  culverts,  averaging  15  feet  by  18  feet. 
This  road  accommodates  6  settlers. 

Nanaimo  Extension  Road. 

Commences  at  Chase  River  and  runs  to  Extension  Mines,  a  distance  of  3.V  miles,  through 

timbered  country.     Mail  route  from  Nanaimo. 
Forest  cleared         900  feet,  18  feet  wide. 


Graded                  1,200     , 

.      18 

, 

Ditched              12,000     , 

on  one  side 

Cribbed                   150     , 

14 

Excavated  earth     900     f 

3 

11           rock        18     I 

4 

1          3  feet  deep. 

Filled  in               1,550     , 

6 

Gravelled              2,100     , 

10 

1          9  inches  deep 

Built  5  culverts,  averaging  1  by  20. 

Greenway  and  Thomas's  Road. 

Branches  off  the  Yictoria-Nanaimo  Trunk  Road,  at  Greenway's  and  leads   to  Thomas's, 

1  mile  long.     This  work  was  performed  by  J.  Greenway  for  a  stated  sum. 
Repaired  a  bridge  and  constructed  f  of  a  mile  of  road. 
Built  a  culvert  14  by  2. 

Haslam  Creek  to  Waterloo. 

Branches  off  the  Trunk  Road  at  Haslam 's  Creek  and  extends  to  Waterloo,  neai-  the  E.  <t 

N.  Railway,  about  a  quarter  of  a  mile,  and  is  used  by  about  10  settlers. 
Grubbed  80  feet,  20  feet  wide. 

Graded  80     i,     20 

Excavated  earth  60     h     16         n         3  feet  deep. 

Completed  Waterloo  Bridge  ;  filled  in  approaches  80  feet  long  and  20  feet  wide,  4  feet 
deep. 

Alexandria  and  Extension  Road. 

Commences  at  South  Wellington  and  runs  a  distance  of  2h  miles  through  wooded  country 
towards  Extension  Mines.  This  road  was  for  the  purpose  of  connecting  the  two 
places  direct,  but  owing  to  the  residents  of  Extension  moving  to  Ladysmith  and  the 
closing  down  of  the  mines  at  South  Wellington,  the  road  is  still  unfinished,  and  will 
remain  so  for  the  present. 

Forest  cleared  7,200  feet,  20  feet  wide. 

Grubbed  7,200     ,.      16 

Graded  7,800     .,      16 

Ditched  900     n     on  one  side. 

Gravelled  825     n     9  inches  deep. 

Built  3  culverts,     15      fi     by  1  foot. 

Built  one  bridge,   90     n     by  14  by  4  feet. 

The  main  span  is  a  King  Truss,  50  feet  long ;  8  bents,  20  feet  apart,  resting  on  mud-sills, 
braced  and  bolted,  and  covered  with  3-inch  planking. 
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Davis  Creek  Bridge. 

On  Trunk  Road  between  Ladysmith  and  Chemainus,  at  Davis  Creek,  is  200  feet  long, 
17  feet  wide  and  18  feet  "in  height,  and  rests  on  cedar  piles,  4  piles  to  each  bent ;  piles 
driven  about  7  feet  and  20  feet  apart ;  each  bent  is  12  by  12  by  18  feet,  and  braced; 
caps  bolted  with  |-inch  by  24-inch  drif  i-bolts ;  4  stringers,  planked  with  3  by  12; 
ribbon-pole  and  laand-rail ;  end  of  bridge  rests  on  cribbing ;  the  approach  at  south 
end  is  cribbed  on  both  sides  of  road  125  feet,  and  filled  5  feet  at  ends. 

Hong  Kong  Bridge. 

On  Main  Trunk  Road,  about  1  mile  from  Nanaimo  River.     Re-planked  with  3  by  12  by 
16  feet ;  143  feet  in  length  ;  8  mud-sills  of  cedar,  16  by  12  inches  ;  16  new  braces,  3 
by  7,  well  spiked. 
Gravelled  300  feet  of  road,  12  feet  wide  and  12  inches  deep. 
Cleared  culverts  and  ditches  to  Nanaimo  River. 

Nanaimo  River  Bridge. 

Screwed  up  rods,  tightened  and  painted  bridge  with  carbolite  corbolineum. 

Wharf,  Gabriola  Island. 

Put  on  addition  and  8  feet  on  each  side  :  drove  14  piles,  and  placed  caps,  stringers  and 
braced  same. 

Texada  Island,  Main  Road. 

This  road  is  6  miles  in  length,  and  commences  at  Van  Anda  Wharf  and  runs  through 
wooded  country  to  the  Iron  Mine,  on  the  west  side  of  the  island.  The  purpose  of 
this  road  is  more  in  the  interest  of  the  miner  and  prospector  than  the  farmer,  and  is 
contiguous  to  many  mining  properties  in  course  of  development.  Two  farmers  are 
located  on  the  island  at  present. 

Forest  cleared       325  feet,  10  feet  wide. 

Grubbed  910     „     10 

Graded.  3,031     „     10 

Ditched  152     n     on  one  side. 

Excavated  earth  360     <<     10  feet  wide,  3  feet  deep, 
rock    205     n       8         n  2J 

Filled  in  355     n       8         n  3         n 

Built  3  culverts,  2  feet  by  2  feet  by  12  feet. 

Built  1  bridge,  26  feet  long,  12  feet  wide  and  4  feet  high. 

Considei'able  work  was  done  last  winter  in  keeping  the  road  clear  of  fallen  timber  and 
washouts. 

Wharf,  Texada  Island. 

Owing  to  the  exposed  position  of  this  wharf  to  the  sea  the  storms  of  winter  handle  it 
roughly.  Three  piles,  35  feet  by  2  feet,  put  in  place  and  secured  with  12  braces  ; 
planked  and  spiked  on  cribbing ;  4  drift-bolts  driven  through  caps  and  piles. 

Walker's  Bridge. 

On  Main  Trunk  Road,  at  head  of  Oyster  Bay.  Replaced  old  bridge,  which  was  in  an 
unsafe  condition,  by  constructing  a  new  one.  Length,  114  feet,  with  14  feet  water- 
way, and  filled  in  approaches  at  each  end  50  feet ;  cribbed  up  with  cedar  logs  ;  water- 
way cribbed  with  flatted  cedar  logs  to  a  height  of  6  feet,  and  spiked  with  -|-inch  bolt.s, 
2  feet  long,  and  bridge  covered  with  3  by  12  planking,  18  feet  long. 

In  connection  with  the  above  report  I  beg  to  state  that  my  predecessor,  who  held  oftice 
from  July  to  end  of  October,  1902,  did  not  make  a  copy  of  the  returns  of  work  but  only  of  the 
time  sheet.  In  some  instances  copies  have  been  made  of  the  work,  but  do  not  show  where 
the  work  was  done ;  therefore,  I  am  unable  to  make  a  complete  i-eturn  of  the  work  done. 
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Comox  District. 

General  Repairs. 
Cross  Road  (3  miles  from  Coui'tenay  ;  length,  l\  miles). 

C(jmmences  at  Bridge.s'  Farm,  on  Lower  Prairie  Road,  and  connects  with  Upper  Prairie 
Road  at  Mat  Piercy's  Farm  ;  traverses  1  mile  cleared  land  and  h  mile  heavy  timber, 
and  crosses  Portugee  Creek.     Land  all  settled  on  both  sides. 

Widened  the  road  from  Bridges'  coi'ner  to  the  creek,  |  mile. 

Repaired  corduroy  and  3  small  bridges. 

Gravelled  3,465  feet. 

Black  Creek  and  Oyster  River  Road  (length  of  section,  about  12  miles). 

Commences  at  Salmond's  Farm,  9  miles  from  Courtenay,  and  runs  north-west  to  the  coast, 
crossing  Black  Creek  and  Oyster  River,  through  cedar  swamps  and  across  stony, 
red  fir  ridges.  This  road  is  a  continuation  of  the  Comox  Upper  Prairie  main  road, 
and  is  used  by  settlers  and  travellers  going  north  to  Campbell  River,  Szc.  Number 
of  settlers,  about  30. 

The  repair  work  extended  from  1^  miles  south  of  to  1  mile  north  of  Oyster  River. 

Built  8  culvei'ts. 

Graded      2,553  feet. 

Ditched      1664     m 

Gravelled  4,500     <<     8  feet  wide. 

Filled  in  the  old  corduroy  at  Caher's  Slough. 

Point  Holmes  Road  (length  from  Beckensell's  to  Junction,  H  miles). 

Commences  at  Beckensell's  Farm,  3  miles  north  from  Comox  wharf,  and  traverses  wet  and 

heavily  timbered  country.     Number  of  settlers,  38. 
liepairs  were  made  between  Ryan's  branch  road  and  the  Junction. 
Ditched  and  turnpiked  2,451  feet. 
Widened  road  and  cut  down  larije  overhano'in"  trees. 
Brushed  out  2,811  feet. 
Repaired  culverts. 

Knob  Hill  Road. 

From  Comox  Wharf  easterly  across  Brooklyn  Bridge,  for  1^  miles  through  cleared  land 
and  red  fir,  maple  and  balsam  timber.  Ground,  sandy  loam  :  all  taken  up  and  about 
40  settlers. 

Made  general  repairs  over  all  the  road. 

Graded  2,550  feet. 

Made  4  culverts  and  hauled  105  loads  of  gravel. 

Cut  down  large  trees  around  the  bridge  and  straightened  the  creek  be<]  to  protect  mufl- 
sills  and  foundations. 

Burns'  Road  (length,  about  3  miles). 

Commences  at  Parkin's  Farm,  3  miles  west  from  Courtenay,  traverses  heavily  timbered 

country,  wet  in  places  ;  used  by  settlers  and  terminates  at  Burns'  Farm. 
Made  5  culverts. 
Ditched      2,250  feet. 

Turnpiked  1,200     u     and  made  general  repairs. 

Removed  old  bridge  and  put  in  a  new  cedar  cribbing  60  feet  by  20  feet  by  4  feet. 
Built  one  culvert,  14  feet  by  Ih  by  H. 
Graded  hill  on  each  side,  and  covered  over  cribbing  and  culvert. 
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Road  from  Milligan's  To  Parkin's  (1  mile  from  Courtenay ;  2  miles  long). 

Crosses  the  Tsolum  River  at  Rees's ;  is  used  as  main  road  by  all  farmers  on  south  side  of 

Tsolum  River.     Land  is  cleared  on  both  sides  and  farmed. 
Hauled  gravel. 

Ditched  and  made  general  repairs. 
Built  new  bridge  across  the  Tsolum  River  at  Rees's. 
Filled  in  cribbing  at  the  north  and  south  approaches,  and  made  a  new  road  on  south  side 

from  the  bridge  through  Rees's  field,  630  feet  by  20  feet  wide. 
Gravelled  750  feet  by  9  feet  wide. 

Lake  Trail  (length  3  miles). 

Commences  at  Courtenay  and  runs  through  wet,  heavily  timbered  land.     Few  settlers 

beyond  the  first  mile ;  land  nearly  all  taken  up. 
Made  general  repairs  on  the  section  nearest  to  Courtenay, 
Forest  cleared. 
Graded  and  ditched  1,-584  feet  and  hauled  gravel. 

Harrigan  and  Fraser  Road. 

Commences  at  a  point  on  the  Cumberland  and  Courtenay  Road,  2  miles  from  Cumberland, 
and  runs  through  to  Comox  Bay  at  John  Piercy's;  length,  3  miles;  about  40  settlers. 
Hauled  gravel. 
Graded  and  ditched  792  feet. 
Made  3  new  culverts  and  cleared  out  ditches. 

Tom  Hardy's  Road  (1  mile  long). 

This  road  is  4i  miles  north  from  Courtenay  and  branches  off  the  Upper  Prairie  Main 

Road. 
Ditched  and  turnpiked  924  feet. 
Made  1  culvert,  15  feet  by  2  feet  by  2  feet. 

Tom  Woods'  Road  (1  mile  long). 

This  road  is  7  miles  north  from  Courtena}^  and  branches  off  the  Upper  Prairie  Main 

Road. 
Graded  and  ditched  360  feet. 
Hauled  54  loads  of  gravel. 
Made  1  culvert. 

The  Back  Road  from  Sandavick  to  Comox. 

Commences  at  the  English  Church,  Sandwick,  and  runs  along  the  side-hill  above  the 
Comox  Flats  for  3  miles,  joining  tlie  Main  Road  to  Comox  Wharf  near  Section  3. 
The  road  has  settlers  throughout  its  entire  length  and  is  of  great  value  to  travellers 
when  the  lower  flat  road  is  flooded  during  the  freshets  in  winter. 

Repairs  made  at  the  Sandwick  end  of  the  road,  from  Lewis's  to  the  English  Church. 

Grubbed  and  graded  1,500  feet. 

Ditched  6,381     .. 

10  new  culverts  and  tail-drains. 

Made  general  repairs. 

Road  fro.m  Cumberland  to  Japtown  (length  1^  miles). 

Connnences  at  the  boundary  of  the  City  of  Cumberland  and  traverses  the  old  main  street 
of  Union  past  the  depot  of  the  Wellington  Colliery  Company  to  Chinatown  and 
Japtown.  Dwelling-houses  extend  on  both  sides  of  the  road,  which  is  used  by  all 
residents  of  Cumberland  and  Union,  and  the  trafiic  over  it  is  heavj^ 

Hauled  gravel. 

Ditched  1,311  feet. 

Repaired  the  bridge  near  Chinatown  by  putting  in  new  stringers,  new  covering  and  hand- 
railing. 
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Road  from  Cumberland  to  Courtenay  (6  miles  long). 

Commences  at  Government  ottice,  Cumberland,  and  is  the  main  road  from  the  Comox 
farming  district  to  the  town.  It  rises  between  Courtenay  and  Cumberland  about 
500  feet  and  traverses  a  thickly  timbered  country,  Avet  and  swampy  in  places. 

Made  repairs. 

Hauled  gravel. 

Cleared  out  600  feet  of  ditches. 

Mat  Gibson's  Road  (2  miles  from  Courtenay). 

Branches  off  the  Upper  Prairie  Road  at  John  Grieve's  farm ;  2  miles  lonpf. 
Ditched  396  feet 
Made  general  repairs. 

Smith's  Cross-Road. 

A  new  road,  H  miles  long,  built  to  connect  the  road  to  Creech's  with  the  Uj^per  Prairie 
Road.  It  commences  at  the  corner  of  Lot  180  and  runs  on  the  line  between  Smith's 
and  Murton's,  through  very  wet  and  heavil}^  timbered  land.  Was  built  to  give 
children  on  lower  road  access  to  the  school  at  Grantham,  and  also  for  convenience  of 
settlers  on  Upper  and  Li^wer  Prairie  Roads.  The  laud  on  both  sides  is  taken  up 
and  settled. 

Cut  out  logs  and  cleared  forest  4,620  feet,  30  feet  w^ide. 

Road  from  Comox  Wharf  to  Salmond's  (About  12  miles  long). 

Commences  at  Comox  Wharf  and  runs  northerly  through  Comox  Valley,  on  the  Upper 
Prairie ;  is  settled  nearly  all  along  the  route,  and  is  the  Comox  farmers'  main  road 
to  the  wharf. 

Made  repairs. 

Ditched  300  feet  and  filled  in  24  feet  by  28  feet  wide  by  8  feet  deep. 

Hauled  gravel. 

Cleaned  out  ditches. 

Made  crib  at  Gordon  Creek  and  repaired  bridge. 

Road  to  E.  Creech's  from  Bridges'  (5  miles  long). 

This  is  a  continuation  of  the  Lower  Prairie  Road,  and  runs  through  a  very  rough  and  web 
country.  From  Bridges'  to  Cunlitfe's  the  land  is  occupied  and  settled,  but  for  3  miles 
beyond  there  are  no  settlers. 

Forest  cleared  on  each  side  of  road  10,560  feet. 

Gravelled  and  fixed  up  road. 

Alex.  Cowie's  Road  (1  mile  long). 

Branches  off  the  Nanaimo-Comox  Trunk  Road  at  Fanny  Bay  and   gives  access  to  the 

Cowie  Farms.     The  road  runs  through  very  wet,  low  alder  land. 
Cleared  690  feet,  16  feet  wide. 

Corduroyed       441      n      12  n 

Built  2  small  bridges,  30  feet  by  12  feet  by  3  feet. 
Gravelled   1,456  feet,  6  feet  wide,  6  inches  deep. 

Road  from  Cumberland  to  Roy's  (4  miles  long). 

Connects  Cumberland  with  the  iSTanaimo-Comox  Trunk  Road  to  Union  Bay  at  Roy's 
farm,  on  the  south  side  of  Comox  Bay,  and  is  used  as  a  main  road  through  heavy 
timber  and  wet  land. 

Drilled  and  blasted  out  the  large  rocks,  filled  in  holes  and  gravelled  half  a  mile. 

Made  general  repairs ;  cut  out  fallen  timber  and  repaired  small  bridges  and  culverts. 
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McQuiLLAN-CowiE  RoAD  (length,  half  a  mile). 

This  road  is  about  3  miles  from  Courtenay,  and  commences  at  Rees'  south-west  corner  and 

runs  on  the  line  between  Rees  and  McQuillan,  through  heavily  timbered  wet  land  to 

Cowie's,  to  give  him  an  outlet. 
Ditched         1,353  feet 
Corduroyed      303    t.     14  feet  wide. 
Made  2  culverts,  and  built  1  small  bridge,  14  feet  by  9  feet  by  2  feet. 

J.  N.  Mum's  Road  (length,  1  mile). 

Commences  at  the  English  Church  at  Sand  wick  and  continues  past  the  Cemetery  on  the 

line  between  the  Church  land  and  Duncan's. 
Forest  cleared  1,062  feet,  24  feet  wide. 
Ditched  150     m 

Graded  600     .- 

Courtenay  to  Comox  Wharf  (main  road,  3|  miles  long). 

Follows  the  bank  of  the  Courtenay  River  and  crosses  the  Comox  Dyke. 
Hauled  161  loads  of  gravel  and  filled  in  bad  holes. 

Lake  Trail  and  other  Roads. 

Made  general  repairs  after  winter  storms ;    cut    out    fallen    trees  and  repaired  broken 
culverts. 


Valdez  Island. 
During  February,  1902,  cut  out  fallen  timber  from  main  road. 

Main  Road  prom  Cape  Mudge  to  Heriot  Bay  (length,  about  9  miles). 

Used  by  settlers.  Runs  through  heavily  timbered  and  wet  land.  Post  office  and  Gov- 
ernment Wharf  at  Heriot  Bay. 

Repaired  road  from  the  School-house,  near  the  centre  of  the  island,  to  Drew  Harbour  and 
Heriot  Bay. 

Forest  cleared,  ditched  and  graded  8,016  feet,  and  put  in  necessary  culverts  and  removed 
the  old  skids  from  the  road.  Made  a  side-hill  cut  to  avoid  the  beach,  840  feet  long 
by  12  feet  wide. 

QuATHiASKi  Cove  Road. 

Commences  at  the  wharf  in  Quathiaski  Cove,  and  connects  with  the  main  road,  and  is 
about  one  mile  long.  It  gives  an  outlet  for  the  settlers  to  the  Post  Office  and  wharf 
at  the  Cove. 

Ditched  150  feet. 

Gravelled  300  feet,  10  feet  wide. 


Read  Island. 

Made  repairs  from  the  steamboat  landing  to  Bird  Cove.     Cleared  out  4  miles  of  trails 
and  repaired  small  bridges. 


Cortez  Island. 

Made   repairs   on    the   Whaletown    and    Clytosin    sections.        Repaired    the    bridge    to 

Marquette's. 
Cleared  out  fallen  timber  from  all  the  roads. 
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Road  from  Lund  to  Oakover  Point  on  Malaspina  Inlet ;  distance  3  miles. 

Runs  through  a  difficult  country,  over  steep,  rocky  hills,  heavily  timbered.  The  road  is 
used  by  pre-emptors  and  prospectors  going  from  the  Inlet  to  Lund,  where  there  is  a 
wharf  and  Post  Office. 

Made  the  road  as  far  as  the  summit  of  the  hill  overlooking  Malaspina  Inlet. 

Graded  6,555  feet,  10  feet  wide. 

Built  4  small  bridges  and  2  culverts  and  removed  rocks  and  stumps. 

Nanaimo-Comox  Trunk  Road. 

From  south  side  of  Comox  Harbour  to  Big  Qualicum  River,  in  the  Comox  section ;  24 
miles  long.  Is  the  only  route  by  land  from  Comox  to  Nanaimo. 
7%e  V])pei'  Section,  from  the  starting  point  on  Roy's  farm  on  the  south  side  of  Comox  Bay, 
to  Union  Wharf,  is  6  miles  long,  and  the  roads  from  Cumberland  and  Courtenaj' 
connect  with  it  at  Roy's.  The  Trent  River  is  crossed  by  a  truss  bridge  and  the  road 
follows  the  coast  line,  about  one-half  mile  inland,  to  Union  Bay,  through  heavily 
timbered  land,  in  places  wet  and  swampy.  There  are  no  heavy  grades  on  this  section. 
The  land  is  not  cultivated  along  this  section. 

Repairs  were  made  to  the  road  \h  miles  below  Ro3"'s,  a  new  piece  being  built  to  avoid 
two  railroad  crossings.  This  piece  was  thoroughly  ditched  and  gravelled,  and  8  new 
culverts  made.  Repairs  were  continued  for  about  two  miles.  One  small  bridge  was 
built,  8  feet  by  14  feet  by  2  feet,  and  5,328  feet  was  gravelled. 
The  Lotcer  Section,  from  Union  Bay  to  Big  Qualicum  River,  is  18  miles  long.  The  road 
runs  for  the  most  part  through  a  heavily  timbered  country  ;  in  several  places  it  comes 
out  on  the  beach  and  follows  the  shore.  There  are  several  steep  grades  on  this  section, 
viz.,  on  the  south  side  of  the  Tsable  River  and  on  the  north  side  of  Rosewall  River, 
and  a  long  grade  on  sandy  soil  from  the  south  end  of  Deep  Bay  to  the  summit  of  the 
hill  above  Thames.  It  crosses  the  Tsable  River,  Coal  Creek,  Cougar  Creek,  Waterloo 
Creek  and  Thames  Creek  by  truss  bridges.  Few  settlers  live  along  the  road  except 
at  Fanny  Bay.     A  difficult  road  to  keep  open  during  the  winter  storms. 

Made  repairs  on  road  from  3  to  5  miles. 

Graded,  widened  and  ditched  8,904  feet. 

Gravelled  8,541  feet. 

Built  9  nevf  culverts  and  1  bridge,  50  feet  by  16  feet  by  3  feet,  at  Scott's  Creek. 

Cut  logs  and  brushed  out  trees. 

Anderton's  Road  (length  h  mile ;  3  miles  from  Comox  Wharf). 

Traverses  dry,  sandy  ground  covered  with  fir  timber.     Land  taken  up  on  both  sides. 
Cleared,  grubbed  and  graded  the  road  2,508  feet  long  by  12  feet  wide. 
This  road  is  dry  and  in  good  repair. 


Westminster    District. 


Richmond  Riding. 

Gibson's  Landing,  Sechelt  and  East  Road  (approximate  distance,  10  miles — Elphinstone 
Settlement,  Howe  Sound). 

The  country  in  general  throughout  this  settlement  is  vei-y  broken  and  uneven.  It  has  all 
been  covered  with  immense-sized  fir  and  cedar  timber,  but  fires  have  destroyed  large 
tracts.  There  are  still,  however,  very  extensive  areas  which  have  escaped  the  fires. 
The  soil  is  generally  light,  and  in  places  poor  and  rocky,  while  in  other  parts  it  is 
good  and  produces  good  crops.  There  are  about  20  settlers,  mostly  married.  Very 
little  produce  is  shipped.  There  is  a  school  and  Post  Office,  a  saw-mill  and  shingle- 
mill,  and  an  oil  and  glue  factory. 
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Removed  stumps,  roots  and  boulders  4,250  feet. 

Graded  5,220  feet  by  16  feet  wide,  and  502  feet  by  14  feet  wide. 

Moved      400     n     of  fence  back  1 6  feet. 

Ditched    940     ti     2  feet  by  1  foot  deep,  and  cleaned  and  deepened  720  feet. 

Forest  cleared,  logged  and  grubbed  400  feet,  12  feet  wide. 

Graded  15,400  feet,  16  feet  wide. 

Cut  and  removed  logs  and  brush  on  both  sides  of  the  road  6  teat  wide,  and  hlled  and 

graded  holes  15,400  feet. 
Forest  cleared  1,320  feet,  33  feet  wide. 

Logo^ed,  grubbed,  blasted  and  graded  same  26,  20  and  16  feet,  respectively. 
Forest  cleared  15,840  feet,  33  feet  wide,  logged  20  feet  wide,  grubbed  and  took  out  stumps 

18  feet  wide,  and  surface  graded  16  feet  wide. 
Built  1  bridge,  34  feet  long  by  12  feet  wide  by  10  feet  high. 

M      1         ..         30  n  10  M  4 

Laid  1,050  feet  of  corduroy  (cedar),  4  inches  by  10  feet  long. 
Cut  and  removed  fallen  timber  to  sides  of  road  11,560  feet  by  20  feet  wide. 

Manning  Road  and  Grant  and  Leckie  Road  (running  north  and  westerly  from  Gibson's 
Landing  and  Sechelt  Road,  1|  miles). 

Forest  cleared    600  feet,  12  feet  wide. 

Graded  1,500     ,.  12 

Cut  and  laid       900     n  corduroy,  4  inches  thick  by  10  feet  long. 

Excavated  150     n  12  feet  wide,  2  feet  deep. 

Made  2  culverts,  12     n  by  2  feet  by  2  feet. 

Built  1  bridge,     30     ,.         12     .,  6     .. 

Cut  and  removed  brush,  logs  and  roots,  and  filled  in  and  graded  holes  where  required. 

Squamish  Valley  and  Pemberton  Trail  (extending  from  the  Cheakamis  River  to  Pember- 

ton  Valley). 

This  trail  is  the  shortest  and  most  direct  route  from  Squamish  to  Pemberton.  The  total 
distance  between  the  two  points  is  60  miles,  of  which  length  10  miles  is  a  good 
waggon  road  through  the  lower  portion  of  the  Squamish  Valley.  The  trail  through- 
out passes  through  a  very  wild  and  mountainous  country,  which  has  every  indication 
of  being  rich  in  minerals.  There  are  immense  bodies  of  timber  in  the  valleys,  on  the 
mountain  sides  and  around  the  numerous  lakes.  Many  of  tiie  valleys  and  flats  are 
composed  of  rich  soil,  and  if  proper  facilities  were  given,  no  doubt  they  would  be 
settled  upon.  Pemberton  Meadows  contain,  approximately,  35,000  acres  of  the  very 
best  of  land.  The  climate  is  equable,  and  abundant  crops  could  be  raised.  The 
grazing  is  good,  but  owing  to  its  present  isolated  position  there  are  only  about  20 
settlers. 

Cut  and  removed  fallen  timber  from  the  trail  and  repaired  bridges. 

Westminster  and  Hastings  Old  Road. 

This  road  extends  between  Westminster  and  Vancouver,  passing  through  Burnaby  and 
Hastings  Townsites ;  distance  about  9  miles.  There  are  about  100  settlers  resident 
along  the  length  of  this  road,  who  use  it  daily,  besides  a  very  large  amount  of  tran- 
sient travel.  The  land  is  mostly  good,  but  all  more  or  less  timbered,  some  of  it 
heavy  in  the  vicinity  of  Burnaby  Lake,  and  along  its  shores  thei-e  are  some  very 
considerable  clearings  in  a  high  state  of  cultivation,  on  which  large  quantities  of 
garden  stuff"  and  small  fruits  are  raised  and  hauled  to  Westminster  and  Vancouver 
markets.  There  are  three  shingle  mills  at  Hastings,  giving  employment  to  about  80 
persons.  Post  offices  at  Cedar  Cove,  Vancouver  and  New  Westminster.  There  are 
several  shingle-bolt  and  cordwood  camps,  nearly  all  the  employees  being  Japanese. 
The  output  from  these  camps  is  all  hauled  over  this  road  to  Hastings,  Westminster 
and  Vancouver.     Amount  of  tonnage  hauled  annually,  about  10,000  tons. 


Forest  cleared 

4,158  feet 

It 

1,000     „ 

Cut,  hauled  and  laid. 

530     ,1 

II                           M 

200     „ 

Excavated 

360     11 

Filled 

264     „ 

Ditched  both  sides 

1,440       n 

Gravelled 

330     .1 
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70  feet  wide. 

60 

corduroy  4  inches  thick  by  14  feet  long. 

4  n  16 

14  feet  wide  by  5  feet  deep. 
8-1  5  II 

2         m  2         „ 

12         II  12  inches  deep. 

Cut  and  removed  fallen  timber  off  road  after  storm  of  25th  and  26th  of  December. 

BowEN  Island  Wharf  and  Road. 

The  wharf  is  located  at  the  head  of  Snug  Cove  and  is  a  small  floating  structure,  built  of 
cedar  logs  fastened  together  in  sections,  which  rise  and  fall  with  the  tide.  A  steamer 
calls  daily.  There  are  about  nine  families  living  on  the  island  who  are  benefited  by 
this  wharf.     The  following  repairs  were  made  last  year: — 

Drilled  hole  in  rock  and  put  in  new  ring  bolt,  and  set  with  lead. 

Put  in  one  new  anchor  chain  and  two  new  sheer  booms,  with  chains  and  toggles,  and  new 
connecting  bolt  with  nut  and  key. 

The  road  begins  at  the  wharf,  running  back  inland  about  half  a  mile,  where  it  branches 
off;  one  branch  going  north-westerly  about  2^  miles,  the  other  westerly  about  2 
miles. 

There  are  several  quartz  mines  on  the  island,  upon  which  considerable  money  has  been 
spent  in  development  work.  There  are  also  several  shingle-bolt  camps,  mostly 
employing  Japanese.  Very  little  produce  is  shipped,  except  small  fruits  and  potatoes. 
Post  office  and  school  at  Snug  Cove. 

Westminster  and  Vancouver  Trunk  Road  (within  the  bounds  of  Burnaby  Municipality) 

Total  distance  through  the  Municipality,  4f  miles.  This  highway  extends  between 
Vancouver  and  New  Westminster,  and  in  its  course  intei'sects  the  Municipalities  of 
Burnaby  and  South  Vancouver.  Nearly  all  the  land  on  either  side  of  the  road  has 
been  subdivided  into  small  holdings,  ranging  from  half  an  acre  to  six  acres,  and 
numbers  of  them  settled  upon.  There  are  several  very  good  residences  with  clearings, 
the  number  of  residents  being  about  400.  Post  office  at  Central  Park,  near  the 
electric  ti'am  line.  The  traffic  over  this  road,  annually,  does  not  fall  short  of  6,000 
tons — general  produce  and  bricks. 

On  the  south  side,  for  a  distance  of  2,400  feet,  the  stumps,  roots  and  logs  have  been 
blasted,  cut  and  removed  back  18  feet;  a  new  ditch  has  been  cut  and  the  old  ditch 
filled  in,  and  the  space  between  the  new  ditch  and  the  old  roadbed  graded  up,  thereby 
increasing  the  width  of  the  road  to  about  28  feet,  the  work  being  performed  under 
the  direct  supervision  of  the  Burnaby  Municipal  Council. 

Boundary  Road  Between  Hastings  Townsite  and  Burnaby  Municipality. 

This  road  extends  in  a  southerly  direction  from  the  Westminster  and  Hastings  old  road  and 
intersects  with  the  Westminster  and  Vancouver  trunk  road  ;  distance,  about  3  miles. 
About  25  settlers  use  the  road,  it  being  their  only  outlet.  The  land  is  all  subdivided 
into  small  holdings,  and  the  residents  are  mostly  engaged  in  market  gardening  and 
the  cultivation  of  small  fruits.  Post  offices.  Central  Park  and  Cedar  Grove.  No 
lumbering  or  mining.  Amount  of  tonnage  hauled  over  the  road,  about  200  tons. 
Produce,  cordwood  and  shingle  bolts. 

Forest  cleared  2,720  feet,  10  feet  wide  by  5  feet  on  each  side. 

Graded  660     n      14  n 

Cut  and  laid        660     n     of  corduroy,  4  inches  thick  by  10  feet  long. 

Rose  Hill  Road. 

West  of  Westminster  city  boundary,  being  part  of  the  North  Arm  trunk  road,  which 
extends  fi-om  Westminster  to  Eburne,  and  running  parallel  with  the  north  arm  of 
the  Eraser  River ;  distance,  1  mile.  About  20  settlers  live  along  the  Rose  Hill 
portion  of  the  road.     The  traffic  on  the  road  is  very  heavy,  consisting  of  cordwood, 
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shingle  bolts  and  farm  produce.     Land  all  subdivided  into  small  lots,  producing  small 

fruit's.     Post  office  at  Westminster.     Approximate  tonnage  annually  hauled,  3,000 

tons. 
Cut  brush  and  timber  12  feet  wide  on  both  sides. 
Cleaned  and  deepened  ditches  and  filled  in  holes  on  the  road  with  gravel  for  a  distance  of 

2,641  feet. 

MOODYVILLE    AND    LyNN    CrEEK    RoAD    AND    TrAIL. 

The  road  portion  begins  at  Moodyville  saw-mill,  and  extends  1  mile  eastward  to  Lynn 
Creek.  From  this  point  the  trail  begins  and  extends  in  a  northerly  and  westerly 
direction  through  Seymour  Valley  to  its  head,  passing  over  the  summit  and  con- 
tinuing through  the  mountain  passes  to  the  Squamish  ;  total  distance,  38  miles. 
There  are  about  20  families  resident  in  and  about  Moodyville,  3  families  ahoxe  Lynn 
Creek,  and  3  or  4  families  on  the  trail  towards  the  upper  end  of  the  Seymour  Valley. 
There  is  considerable  lumbering  done  in  the  Seymour  Valley,  about  70  men  being 
employed.  There  are  also  a  number  of  mining  properties  towards  the  summit  in 
course  of  development,  although  ore  has  not  yet  been  brought  out  in  quantity. 
Moodyville  and  Squamish  post  offices. 

Forest  cleared  2,900  feet,  12  feet  wide. 

Grubbed  and  blasted  2,000     ,.       9 

Surface  gi-aded  2,000     n        9         i. 

Excavated  60     m        6         n  by  3  feet. 

Built  680  feet  of  plank  sidewalk    5         m  set  on  posts  with  caps  6  inches  by  6  inches, 

and  covered  with  3-inch  by  12-inch  fir  plank. 

Repaired  1,900  feet  of  plank  road  by  putting  on  60  new  stringers,  4  inches  by  12  inches  by 
20  feet  long;  levelling  up  the  road  ;  removing  215  worn  planks  and  putting  in  new 
3-inch  by  12-inch  by  12  feet. 

Cut,  split  and  laid  190  feet  of  cedar  corduroy,  4  inches  thick  by  9  feet  long. 

At  Squamish  end  of  trail  forest  cleared,  brushed  and  logged  52,800  feet  by  10  feet  wide. 

Built  bridges  and  culverts ;  blasted  rock  and  surface-graded  a  pack  trail  8  feet  wide  tt) 
the  summit. 

Hastings-Barnet  Road  (Construction). 

This  road  commences  at  a  point  where  the  Hastings  Street  Road  leading  from  Vancouver 
intersects  the  Hastings  and  Westminster  old  road  in  Hastings  Townsite,  continuing 
in  an  easterly  direction  to  Barnet  Mills,  where  it  will  connect,  when  completed,  with 
the  Port  Moody  and  Barnet  Road.  Total  distance,  5.2  miles.  It  passes  through 
timber  land  throughout  its  entire  distance.  There  are  several  lumbering,  shingle- 
bolt  and  cordwood  camps  operating  along  the  road.  The  aggregate  number  of  men 
employed  would  be,  probablj'^,  about  150.  At  Barnet  there  are  about  150  men  em- 
ployed in  and  about  the  saw-mill.  There  is  no  farming  on  the  road  at  present. 
Barnet  Post  Office  on  the  line  of  the  C.  P.  R.  and  on  the  south  shore  of  Burrard  Inlet. 
Approximate  tonnage,  1,000  tons,  principally  cordwood  and  shingle  bolts. 

Forest  cleared  20,271  feet,  66  feet  wide. 

Logged  and  blasted    16,950     n     33         m 

Grubbed  16,950     .,     30 

Graded  18,560     n     24 

Ditched  (both  sides)  37,120     ,.     24  feet  by  18  inches. 

Corduroyed  1,179     n      18  feet  long  by  6  inches  thick,  with  split  cedar. 

Made  2  culverts,  24  feet  by  8  feet  by  4  feet. 

Made  5  culverts,  18        n     10       n       8     w 

Squamish  Valley  Road  (Head  of  Howe  Sound). 

This  road  begins  at  the  deep-water  wharf  and  extends  to  the  head  of  the  upper  valley,  a 
distance  of  about  23  miles,  and  throughout  its  course  follows  the  centre  of  the 
valley.  There  are  about  29  settlers,  which  includes  10  families.  The  soil  is  mostly 
rich  and  covered  with  timber,  except  about  1,000  acres  l3ang  at  the  mouth  of  the 
valley,  which  is  chiefly  open  prairie.     There  are  considerable  quantities  of  hops  raised 
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in  the  valley,  the  quality  being  of  the  best  placed  on  the  London  macket.  The  other 
products  are  hay,  potatoes,  oats,  butter,  eggs,  vegetables,  pork,  poultry  and  fruits  of 
different  kinds.  First-class  beef  cattle  are  also  raised.  There  are  large  bodies  of  the 
very  best  quality  of  fir,  cedar  and  spruce  timber,  and  two  camps  are  being  operated, 
employing  about  50  men.  There  has  been  of  late  a  large  amount  of  prospecting  done, 
and  several  very  good  ledges  of  copper  and  silver- bearing  quartz  have  been  discovered, 
upon  which  development  work  has  been  done. 

During  the  months  of  September  and  October  salmon  fishing  is  extensively  carried  on  off" 
the  mouth  of  the  Squamish  River,  as  many  as  80  boats  being  employed.  There  is  a 
post  office  and  store,  and  a  steamboat  service  to  and  from  Vancouver  tri-weekly. 
Amount  of  produce  and  supplies  hauled  annually  would  approximate  1,000  tons. 

Removed  one  60-foot  Howe  truss  span  of  the  Squamish  River  Bridge. 

Opened  7,900  feet  of  road,  known  as  the  McDougall  Road. 

Forest  cleared  33  feet  wide. 

Grubbed  and  logged     14  n  and  surface  graded  12  feet  wide. 

Repaired  superstructure  of  Cheekie  Bridge  and  constructed  new  cribbed  abutments. 

Re-built  2  bridges  throughout,  70  feet  and  50  feet  respectively. 

Forest  cleared,  brushed  and  logged,  and  removed  roots,  stumps  and  rocks. 

Graded  and  otherwise  repaired  and  improved  the  road  for  a  distance  of  15  miles. 

Lot  301,  adjoining  the    south    boundary    of    Vancouver    (Westminster  and  Vancouver 
Trunk  Road,  between  Westminster  and  Vancouver ;  total  distance,  about  1  mile). 

Throughout  this  lot  and  on  both  sides  of  the  road  the  country  is  settled,  the  holdings 
being  small,  varying  from  one-sixth  to  ten  acres,  all  more  or  less  in  a  state  of  culti- 
vation, with  comfortable  and  commodious  dwellings.  Large  quantities  of  small  fruits 
are  annually  raised ;  there  are  also  several  dairj^s,  the  products  of  both  finding  ready 
sale  in  the  markets  of  Vancouver  and  Westminster.  There  is  also  a  nursery  and  a 
brewery.  Post  office  at  Mount  Pleasant.  Approximate  tonnage  hauled  over  the 
road  annually,  about  7,000  tons. 

Repaired  sidewalks. 

Cut  brush  1,800  feet,  5  feet  wide. 

Cleaned  ditches  1,200     n 

Macadamized       1,452     n   12  n  6  inches  deep. 

Gravelled  300     ..   12  „  9 

Graded  500     i.   20  n  and  for  an  equal  distance  removed  broken  and 

worn  corduroy,  and  replaced  with  new,  6  inches  to  8  inches  thick  by  18  feet  long. 

Road  on  line  of  21st  Avenue,  Lot  301. 

This  road  extends  at  right  angles  between  the  North  and  Cemetery  and  Westminster 
Avenue  Roads,  and  when  completed  will  connect  with  both.  Total  distance,  about 
2,840  feet.  The  land  on  the  line  of  this  road  is  all  subdivided  into  small  lots,  and 
many  dwellings  have  been  erected.  It  is  the  outlet  for  about  15  families.  There  is 
one  post  office  in  the  vicinity. 

Forest  cleared  1,452  feet,  33  feet  wide. 

Graded  1,452     ..     20 

Grubbed  and  logged   1,452     u     22         n 

Ditched  2,904     rr     24  inches  by  14  inches. 

Filled  66     ,r     20  feet  wide,    5  feet  deep. 

Made  2  culverts,  30  feet  by  3  feet  by  3  feet. 

Made  1  culvert,    22       n        3       n        3     <> 


Delta  Riding. 

New  River  Road,  East  Langley. 

This  road  extends  in  a  westerly  direction  to  Langley  Village,  along  the  south  bank  of 
the  Fraser  River,  total  distance  about  6|  miles,  and  passes  through  a  good  agricul- 
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tural  and  grazing  locality.  There  are  about  40  settlers  who  use  the  road  regularly. 
Post  office  at  McLennan's  Landing.  It  is  not  a  mail  route.  The  amount  of  freight 
hauled  over  the  road  is  comparatively  light,  nearly  all  the  produce  being  shipped  by 
river  steamers.  Principal  products  are  stock,  hay,  grain  and  dairy.  There  are  no 
mines,  lumber  camps  nor  saw-mills. 

Cut,  hauled  and  placed  30  loads  of  brush  to  form  foundation  for  grade. 

Graded  4,806  feet,  16  feet  wide. 

Gravelled  3,168  feet,  8  feet  wide,  averaging  10  feet  deep. 

Gravel  had  to  be  hauled  2  miles. 

Yale  Road. 

Extending  from  the  Brownsville  hill,  near  South  Westminster,  to  Otter  school-house; 
approximate  distance,  16  miles. 

This  section  of  the  above  road  passes  through  the  Municipalities  of  Surrey  and  Langley, 
mostly  agricultural.  The  number  of  settlers  living  on  either  side  of  this  section 
would  number  at  least  200  families,  and  the  amount  of  freight  passing  over  it 
annually  would  approximate  5,000  tons.  There  are  4  post  offices,  viz.:  Clayton, 
Langley,  Prairie  and  Otter. 

Cut  39,264  feet  of  brush,     10  feet  wide. 

Cut  1,800     „  n  5         „ 

Graded         3,225      n     averaging  30         -i 

Cut  1,200     11     ditches,       18  inches  deep. 

Cut  630     .1  1.  51  11    by  3|. 

Gravelled   11,198     n     9  feet  by  10  inches  deep. 

Hauled  and  laid  puncheon  and  raised  the  surface  of  the  road-bed  12  inches  by  10  ft.  wide 
across  the  Serpentine  Flats. 

Cut  by  steam  dredge  8,320  feet  of  ditch,  40  feet  across  the  top  by  25  feet  across  the 
bottom.  This  work  was  undertaken  and  carried  out  for  the  purpose  of  preventing 
the  road  from  being  flooded,  and  since  completion  the  results  have  been  highly  satis- 
factory. 

Built  1  bridge  on  pile  abutments  ;  span,  42  feet ;  V  truss,  14  feet  wide,  covered  with  3 
by  12-inch  plank. 

Partly  built  1  bridge  on  pile  abutments,  with  56-foot  span  ;  3  bents,  14  feet  wide,  covered 
with  split  cedar. 

Town  Line  Road  through  Surrey  and  Langley. 

Commencing  at  the  4-Mile  Post  on  the  Yale  Road,  and  extending  in  an  easterly  direction 
to  Langley  Village,  and  passing  through  Tynehead  and  Port  Kells,  a  distance  of  10 
miles.  About  50  settlers  use  this  road  regularly  throughout  its  length.  There  are 
three  post  offices,  viz.,  Tynehead,  Port  Kells  and  Langley.  The  farming  is  somewhat 
mixed,  the  principal  industries  being  stock-raising  and  dairying.  Approximate 
amount  hauled  annually,  about  700  tons. 

Graded  7,320  feet  by  16  feet  wide. 

Split,  hauled  and  laid  3,102  feet  of  corduroy,  10  feet  long  by  3  inches  thick. 

Hauled  and  spread  1,800  feet  of  gravel,  9  feet  wide,  averaging  8  inches  deep. 

Cleaned  900  feet  of  ditches. 

Cut  a  ditch  across  the  Salmon  River  Flats  from  high  land  to  high  land,  distance  about 
3,224  feet,  having  a  width  of  40  feet  across  the  top  and  30  feet  across  the  bottom, 
with  an  average  depth  of  9  feet,  the  material  taken  out  being  formed  into  a  road 
having  an  average  height  of  7  feet  and  a  roadway  12  feet  wide,  the  slopes  of  sides 
from  base  to  top  1  i  to  1 . 

Built  a  bridge  across  Salmon  River  84  feet  long,  having  one  span  of  44  feet,  with  truss 
and  2  spans  of  20  feet  each,  resting  on  piles ;  4  runs  of  stringers  throughout ;  truss 
timbers  and  caps  and  stringers,  10  by  12  inches  ;  tension  rods,  Ih  inches  diameter  ; 
flooring,  3  by  12  inches,  with  substantial  hand-rail.  All  the  material  of  super- 
structure is  sawn  fir. 
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Jackman  and  River  Road. 

This  road  extends  from  Jackman's  Cornei-s,  on  the  Yale  Road,  and  runs  north  to  Mc- 
Lennan's  Landing  on  the  Fraser  River,  opposite  Wharnock  Station  on  the  C.  R  R. 
Total  distance  from  Yale  Road  to  Fraser  River,  7  miles.  It  passes  through  a  tract 
of  good  agricultural  land,  undulating  and  covered  for  the  most  part  with  light  second 
growth  timber.  There  are  about  18  settlers,  many  of  them  having  considerable 
clearings  under  tillage,  with  orchards.  Produce  consists  of  hay,  potatoes,  oats, 
butter,  eggs,  poultiy,  sheep  and  other  stock.  Post  office  at  Jackman's  Corners.  No 
mining  or  lumbering.  Amount  of  freight  hauled  over  this  road  annually,  approxi- 
mately, 200  tons. 

Cut  down  a  hill. 

Forest  cleared  900  feet  by  10  feet  wide. 

Rlasted  and  grubbed  3 GO  feet,  roots  and  stumps. 

Grade  reduced  by  cutting  down  hill,  4  feet  to  7  feet  by  14  feet  wide. 

Earth  fill  of  350  feet  by  14  feet  wide,  averaging  5  feet  deep. 

Graded  1,000  feet  by  15  feet  wide,  with  ditch  on  upper  side  of  road  12  inches  by  14  inches 

Yale  Road  (from  the  boundary  between  Langley  and   Matsqui  Municipalities  westward  to 
iShortreed's  ;  distance  through  this  section,  2  miles). 

This  road  is  very  much  travelled,  a  large  amount  of  freight  being  annually  hauled  over 
it.  On  both  sides  of  the  road,  extending  some  miles  north  and  south,  it  is  settled, 
there  being  at  least  GO  families.  There  are  two  post  oftices  and  one  store.  Produce 
raised  comprises  cattle,  sheep,  poultry,  fruit,  butter,  eggs,  etc.,  which  is  mostly  hauled 
by  waggons  right  through  to  Westminster  and  Vancouver. 

Cut  and  removed  brush  and  logs  on  both  sides  of  the  road  for  a  distance  of  9,000  feet. 

Graded  9,000  feet. 

Made  3  culverts,  24  feet  by  8  feet  wide  by  2  feet  deep, 
II      6  II         18        II      18  inches      n       2  m 

Gravelled  7,200  feet,  8  feet  wide  by  1  foot  deep. 

Delta  Tkunk  Road. 

This  is  a  branch  of  the  Yale  Trunk  Road  extending  from  liadner's  Landing  and  inter- 
secting with  the  Scott  and  Kirkland  Roads.  Distance  from  point  to  point,  9  miles. 
This  road  passes  through  one  of  the  richest  and  most  highly  cultivated  districts  in 
the  Province.  At  Ladner's  Landing  there  is  a  saw-mill  and  about  10  canneries, 
giving  employment  to  about  1,000  people.  Post  otfice,  hotel  and  several  stores. 
There  is  also  a  creamery.  The  amount  of  produce  hauled  over  the  road  must  be 
fully  10,000  tons  annually. 

Gravelled  3,000  feet  by  12  feet  wide  by  12  inches  deep. 

Gravel  had  to  be  hauled  Ih  miles. 

Town  Line  South. 

Intersecting  the  Yale  Road  at  Murray's  Corners  ;  distance  to  Glenwood,  4  miles,  and  run- 
ning south  to  the  Glenwood  and  Hall's  Prairie  Road.  Post  otfice  at  Murray's  Corners. 
About  14  settlers.  Land  good  in  quality  but  most  of  it  heavily  timbered.  Some 
very  considerable  clearings  and  improvements  made.  The  produce  hauled  over  the 
road  is  limited,  and  consists  mostly  of  butter,  eggs,  poultry,  fruit,  etc.  No  lumber- 
ing nor  other  industries. 

Forest  cleared  150  feet,  20  feet  wide. 

Graded  300     .,     20 

Excavated        300     n     20         .,         by  10  feet  deep. 

Filled  in  150     ,i     IG         ..  G     i,    high. 

Built  1  bridge,  175  feet  long,  IG  feet  wide  by  10  feet  high. 

McLennan  Road. 

Commencing  at  its  intersection  with  the  Kirkland  and  Semiahmoo  Road,  JVlud  Bay,  and 
extending  eastward  through  Surrey  Centre,  Boothroyd's  Corners  and  Cloverdale  to 
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Murchison's  Corners,  Langley,  where  it  connects  with  the  Yale  Trunk  Road  ;  distance, 
about  7  miles.  It  passes  through  a  good  agricultural  district  with  well  cultivated 
and  stocked  farms,  numbering  about  60  families.  Post  offices  at  Surrey  Centre  and 
Clovordale.  Two  saw-mills  are  in  operation  at  the  latter  place,  giving  employment 
to  about  40  men. 

Cut  brush  on  both  sides  of  the  road  a  distance  of  5,000  feet  by  12  feet. 

Graded  1,900  feet,  20  feet  wide. 

Cut  360  feet  ditch,  18  inches  by  24  inches. 

Repaired  3  corduroy  culverts  and  1  bridge. 

Gravelled  800  feet,  10  inches  deep  by  10  feet  wide. 


Dewdney  Riding. 


Mission  Townsite  Roads. 


Comprising  all  the  street  allowances  within  the  townsite  which  come  directly  under  the 
control  of  the  Government. 

The  total  aj^proximate  length  opened  is  about  4  miles,  and  repairs  have  been  made  as 
undermentioned.  The  number  of  residents  in  and  around  this  place,  and  who  make 
it  their  shipping  and  trading  j^lace,  would  be  at  least  250.  The  district  for  several 
miles  around  is  entirely  agricultural,  the  products  being  sheep,  cattle,  poultry,  pigs, 
grain,  hay,  apples,  and  many  varieties  of  small  fruits;  of  the  latter  two,  there  is  a 
much  larger  shipment  made  from  this  point  than  from  any  other  point  in  the  Pro- 
vince. There  is  also  a  creamery  and  a  condensed  milk  factory,  giving  employment 
to  about  40  persons.  Post  office  and  stores.  The  C.  P.  Railway  passes  through  the 
place,  and  a  daily  steamboat  service  to  and  from  New  Westminster.  Repairs  have 
been  made  on  line  of  Seattle,  AVashington,  California  and  Abbott  Streets,  as  follows: — 

Graded         225  feet,  12  feet  wide,    2  feet  high. 

Ditched     1,380     ..       2         „  2  feet  deep. 

Gravelled     855     n      12  n  10  inches  deep. 

Built         1,000     n     of  sidewalk,  3  feet  wide,  covered  with  2-inch  by  12-inch  plank. 

On  Hoi-ne  Avenue,  overhauled  plank  road,  put  in  new  mud-sills,  posts  and  new  planks 
where  required. 


Downie  Street. 

Graded 

II 
Excavated 
Filled 
Ditched 
Gravelled 
Made  2  culverts, 

Washington  Street. 
Forest  cleared 
Grubbed 
Graded 
Filled 

II 
Ditched  both  sides, 
Excavated 
Made  1  culvert, 

II      1 

A  hhott  Street. 
Grubbed 
Graded 
Ditched 
Gravelled 
Made  2  culverts. 


660  feet,  10  feet  wide. 


375 
180 
195 
600 
1,000 
28 


20 
12 
20 

3 
10 

1 


10  feet  deep. 

2    I.    high. 

2     II    deep. 
15  inches  deep. 
foot  by  1  foot. 


1    foot  deep. 
3^  feet  high. 


2,298  feet,  66  feet  wide. 

2,049  I,  30 

2,010  „  30 

462  ,1  30 

33  II  10         II         9 

3,465  ,1  3  by  2  feet  deep. 

330  II  30  feet  wide,  1  foot  deep 

30  II  by  3  feet  by  3  feet. 

27  .1  1  ,1      1  foot. 


50  feet,  30  feet  wide. 
100     II     30 

100     II       3         II  2  feet  deep. 

100     II     10         II         15  inches  deep. 

28     11       1  foot  by  1  foot. 
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Cade  Road. 

Graded  945  feet,  10  feet  wide. 

California  Street. 

Graded  400  feet,  30  feet  wide. 

Excavated  30     n     10         m  6  feet  deep. 

Filled  100     ..     30         ,.  6  feet  high. 

Ditched  637     n       2         n  2  feet  deep. 

Gravelled  177      ,.      12  „  10 

Hatzic  Prairie  Road. 

This  road  begins  2^  miles  south  from  Stave  Lake,  passing  southerly  and  westerly  through 
the  Upper  and  Lower  Hatzic  Valley,  part  of  jNIission  Municipality,  and  terminating 
at  Mission  City  ;  distance  from  point  to  point,  about  14  miles.  There  are  about  40 
settlers  who  regularly  use  the  road  in  whole  or  part  to  reach  the  Mission,  which  is 
their  trading  place.  The  country  is  all  more  or  less  timbered,  except  the  Hatzic 
Prairie,  which  is  open  prairie  of  the  richest  quality,  but  is  subject  to  overflow. 
Stock-raising,  daii'ying  and  fruit  of  different  varieties  constitute  the  principal  pro- 
ducts. There  are  several  lumber  camps  along  the  shores  of  Stave  Lake,  which  give 
employment  to  70  or  80  men.  Post  ottice  at  Hatzic  Prairie.  The  amount  of  freight 
hauled  over  the  road,  annually,  would  be  approximately  about  1,000  tons. 

Re-covered  and  otherwise  repaired  8  bridges,  aggregating  662  feet  long,  and  drove  116 
cedar  piles ;  put  in  new  caps,  sills  and  posts,  stringers,  braces  and  hand-rails,  and 
re-covered  432  feet  with  split  cedar,  4  inches  thick  by  14  feet  long. 

Pitt  River  Road. 

Passing  through  Sapperton,  Lot  6,  and  Coquitlam  Municipality  to  Pitt  Ri%er ;  total 
distance,  about  ^\  miles.  The  only  portion  maintained  by  the  Government  is  that 
which  passes  through  Lot  6,  a  distance  of  about  3,000  feet.  This  road,  throughout 
its  entire  length,  passes  through  an  agricultural  and  partly  timbered  district.  The 
number  of  settlers  who  use  it  as  an  outlet  is  about  50.  The  travel  is  heavy,  large 
quantities  of  farm  produce,  cord  wood  and  shingle  bolts  being  hauled  over  it  daily. 
Approximate  tonnage  annuall}^,  about  2,000  tons.  On  Lot  6  the  Ross-McLaren 
Mills  are  situated,  which,  if  in  opei-ation,  would  employ  about  250  men.  There  is 
no  post  office  nearer  than  Sapperton  or  Coquitlam. 

Gravelled  630  feet,  12  feet  svide  by  6  inches  deep. 

Coquitlam  Bridge. 

Took  up  flooring  of  1 20-foot  span ;  removed  and  renewed  joists  where  required;  re-covered 
floor  with  3-inch  by  12-inch  fir  plank;  overhauled  and  repaired  truss;  tightened  up  rods 
and  bolts;  built  2  approaches,  38  feet  and  73  feet,  respectively;  covered  with  3-inch 
by  12-inch  plank,  16  feet  long,  and  graded  up  the  road  at  end  of  the  approaches. 

Port  Moody  axd  Westminster  Trunk  Road. 

The  main  highway  between  New  Westminster  and  Port  Moody,  passing  through  Sapper- 
ton and  the  Municipalities  of  Burnaby  and  Coquitlam ;  total  length,  5  miles.  Only 
H-  miles  of  this  road,  which  is  within  the  Port  Moody  Townsite,  is  maintained  by 
the  Government.  There  are  about  100  families  in  and  around  the  townsite  who  use 
this  road  regularly.  There  is  a  saw-mill,  shingle-mill,  ship-yard,  and  two  or  more 
logging  camps  in  operation,  giving  employment  to  about  100  men.  The  land  is 
mostly  timbered  and  requires  clearing,  but  when  cleared  is  of  fairly  good  quality  for 
farming  purposes.  It  is  all  divided  into  town  lots  and  small  holdings,  small  fruits 
and  vegetables  being  produced  in  considerable  quantities.  Outside  the  usual  vehicular 
traffic,  a  lai-ge  number  of  teams  are  engaged  daily  hauling  cordwood  and  shingle 
bolts  over  the  road.  Annually,  the  tonnage  hauled  over  the  road  would  amount  to 
2,000  tons.     Post  office  at  Port  Moody. 

Ditched  198  feet,  18  inches  by  24  inches. 

Split,  hauled  and  laid  330  feet  of  corduroy,  4  inches  thick  by  14  feet  long. 
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Extension  of  Road  on  line  op  John  Street,  Port  Moody  Townsite. 

This  road  and  a  sidewalk  was  built  for  the  accommodation  of  the  residents  on  its  line, 

and  also  to  enable  worshippers  to  reach  the  Episcopal  and  Presbyterian  Churches ; 

total  length,  2,880  feet. 
Forest  cleared  and  graded,     1,650  feet,  33  feet  and  20  feet  wide,  respectively. 
Ditched  both  sides  of  road,  3,300     n 

Excavated  40  lineal  feet  of  earth,  18  feet  by    5  feet. 

Made  60  n  „       fill,   18         u     12     „ 

Made  2  culverts,  4  feet  by  4  feet  by  21  feet. 

„      1       „  2         -t  ^  2         M     50     ,. 

Cleared  and  brushed  on  each  side  of  road,  5,000  feet. 
Built  1,650  feet  of  sidewalk,  4  feet  wide. 

Dewdney  Trunk  Road,  Section  One. 

Starting  from  the  pipe-line  road  at  the  railway  crossing,  Coquitlam  Junction,  then  follow- 
ing along  the  northern  side  of  the  railway  to  the  west  bank  of  Pitt  River,  where  a 
ferry  is  operated,  the  road  then  continuing  east  and  south  to  Port  Hammond,  where 
it  connects  with  the  Port  Hammond  Road.  From  this  point  it  extends  north,  then 
easterly  along  the  line  of  the  centre  section  road  to  Stoney's  Corners,  2,640  feet  east 
of  Webster's  Corners,  where  the  section  ends.  The  total  length  is  about  15  miles. 
About  7  miles  of  this  road  has  been  newly  constructed,  and  about  6  miles  partially 
built,  improved  and  repaired.  This  road  passes  through  Pitt  meadows  and  Coquitlam 
and  Maple  Ridge  Municipalities.  The  district  is  entirely  agricultural,  consisting  of 
stock-raising,  dairying  and  mixed  farming.  Large  quantities  of  apples  and  small 
fruit  are  raised  at  Maple  Ridge  and  shipped  to  different  points.  The  settlers  number 
about  200.  There  are  no  mines  or  lumber  camps.  At  Port  Haney  there  are  two 
brick-yai'ds  in  operation,  giving  employment  to  20  or  25  men.  Post  offices  at 
Coquitlam,  Port  Hammond,  Port  Haney  and  Webster's  Corners. 
Forest  cleared  13,720  feet,  66  feet  wide,  and  7,220  feet,  60  feet  wide. 

858     „     15         M  ..     1,340     n     33 

5,700     „     56         n  M     5,280     ..     50 

Grubbed  2,640     n     21 

Blasted  and  logged    4,620     ..     60 

M     grubbed  27,000     n     20         n  „     2,474     .,     25 

Graded  2,805     ..     21  m  „  24,600     ,.     20 

II  2,474     II     25  M  II     partially  graded,  2,640  feet,  20  feet  wide. 

Split,  hauled  and  laid  198     m     of  corduroy,  4  inches  thick  by  16  feet  long. 

II  II      1,344     I'  II  4  II  12  II 

Filled  with  earth         660     m     '2h  feet  deep  by  16  feet  wide. 
II  II  792     ,,     4"         II         II     25 

223     II     5  M  M     20 

Ditched  5,280     n     2^        n  „       2i       n 

McDonald  Road,  ISTortii  Lillooet  (Maple  Ridge  Municipality). 

This  road,  from  its  intersection  with  the  Lillooet  River  Road,  runs  due  north  about  2 
miles,  and  gives  an  outlet  to  about  5  or  6  settlers.  The  land  is  low  and  marshy 
prairie  of  good  qualit}'^,  and  will  become  very  productive  when  proper  drainage  has 
been  obtained.  There  is  very  little  hauled  over  the  road,  it  being  merely  a  means  of 
getting  to  and  from  their  places  by  the  settlers.  Post  offices  at  Port  Hammond  and 
Port  Haney. 

Forest  cleared     3,300  feet,  25  feet  wide. 

Ditched  792 

Gravelled  2,424 

Made  1  culvert,       16 

Built  3  bridges        33 

Forest  cleared     1,320 

Blasted  30  stumps  ;  cleared  and  burned  1,188  feet  of  log  jams,  averaging  40  feet  wide  by 
3  feet  deep. 

Dug  1,200  feet  of  new  water-course,  10  feet  wide,  averaging  5  feet  deep. 


4 

3  feet    deep, 

1 

6  inches    n 

3 

3     II 

12 

6  feet  high. 

40 
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Dewdney  Trunk  Road,  Section  2. 

Extending  from  the  west  bank  of  jSTicomen  Slough  at  Dewdney,  crossing  the  slough  "and 
passing  through  Nicomen  Island  to  Deroche's  Landing,  where  it  again  crosses'  the 
slough  to  North  Nicomen,  on  the  mainland,  crossing  the  C.  P.  R.  and  ruiuiing 
parallel  with  it  in  a  north-westerly  direction  towards  Harrison  River  ;  total  distance, 
about  15Jv  miles,  which  comprises  the  Nicomen  Slough  Road,  Nicomeii  Island  Main 
Road,  and  North  Nicomen  Road,  all  of  which  form  direct  connecting  links  of  the 
Dewdney  Trunk  Road  system.  There  are  about  100  settlers  who  largely  depend  on 
this  road  for  the  transportation  of  their  produce  to  tlie  different  shipping  points. 
The  soil  is  nearly  all  of  first-class  quality,  except  along  the  foot-hills  through  North 
Nicomen,  where  the  soil  is  somewhat  lighter  :  still,  good  crops  are  raised  there.  The 
produce  throughout  this  section  comprises  sheep  and  cattle,  dairying,  hay,  roots, 
potatoes,  vegetables  and  small  fruits,  which  are  shipped  to  different  points.  Post 
offices  at  Dewdney,  Deroche  and  Harrison.  Approximately,  about  1,200  tons  are 
hauled  annually  over  the  road. 

Cut  and  slopecT  off  the  west  bank  of  the  slough  1,000  feet. 

Cut,  hauled,  laid  and  wired  down  brush  on  the  face  of  slope  from  low  water  mark  to  top 

of  the  bank. 
Drove  a  row  of  piles,  8  feet  apart,  and  otherwise  protected  the  bank  along  which  the 

road  runs. 
Forest  cleared  6,300  feet,  20  feet  wide,  and  2,175  feet,  40  feet  wide. 

Excavated  2,460     r,       9         „  3  feet  deep ;  600  feet,  9  feet  wide,  6  feet 

deep,  and  450  feet,  21  feet  wide,  3i  feet  deep. 
Gravelled  1,650  feet,  12  feet  wide,  6  and  8  inches  deep. 

M  and  3,075  feet,  20  feet  wide. 

II  6  inches  deep. 

II  5  feet  high,  and  390  feet,  18  feet  wide,  3 

II  averaging  16  inches  deep. 

II  18  inches  deep. 

II  0^  feet  high. 

II  3  II  and  graded  same. 

II  12  feet  and  31-  feet  high. 

18  feet  high.  " 
II  1  foot  deep. 

II 
Made  2  culverts,  2  by  2  by  20  feet. 

M      2  II         1  by  1  by  20     .. 

Built  1  bridge,    24  feet  long,  20  feet  wide,  10  feet  high. 
Repaired  and  re-covered  bridge,  150  feet  long. 
Blew  out  13  large  stumps  on  road  and  removed  400  feet  of  fence. 
Cut  down  25  large  cottonwood  trees  and  put  in  new  culvert. 
Cut  brush  and  removed  logs,  etc. 

Built  1   bridge  across  Nicomen  Slough,  600  feet  long,  consisting  of  1  Howe  truss  span, 
160  feet  long  by  16  feet  by  16  feet,  3  spans  60  feet  each,  and  13  spans  20  feet  each. 
[Full  particulars  of  this  bridge  can   be  found  in  the  report  of  the  Hon.  the  Chief 
Commissioner  of  Lands  and  Works.] 
Ditched      1,584  feet,  3  feet  wide,     2  feet  deep. 

11,280     II     3  M  22  inches  deep. 

15,720     M     2         .1  18 

II  13,160     II     7  II  4  feet  deep,  and  2.',  feet  across  the  iKjttom. 

Made  4  culverts  4  by  4  by  21  feet. 
M       4  II        3    II    3    II    21      II 

„       1  „        3    ,1    3    M    40     II     and  2  culverts,  2  by  2  by  20  feet. 

I,       3  11        4    II    2    II    20     I.     and  9  .,         4    n    3    .>    20     n 

Gravelled      660  feet,  12  feet  wide,     9  inches  deep. 
3,960     „     12         M  10 

„-  2,640     II      12  .1  12  I.  and  150  feet,  10  feet  wide,  8  inches  deep. 

Cribbed  300  feet  with  cedar  logs  3  feet  high,  and  300  feet  4  feet  high. 


Blasted  and  grubbe 

d  5,400 

M           10 

Excavated  rock 

240 

II       9 

Cribbed 

75 

M     20 

to  5  feet  high. 

Ditched 

12,066 

,1       3 

n 

675 

1,     12 

Filled 

75 

n      20 

II 

4,725 

,.     18 

,, 

450 

,.     21 

,, 

675 

n        12 

Stoned 

12 

,1     12 

Graded 

3,990 

„     18 
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Built  2  bent  bridges,  51  feet  long,  20  feet  wide,  covered  with  3  by  12-inch  plank. 

M        1  „  21  ..  20  H  n  n 

,,1  ,,  100  M  20  n  12  feet  high,  covered  with  split  cedar. 

Moved  3  miles  of  posts  and  board  fence  and  re-built  same  6  feet  back  ;   16,710  feet  of 

material  ploughed  in,  scraped,  trimmed,  graded  and  formed  into  road-bed  22  feet 

wide,  averaging  2  feet  high,  and  afterwards  rolled. 
Drove  178  piles  to  support  superstructure  of  ferry  slips  and  approaches,  also  guide  piles 

and  dolphins;  length  of  west  slip  and  approach,  418  feet,  33  feet  high,  20  feet  wide; 

length  of  east  slip  and  approach,  285  feet,  33  feet  high,  20  feet  wide. 
Built  1  ferry  scow,  length  over  all,  66  feet  6  inches,  21  feet  wide. 
Built  freight  shed,  36  by  21  feet,  shingled  roof. 

Pulled  down  and  removed  Higginson's  old  wharf  to  make  room  for  the  west  ferry  slip. 
Unloaded  3  carloads  of  quarried  rock,  hauled  and  placed  same  around  abutments  and 

piers  of  Coquitlam  Bridge ;  overhauled  superstructure  and  tightened  up  rods. 


Chilliwhack  Riding. 

SuMAS  Mountain  and  Harris  Road. 

Beginning  at  Murphy's  Landing,  on  the  south  bank  of  the  Fraser  River,  and  passing 
over  Sumas  Mountain  in  a  southerly  and  easterly  direction  to  Sumas  Prairie,  where 
it  is  intersected  by  the  Harris  Road  ;  thence  following  along  the  Avesterly  edge  of 
Sumas  Prairie,  intersecting  with  the  Yale  Trunk  Road  at  Musselwhite's  Ranch.  No 
post  oflSce,  and  no  mail  conveyed  over  this  road.  There  are  about  16  or  18  families 
who  are  directly  benefited  by  this  road,  besides  transient  travel.  Very  little  is 
hauled  over  the  road  except  supplies  used  by  the  settlers.  There  are  no  logging 
camps  or  other  industries.  Several  ledges  of  mineral-bearing  quartz  have  been  dis- 
covered and  located,  but  development  work  has  not  been  carried  on  to  any  great 
extent.     Length  of  the  road,  8  miles. 

Forest  cleared         5,313  feet,  25  feet  wide. 

7,920  ,.       6         n 

Grubbed  5,313  ,,12 

Corduroyed  462  ,,  12  ,,  3  inches  thick. 

Cribbed "^  156  m       3  feet  to  4  feet  high. 

Graded  15,873  „  12  feet  wide. 

Filled  with  earth       126  ,,  14         ,,         4  feet  deep. 

Ditched  556  n       3         n         3         « 

Built  1  bridge,  48  feet  by  12  feet  by  5  feet  high. 

„     1       -.        16       „  12       „       3 

-  1  „  54  „  14  „  3 
,.  1  „  20  „  12  n  5 
n      1        M        21        „  12        M        3 

.1     4  bridges,  making  a  total  of  94  feet  by  12  feet  by  17  feet. 
Partly  built  1  bridge,  110       .,        12        -.         12     ., 

Made  1  culvert,  14  feet  by  3  feet  by  3  feet. 

II      1       11         12       ,1       5       ,1       3     II 

II      3       -I         12       ,1       4       II       4     II 

-  13       „         14       M       2       -,       2     I. 

Porter  and  Vye  Road,  Sumas. 

This  road  crosses  a  portion  of  the  southerly  end  of  Sumas  Prairie,  running  in  a  westerly 
direction,  and  connects  with  the  Abbotsford  and  Huntingdon  Road  about  one  and 
one-half  miles  north  of  the  latter  place.  Distance,  about  1|  miles.  Number  of 
settlers  directly  benefited,  8,  mostly  with  families,  and  engaged  in  dairying  and 
stock-raising.  No  estimate  can  be  given  of  the  apiount  of  produce  hauled.  Post 
office  at  Huntingdon. 

Grubbed  and  graded     1,050  feet,  12  feet  wide. 

Split,  hauled  and  laid   1,050     i,     of  cedar  corduroy,  4  inches  thick  by  12  feet  long. 

Ditched  on  both  sides  1,050     -i     by  2  feet  by  2  feet. 
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Abbotsford  and  Huntingdon  Road. 

Tliis  road,  when  completed,  will  extend  from  the  Abbotsford  Townsite  to  Huntingdon, 
following  along  the  westerly  side  of  the  Mission  branch  of  the  C.  P.  R.,  and  will  l)e 
a  direct  road  from  Abbotsford  to  Huntingdon  and  Sumas  City,  connecting  with  the 
roads  through  the  State  of  Washington  ;  distance,  about  1.7  miles.  It  will  benefit 
the  residents  of  Matsqui,  Matsqui  Prairie  and  Abbotsford.  Saw-mill  on  its  line, 
near  Abbotsford,  employing  about  20  men. 

Forest  cleared  4,500  feet,  20  feet  wide. 

Grubbed  4,500     n     12 

Graded  525     n     20 

Gravelled  600     <<       8  h  7  inches  deep. 

Split,  hauled  and  laid  2,100     n     cedar  corduroy,  4  inches  thick  by  12  feet  long. 

Ditched  2,100     ,■     by  2  feet  by  2  feet, 

n  2,265     „  3        n        2     ., 

Made  13  culverts,  12     «     by  3       n        2     -i 

Built  2  bridges,  30     n         12       „        5     „ 

Sumas  Section  of  the  Yale  Trunk  Road. 

Beginning  at  Cultus  Crossing  Bridge  and  following  along  the  south  bank  of  Vedder 
Creek  and  the  base  of  the  mountain  range,  passing  through  the  Chadsey  or  Majuba 
Hill  settlement  and  along  the  shore  of  the  east  side  of  Sunias  Lake  to  Barker's 
Ranch,  on  the  edge  of  Sumas  Prairie,  a  distance  of  11  miles.  Mail  conveyed  over 
the  road  between  Sardis  and  Majuba  Hill  post  offices.  There  are  about  35  settlers 
on  or  near  the  line  of  the  road  who  use  it  I'egularly,  besides  which  there  is  very  con- 
siderable transient  travel.  I  cannot  give  any  accurate  estimate  of  the  amount  of 
produce  or  supplies  hauled  annually,  but  would  say  at  least  1,000  tons.  School  at 
Majuba  Hill.  There  are  no  logging  camps,  mines  nor  other  industries,  and  the 
principal  class  of  farming  is  stock-raising  and  dairjnng. 

Took  out  old  culvert  at  Barker's  mud  bridge  and  put  in  a  new  one,  40  feet  by  14  feet  by 
10  feet,  all  built  of  hewn  cedar  timber,  and  filled  in  the  washout  made  by  last  year's 
high  water.     About  300  cubic  yards  of  earth  were  used  for  that  purpose. 

Excavated  3,500  feet  of  earth  and  rock,  varying  from  4  to  10  feet  high  by  12  feet  wide. 

Forest  cleai-ed  3,100  feet,  66  feet  wide. 

Cut  and  removed  logs  and  brush  from  both  sides  of  the  road  30,430  feet,  averaging  12 
feet  wide. 

Blasted  and  grubbed  1,460  feet,  averaging  24  feet  wide. 

M  240  feet  of  rocks  1  foot  to  4  feet  high  and  4  feet  wide. 

Graded  12,560  feet,  averaging  16  feet  wide. 

Made  6  culverts,  20  feet  by  6  feet  by  2  feet. 
„      4  u        14       n        2       I.        2     I- 

Cleaned  and  enlarged  21,120  feet  of  ditch  to  2  feet  by  18  inches. 

Repaired  bridges  and  culverts. 

Gravelled  3,280  feet,  8  feet  by  12  inches. 

Section  of  Yale  Road  extending  from  Sumas  Prairie  westerly  through  Abbotsford  Town- 
site  to  the  boundary  between  it  and  Matsqui  Municipality ;  distance  about  5  miles. 

Mail  route  post  office  at  Sumas  Pi-airie.  Post  office  and  store  at  Abbotsford.  There 
are  about  60  settlers  who  use  this  road,  besides  a  very  large  transient  travel.  The 
traffic  over  this  road  is  considerable,  centering  at  Abbotsforrl  Railway  Station,  where 
the  produce,  consisting  of  stock,  poultry,  butter,  fruit,  etc.,  is  shipped. 

Cut  brush  and  removed  logs  for  a  distance  of  15,480  feet. 

Graded  1,800  feet  by  18  feet. 

Cleaned  and  deepened  2,500  feet  of  ditch  to  18  inches. 

Gravelled  1,500  feet  by  9  feet  by  4  inches. 

Blasted  and  removed  large  stones,  roots  and  stumps  on  the  road. 

Re-covered  two  bridges,  14  feet  and  57  feet  respectively,  with  3-inch  by  12-inch  sawn  fir 
plank. 

Made  6  culverts  of  sawn  fir  plank,  18  feet  by  2  feet  by  1  foot. 
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CuLTUs  Lake  and  Columbia  Valley  Road. 

This  road  practically  begins  at  Cultus  Crossing  Bridge,  following  Swetzer  Creek  to  the 
Indian  Reserve  ;  thence  easterly  to  the  foot  of  Cultus  Lake,  and  along  the  eastern 
shore  of  the  lake  to  the  valley.  Total  distance,  about  5  miles,  2  miles  of  which  is  a 
trail.  It  was  opened  to  enable  the  settlers  to  come  out  to  Sardis  and  Chilli  whack  to 
do  their  trading,  instead  of,  as  formerly,  doing  their  trading  on  the  other  side  of  the 
International  Line.  There  are  about  15  settlers,  several  of  them  with  families. 
One  school  and  post  office.     No  mining  or  lumbering  and  no  produce  shipped. 

Forest  cleared  21,840  feet,  30  feet  wide. 

Grubbed  22,590     .,     10 

Graded  9,280     n     10         ., 

Excavated  3,030     ..     of  slate  rock  on  side-hill,  varying  from  2  feet  to  10  feet  deep. 

Cribbed  195     m     varying  from  2  feet  to  10  feet  high. 

„  2,400     M  \i  2       m  3         t, 

Built  1  bridge,        36     n     by  12  feet  by  6  feet. 

„     4       II  30     II       II   12       II        2     II     to  6  feet  high. 

Mount  Lehman  Trunk  Road. 

Extending  from  Mount  Lehman  Steamboat  Landing,  on  the  south  bank  of  the  Eraser 
River,  and  running  due  south  to  the  Yale  Trunk  Road.  Distance  from  point  to 
point,  about  5.^  miles.  Mail  conveyed  over  this  route.  Post  office  and  store  at 
Lehman's  Lancfing.  Number  of  settlers  about  40,  mostly  with  families.  I  would 
estimate  the  tonnage  hauled  over  the  road  at  about  1,000  tons  annually,  consisting  of 
cordwood,  farm  produce,  fruit,  stock,  etc.  A  church  and  school.  There  are  no 
logging  camps  nor  mining  industries,  the  settlement  being  purely  agricultural. 

Forest  cleared  7,920  feet,  66  feet  wide. 

Logged  7,920     n     30 

Grubbed  and  blasted    7,920     n     26 

Graded  7,920     ,i     20 

Built  one  bridge,  80     n     by  14  feet  by    9  feet. 

Gravelled  900     n  8       m    "  12  inches. 

Corduroyed  200     n  16        n  3      n 

Mount  Baker  Road  (extending). 

From  the  Cultus  Crossing  Bridge  following  the  north  bank  of  the  Chilliwhack  River  to 
Selica  Ci^eek  Bridge,  the  distance,  approximately,  being  16  miles.  It  was  opened 
principally  to  facilitate  the  transportation  of  machinery  and  supplies  into  the  Mount 
Baker  Mining  District,  and  a  very  considerable  amount  of  supplies,  etc.,  have  been 
taken  into  the  mines  by  pack-trains.  There  is  no  post  office,  Sardis  being  the 
nearest.  Along  the  valley  through  which  the  road  passes  there  are  benches  and 
flats,  many  of  which  have  been  settled  upon,  and  in  some  cases  considerable  improve- 
ments have  been  made.  Horses,  sheep  and  cattle  are  raised  to  some  extent.  The 
number  of  settlers  is  about  20.  There  are  no  lumbering  operations  being  carried  on 
at  present,  but  the  capabilities  for  this  industry  are  large. 

Forest  cleared  47,520  feet,  33  feet  wide. 

Logged  and  grubbed  47,520     n      16  m 

Graded  44,880     n     12 

Corduroyed  500     n      12 

Bridged  1,582     „      15 

Double  cribbed  406     m 

Single         I,  1,800     M 

Blasted  rock  1,200     ., 

Side-hill  cut  7,350     n     (20  per  cent,  of  this  cut  was  out  of  the  solid,  10  feet 

and  over  wide,  the  balance  averaging  about  8  feet  wide  in  the  solid,  and  the 
remainder  of  the  width  being  full.) 

Side-logged  all  the  hills. 
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8uMAS  AND  Huntingdon  Road. 

This  road  extend.s  from  the  Yale  Road  near  Mu.sselwhite"s  ranch,  on  the  west  edge  of 
Sunias  Prairie,  extending  south-westerly  and  southerly  to  Huntingdon  and  Sumas 
Cit}^,  U.  S. ;  distance,  about  3i  miles.  No  mail  conveyed  over  the  road.  Post  othce 
at  Huntingdon.  From  30  to  -40  settlers,  mostly  with  families,  are  benefited  by  this 
road;  besides,  there  is  a  very  considerable  transient  traffic.  Amount  of  produce 
hauled  annually,  at  least  1,200  tons.  Stock,  dairy  produce,  fruit  and  hay  are  the 
principal  products.     No  lumbering  or  mining. 

Graded       2,640  feet,  20  feet  wide. 

Gravelled  1,800     -i        8  ,,  7  inches  deep. 

Ditched     2,640     ,.3         ..         2  feet  deep. 

Made  7  culverts,  1 5  feet  by  2  feet  by  1  foot. 


Yale    District. 


North  Riding. 


A.  Stevenson,  Superintendent. 
Nicola-Kamloops  Road. 

This  road,  which  is  65  miles  long,  may  be  described  as  a  good  I'oad  in  good  condition, 
with  the  exception  of  a  portion  lying  between  Nicola  Town  and  Quilchena,  which 
latter  was  originally  v^ery  badly  constructed.  The  reason  of  this  is  as  follows  : — 
About  30  years  ago  the  Government  made  a  survey,  and  specifications  were  prepared 
for  a  fairly  good  class  of  road,  for  which  tenders  were  called.  Tenders  were  received, 
and  all  were  in  excess  of  the  amount  available  for  the  work,  consequently  no  tenders 
were  accepted.  Subsequently  one  of  the  parties  who  had  tendered  made  a  proposi- 
tion to  the  Government  to  this  efiect :  that  he  would  build  a  road  suitable  to  the 
requirements  of  the  valley  for  the  amount  available  at  that  time,  providing  he  was 
allowed  to  locate  his  own  line  of  road.  This  j^roposal  was  accepted  and  the  road 
built.  No  practical  economy",  however,  was  shown  as  to  grades,  and  the  road-bed 
was  faulty  in  construction.  From  time  to  time  changes  have  been  made  and  this 
section  placed  in  fairly  good  condition,  with  the  exception  of  two  bad  hills.  The 
grade  on  one  of  these  could  be  reduced  at  a  cost  of  about  8400 ;  the  other,  known  as 
"  Gilmour's  Hill,"  would  involve  an  expenditure  of  about  .$2,000  to  reduce  it  to  a 
practical  grade.  The  hill  road  would  be  expensive,  owing  to  the  heavy  rock  bluffs, 
and  would  include  a  grade  of  about  1 2  or  13  per  cent,  for  nearly  one  quarter  of  a 
mile.  A  more  feasible  route  would  be  to  commence  to  raise  the  grade  of  the  road 
about  half  a  mile  back  from  the  foot  of  the  hill ;  advantage  could  then  be  taken  of  a 
high  ridge  on  the  road,  on  which  to  commence  the  ascent  on  a  continuous  grade  to 
the  top  of  the  hill.  A  rock  slide  would  have  to  be  crossed,  but  no  engineering 
difficulties  would  present  themselves.  People  in  the  vicinity  .suggest  that  the  road 
should  be  constructed  at  the  base  of  the  hill  along  the  lake  shore.  Tliis  would  make 
a  level  road,  but  it  is  doubtful  if  the  travel  o\er  it  would  justify  the  expenditure, 
which  is  estimated  would  cost  at  least  three  times  the  amount  required  for  the 
hill  road 

Shovelled  out  snow-drifts  between  Kamloops  and  Cardieu's  after  big  wind-storm. 
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Cleaned  out  slides ;  repaired  washout  at  70-mile  post ;  repaired  washout  at  Gilmour's 
Hill ;  repaired  culvert  and  washout  near  Peterson's  Ranch ;  cleared  out  loose  rocks, 
filled  ruts  and  made  surface  repairs. 

Made  4  culverts,  15  by  4  by  3  feet. 

Made  1  culvert,  20  by  15  by  2  feet. 

Cleaned  and  opened  ditches,  cut  brush  from  road-side,  repaired  and  gravelled  mud  holes, 
and  made  surface  repairs. 

Nicola-Hamilton  Hill  Road. 

This  road  is  6  miles  long  and  is  used  as  a  short  cut  from  the  town  of  Nicola,  and  connects 
with  the  Granite  Creek  Road.  With  the  exception  of  one  bad  hill,  this  road  is  in 
good  condition,  with  not  much  heavy  traffic  over  it. 

Cleared  out  rock,  repaired  washouts,  filled  ruts,  and  made  surface  repairs. 

Quilchena  and  Minnie  Lake  Road. 

This  road  is  12  miles  long.  It  branches  from  the  Nicola-Kamloops  Road  at  Quilchena 
and  runs  south  to  Minnie  Lake.  Very  little  traffic  over  this  road,  which  is  easily 
kept  in  repair.     Four  settlers. 

Fraser  and  Friskin  Road. 

This  road  is  6  miles  long,  is  a  branch  from  the  Nicola-Kamloops  Road  at  the  north  end  of 
Stump  Lake,  and  runs  north-east  in  the  direction  of  Roach  Lake.  Easily  maintained  ; 
accommodates  3  settlers. 

Douglas  Lake  and  Grand  Prairie  Road. 

This  road  is  52  miles  long;  it  branches  off  the  Nicola-Kamloops  Road  about  4  miles  east 
of  Quilchena,  and  runs  north-east  via  Douglas  Lake,  Shappron  and  Fish  Lakes  to 
Grand  Prairie.  Travel  between  Nicola  and  Douglas  Lake  is  considerable,  but 
beyond  the  latter  point  to  Grand  Prairie  it  is  very  light.  The  road  from  Fish  Lake 
to  the  Prairie  is  in  indifferent  condition. 

Put  new  stringers  in  bridge  near  15-mile  post;  repaired  culverts,  opened  ditches,  cleared 
off  rocks,  repaired  cribbing,  removed  windfalls  and  made  surface  repairs. 

Ducks  Station  to  Grand  Prairie  Road. 

This  road  through  North  Yale  is  38  miles  long.  It  runs  from  Ducks  Station  to  Vernon  ; 
is  in  good  condition  with  the  exception  of  one  bad  sand-hill  near  Ducks.  Consider- 
able travel  passes  over  it. 

Cleaned  slides,  filled  ruts,  repaired  washouts,  cleared  off  loose  rocks,  repaired  culverts, 
repaired  mud  holes,  cleaned  ditches,  removed  rocks,  cleaned  bank  sides,  and  made 
general  surface  repairs. 

Put  new  covering  on  bridge,  20  by  1 4  feet ;  grubbed  out  stumps  and  roots,  cut  brush  from 
road  sides,  gravelled  mud  holes,  and  made  surface  repairs. 

Paxon  or  6-Mile  Creek  Road. 

This  road  is  22  miles  long,  and  branches  from  Grand  Prairie  Road  at  the  north  end  of 
Ducks  Lake;  runs  thence  in  a  north-easterly  direction  for  about  11  miles;  thence 
south-east  along  6-Mile  Creek  to  the  Grand  Prairie  Road.  This  is  a  cheaply 
constructed  road  in  poor  condition,  with  very  light  traffic  over  it  and  accommodates  6 
or  7  settlers. 

Joe  Todd  and  Ducks  Meadows  Road. 

This  road  is  13|  miles  long  and  in  good  condition.  It  branches  off  from  the  Campbell 
Creek  Road  at  the  4-mile  post  (Todd's  Ranch) ;  runs  south-east  and  connects  with 
Grand  Prairie  Road  at  the  7-mile  post  from  Ducks  Station.  All  travel  between 
Kamloops  and  Grand  Prairie  passes  over  this,  thus  avoiding  the  sand-hills  of  the 
Grand  Prairie  Road. 

Cleaned  out  slides,  filled  ruts,  and  made  surface  repairs. 
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Woodland  Mountain  Road. 

This  road  is  5  miles  long  and  branches  off  from  Todd  and  Ducks  INfeadows  Road  at  the 
1-mile  post  from  Todd's,  running  thence  south-east  up  Woodland  Mountain.  It 
accommodates  6  or  7  settlers  and  is  easily  maintained. 

Cleaned  out  slides,  filled  ruts,  and  made  surface  repairs. 

South  Thompson  and  6-jNEile  Creek  Road. 

This  road  is  12  miles  long  and  branches  from  the  Kamloops-Shuswap  Road  at  Martin's 
ranch,  on  the  South  Thompson  River ;  runs  south-east  and  connects  with  6-Mile 
Creek.  This  road  was  cheaply  constructed  and  is  in  bad  condition  ;  passes  over  a 
high  mountain  and  down  into  Turtle  Yalley.     Used  by  2  or  3  settlers. 

Ducks  Station  and  Dressderon  Road. 

This  road,  which  is  -ih  miles  long,  branches  from  the  Joe  Todd  and  Ducks  Meadows 
Road  at  the  9-mile  post  and  runs  north ;  crosses  Robins  Creek,  which  follows  down 
to  the  station.  Cheaply  constructed,  but  easily  kept  in  repair ;  accommodates  5  or  6 
settlers. 

Campbell  Creek  Road. 

This  road  is  17  miles  long.  It  branches  from  the  Kamloops-Shuswap  Road  at  the  7-mile 
post — east  of  Kamloops — and  runs  south-west  to  its  connection  with  the  Kamloops- 
Nicola  Road,  at  the  south  end  of  Shuswap  Lake.  This  road  is  in  good  condition  ; 
considerable  traffic  passes  over  it. 

Cleaned  out  slides,  removed  rocks,  filled  ruts  and  washouts,  repaired  culverts  and  made 
surface  repairs. 

Filled  in  63  feet,  19  feet  wide,  4  feet  deep. 

Hull-Manenteau  Road. 

This  road  is  8  miles  long.  It  branches  from  the  Kamloops-Nicola  Road  at  the  6-mile 
post  from  Kamloops  ;  runs  south-west  over  high  and  open  table  land,  in  the  direction 
of  Jacko  Lake.     It  accommodates  5  or  6  settlers  and  is  in  good  condition. 

Graded  141  feet,  10  feet  wide. 

Made  1  culvert,  15  by  15  by  2  feet. 

Cleaned  out  slides  and  rocks  and  made  general  surface  repairs. 

Coal  Hill  Road. 

This  road  is  6  or  7  miles  in  length ;  a  branch  of  the  Kamloops-Savona  Road,  about  4 
miles  west  of  Kamloops ;  runs  in  a  south-westerly  direction  on  the  north-west  side 
of  Jacko  Lake  and  connects  with  the  Big  Fish  Lake  Road  near  the  7-mile  post. 
This  road  is  in  good  condition  and  used  principally  by  the  Coal  Hill  miners. 

Big  Fish  Road. 

This  road  is  about  20  miles  long  and  branches  off  from  the  Kamloops-Savona  Road  about 
6  miles  west  of  Kamloops.  It  runs  in  a  south-westerly  direction  over  a  high,  timbered 
plateau  to  a  point  near  Fish  Lake ;  in  fairly  good  conditon.  This  road  should  be 
continued  as  far  as  Mamete  Lake  Road,  making  a  short  cut  for  the  people  of 
Mamete  Lake  Valley  to  and  from  Kamloops. 

Kamloops-Tranquille  Road. 

Nine  miles  in  length,  in  good  repair  and  easily  maintained. 

Kamloops-Savona  Road. 

Twenty-seven  miles  long ;  runs  from  Kamloops  to  Savona  on  the  south  side  of  Kamloops 
Lake.     Considerable  travel  from  Kamloops  to  Roper's  ranch— a  distance  of  15  miles. 
This  road  is  in  good  condition,  but  needs  some  repairs  near  the  lower  end. 
Opened  ditches,  cleared  off  loose  rocks  and  made  surface  repairs. 
Made  culvert  on  Gurin's  Hill,  filled  futs  and  washouts 
Graded  150  feet,  12  feet  wide. 
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Made  1  culvert,       15  by  15  by  10  feet 
Excavated  earth   105  feet,    4  by  4    n 

II  11  yards. 

Graded  approach  to  culvert  and  made  surface  repairs. 

Roper's  to  Cherry  Creek  Station. 

A  side  road  1  mile  long.     In  good  condition,  though  narrow ;  not  much  traffic. 

Neil  Beatox  Road. 

This  road  is  5  miles  long,  a  branch  of  the  Kamloops-Savona  Road  at  the  13-mile  post 
from  Kamloops,  and  runs  south-west  to  high  bench  land. 

North  Thompson  R,oad  (west  side  of  river). 

Twenty-three  miles  in  length.     Considerable  work  has  been  done  on  this  road  during  the 

past  tAvo  years,  in  straightening  it  out  and  improving  the  grades  on  what  was  a 

25oorly  laid  out  road  in  the  fii'st  instance.      The  road  is  now  in  good  condition  and 

accommodates  about  a  dozen  settlers. 
Repaired  culverts;  filled  ruts;  cleared  out  rocks;  filled  in  washouts  and  made  surface 

repairs. 

North  Thompson  Road  (east  side  of  river). 

This  road,  which  is  55  miles  long,  is  in  good  condition,  and  should  be  extended  to  Little 
Fort,  which  is  10  miles  beyond  the  end  of  the  present  terminus  of  the  road.  This 
would  be  of  great  benefit  to  settlers  at  and  be3"ond  Little  Fort.  A  road  suitable  to 
their  requirements  could  be  built  for  8200  per  mile.  Near  the  30-mile  post  the  road 
is  subject  to  overflow  at  high  water,  and  it  is  suggested  that  this  portion  be  moved 
back  to  higher  gi-ound.  The  estimated  cost  of  tliis  change  would  be  about  §500.  A 
steep  hill  near  the  1 4-mile  post  should  also  be  graded  down ;  estimated  cost,  about 
.$300. 

Repaired  covering  on  bridge;  repaired  washouts  ;  cleax-ed  off  loose  rocks  ;  repaired  culvert; 
blasted  and  cleared  off  rock -slide ;  cut  brush  overhanging  road  ;  filled  ruts  and  made 
surface  repairs. 

Made  1  culvert,      16  feet  by  12  feet  by  6  feet. 

Covered  1  bridge,  70       n       14     ir 

Filled  in  42       „       12  by  3  feet  deep. 

Excavated  earth     53       n  7  by  2  n 

Cut  brush  5  feet  wide  each  side  of  road  for  5  miles. 

Graded  662  feet,  10  feet  wide. 

Scraped  sand  off  road  across  the  Reserve  at  Kamloops,  and  made  general  surface  repairs. 

Thompson  River  Bridge. 

Cut  and  hauled  brush,  made  mattress  65  feet  long,  12  feet  wide  and  2  feet  deep;  sunk 

mattress  at  No.  4  pier ;  blasted  rock  to  fill  in  round  pier. 
Blasted,  quarried  and  hauled  145  cubic  yards  of  rock  for  protection  of  foundation  of  No. 

4  pier  of  new  bridge. 
Made  1  culvert,  20  by  15  by  2  feet. 
Excavated  earth  630  feet,  2  feet  wide,  5  feet  deep. 
Graded  630     „   12 

Cleared  off  rocks  and  made  surface  repairs. 
Put  iron  plate  on  cut-water  of  pivot  pier ;  screwed  up  rods  on  draw  span  ;  adjusted  and 

oiled  up  the  turning  gear  of  swing. 
Screwed  up  suspension  rods  and  adjusted  bolts  in  bridge ;  removed  driftwood  from  piers  ; 

adjusted  turning  gear  of  swing. 

Lewis  Creek  Road. 

About  50  miles  in  length;  is  a  branch  from  the  North  Thompson  Road  at  the  12-mile 
post ;  runs  thence  north-east  up  Edwards  Creek  and  passes  along  the  north  shore  of 
Horsefly  Lake ;  thence  north  to  Upper  Lewis  Creek,  where  it  connects  with  the 
North  Thompson  Road.  The  road  is  in  good  condition  and  accommodates  about  15 
settlers. 
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Raised  bridge  2  feet  high ;  put  on  4  new  stringers  ;  new  covering,  42  feet  by  19  feet. 

Covered  1  bridge,  30  feet  by  14  feet. 

Filled  in  32  feet,  14  feet  by  3  feet  deep. 

Excavated  earth  40  feet,  6  feet  deep,  3  feet  wide. 

Graded  348  feet,  14  feet  wide. 

Filled  ruts,  repaired  washouts  and  made  general  surface  repairs  on  15  miles  of  road. 

Jazo  Road. 

A  branch  of  the  Lewis  Creek  Road,  near  the  20-mile  post,  4  miles  long,  running  north 
and  east ;  one  settler  uses  this  road. 

Adonis  Lake  Road. 

About  1 2  miles  in  length  ;  branches  off  from  the  Lewis  Creek  Road  about  6  miles  from 
the  mouth  of  Lewis  Creek ;  runs  east  to  Adams  Lake  through  a  heaily-timbered 
country ;  3  settlers. 

Miller-Lazerd  Road. 

About  4  miles  long ;  branches  off  from  Lewis  Creek  Road  about  3  miles  from  Edwards' 
ranch  ;  thence  north  to  Miller's  ranch  ;  2  settlers. 

Reserve  Creek  Road. 

This  road  is  15  miles  long  and  is  in  good  condition;  is  a  branch  of  the  North  Thompson 
Road  about  H  miles  from  Kamloops ;  follows  the  south-east  side  of  Reserve  Creek 
to  the  north  side  of  Paul's  Lake;  thence  to  Wilson's  ranch,  at  the  west  end  of  Pem- 
berton  Lake. 

South  Thompson  Road  (north  side  of  river). 

This  road  is  35  miles  long ;  it  runs  from  Kamloops  to  Shuswap,  on  the  north  side  of  the 
South  Thompson  River.  Considerable  travel  passes  over  the  first  9  miles  of  this 
road,  which  is  in  good  condition.  From  the  9-mile  post  to  Shuswap  there  is  very 
little  travel;   consequently,  not  much  repairing  is  done  on  this  portion  of  the  road. 

Filled  ruts  and  washouts ;  cleared  off  rocks  and  made  surface  repairs. 

Made  1  culvert,  14  feet  by  4  feet  by  2  feet. 

Graded  171     n      15  feet  wide. 

Excavated         171     w     15        m  2  feet  deep. 

Filled  in  30    „     15        .,  3 

Repaired  1  culvert,  cleared  out  rocks,  and  made  surface  repairs. 

Harper's  Camp  and  McByrne  Valley  Road. 

This  road  is  17  miles  long  and  is  a  branch  of  the  South  Thompson  Road  (north  side),  at 
the  6-mile  post  from  Kamloops ;  runs  north-east  and  passes  on  the  north  side  of 
Princeton  Lake ;  thence  south  to  Ducks.  On  leaving  the  Thompson  River  this  road 
ascends  to  a  high,  open  plateau  of  pasture  land,  and  from  thence  descends  into 
McByrne  Valle}'.  The  road  is  in  good  condition  from  its  commencement  up  to  the 
east  end  of  Princeton  Lake ;  from  thence  to  Ducks  there  is  not  much  traffic,  and 
this  portion  of  the  road  is  not  in  good  condition  ;  used  by  7  or  8  settlers. 

Blasted  off  point  of  rock,  cleared  out  rocks,  and  repaired  culvert. 

Excavated  earth    331  feet,  12  feet  wide,  1  foot  deep. 

Filled  in  252     ,,12         „  1 

Graded  351     „     12 

Made  4  culverts,      16     ,,     by  14  by  3  feet. 

Cleared  off  rock,  filled  ruts,  and  made  surface  repairs. 

Old  Men's  Home  Road. 

This  road  is  1  mile  long ;  it  runs  south  from  the  Old  Men's  Home  and  connects  with  the 
Nicola-Kamloops  Road,  1^-  miles  outside  of  Kamloops.  This  is  a  short  cut  from  the 
C.  P.  R.  Station  to  Nicola.     The  road  is  in  good  condition,  but  the  grades  are  heavy. 
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EIamloops-Shuswap  Road  (south  side  of  river). 

This  road,  which  runs  from  Karaloops  to  Shuswap  on  the  south  side  of  the  river,  is  35 

miles  long,  in  good  condition  and  easily  maintained.     Considerable  light  traffic  passes 

over  it,  but  not  much  heavy  hauling. 
Filled  ruts,  opened  ditches,  and  made  surface  repairs. 
Repaired  bridge  at  12-mile  post;  enlarged  2  culverts  near  the  2-mile  post ;  filled  ruts ; 

repaired  washouts,  and  made  general  surface  repairs. 

Shuswap-Kault  Road. 

This  road  branches  from  the  Kamloops-Shuswap  Road  at  McByrne's  Ranch,  and  rises 
to  a  high  plateau,  and  is  23  miles  long.  From  thence  it  runs  east  through  Back 
Valley,  which  is  thickly  timbered,  to  Kault  Siding.  There  are  a  few  settlers  on  each 
end  of  this  road,  which  is  not  subject  to  much  through  travel. 

Cut  out  windfalls,  cleared  out  rocks,  tilled  ruts  and  washouts. 

Tappen  Siding  Road. 

This  road  starts  from  Tappen  Siding  and  runs  north-west  via  Notch  Hill  to  Shuswap 
Lake,  and  is  13  miles  long.  There  is  considerable  travel  over  the  two  ends  of  the 
road,  there  being  two  distinct  settlements,  Tappen  Siding  and  Notch  Hill ;  each  has 
its  own  station.  Very  little  travel  passes  over  the  road.  Thei'e  is  considerable 
lumbering  in  the  vicinity,  aud  during  the  wet  weather,  in  the  spring  and  fall,  the 
heavy  hauling  is  hard  on  the  roads 
Cut  out  and  removed  windfalls  from  Tappen  Siding  to  Anderson's  Ranch,  lake  shore. 

Tappen  Siding  and  Sweeten  Road. 

This  road  starts  from  Tappen  Siding,  is  1|  miles  long,  runs  west,  and  connects  with  the 
Shuswap-Kault  Road  about  2  miles  west  of  Kault.  Five  or  six  settlers  use  this  road, 
which  is  a  short  cut  to  Tappen  Station. 

Kault  and  Salmon  Arm  Road. 

This  road  is  7  miles  long.  After  leaving  Kault  it  winds  up  the  side  of  a  hill,  to  ease  the 
grade  and  avoid  a  steep  bluff.  This  side-hill  is  clay,  with  numerous  springs  of  water. 
About  three  years  ago  this  side-hill  commenced  to  settle,  causing  cracks  in  the  road 
and  damage  to  tl.e  grade ;  this  has  continued  each  succeeding  spring,  and  has  been 
repaired  each  summer.  It  has  become  so  bad,  however,  that  it  is  impossible  to  haul 
loads  over  it.  If  this  road  is  to  be  maintained  a  new  piece  will  have  to  be  constructed, 
to  commence  half  a  mile  west  of  Kault.  This  will  entail  some  rock  work  and  will 
be  expensive.  The  road  accommodates  settlers  between  Salmon  Arm  and  Kault  Mill, 
and  though  little  used,  would  cause  inconvenience  if  abandoned. 

Salmon  Arm  Road  (west  side). 

This  road  starts  from  the  C.  P.  R.  Station  and  runs  in  a  north-westerly  direction  up  the 
west  side  of  Salmon  Arm  Valley  a  distance  of  5  miles.  Two  miles  of  this  has  been 
stumped,  ditched  and  turnpiked,  and  is  in  very  good  condition ;  the  balance,  3  miles 
in  length,  is  badly  in  need  of  repair.  Being  a  low,  wet,  clay  country,  the  road  gets 
very  muddy  and  sticky  in  wet  weather.  The  first  two  miles,  which  is  turnpiked, 
should  be  gravelled  during  the  coming  summei-.  Gravel,  however,  is  scarce,  and  the 
long  haul  that  w411  have  to  be  made  in  order  to  secure  it,  will  cost  $1,000  per  mile. 
The  principal  travel  of  the  valley  passes  over  these  two  miles. 

Put  in  4  new  stringers  and  made  general  repairs  on  Salmon  River  bridge. 

Filled  ruts,  repaired  mud  holes,  and  made  general  surface  repairs. 

School-House  Cross  Road. 

This  branches  from  the  west  side  road,  at  the  2-mile  post,  and  is  1|-  miles  long.  It  runs 
south  across  the  valley  and  connects  with  the  Foot-hill  Road."  This  road  is  in  good 
condition. 
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Salmox  Arm  Foot-Hill  Road. 

This  road  is  13h  miles  long.  It  runs  from  the  C.  P.  R.  Station,  following  along  the  foot- 
hill on  the  east  side  of  the  Salmon  Arm  Valley  for  a  distance  of  about  6  miles ; 
thence  h  a  mile  due  west ;  thence  up  the  centre  of  the  valley.  There  is  considerable 
travel  over  this  road,  which  is  in  good  condition,  being  built  mostly  on  high,  solid 
ground,  and  is  easily  kept  in  repair.  It  has  been  advised  to  have  this  road  extended 
about  8  miles,  so  as  to  connect  with  the  Grand  Prairie  and  Vernon  Road.  Esti- 
mated cost  of  extension,  S2,300. 

Cut  out  windfaUs  and  made  surface  repairs. 

ToLPUT  Road. 

Is  3  miles  long,  and  is  a  branch  of  the  Foot-Hill  Road,  commencing  about  1  mile  from 
the  C.  P.  R.  Station  ;  runs  east  up  into  a  high,  well-timbered  plateau.  Not  much 
travelled  over ;  3  settlers. 

Salmon  Arm  and  Enderby  Road. 

This  road,  in  North  Yale,  is  7  miles  long  ;  runs  south-east  to  Enderby  over  high  land, 
part  of  which  is  heavily  timbered,  and,  apart  from  having  to  clear  out  windfalls,  is 
an  inexpensive  road  to  maintain. 

To  greatly  improve  this  road  it  will  be  necessary  to  cut  down  the  dead  trees  which 
overhang. 

Byarkman  Road. 

Four  miles  long;  branches  from  off  the  Salmon  Arm  and  Enderby  Road  at  the  1-mile 
post ;  runs  thence  east  to  Byarkman's  ranch.  The  first  3  miles  of  this  road  is  in 
good  condition ;  the  last  mile  requires  repairs. 

Cut  out  and  removed  windfalls. 

Canoe  Creek  Road. 

Four  miles  long,  through  thickly-timbered  country ;  branches  off  from  the  Salmon  Arm 
and  Enderby  Road  at  the  3-mile  post ;  runs  east  for  a  short  distance  and  then  turns 
north  and  runs  to  the  mouth  of  Canoe  Creek.     Accommodates  8  or  9  settlers. 

Cut  and  removed  windfalls,  filled  ruts,  turned  off  water,  and  made  surface  repairs. 

Craigellachie  Road. 

This  is  the  Old  Tote  Road  on  the  north  side  of  Eagle  River ;  very  little  used  and  about  6 
miles  long.  There  are  two  shipping  points  along  the  road,  one  at  the  C.  P.  R.  Station 
at  the  east  end  of  the  settlement,  and  the  other  a  freight  shed  6  miles  west  of  the 
station,  which  enables  the  settlers  to  ship  produce  without  a  long  haul. 

Craigellachie  Road,  South. 

This  is  a  shipping  point  on  the  south  side  of  the  river,  called  the  Spur,  and  is  in  fair  condi- 
tion. The  South  Side  Road  starts  from  the  Spur  and  runs  south-west  to  the  settle- 
ment. There  are  6  or  7  settlers  here,  whose  thriftiness  is  an  example  to  the  whole 
of  the  Yale  District.  They  have  drained  and  improved  the  land  and  built  miles  of 
ditches  from  5  to  6  feet  wide  and  5  feet  deep  ;  are  engaged  principally  in  farming, 
and  vegetable  growing,  to  the  extent  that  they  have  hauled  150  tons  of  vegetables 
to  market  during  the  past  season. 


Trail. 


This  trail  is  64  miles  long,  a  branch  of  the  Little  Fort  Road.  It  runs  north-west  and 
connects  with  the  Cariboo  Waggon  Road  at  the  100-mile  post.  This  trail  was  built 
during  the  Klondyke  excitement,  for  the  purpose  of  deflecting  travel  at  Kamloops  to 
the  overland  route  to  the  Klondyke.  No  one,  however,  availed  themselves  of  this 
trail  and  it  is  never  used. 
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North  Thompson  Trail. 

Is  about  60  miles  long  and  branches  off  from  the  end  of  the  waggon  road  on  the  North 

Thompson  to  Peavine.     Three  settlers  and  some  prospectors  use  this. 
The  total  number  of  miles  of  waggon  roads  in  North  Yale  =  672.  5. 
,1  II  trails  M  =124.0. 


West  Riding. 

A.  Stevenson,  Superintendent. 

Lillooet-Lytton  Road. 

The  length  of  this  road  in  the  West  Riding  of  Yale  is  24  miles.  It  follows  the  east  bank 
of  the  Fraser  River  from  Lytton  to  the  bridge  across  the  Fraser  River,  about  two 
miles  above  Lillooet,  a  total  length  of  about  42  miles.  The  traffic  over  this  road  is 
of  some  extent ;  all  freight,  including  heavy  mining  machinery  and  supplies  for 
Lillooet,  Bridge  River  and  Cayoosh  Creek,  passes  over  it,  as  well  as  two  bi-weekly 
stages  carrying  mails,  fast  freight  and  passengers.  The  bench  land  along  the  river  at 
many  points  is  culti\ated,  yielding  well  when  irrigated.  The  road  is  at  present  in 
good  condition.  The  $1,000  yearly  appropriation  is  sufficient  to  keep  it  so,  but  is  not 
sufficient  to  enable  permanent  improvements  to  be  made.  Steep  side-hill  cuts  require 
to  be  properly  sloped ;  loose  gravel  banks  require  clearing  out,  and  clay  flats 
gravelled. 

Cleaned  out  slides  and  rock  ;  filled  ruts  and  repaired  washouts  ;  gravelled  holes  ;  opened 
ditches,  and  made  general  surface  repairs. 

Ditched  100  yards,  1|-  feet  deep,  2i  feet  wide. 

McKay-Loring  Road. 

This  road  branches  off  from  the  Lytton-Lillooet  Road  at  2-mile  point  and  runs  north-east 
to  McKay's  ranch;  a  mountainous  road,  5  miles  long,  in  good  condition;  two  settlers 
use  this. 

Main  Trunk  Road,  Section  2. 

This  section  of  road  is  75  miles  long  and  is  in  fair  condition.  The  grade  is  level  and  no 
heavy  hauling  is  done  over  it,  the  produce  of  three  small  farms,  situated  below 
Lytton,  constituting  most  of  the  traffic.  From  Lytton  to  Spence's  there  is  a  trail 
difficult  to  maintain,  owing  to  the  C.  P.  R.  using  it  as  a  dumping  ground  for  their 
Avaste  material.  From  Spence's  Bridge  to  Cache  Creek  13  settlers  use  the  road, 
which  is  easily  kept  in  repair,  the  grades  being  light. 

Built  stone  wall,  60  feet  long,  4  feet  high. 

Repaired  web-work  between  cylinders  of  Ashcroft  Bridge,  and  put  new  trestle  under 
aj^proach  at  north  end  of  bridge. 

Cleaned  out  slides,  filled  ruts  and  made  surface  repairs. 

Ashcroft  and  Pennie  Road. 

This  road  is  17  miles  long;    runs  from  Ashcroft  eastward  to  Pennie's  ranch,  over  high 

bench-lands  ;  easily  maintained,  and  used  by  7  settlers. 
Cleaned  out  slides,  filled  ruts,   removed  loose  rock,  cleaned  ditches,  and  made  general 

surface  repairs. 

Barnes  and  Lehman  Road. 

This  road  is  4  miles  long  and  runs  from  Ashcroft  to  Cornwall's  ranch,  in  a  south-westerly 
direction,  and  is  used  by  6  or  7  settlers.  The  road  is  in  good  condition,  with  the 
exception  of  about  one  mile  and  a  half,  which  runs  through  loose  gravel  banks  and 
needs  constant  attention. 
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Grubbed        1,500  feet,  16  feet  wide. 

Ditched  150     „       2         „         2  feet  deep. 

Gravelled  390     i-        9  m  8  inches  deep. 

Graded  300     ,,      U 

Made  1  culvert,    16  feet  by  4  feet  by  4  feet. 

Made  3  culverts,  14       n       10       ir        4     i> 

Cleaned  out  and  widened  road  on  Barnes'  Hill. 

Cleared  off  rocks  and  slides,  and  made  surface  repairs. 

Harper  Mill  Road. 

This  road  is  5  miles  long ;  it  branches  from  the  Main  Trunk  Road  at  the  1-mile  post  from 
Ashcroft,  running  north-east  over  high  lands  to  Semlin  Valley.  No  heavy  travel. 
The  road  is  in  good  condition  and  easily  kept  in  repair. 

Cribbed  85  feet,  4^  feet  high. 

Filled  crib  with  rock,  85     m     4^     n     by  3  feet  wide. 

Screwed  up  the  bridge  (Bonaparte);  cleared  off  rocks  and  slides,  and  made  surface  repairs. 

Cache  Creek  to  Savona. 

This  road  is  25  miles  long,  and  there  is  considerable  travel  over  the  first  8  miles  from 
Cache  Creek.  From  the  8-mile  post  to  8avona  the  travel  is  very  light.  The  road  is 
in  fair  condition. 

Cleared  slides,  filled  ruts,  and  made  surface  repairs. 

Deadmax  Creek  Road. 

This  road  is  15  miles  long,  and  branches  from  the  Cache  Creek-Savona  Road  at  the 
18-mile  post;  runs  thence  north-west  up  Deadman  Creek  to  Tobacco  Flat  Accom- 
modates five  or  six  settlers,  and  is  in  good  condition. 

Repaired  bridges  and  culverts  and  made  general  surface  repairs. 

Copper  Creek  Trail. 

This  trail  is  10  miles  long;  conmiences  at  Savona  Ferry  and  runs  along  the  north  shore 
of  Kamloops  Lake  to  the  mouth  of  Copper  Creek  ;  thence  along  Copper  Creek  to 
Hardie's  ranch.  Used  principally  by  miners  and  prospectors.  The  trail  is  in  good 
condition. 

Cleaned  out  and  made  general  repairs. 

Mamete  Lake  Road. 

This  road  is  52  miles  long,  and  branches  from  the  Savona-Kamloops  Road  at  the  3-mile 
post  from  Savona ;  runs  south  vid  Mamete  Lake  and  connects  with  the  Spence's 
Bridge-Nicola  Road  at  the  38-mile  post  from  Spence's  bi'idge.  Ten  .settlers  live  along 
the  line  of  this  road,  and  are  principally  engaged  in  stock-raising.  The  road  passes 
through  an  undulating  country  and  is  in  good  condition,  the  travel  being  light. 
Repairs  are  mo.stly  needed  on  the  long  grades,  which  are  subject  to  washouts,  caused 
by  the  melting  snow. 

Made  3  culverts,  averaging  14  by  3  feet  by  2  feet;  cut  out  windfalls;  cleaned  slides; 
filled  ruts  and  made  general  I'epairs. 

Nicola-Coldwater  Road. 

This  road  is  26  miles  long  and  liranches  from  the  Nicola-Granite  Creek  Road  and  runs 
south-west  about  18  miles;  thence  eastward  into  Voight  Valley.  There  are  about 
one  dozen  settlers  along  the  line  of  road,  principally  engaged  in  stock-raising.  Traffic 
is  light  and  the  road  is  in  good  condition. 

Repaired  culverts  and  small  bridges  ;  cleaned  out  ditches  ;  repaired  washouts  ;  filled  ruts; 
cut  out  windfalls  ;  cleared  gravel  banks ;  cleared  out  loose  rocks,  and  made  surface 
repairs. 
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Spence's  Bridge  and  Nicola  Road. 

This  road  is  46  miles  long,  and  subject  to  heavy  traffic.  All  the  travel  into  the  Nicola 
Valley,  Otter  Valley,  Granite  Creek  and  Princeton  passes  over  it.  Is  in  good 
condition. 

Cleaned  out  slides  ;  filled  ruts  :  removed  loose  rocks  and  made  surface  repairs. 

McInnes  Road. 

This  road  is  9  miles  long  and  branches  from  the  Savona  Bridge  and  Nicola  Road  at  the 
42-mile  post ;  crosses  Nicola  River  over  the  Chapman  Bridge,  west  of  the  mouth  of 
Coldwater  River  ;  thence  north-west  up  into  Coutlie  Plateau.  Very  little  traffic  over 
this  road,  there  being  only  one  or  two  settlers  who  use  it. 

Thynne-Gullipard  Road. 

This  I'oad  is  about  7  miles  long,  and  branches  from  the  Granite  Creek  Road  at  the  27- 
mile  post  from  Nicola,  running  thence  south-east  in  the  direction  of  Blue  Lake  to 
Thynne's  hay  meadow.     Three  settlers  use  this  road  and  travel  is  very  light. 

Nicola,  Granite  Creek  and  Princeton  Road. 

This  road  is  71  miles  long.  It  starts  from  Coutlie's  (Nicola)  and  runs  south-east  via 
Otter  Valley  to  Princeton.  All  the  travel  of  Otter  Valley,  Granite  Creek  and 
Princeton  passes  over  this  road,  which  is  in  good  condition,  though  too  narrow  in 
places  to  admit  of  teams  passing.  This  applies  more  e.specially  to  the  lower  end  of 
the  road,  from  the  45-mile  post  to  Princeton.  Should  no  railroads  enter  this  valley 
in  the  near  future,  it  will  be  necessary  to  expend  several  thousands  of  dollars  in 
widening  this  road. 

Fitted  protection  plate  on  bow  of  Granite  Creek  Bridge  pier. 


Grubbed 

1,420  feet,  14  feet  wide 

Graded 

1,420     1,     14 

II 

Ditched 

870     M       4 

II 

Ih  feet  deep. 

Turnpiked 

450     M 

Filled  in 

300     M     16 

II 

4 

Gravelled 

730     M       8 

,, 

8  inches  deep. 

II 

375     II     10 

II 

8 

Made  6  culverts,  averaging  14  feet  by  6  feet  by  3  feet. 
Adjusted  suspension  rods  and  all  bolts  in  the  Tulameen  Bridge. 

Repaired  washouts,  culverts  and  small  bridges ;  cut  and  x'emoved  windfalls ;  filled  ruts 
and  made  general  surface  repairs. 

Princeton  and  20-Mile  Creek  Road. 

This  road  is  25  miles  long  and  follows  the  north  bank  of  the  Similkameen  River. 
Considerable  travel  passes  over  it.  The  road  is  in  good  condition,  with  the  exception 
of  a  point  near  the  22-mile  post,  where  a  gravel  slide  causes  delay.  This  can  be 
avoided  if  sufficient  money  is  appropriated  to  enable  the  slopes  of  this  gravel  slide  to 
be  dressed,  which  would  be  a  great  improvement. 

Cut  and  removed  windfalls  ;  cleared  out  slides  ;  filled  ruts  ;  repaired  washouts  ;  grubbed 
stumps;  repaired  cribbing;  remo\ed  rocks  and  made  general  repairs  along  line  of  road. 

One-Mile  Creek  or  Graveyard  Creek. 

This  road  is  5  miles  long  and  is  used  by  3  settlers.  It  should  be  extended  to  accom- 
modate 6  settlers  who  live  6  miles  higher  up  the  creek.     Estimated  cost,  $300  per  mile. 

Trail,  Aspen  Grove  Road  (33  miles  long). 

After  passing  the  settlement  (which  is  6  miles  from  the  upper  end  of  the  Aspen  Grove 
Road),  there  is  a  trail  up  One-Mile  Creek.  It  is  little  used,  however,  consequently 
in  poor  condition. 
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Slate  Creek  Road. 

This  road  is  4  miles  loiif?  and  is  a  branch  of  the  Granite  Creek  Road  at  Otter  Flat.  It 
follows  the  north  bank  of  the  Tulameen  River  to  the  mouth  of  Slate  Creek.  Used 
by  prospectors,  miners  and  one  settler 

Slate  Creek  and  Summit  Camp   Trail. 

This  trail  is  10  miles  long  ;  commences  at  the  mouth  of  Slate  Creek  and  follows  the  north- 
west bank  of  the  Tulameen  River  in  the  direction  of  Summit  Camp.  The  trail  is  in 
good  condition  and  should  be  extended  to  Summit  Camp,  a  distance  of  al)uut  1*0  miles. 

Trail,  Prin'cetox  to  Roach  River. 

This  trail  is  25  miles  long;  was  cut  out  in  the  winter  of  1901  and  greatly  improNed,  i)ut 
more  money  is  needed  for  grading. 

Trail,  Coldwater  to  Hope. 

This  trail  is  50  miles  long  and  branches  off  the  Coldwater  Road.  At  a  distance  of  20 
miles  it  crosses  the  mountain  to  the  Coquehalla  River,  and  follows  along  the  bank  as 
far  as  Hope.  Tliis  is  an  old  trail,  built  about  30  years  ago,  and  was  used  for  the 
purpose  of  driving  over  range  cattle  from  Xicola  to  Hope.  Since  the  advent  of  the 
Canadian  Pacific  Railway  this  trail  is  seldom  used  ;  consequently  it  is  not  kept  in 
good  condition. 

Hope-Summit  Camp  Trail. 

This  tx'ail  is  26  miles  long.  Commencing  at  Hope,  it  follows  the  Hope-Nicola  trail  to  the 
17-mile  post,  from  thence  it  runs  up  Dewdney  Creek  to  Dead  Horse  Creek,  following 
up  the  last  named  creek  to  summit.  This  is  a  fairly  good  trail,  with  the  exception 
of  that  part  crossing  the  Coquehalla,  wdiere  a  bridge  is  needed.  The  traffic  is  so  light, 
however,  that  the  expenditure  necessary  to  build  a  bridge  would  not  justify  the 
expense. 

Cut  out  windfalls  and  made  general  repairs. 

Hope  Similkameen  Trail. 

This  trail  is  65  miles  long.  There  is  considerable  travel  over  this  trail,  but  no  heavy 
hauling.  Numerous  bridges  and  culverts  have  been  built,  but  ai-e  fast  becoming 
rotten  and  shaky,  and  needing  constant  repair.  An  expenditure  of  $1,000  is 
neces.sary  for  repairs  on  bridges  and  trails,  over  and  above  any  appropriation  for  the 
trail. 

Cut  out  windfalls,  repaired  coverings  on  bridge  and  culverts,  cleaned  out  slides,  cut  brush 
from  each  side  of  trail,  and  made  surface  repairs  from  Hope  to  Princeton. 

Hope  axd  Popcum  Road. 

This  road  is  21  miles  long  and  was  built  about  30  ^^ears  ago.  For  the  first  15  or  20  years 
little  or  no  traffic  passed  over  it ;  consequently,  the  trail  was  neglected  and  is  now 
in  very  bad  condition,  owing  in  a  great  measure  to  overflow  from  the  river.  There 
are  at  the  present  time  33  settlers  living  alung  this  road  between  Hope  and  Popcum, 
but  travel  has  not  increased  very  materially  in  the  last  few  years.  Two  miles  of  this 
road  below  silver  creek,  and  two  miles  between  the  12  and  14-mile  posts  were 
re-located  about  two  years  ago,  and  are  now  safe  from  erosion  by  the  river.  There 
still  remains  a  bad  piece  of  road  between  the  1 1  and  1 2-mile  posts,  which  should  be 
moved  back  towards  the  base  of  the  mountain,  and  in  order  to  avoid  damaging 
private  property  would  necessitate  a  change  in  the  alignment  of  about  3  miles,  and 
the  building  of  two  new  bridges  of  about  100  feet  long.  This  work  is  absolutely 
necessary,  as  the  five  bridges  which  at  present  exist  between  the  11  and  12-mile  posts 
are  now  unfit  for  use.  A  change  of  grade  has  been  made  at  the  17-mile  post,  in 
order  to  avoid  re-building  a  high  trestle,  which  was  445  feet  long.  This  new  grade 
is  heavy,  but  the  roadbed  is  solid. 

Put  hand-rail  on  bridge,  125  feet. 
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Framed  and  put  up  truss  on  Silver  Creek  Bridge,  laid  covering  on  110  feet,  put  on  hand- 
rail, graded  approach  to  new  bridge,  and  pulled  down  old  bridge. 

Cut  out  and  widened  road  where  washed  out  near  St.  Elmo. 

Cut  and  removed  windfalls,  filled  ruts,  and  made  general  surface  repairs. 

Tightened  up  the  cable,  strengthened  tower  on  north  side,  re-arranged  the  ropes  and 
blocks,  and  improved  generall}'. 

The  total  number  of  miles  of  waggon  road  in  West  Yale  is  434,  and  219  miles  of  trail. 


East  Ridixg — Northern  Division  (Penticton  to  Mara  Lake). 
J.  P.  Burnyeat,  Superintendent. 

Road,  Dell's  Corner  to  Kelowna. 

This  piece  of  road,  3  miles  in  length,  connects  the  Okanagan  Mission-Vernon  Road  at 
the  32-mile  post  with  Kelowna  direct.  It  is  in  good  condition  and  is  a  great  improve- 
ment on  the  original  circuitous  road  following  around  the  bends  of  Mission  Creek. 

Completed  the  grading  and  bridging  on  this  road  between  the  33rd  and  34th  miles,  the 
timber  on  which  was  slashed  down  last  year. 

Put  in  600  feet  of  cribbing  to  hold  up  edge  of  embankment,  and  filled  in  for  a  length  of 
3,000  feet  with  earth,  22  feet  wide  and  2  feet  deep. 

Built  5  new  bridges,  avei'aging  33  feet  in  length,  16  feet  wide  and  5  feet  high  ;  set  on 
trestle  bents  and  bank  sills ;  4  stringers  to  each  span,  1 2  inches  by  1 4  inches,  bolted 
to  caps,  covered  with  3-inch  fir  j^lank,  16  feet  long,  and  hand-railing  provided  and 
set  up  throughout. 

Benvolin  Road. 

This  road  branches  off  from  the  Vernon-Mission  Road  at  the  33-mile  post  and  runs  west 
one  mile  and  east  one  mile,  forming  a  junction  with  the  Dell  corner  and  Dry  Valley 
Roads. 

Gravelled  this  road  for  a  length  of  900  feet,  7  feet  wide  and  7  inches  deep. 

Cleaned  out  the  road  ditches  and  made  some  general  repairs. 

Deposited  gravel  on  the  Vernon-Mission  Road  between  the  34  and  35-mile  posts,  7  feet 
wide  and  6  inches  deep.     The  Mission  end  of  this  road  is  now  in  fairly  good  condition. 

Black  Mountain  Road. 

Branches  off  the  Vernon-Mission  Road  near  the  31-mile  post  and  runs  in  an  easterly 
direction  10  miles,  following  the  north  side  of  Mission  Creek  through  a  good  agri- 
cultural and  cattle-raising  country.  A  large  number  of  pi'e-emptors  have  settled  in 
this  portion  of  the  district  and  are  fairly  prosperous. 

Made  some  much-needed  improvements  on  this  road  by  cutting  down  steep  pitches  and 
filling  up  low  places.     Made  several  diversions  to  ease  off  sharp  grades. 

Built  4  new  culverts,  averaging  4  feet  long  by  2  feet  high  and  16  feet  wide,  with  tail 
drains  to  drain  the  roadbed. 

The  greater  portion  of  this  road  was  originally  built  by  a  few  of  the  settlers  and  is  very 
narrow  in  places  ;  i-equires  widening  and  should  be  extended  easterly  to  reach  all 
the  settlers. 

Mission  Creek  Bridge  (repairs). 

Put  in  2  new  stringers,  each  20  feet  long,  12  by  14  inches.      Laid  and  spiked  down  2  M. 

feet  b.  m.  of  3-inch  fir  planking,  16  feet  long,  3  by  12  inches. 
The  east  abutment  and  river  bank  were  being  gradually  undermined  by  the  action  of  the 

water.     To  prevent  further  erosion,  large  rock  was  hauled  and  deposited  about  the 

foundation  of  the  east  abutment  and  the  bank  riprapped. 
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Mission  axd  Mill  Creeks. 

These  creeks  were  cleared  of  all  log  and  brush  jams  from  the  Okanagan  Lake  to  the  dam 
on  Mission  Creek,  a  distance  of  about  4-  miles.  Considerable  crib  work  will  requii-e 
to  be  built  in  the  low  places  on  the  bank  of  ^lission  Creek,  to  keep  the  high  watei- 
in  its  channel  and  prevent  its  ovei-flowing  and  destroying  the  public  roads  and 
valuable  private  property. 

ROAU    FKOM    KeLOWXA    TO    DeLL's    CoRNEH. 

Gravelled  8,200  feet  of  road  between  Kelowna  and  Dells  Corner.  Part  of  this  work  was 
done  on  the  new  piece  of  road  and  will  re(|uire  another  lift  next  year.  The  gravel 
was  hauled  and  spread  to  a  width  of  7  feet  and  to  a  depth  of  7  inches. 

Main  Road  to  Kelowna. 

Ditched  and  gravelled  Main  Road  between  the  2i  and  26-mile  posts,  and  between  the 
33  and  3i-mile  posts,  for  a  total  length  of  a  mile  and  seven-tenths,  7  feet  wide  and  7 
inches  deep.  Made  an  alteration  in  the  Main  Road  between  the  20  and  22-mile 
posts,  on  the  Indian  Reservation.  The  road  is  now  up  to  the  I.  R.  line.  This 
alteration  improves  the  road  alignment  and  admits  of  the  Indians  fencing  in  and 
improving  their  land,  and  having  pasturage  and  water  for  their  stock,  all  on  one  side 
of  the  Main  Road.  The  new  location  being  on  an  open  and  nea-rly  level  bench,  very 
little  work  in  grading  was  required. 

Put  in  7  small  culverts  at  different  points  on  the  Vernon-Mission  Road,  averaging  3  feet 
in  length  bv  2  feet  high  and  16  feet  wide,  for  the  passage  of  surface  water. 

Re-built  1  culvert  near  'Mr.  Crozier's,  at  the  south  end  of  the  Old  Dry  Valley  Road,  6 
feet  long  by  3  feet  high  and  16  feet  wide. 

McKiNLEY  Road. 

Cut  out  timber  and  brush,  and  improved  the  grades  on  the  McKinley  Road,  which 
branches  off  from  the  main  road — Vernon-Okanagan  Mission — near  the  23-mile  post 
at  Duck  Lake,  and  runs  westerly  about  3  miles  to  the  wharf  built  by  the  settlers  on 
the  eastern  shore  of  Okanagan  Lake,  in  Township  23.  There  is  considerable  hauling 
of  farm  products  over  this  road,  which  is  now  in  fairly  good  shape. 

Forest  cleared  3,300  feet,  20  feet  wide. 

Grubbed  150     ..     12 

Graded  7,620     .-      10 

Filled  in  150     m     12 

Re-built  Bridge  No.  2,  near  the  16-mile  post,  on  the  Vernon-Mission  Road  ;  put  m  4  new 
stringers,  12  feet  long,  12  inches  by  12  inches,  and  new  covering  of  3-inch  fir  plank. 

Repaired  the  road  between  the  13  and  U-milo  posts  that  had  been  washed  out  by  a  cloud- 
burst. The  main  road  Ijetsveen  Vernon  and  Mission  Valley— 35  miles  long— over 
which  the  mail,  passengers  and  express  are  carried  in  a  stage,  making  three  round 
trips  per  week,  also  about  5,000  tons  of  farm  produce,  requires  considerable  work  to 
be  done  to  put  it  in  proper  shape.  The  slopes  in  places  should  be  trimmed  back  and 
boulders  removed,  steep  pitches  and  sharp  turns  cut  down  between  the  14  and  16-mile 
posts.  That  portion  between  the  27  and  29-mile  posts,  for  the  most  part,  is  on  a  clay 
soil,  and  in  the  spring  and  fall  is  almost  impassable.  This  requires  to  be  ditched, 
crowned  and  gravelled. 

Built  a  temporary  tool-shed,  10  by  18  feet,  on  the  Government  lot  at  Kelowna,  in  which 
to  store  the  road  tools  ;  shed  roof,  boarded  and  shingled  ;  sides  boarded  up  ;  provided 
with  double  doors,  hinges  and  strong  lock. 

Cut  a  ditch  on  the  east  side  of  Ellis  Street,  Kelowna  Town,  1,500  feet  long,  2  feet  wide 
in  bottom  and  sloped,  and  ranging  in  depth  f lom  1  to  4  feet ;  300  feet  of  boxing 
was  put  in  at  the  lower  end  ;  cut  ditches  and  put  in  boxes  in  other  parts  of  the  town 
to  drain  off  surplus  water.  Some  street  grading  and  more  ditching  should  be  done 
in  the  town  next  season.  Total  length  of  ditching  cut  was  2,490  feet.  The  gravel- 
ling on  the  Kelowna  end  of  main  road  was  thoroughly  rolled  with  the  new  roller. 
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Mission  Creek. 

Built  630  lineal  feet  of  cribbing  in  low  places  on  the  west  bank  of  Mission  Creek  in 
Sections  16  and  22,  Township  26,  to  confine  the  high  water  in  its  channel  and  prevent 
an  overflow  ;  constructed  of  round  fir  timber,  securely  drift-bolted  together,  and  cribs 
filled  with  rock  from  bed  of  creek.  Of  late  years  considerable  damage  has  been  done 
by  the  extreme  high  water  of  this  creek  to  adjacent  farms,  in  breaking  away  the 
banks,  and  owing  to  the  excessive  amount  of  drift  timber,  sand,  gravel  and  boulders 
being  brought  down  and  deposited  by  the  high  water  floods,  the  bed  of  the  creek  is 
annu"ally  being  shifted.  In  some  of  "the  sharp  bends  channels  have  been  cut  across  to 
straighten  its  course  and  relieve  the  banks  from  the  extreme  pressure.  Considerable 
more  protection  work  will  require  to  be  done  on  this  creek  before  next  high  water,  to 
avert  a  serious  catastrophe.  The  creek  at  its  outlet  to  Okanagan  Lake  requires  to 
be  dredged,  and  the  bed,  for  a  distance  of  four  miles,  should  be  deepened  and 
straightened,  as  now,  in  one  place  particularly,  it  is  three  feet  higher  than  the  grade 
of  the  main  road  through  the  Mission  Yalley.  The  farming  country  between  the 
creek  and  Kelowna,  on  the  Okanagan  Lake — about  9  square  miles — is  low-lying,  and 
should  a  break  occur  in  the  bank  of  the  creek  during  high  water,  the  damage 
following  would  be  most  disastrous  and  irreparable. 

Put  on  new  planking  on  Scotty  Creek  bridge,  No.  335,  near  the  26-mile  post,  and  filled 
in  mud-holes  near  the  31-mile  post  on  Dry  Valley  Road. 

On  March  12th  a  very  heavy  wind-storm  passed  over  the  Mission  Valley,  which  com- 
pletely blocked  the  Mission  Road  with  fallen  timber  for  2  miles,  between  the  35  and 
37-mile  posts.     These  were  cut  out  and  removed. 

Put  in  a  small  culvert  on  the  Kelowna-Dell  Road,  near  the  33-mile  post,  for  drainage 
purposes,  and  cleaned  out  road  ditches  east  and  west  of  this  point. 

Cut  out  fallen  trees  from  bed  of  Mission  Creek,  opposite  the  34-mile  post,  felled  by  gale 
of  March  12th. 

Excavated  a  ditch  across  a  sharp  bend  in  the  creek  at  this  point,  to  straighten  the 
channel  and  prevent  an  overflow  of  the  west  bank. 

Made  some  necessarj  repairs  on  the  Kelowna-Mission  Road  from  Kelowna  to  the  34-mile 
post ;  2  men  and  4-horse  team  on  grader  for  2  days. 

Repaired  bridge  No.  333,  near  the  34-mile  post;  put  in  4  new  stringers  and  10  new 
planks,  and  also  repaired  irrigation  culvert  near  this  point. 

Cleaned  out  the  catch-water  drain  on  Ellis  Street,  Kelowna. 

Made,  laid  and  covered  over  150  feet  of  fluming  to  secure  the  ditch  from  being  filled  in 
by  running  stock. 

Made  some  necessary  repairs  on  the  Dry  Valley  Road,  between  the  28  and  29-mile  posts  ; 
3  men  and  1  team  2  days. 

Mission  and  Mill  Creeks. 

Water  was  very  high  in  the  creek  during  May,  and  a  force  of  from  3  to  5  men  had  to  be 
kept  on  between  the  8th  and  30th  breaking  log-jams,  buildings  levees,  etc.,  to  prevent 
overflow  of  banks  and  protecting  bridges  from  being  carried  away. 

Made  some  necessary  repairs  between  the  33  and  34-mile  posts. 

Filled  in  with  gi-avel  a  soft  place  on  Ellis  Street,  Kelowna,  caused  by  high  water  backing 
in  from  Okanagan  Lake. 

Repaired  a  washout  on  the  Vernon-Mission  Road  near  the  25-mile  post,  and  also  on  the 
Black  Mountain  Road,  caused  by  the  heavy  rains. 

Put  in  some  new  planks  on  the  Mission  Creek  Bridge.  This  bridge,  203  feet  in  length, 
was  built  in  June,  1890,  and  should  be  renewed  next  year. 

Vernon-Commonacie  Road,  via  Okanagan  Landing. 

This  road  extends  from  Vernon  to  the  Okanagan  Landing  Station,  and  thence  southerly 

through  a  portion  of  the  Commonage  Settlement,  9  miles. 
Improved  the  road  between  the  3  and  4i-mile  posts. 
Graded  around  the  hill  near  the  3-mile  post  to  avoid  a  steep  pitch. 
Ditched,  graded  and  crowned  up  a  new  piece  of  road  between  the  3^  and  4|-mile  posts, 

which  is  now  perfectly  straight,  and  put  in  3  small  culverts  for  drainage  purposes. 
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Between  the  6^  and  7-mile  posts  the  old  road  was  so  steep  in  places  as  to  be  quite  imprac- 
ticable for  even  light  vehicles.  To  avoid  this,  a  new  route  was  surveyed,  on  as  easy 
a  grade  as  could  be  obtained  under  the  conditions.  Some  solid  rock  was  blasted  out, 
and  the  road  was  built  9  feet  wide,  but  is  feasible  and  answers  the  present  require- 
ments. 


Forest  cleared       5,200  feet. 

25 

feet  wide. 

Grubbed                 5,200     m 

10 

Graded                  13,200     .. 

9  to  18  feet  wide. 

Ditched                  5,200     .. 

2 

feet 

wide. 

Excavated  earth  4,125     n 

8 

r         3^  feet  deep 

rock     1,400     n 

8 

21                 M 

Filled  in                 6,600     n 

2 

1             0             ,1 

Stoned                       600     n 

2 

2 

Made  4  culverts,  averaging  16  feet  by  4  feet  by  1|-  feet. 

Built  1  bridge,  20  feet  by  16  feet  and  5  feet  high,  with  log  abutments;  4  stringers  of 
round  fir  logs,  covered  with  3-inch  fir  planks. 

Overhauled  bridge  No.  272,  over  Bissette  Creek,  on  the  Vernon-Lumby  Road ;  put  in 
new  truss  beams,  cross  brace  and  hand-railing,  and  widened  out  east  approach  ;  i)ut 
in  two  bents,  one  under  each  end  of  stringers  and  against  the  face  of  crib  abutments, 
and  rip-rapped  the  foundation  at  the  face  of  old  cribs  with  large  rock.  This  bridge 
is  now  useful  for  some  years  ^^et. 

Filled  up  under  and  around  the  foundation  of  the  east  crib  of  bridge  No.  270,  near  Lunil)v, 
with  loose  rock,  to  prevent  further  undermining  and  settlement  of  crib. 

Built  new  bridge  over  the  Shuswap  River,  at  Shuswap  Falls ;  King  truss,  53-foot  span, 
resting  on  low  crib  abutments  set  on  solid  bed-rock  ;  4  stringers,  each  55  feet  long, 
10  by  14  inches  ;  8  corbels,  8  feet  long,  10  by  14  inches ;  4  truss  beams,  28  feet,  10 
by  10  inches;  li-inch  diameter  rods  j  braces,  4  pieces,  8  by  8  inches;  cross  brace,  10 
by  10  inches  ;  ribbon,  4  by  6  inches;  hand-raiUng  of  round  poles,  barked  and  spiked 
to  round  posts;  covering,  13  feet  long,  of  split  cedax",  sized  to  4  inches;  approaches, 
22  feet,  laid  on  bank  sill ;  earth  and  rock  filled  in  and  around  at  both  ends,  all 
securely  fastened  together  with  drift  and  screw-bolts ;  length  over  all,  75  feet.  The 
old  bridge  was  burned  down  in  August  of  this  year  by  forest  fires.  The  new  bridge 
was  commenced  on  August  28th,  and  completed  on  the  21st  of  September. 

Vernon-Commonage  Road. 

Branches  off  the  Vernon-Mission  Road  at  the  6-mile  post  and  runs  southerly  through  the 

Commonage  settlement  (8|  miles)  to  Lake  Okanagan. 
Widened  out  a  portion  of   thfs  road  near  Andy  Carr's  to  admit  of  steam  thrasher  and 

binder  getting  through  ;  filled  up  rut  holes  and  repaired  a  small  culvert.     This  road 

is  very  narrow  throughout,  with  steep  pitches  and  sharp  turns,  and  requires  widening 

and  straightening. 

Vernon-Kamloops  Road. 

Rebuilt  culvert  at  the  3-mile  post,  3  feet  by  1  foot  by  16  feet  wide. 

Side  Roads,  Lumbv  Section. 

Built  a  new  bridge  over  Harris  Creek,  a  mile  and  a  half  south  of  Lumby,  on  the  new 
road  leading  from  the  back  settlement  in  Township  3  to  the  Vernon-Lumby  Road  at 
the  14-mile  post.  Three  trestle  bents  ;  sills  firmly  embedded  in  gravel,  35  feet 
centres;  approaches,  10  feet  each  in  length;  length  over  all,  90  feet ;  4  stringers, 
35  feet  long,  covered  with  3-inch  fir  plank  ;  hand-railing  of  round  poles.  After  the 
snow  falls  heavy  rock  will  be  hauled  and  deposited  on  and  around  the  sills  of  bents, 
to  prevent  scouring.  The  bridge  was  commenced  on  October  3rd  and  completed  on 
October  18th. 

Vernon-Commonage  Road. 

Removed  a  rock  slide  near  the  6^  mile  post  and  widened  out  the  roadbed  in  solid  and 
loose  rock,  to  ease  the  sharp  turn  which  existed  at  this  point. 
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Vernon-Okanagan-Mission  Road. 

Cleared  the  road  from  slides  of  loose  rock  and  mud  between  the  2nd  and  12th  miles. 

Vernon-Kamloops  Road. 

Cut  ditches  to  turn  off  water  from  centre  of  road,  and  hauled  gravel  to  till  up  rut  holes 
between  the  14th  and  17th  miles. 

Vernon-Coldstream  Road. 

This  road  extends  from  Vernon  through  the  far-famed  Coldstream  Valley  6  miles,  and 
thence  on,  in  an  easterly  direction  through  White  Valley  to  the  town  of  Lumby,  16 
miles  ;  to  the  settlers  in  Blue  Springs,  21  miles;  Cherry  Creek,  38  to  47  miles;  to 
Shuswap  Valley,  36  miles;  to  Trinity  Valley,  31  miles;  to  Creighton  Valley,  22 
miles;  and  to  Harris  Creek  settlement,  13  miles.  The  mail  stage  travels  this  road, 
making  three  round  trips  per  week  between  Vernon  and  Lumby,  carrying  mails, 
passengers  and  express.  Between  9,000  and  10,000  tons  of  farm,  garden,  and  forest 
products  passed  over  this  road  to  Vernon  last  fall  and  spring,  for  transhipment. 

Cut  down  the  stiff"  clay  hills  on  the  "  brickyard  hill "  to  a  uniform  grade,  and  to  a  width 
of  24  feet;  raised  the  low  places  and  made  a  ditch  on  the  north  side,  with  frequent 
box-drain  crossings. 

Excavated  earth  2,004  feet,  8  to  20  feet  wide,  2  to  16  feet  deep. 

Graded  180     .,  3         m  2 

Filled  in  1,290     .,  20         -r  16 

Made  1  culvert,  wooden  box,  48  feet  long,  12  by  18  inches. 

Excavated  earth  429  feet,  20  feet  wide,  2h  feet  deep. 

Filled  in  591     n     20         ,.  2" 

Gravelled  4,680     n       8  n  5     inches  deep. 

Built  2  cuherts,  averaging  2  feet  by  32  feet  by  2  feet. 

Built  a  box  culvert  over  Avaste  irrigation  channel  near  the  21-mile  post,  6  feet  by  8  feet 
by  24  feet  wide;  walls  formed  of  12-inch  by  12-inch  timber,  flatted;  7  stringers  of 
round  fir,  flatted  on  top  and  covered  with  3-inch  plank,  24  feet  long. 

Gravelled  3,942  feet,  8  feet  wide,  in  two  layers  of  5  inches  each.  The  first  layer  consisted 
of  broken  stone,  hauled  a  distance  of  4  miles,  spread  out  and  sprinkled  with  city 
watering  cart  and  then  thoroughly  rolled  with  the  new  roller,  weighing,  with  stone 
added,  5  tons ;  then  another  lift  of  fine  shell  rock  was  laid  on  and  rolled.  This  has 
made  a  good  solid  foundation,  that  the  loaded  teams  carrying  three  and  a  half  tons  of 
farm  produce,  etc.,  cannot  cut  through  to  the  clay  beneath,  the  roadbed  being  well 
ditched  and  crowned  and  provided  with  wooden  box  cross  drains  at  intervals  on 
the  steeper  grade. 

Got  out  timber  for  the  new  bridge  over  Coldstream  Creek,  near  the  6 i -mile  post. 

It  having  been  found  necessary  to  re-build  bridge  No.  9  over  Coldstream  Creek,  a  new 
site  was  adopted  25  feet  further  up  the  stream.  This  bridge  was  built  on  crib  abut- 
ments, 8  feet  high,  filled  in  with  stone  and  gravel  ;  6  stringers,  each  27  feet  long,  round 
fir,  barked  and  flatted  to  a  3-inch  face,  co\ered  with  3-inch  fir  plank,  16  feet  long,  and 
fitted  with  hand-i'ailing  100  feet  in  length.  New  approaches  have  been  made,  filled 
in  with  gravel,  and  the  road  straightened  and  raised  to  level  of  new  bridge,  and  to  a 
length  of  1,030  feet. 

During  November  continued  the  work  of  improving  the  Coldstream  Road  near  the  1-mile 
post  by  widening  out  roadbed,  cutting  down  high  places  and  filling  up  low  spots ; 
ditching  and  sloping. 

Excavated  earth  1,830  feet,  5  feet  wide,  4^  feet  deep. 

Filled  in  150     „  20         n  5" 

Gravelled  342     -i   14  ,<  6    inches  deep. 

In  December  made  an  alteration  in  the  road  near  the  10^-mile  post  to  avoid  a  steep  and 
dangerous  hill.  The  road  at  this  point  is  now  straight  and  on  an  easy  grade.  On 
account  of  the  frost  tiie  work  was  closed  down  on  December  7th. 

Forest  cleared       600  feet,  30  feet  wide. 

Graded  600     .,      18 

Cribbed  144     ,.       5  feet  high. 

Excavated  earth  240     n      18  feet  wide,  3  feet  high. 

Filled  in  450     „     18         „  U 
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Constructed  during  April  an  irrigation  flume,  near  the  1-mile  post,  to  replace  the  original 
one.  The  grade  was  destroyed  in  making  road  improvements  at  this  point  last 
November — 530  feet  long,  16  by  18  inches.  Each  length  of  12  feet  rests  on  a  2 
by  4-inch  piece,  in  turn  resting  on  a  round  fir  post,  braced  to  bottom  and  sides  of 
box  ;  joints  battened  with  3-inch  by  ^-inch  stuflp. 

Hauled  large  rock  and  filled  inside  and  outside  of  cribbing  near  the  10-mile  post,  to 
protect  the  roadbed  from  high  water  of  Duteau  Creek. 

Hauled  broken  rock  and  deposited  it  on  main  road  near  the  2|-mile  post,  for  a  distance 
of  650  feet,  8  feet  wide,  then  rolled  it  with  heavy  roller  and  covered  this  lift  with  a 
3-inch  coating  of  fine  gravel. 

Yp:knox-Lumby  Road  (Improving  road  from  13  to  24-mile  posts). 

Slashed  out  timber  and  brush  from  right  of  way ;  grubbed,  graded  and  ditched  new  piece 
of  road,  and  gravelled  part  of  same,  from  the  13^-mile  post  to  the  14^-mile  post; 
the  old  road  for  this  distance  was  very  narrow,  hilly  and  crooked.  The  balance  of 
this  road  to  Lumby — a  distance  of  If  miles — is  too  narrow,  being  only  10  feet  wide, 
with  sharp  turns,  and  cleared  only  to  a  width  of  20  feet.  It  requires  to  be  widened 
out  and  straightened.  From  the  6th  to  the  8th  mile  many  large  fir  trees  and  stumps 
are  standing  near  the  wheel  tracks,  and  in  many  j^laces  are  dangerously  close.  Some 
small  bridges  will  require  ovei'hauling  and  repairs  made. 

Forest  cleared       2,000  feet,  45  feet  wide. 


Grubbed 

3,705 

7  to  22 

feet 

\\ 

ide 

Graded 

3,705 

6  to  22 

M 

Ditched 

3,030 

3 

II 

Cribbed 

300 

Excavated 

earth 

3,600 

6  to  22 

M 

3  to  5  feet  deep. 

Filled  in 

300 

1  to  22 

,, 

1  to  5         .1 

Gravelled 

1,500 

8 

II 

4  inches  deep. 

Creighton  Valley  Road. 

This  road  turns  south  fi'om  the  Lumby- Vernon  Road  at  the  17th  mile  and  runs  through 
the  properties  of  settlers  in  Lumby  and  Creighton  Valleys.  Portions  of  one  bridge 
and  some  cribbing  were  destroyed  by  forest  fires  in  the  month  of  August  and  have 
been  renewed,  and  other  necessary  repairs  made,  so  that  the  I'oad  is  now  in  fairly 
good  condition. 

Graded  600  feet,  3  feet  wide. 

Cribbed  300     ,, 

Excavated  earth  300     n     4  .i  4  feet  deep. 

Gravelled  720     n     7  n  5  inches  deep. 

Eden  Flat  Road. 

This  road  runs  south  and  east  from  the  Lumby  Road,  at  the  16^-mile,  for  a  distance  of 
a  mile  and  a  half  to  the  settlers^  at  the  south  side  of  the  valley.  The  roadbed  is  on 
low-lying  meadow  lands,  subject  to  overflow  from  high  water  of  Harris  Creek,  and 
although  lifted  some  3  feet  in  construction  some  years  ago,  is  still  low  and  soft.  A 
portion  of  it  was  gravelled  in  September  and  two  culverts  put  in,  but  it  needs 
further  attention. 

Gravelled  580  feet,  7  feet  wide,   5  inches  deep. 

Built  2  culverts,  2  feet  by  24  feet  by  4  feet. 

Bridge  No.  220,  on  this  road,  was  repaired  and  the  roadbed  gravelled  at  each  end. 

A  tool-house,  6  by  10  feet,  was  erected  for  the  safe  storage  of  road  tools  on  one  corner 
of  the  school  lot,  and  furnished  with  strong  lock  and  key. 

Side  Roads,  Lumby  Section. 

Built  a  short  piece  of  road  south  of  Lumby  and  connecting  with  main  road,  Vernon  to 
Lumby,  near  the  14-mile  post,  to  accommodate  the  settlers  in  the  south-eastern 
portion  of  Township  3.  Very  little  work  outside  of  the  slashing,  grubbing,  and 
bridge  work  was  required  to  be  done  in  order  to  make  a  passable  road. 
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Forest  cleared    3,000  feet,  18  feet  wide. 

Grubbed  2,000     .,12 

Graded  40     „      12 

Corduroyed  65     n     16         n 

Built  3  culverts,  averaging  14  by  6  by  1-i  feet. 

Improved  the  Hutchinson  grade  on  the  Creighton  Valley  Uoad ;  cribbed  500  feet,  8  feet 
wide,  and  filled  in  500  feet,  17  feet  wide  and  18  inches  deep. 

Rebuilt  bridge  No.  25,  over  Duteau  Creek,  on  the  Mill  Road  leading  from  the  main  road 
near  the  13^  mile  south  to  settlers.  The  old  bridge  broke  down  under  a  heavy 
load  of  fir  saw  logs.  The  new  one  is  36  feet  long,  16  feet  wide,  and  7  feet  high ;  5 
stringers  set  on  crib  abutments  with  rock,  built  up  2  feet  higher  than  the  old  one, 
and  approaches  filled  up  with  loose  rock,  gravel  and  earth. 

Made  some  necessary  repairs  to  bridge  No.  201,  and  also  to  culvert  No.  200,  on  Creighton 
Valley  Road. 

Cut  out  log  jams  on  Bissette  Creek,  brought  down  by  extreme  high  water. 

Main  Road,  Vernon  to  Lumby. 

Made  some  general  repairs  between  the  8th  and  9th  miles. 

Ditched  and  filled  washouts  with  rock  and  gravel. 

Rebuilt  bridge  No.  15,  over  Duteau  Creek,  near  the  10^  mile. 

Constructed  a  temporary  structure  on  the  north  side  of  old  bridge  for  traffic. 

For  the  new  bridge  crib  abutments  were  built,  6  feet  high,  and  filled  with  rock  ;  4  round 
fir  stringers,  27  feet  long,  and  covered  with  3-inch  fir  plank,  and  hand-railing.  All 
completed  in  a  substantial  and  workmanlike  manner. 

Constructed  a  temporary  crossing,  and  rebuilt  bridge  No.  10  at  the  8th  mile  over  Brewer's 
Creek ;  foundation  of  round  fir  logs,  cribbed  and  filled  with  rock  ;  four  round  fir 
stringers  14  inches  in  diameter,  23  feet  long,  covered  with  3-inch  fir  plank  and  hand- 
railing. 

Rebuilt  bridge  No.  11,  situate  about  200  yards  east  of  the  8th  mile,  and  similar  in  all 
respects  to  that  of  No.  10,  with  the  exception  that  the  span  is  25  feet.  Lifted  the 
grade  with  loose  rock  and  gravel  between  the  two  bridges  and  at  both  ends  for  a 
total  distance  of  930  feet,  13  feet  wide  and  12  inches  deep,  making  a  good  and 
substantial  job. 

Rebuilt  culvert  No.  16,  near  the  10|-mile;  8-foot  span;  walls  of  fir  logs;  5  stringers,  11 
inches  in  diameter,  covered  with  the  old  planks ;  approaches  filled  in  with  rock  and 
gravel. 

Put  in  2  new  culverts  near  the  above  point,  each  5  feet  long  and  16  and  32  feet  in  length 
respectively.  Some  old  plank  from  No.  10  bridge  were  used  for  covering,  with  some 
new  plank  to  complete. 

Cut  out  fallen  timber  and  cleaned  out  the  grade  between  the  25th  and  26th  miles. 

Cherry  Creek  Section. 

Widened  the  right  of  way  by  slashing  out  timber  and  brush  which  had  grown  up  to  the 
wheel  tracks  ;  cut  down  hills  and  filled  up  low  places  ;  took  out  sharp  turns  and  eased 
off"  some  steep  pitches  ;  widened  out  side-hill  cuts  ;  renewed  a  large  number  of  culverts 
and  gravelled  the  approaches. 

Made  general  repairs  from  the  24th  to  the  47th  mile.  A  long,  very  steeja  and  winding 
grade  exists,  commencing  near  the  24th  mile  and  leading  down  to  the  Shuswap 
bottom:  This  can  be  eliminated  and  an  easy  grade  obtained,  joining  the  present 
road  on  the  lower  bench  near  the  28th  mile.  When  the  Monashee  mines  become 
shippei's,  this  change  of  grade  will  be  absolutely  necessary. 

A  few  years  ago  cribbing  was  put  in  on  a  sharp  turn  against  the  river  bank  near  the 
28th  mile,  to  protect  the  waggon  road  and  prevent  settlers'  improvements  from  being 
washed  away  by  the  sudden  and  high  floods  incidental  to  that  section.  Below  the 
end  of  the  crib  the  bank  has  been  washed  away  to  a  lower  level.  The  present 
cribbing  should  be  raised  and  340  feet  of  new  cribbing  built  to  afford  the  necessary 
protection. 
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Shuswap  Road  (from  Lumby,  North). 

Built  a  new  piece  of  road  on  a  practically  level  grade,  near  the  21st  mile,  for  a  distance 
of  about  half  a  mile,  to  avoid  the  unnecessary  steep  grade  that  existed  from  both 
directions  at  this  point.     Made  repairs  to  culverts. 

New  Road  from  Lumby,  North. 

Road  partially  constructed.  Appropriation  not  sufficient  to  complete.  A  quarter  of  a 
mile  yet  to  grade  at  the  Lumby  end  ;  a  short  section  near  the  north  end  to  be  levelled 
off,  and  an  under-crossing  for  the  passage  of  range  stock  to  and  from  water  to  be 
constructed. 

Forest  cleared  4,000  feet,   25  feet  wide. 

Grubbed  4,200  18 

Graded  3,000  18 

Made  some  necessaiy  repairs  to  culverts  and  hauled  gravel  to  raise  approaches. 

Rebuilt  bridge  No.  245,  over  Vance  Creek  near  the  19th  mile.  The  old  one  was  washed 
out  by  the  high  water.  Put  in  five  new  stringers  35  feet  long,  laid  on  bank  sills, 
covered  with  flatted  poles  and  fitted  with  hand-railing.  Hauled  gravel  and  filled 
up  the  approaches  and  water  holes. 

Trimty  Valley  Road. 

]Made  some  necessary  repairs,  such  as  side-ditching ;  hauled  gravel  to  fill  up  soft  and  low 
places,  and  cleaned  out  the  creek  bed  of  brusli  and  timber  for  a  length  of  150  feet, 
to  prevent  water  backing  up  and  overflowing  road.  Made  1  culvert,  2  feet  long  by 
12  feet  wide  and  1  foot  deep,  for  the  drainage  of  water  from  the  side-hills. 

Marron  Creek  Road. 

Constructed  a  road  Ijranching  ofi'  from  the  Penticton-Fairvicw  Road  near  the  12th  mile, 
and  running  in  a  south-westerly  direction  through  an  agricultural  and  cattle-grazing 
district  a  distance  of  4  miles.  Six  settlers  have  established  themselves  along  the 
route,  and  the  road  was  necessary  in  order  to  get  in  their  supplies  and  building 
material.  The  settlers  being  very  anxious  to  make  an  early  start.  Mi'.  Latimer,  C. 
E.,  one  of  the  pre-emptors,  surveyed  the  route  and  took  charge  of  the  construction  of 
the  road,  free  of  Government  charge,  and,  besides,  contributed  $60  in  cash  towards 
the  expense  of  grading. 
Forest  cleared  609  feet,  30  feet  wide. 


Graded                              13,485     .. 

7 

Ditched                                    33     .. 

U            n 

Cribbed                                   351      n 

1  to    4  feet  wide. 

Excavated  earth                 4,848     i 

0  M   12         n         0  to  5  feet  deep 

M          rock  and  hardpan  180     n 

0    M       3             M            0    ..    1 

Filled  in                                 420     , 

4  ..   12          M         0  M   4 

Made  4  culverts,  averaging  3  feet  by  4  feet  by  14  feet. 

West  side  of  Okaxagan  Lake. 

Built  an  extension  of  the  road  on  the  west  side  of  Okanagan  Lake,  from  Deep  Creek 
south  for  a  distance  of  2  miles.  Considerable  bed-rock,  heavy  boulders  and  cemented 
gravel  were  met  with  in  construction,  necessitating  the  use  of  explosives.  The  road 
was  laid  out  on  uniform  grades,  the  heaviest  not  exceeding  8  per  cent.,  and  was 
graded  10  feet  wide,  and  so  far  as  built  is  of  a  solid  and  substantial  character.  A 
gap  of  10  miles,  unconstructed,  exists  between  this  extension  and  the  Trout  Creek 
settlement.  A  road  runs  from  this  settlement  to  Penticton,  at  the  foot  of  Okan 
agan  Lake,  and  there  branches  off  to  the  southern  portions  of  East  Yale. 

Forest  cleared  2,400  feet,  25  feet  wide. 

Grubbed  1,845     n     20 

Graded  5,300     m     10 

Cribbed  275     .r     10         n         5  feet  high. 

Excavated  earth         5,500     ..10  ..  5  i. 

rock  200     ..4  ..  4 

Filled  in  416     n     10         -.2 
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Built  a  road  for  the  settlers  living  up  Trout  Creek  and  improved  the  waggon  trail  they 
had  already  built.  This  road  bi-anches  off  from  the  present  waggon  road  on  the 
Indian  Reserve,  and  runs  southerly,  following  along  the  foot-hills  through  Mr. 
Barclay's  lots,  and  thence  in  a  westerly  direction,  a  total  distance  of  5i  miles,  to  the 
west  end  of  Mr.  Dean's  ranch.  This  road  is  a  great  boon  to  the  pre-emptors  in  this 
locality,  and  settles  the  long  and  vexed  question  of  road  facilities.  The  work  was 
laid  out  on  easy  grades  throughout.  The  sharp  pitches  on  the  old  road  were  reduced 
by  building  new  grades  and  narrow  places  widened  out  to  a  uniform  width  of  10  feet. 

Forest  cleared       3,750  feet,  20  feet  wide. 


Grubbed                      75     i 

,     12 

Graded                 13,850     , 

.     10 

Cribbed                  1,300     , 

3  feet  high. 

Excavated  rock        660     i 

10 

3 

Filled  in                   165     , 

10 

3 

Penticton-Trout  Creek  Road  (between  Barclay's  and  Turner's  ranches). 

Ploughed  and  levelled  off  high  places ;  removed  boulders  from  wheel  track  ;  filled  up 
approaches  to  Trout  Creek  Bridge  with  gravel ;  removed  the  gravel  slide  from  the 
Turner  grade  and  put  in  some  cribbing  to  support  the  bank  ;  widened  and  levelled 
off  the  steep  grade  leading  to  the  Barclay  Wharf. 

West  side  of  Okanagan  Lake  (9th  to  21st  miles). 

This  road  runs  through  an  agricultui'al  and  cattle-grazing  country,  and  accommodates  the 

settlers  along  the  lake.     Placer  mining  is  carried  on  to  some  extent  on  Siwash  Creek, 

and  development  work  in  quartz  near  Whiteman's  Creek. 
Commenced  (September)  making  general  improvements  on  the  west  side  of  the  lake,  from 

the  9th  mile,  near  O'Keefe's,  south  to  the  21st  mile;  removed   timber,   brush   and 

stumps ;  cut  ditches  and  put  in  culverts ;  widened  and  straightened  out  roadbed  in 

places  ;  took  out  sharp  turns  and  cut  down  hills. 
Forest  cleared       475  feet,  20  feet  wide. 


Grubbed 

175 

12 

11 

Graded 

5,000 

10 

,, 

Ditched 

75 

2 

,, 

Cribbed 

390 

2 

Excavated 

rock 

110 

2 

11 

2 

Filled  in 

175 

12 

M 

2 

feet  high. 
II 

I! 

Made  3  culverts,  averaging  3  feet  wide,  16  feet  long,  2  feet  deep. 

Built  a  bridge  over  Antoine  Creek,  near  the  13-mile  post,  20  feet  long,  16  feet  wide  and  5 
feet  high  ;  crib  abutments  filled  with  gravel ;  4  stringers,  each  22  feet  long,  of  round 
fir,  barked  and  treenailed  to  top  log  of  crib ;  covered  with  3-inch  fir  plank. 

Continueii  the  work  of  improvements  during  October. 

Forest  cleared       5,000  feet,  20  feet  wide. 

Grubbed  75     „      12  i, 

Graded  1,200 

Ditched  40 

Cribbed  100 

Excavated  rock         20 

Filled  in  50 

Made  4  culverts,  averaging  3  feet  wide  by  16  feet  long  by  2  feet  high. 

Built  2  bridges,  16  feet  wide,  20  feet  long,  5  feet  high,  of  round  timber,  covered  with 
poles,  adzed  ofi". 

Carried  on  further  improvements  during  November,  and  then  discontinued. 

Forest  cleared  1,200  feet,  20  feet  wide. 

Grubbed  150     n      12  „ 

Graded  10,000     .,      10  „ 

Made  1  culvert,     14     ,,     long,  3  feet  wide,  2  feet  deep. 

The  road  between  the  9th  and  21st  miles  is  now  in  good  condition,  with  the  exception  of 

about  a  mile  between  the  11th  and  12th  miles,  which  is  very  rocky.     A  new  bridge 

will  be  required  across  6-Mile  Creek  next  season. 


10 

2 

2  feet  high. 

2  M  1  M 

16         1,         3 
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Settlers'  Road,  near  Peachland. 

Built  a  piece  of  road  for  the  accommodation  of  six  settlers  who  have  lately  taken  up  lots 
west  of  Peachland  ;  starts  from  the  Glen-Robinson  Road,  about  half  a  mile  south- 
west of  Peacliland  and  extends  one  mile  north.  The  roadbed  was  graded  through- 
out to  a  uniform  width  of  10  feet  and  built  in  a  solid  and  substantial  manner. 

Forest  cleared  5,100  feet,  15  feet  wide. 

Grubbed  3,600     ..     10 

Graded  5,025     „     10 

Walled  with  stone,   1725     ..        3  ,,  by  2  to  3  feet  high. 

Made  1  culvert,  16  feet  long,  9  feet  wide  by  4  feet  high. 

Built  a  tool-house  near  the  Peachland  Wharf,  8  feet  by  10  feet,  for  the  safe  storage  of 
Government  road  tools,  of  2  by  -i-inch  scantling,  shed  roof  boarded  and  shingled  ; 
sides  boarded  and  battened  ;  provided  with  double  doors,  fitted  with  hinges  and  lock. 

West  Side  of  Okanagan  Lake. 

Built  a  new  culvert  over  Six-Mile  Creek,  near  the   1 6th  mile.     Old  one  in  a  dangerous 

condition. 
Put  in  4  new  stringers,  16  feet  long  on  bank  sills,  and  covered  with  3-inch  plank ;  graded 

up  the  approaches  with  gravel. 
Dug  a  ditch  fi'om  a  spring  on  side  of  road  near  the  20|-  mile,  which  was  running  down 

wheel  track  and  cutting  up  the  road. 
Filled  in  around  the  south  abutment  of  Whiteman's  Creek  Bridge  with  heav}'  rock  to 

protect  the  foundation  from  further  undermining  by  high  water. 
Cut  out  jams  of  timber  brought  down  by  extreme  high  water  in  Siwash  and  Whiteman's 

Creeks,  which  was  piled  up  at  the  bridges  crossing  these  creeks. 
Repaired  washouts  at  the  12th,  14th  and  22nd  miles. 
Strengthened  the  wing-dam  previously  built  on  Whiteman's  Creek  to  confine  the  water 

in  its  channel. 
Hauled  logs  and  built  a  temporary  glance  crib  to  confine  high  water  in  channel  of  White- 
man's  Creek  and  protect  road  from  being  washed  out. 
Repaired  washouts  and  slides  at  the  12th  and  17th  miles. 
Built  a  new  bridge  over  Short's  Creek  and  graded  the  approaches.     Bridge,  27-foot  span, 

12  feet  wide  and  5  feet  high  ;  crib  abutments  filled  with  rock  ;  made  general  repairs. 
Forest  cleared       500  feet,  18  feet  wide. 
Grubbed  100     m     12 

Graded  600     ..     12 

Ditched  150     m       3 

Cribbed  100     .,12 

Excavated  earth  400     it     12         n         4  feet  deep. 
Filled  in  200     m       3  feet  deep. 

Gravelled  200     m      12  feet  wide,   10  inches  deep. 

,     Made  3  culverts,  averaging    3  feet  long,  12  feet  wide,  2  feet  high. 
Built  1  bridge,  27  «         12         ..  5         „ 

Trunk  Road  (from  head  of  Swan  Lake  to  Enderby). 

Hauled  gravel  and  laid  it  on  the  Main  Road  between  the  14th  and  15th  miles,  north  of 
the  Towm  of  Armstrong,  830  feet  in  length,  6  feet  wide  by  8  inches  deep ;  opened 
up  side  ditches ;  lengthened  box  drains  to  suit  new  width  of  road  ;  hauled  gravel  to 
fill  up  rut  holes  near  Lansdowne.  Between  the  13th  and  14th  miles,  south  of  Arm- 
strong, cleared  the  right-of-way  of  timber  and  brush ;  blasted  out  stumps ;  put  in 
cribbing  to  hold  up  slopes  on  steep  side-hills  ;  widened  out  narrow  and  dangerous 
embankments ;  cut  duwn  steep  pitches  and  filled  up  low  places  ;  carried  on  the  work 
of  general  repairs  and  improvements  from  November  16th  to  December  7th,  when 
the  work  was  shut  down  on  account  of  frost.  The  road  formation  being  on  clay, 
considerable  gravelling  will  be  required  to  be  hauled  and  deposited  next  spring,  after 
the  work  of  ditching  and  crowning  up  has  been  completed. 


Forest  cleared         600  fe( 

5t,  10 

Graded                  1,200     , 

,     24 

Ditched                    320     . 

2 

Cribbed                    460     r 

Excavated  earth     880     < 

,     24 

Filled  in                   730     . 

,     17 

Gravelled               1,000     . 

,       6 
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n  18  inches  deep. 

2  to  8  feet  high. 
2 
4 
11  8  inches  deep. 

Made  4  culverts,  averaging  15  feet  by  18  inches  by  12  inches. 
The  work  thus  far  has  been  carried  on  in  a  substantial  and  workmanlike  manner. 

Hauled  gravel  and  deposited  on  road  between  the  9th  and  10th  miles,  near  Larkin,  and 
between  the  13th  and  16th  miles,  near  Armsti'ong,  to  a  total  length  of  5,960  feet,  6 
feet  wide  and  8  inches  deep.  The  work  was  stopped  on  the  17th  of  May,  the  appro- 
priation having  been  exhausted. 

(Enderby  Section.) 
Blackburn  Road. 

Branches  oflF  the  Enderby-Mara  Road  two  miles  north  of  Enderby,  on  the  east  side  of  the 
Spallumcheen  River,  and  runs  north-easterly  a  mile  and  a  half  to  settlers'  pre- 
emptions. 

Brushed  out  and  graded  the  road  and  made  it  passable  for  teams. 

Forest  cleared     1,350  feet,  25  feet  wide. 

Grubbed  1,350     ,,12 

Graded  1,350     „      10 

Filled  in  170     i,      10  ,,  18  inches  deep. 

Enderby-Vernon  Road. 

Graded    2,790  feet  of  the  main  road    from    Enderby  Town   south,   8  feet   wide  and   4 

inches  deep. 
Deposited  gravel  at  various  places  in  town  of  Enderby  to  the  length  of  1,350  feet,  8  feet 

wide  and  4  inches  deep. 

Fortune's  Bridge  and  Fill. 

Commenced  to  take  down  the  old  bridge  near  A.  L.  Fortune's  on  August  9th,  and  with 
the  available  timber  erected  a  temporary  bridge  for  the  accommodation  of  the 
travelling  public  and  settlers. 

Filled  in  ends  100  feet  long,  14  feet  wide  and   1  foot  deep. 

Hewed  the  necessary  timber  for  new  structure  and  delivered  it  on  the  site. 

Made  2  culverts,  averaging  14  feet  long  by  4  feet  wide  by  2  feet  deep. 

Erected  a  new  bridge  on  the  old  site,  consisting  of  one  50-foot  span,  King  truss,  set  on 
framed  bents  10  feet  high;  4  corbels,  each  8  feet,  10  by  14  inches;  4  stringers  of 
tamarac,  each  52  feet  feet  long,  10  by  14  inches;  truss  beams,  28  feet,  10  by  14 
inches;  braces,  10  feet,  8  by  10  inches;  sway  brace  10  by  10  inches;  truss  rod, 
1^  inches  in  diameter.  Approaches  to  the  truss  consist  of  5  openings  of  20  feet  span 
each,  set  on  framed  bents;  average  height,  9  feet;  caps,  18  feet,  12  by  12  inches; 
corbels,  8  feet,  10  by  14  inches;  stringers,  10  by  14  inches,  4  to  each  bent.  All 
drift-bolted  throughout  and  floored  with  3-inch  fir  plank,  16  feet  long  and  4-inch 
hand-railing.  The  ends  are  cribbed  up  with  wing  walls  and  filled  in  with  earth  and 
stone.  Length  over  all,  150  feet.  The  earth  fill  is  250  feet  in  length,  and  runs  in 
depth  from  grade  to  10  feet;  sloped  U  to  1  and  14  feet  on  top  ;  gravelled  with  one 
coat  of  shelled  rock.  The  steep  grade  to  the  last  approach  was  cut  down  and  material 
utilised  to  make  up  the  fill.  The  road  on  the  west  end  at  embankment  was  graded 
up  and  improved  for  a  length  of  600  feet.  The  work  was  completed  on  October  1  2th, 
and  is  a  good  and  substantial  job. 

Logan-Dale  Road. 

Repaired  the  settlers'  road,  known  as  the   Logan-Dale   Road,   on  the  east  side  of  the 

Spallumcheen  River,  3  miles  north  from  Enderby. 
Cut  out  brush. 
Ditched,  graded  and  levelled  off  roadbed. 
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Mabel  Lake  Road. 

Extends  8  miles  in  an  easterly  direction  from  Enderby,  on  the  north  side  of  Spallumcheen 

River. 
Widened  the  right-of-way  of  timber  and  brush. 
Blasted  out  stumps. 

Ditched  and  graded  roadbed  in  wet  places. 
Made  and  repaired  culvert. 
Improved  the  road  near  the  8th  mile  for  a  length  of  1,500  feet,  locating  it  on  higher  and 

dryer  ground, 
Straightened  the  alignment  and  eased  steep  grades. 
Made  general  repairs  throughout. 
This  road  runs  through  a  thickly-timbered   country,  and  will  require  a  large  amount  of 

work  to  make  it  first-class.     It  is  now  in  fairly  good  shape  for  the  amount  of  travel 

and  hauling  to  be  done. 
Forest  cleared     600  feet,  25  feet  wide. 


Grubbed 

600 

12 

Graded 

3,600 

20 

Ditched 

1,000 

3         M          18  inches  deep. 

Cribbed 

70 

3  feet  high. 

Filled  in 

30 

12     II    wide,  2  feet  high. 

Gravelled 

300 

8          11           7  inches  deep. 

Made  8  culverts,  averaging  14  feet  long,  3^  feet  wide  by  2  feet  high. 
Mara-Enderby  Road  (24th  to  30th  mile). 

Improved  a  piece  of  the  main  road  near  the  27th-mile,  40  feet  long,  22  feet  wide ;  re- 
built culverts  Nos.  101,  102,  103,  122,  123  and  124. 

Salmon  Arm  Road. 

Removed  fallen  timber  from  roadway  near  the  32nd  mile  and  graded  road  near  the  26th 

mile. 
Built  a  tool-house,  12  by  16  feet,  at  Enderby,  for  the  safe  storage  of  Government  road 

tools ;  used  2  by  4-inch  scantling ;  roof  boarded  and  shingled  ;  sides  boarded  up  and 

battened ;  provided  with  double  doors,  hinges  and  lock. 
Filled  in  washouts;  built  1  culvert,   18  feet  by  4  feet  by  2  feet,  and  kept  the  piers  of 

Enderby  Bridge  clear  of  floating  timber  during  high  water  in  Spallumcheen  River. 

Mara-Enderby  Road. 

This  road  runs  through  an  agricultural  district  on  the  east  side  of  the  Spallumcheen 
River,  connecting  Mara,  JNIara  Lake  and  Enderby — 15  miles.  Made  general  improve- 
ments during  July  between  the  33rd  and  36th  miles  ;  widened  the  roadway  by  taking 
out  timber  and  stumps ;  graded  and  ditched. 

Forest  cleared      960  feet,  45  feet  wide. 

Grubbed  650     m     20 

Excavated  rock,     20     n      12        n  2  feet  deep. 

Filled  in  70     -i     14        h  1^-       ,< 

Continued  the  work  of  improving  the  road  during  August. 

Forest  cleared       950  feet,  30  feet  wide. 

Ditched  210     ..       2^      m 

Stoned  50     II       8 

Gravelled  215     u       8        m  8  inches  deep. 

Made  1  culvert,  16  feet  long,  5  feet  wide  by  2  feet  deep. 

Made  some  needed  repairs  near  the  south  end  of  Mara  Lake,  on  the  east  and  west  sides 
of  the  river.  Hauled  gravel  and  rock  to  fill  up  chuck  holes ;  ploughed  and  scraped 
off  the  top  of  three  steep  grades.  This  road,  as  far  as  improved,  is  now  of  a  more 
permanent  character.  The  country  through  which  it  traverses  is  low-lying  and 
thickly  timbered,  and,  in  consequence,  road  building  is  expensive.  The  balance  of 
the  unimproved  section  is  in  a  rough  and  soft  state,  and  in  places  almo.st  impassable. 
A  considerable  quantity  of  farm  products  pass  over  this  I'oad  to  Mara  Station  for 
shipment  to  various  points. 
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Cut  out  and  removed  fallen  timber  blown  over  15  miles  of  road  by  the  heavy  gale  of 
March  12  th. 

Made  some  necessary  repairs  between  the  33rd  and  34th  miles  ;  ditched  for  a  length  of 
340  feet,  2  feet  wide;  gravelled  40  feet,  6  feet  wide  and  10  inches  deep.  Removed 
obstructions  from  under  the  creek  bridges  during  high  water ;  tightened  up  truss 
rods  and  the  nuts  on  the  Mara  swing  bridge.  No.  410,  and  removed  log  jams  from 
around  the  piers. 

Removed  obstructions  of  drift  wood  and  guarded  the  Mara  swing  bridge  during  the  log 
drive. 

Penticton-Nickel  Plate  Road. 

This  road  was  constructed  between  the  months  of  June  and  December,  1900,  by  M.  K. 
Rodgers,  assisted  by  a  Government  grant  of  .$4,000,  and  extends  from  Penticton,  at 
the  foot  of  Okanagan  Lake,  in  a  south-westerly  direction  a  distance  of  about  30  miles 
to  the  Nickel  Plate  Mining  Camp,  where  hundreds  of  mining  claims  are  located. 
The  camp  is  situated  on  20-Mile  Creek,  a  tributary  of  the  Similkameen  River,  and 
is  6,500  feet  above  sea  level.  A  large  amount  of  work  is  being  carried  on  in  the 
way  of  developing  and  prospecting,  and  the  results,  so  far,  are  verj'  encouraging. 

Rebuilt  bridge  desti-oyed  by  forest  fires  raging  in  this  part  of  the  district.  This  bridge, 
which  spans  a  gulch,  is  situate  about  a  mile  west  of  Fish  Lake,  near  Tenas  Creek, 
and  is  45  feet  long,  15  feet  high  by  16  feet  wide ;  cribbed  abutments  filled  with  rock 
and  earth ;  4  stringers  of  round  fir,  barked  and  adzed  off  to  a  4-inch  face ;  covered 
with  fir  poles,  flattened  ;  hand-rail  posts  and  braces  of  round  fir  poles.  Burnt  crib- 
bing was  renewed  and  road  widened  out  in  narrow  spots. 

Cribbed  120  feet,  2  to  4  feet  high. 

Excavated  rock        225     ti     5  feet  deep. 

Graded  3,000     m     4  feet  wide. 

Excavated  rock  60     n     3  n 

This  road,  for  a  considerable  length,  is  built  on  very  steep  earth,  solid  and  loose  rock 
slopes,  and  is  dangerously  narrow  in  spots  for  heavy  freight  teams,  notably  between 
Fish  Lake  and  the  Rustle  House,  a  distance  of  about  3  miles,  and  also  between 
Clarke's  and  the  summit,  a  distance  of  12  miles,  is  very  narrow,  being  from  6  to  9 
feet  in  width.  In  October  it  was  necessary  to  put  on  a  foreman  and  five  men  to 
clear  out  earth  and  loose  rock  that  had  fallen  down  on  the  inside  of  road  between 
last-mentioned  points,  clean  out  ditches,  put  in  pole  drains  and  make  general  repairs 
to  enable  freighters  to  get  through  with  provisions  and  machinery.  A  large  amount 
of  work,  in  the  way  of  widening  out  roadbed,  ditching  and  gravelling  wet  places,  will 
be  requii'ed  to  be  done  before  the  road  is  in  proper  shape  for  the  heavy  trafiic  which 
is  gradually  increasing.  One  3|-ton  i^oller,  1  road  grading  machine  and  6  tool- 
grinders  were  procured  and  used  in  the  District,  and  have  given  perfect  satisfaction. 


East  Riding — South  Division. 

Keremeos-20-Mile  Creek  Road  (construction). 

This  road  was  built  as  a  means  of  supply  for  the  town  of  Hedley,  on  20-Mile  Creek,  and 
points  beyond,  and  is  20  miles  long.  Starting  from  Keremeos,  it  passes  through  some 
good  agricultural  land — bench  and  bottom — and  there  are  about  15  settlers  along  its 
route.  Hedley,  at  the  present  time,  has  about  100  inhabitants,  and  there  is  a  large 
Indian  Reserve  in  close  proximity ;  in  the  town  there  is  a  saw-mill  in  operation. 
There  are  a  number  of  good  mining  prospects  in  the  neighbourhood,  but  the  Nickle 
Plate  Mining  Company  is  the  only  one  operating  their  property,  and  it  is  the  inten- 
tion of  that  company  to  treat  their  ore  at  the  town  of  Hedley,  where  they  are  now 
erecting  machinery  ;  consequently,  this  road  will  be  their  only  means  of  transportation 
during  the  coming  winter  and  spring.     A  mail  route,  but  no  regular  mail. 
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Excavated  rocks;  widened  grades;  .straightened  alignment;  cleaned  out  and  levelled  up 
grades;  cut  back  timber;  blasted  overhanging  rocks  and  made  a  new  piece  of  grade 
about  3  miles  from  Keremeos,  above  high  water  of  Similkameen  River. 

Excavated  earth  595  feet  by  12  feet  bv  3  feet. 

Filled  in  40       „        12       ,.    "  3     „ 

Camp  McKinney-Rock  Creek  Road  (construction). 

This  road,  which  commences  2  miles  east  of  Camp  ]\lcKinney,  has  been  completed  for  a 
distance  of  4  miles.  It  runs  through  a  heaA  ily-timbered  country,  and  will,  when 
completed,  be  considerably  shorter  than  the  old  road  to  Rock  Creek  Camp,  and  will 
also  be  a  means  of  communication  with  the  various  mining  camps  in  the  vicinity  The 
agricultural  interests  are  considerable  in  the  adjoining  districts  of  Anarchist  Mountain 
and  Rock  Creek,  though  the  number  of  settlers  along  the  route  of  the  road  are  few. 
A  saw-mill  at  Camp  McKinney  supplies  lumber  to  the  settlers  and  mines  adjacent. 
Two  mining  properties  are  in  operation  at  Camp  McKinney,  the  Cariboo  and  AVaterloo 
Mines,  and  there  is  some  placer  mining  on  Rock  Creek.  The  stage,  with  the  mail, 
runs  by  the  old  road  at  present,  from  Midway. 

Completed  21,100  feet  of  this  road.  The  formation  is  of  a  rocky  nature,  necessitating 
pick  and  shovel  work  throughout.  Grubbing  and  clearing  right-of-way  was  also 
heavy  work. 

Forest  cleared       24,000  feet,  30  feet  wide. 

Grubbed  22,000     h     12 

Graded  11,455     n      10 

Excavated  earth     9,645     m        2  i>  by  8  feet. 

Ditched  400     -       2 

Two  culverts,  averaging  4  feet  by  16  feet  by  2  feet  deep. 

Three  bridges,  40  feet  by  16  feet ;  30  feet  by  16  feet ;  109  feet  by  16  feet  by  14  feet. 

Keremeos  Creek  Crossing-Fish  Lake  Road  (construction). 

The  length  of  this  road  is  5-},  miles,  and  its  starting  point  is  Keremeos  Creek  Crossing, 
from  whence  it  passes  through  a  rocky  canyon,  which  widens  out  towards  its  upper 
end.  The  purposes  of  the  road  are  for  the  development  of  mineral  claims  and  to  give 
access  to  the  Nickle  Plate  Mine  from  Keremeos  and  district  adjoining,  and  to  le-s.sen 
the  distance  and  grade  between  Keremeos  and  Penticton.  There  is  an  Indian 
reserve  at  its  lower  end,  and  a  few  ranches  towards  the  upper  part  of  the  road. 
Many  good  mineral  properties  lie  in  the  vicinity,  and  there  is  a  saw-mill  about  a  mile 
from  the  lower  end  of  the  road.  Number  of  settlers,  3.  The  only  mining  property 
in  operation  is  the  Nickle  Plate  Mine,  though  there  are  many  other  mineral  claims 
not  yet  being  worked. 
This  road  is  of  a  fairly  uniform  grade  throughout  its  entire  length,  the  first  300  yards 
being  composed  of  broken  rock,  gravelled  over.  The  course  of  Keremeos  Creek  is 
followed  to  near  Fish  Lake,  whence  a  level  grade  has  been  obtained  along  the  west 
side  of  the  lake,  from  there  rising  gradually  to  its  junction  with  tho  Penticton-Nickle 
Plate  Mine  Road. 


3  feet. 
21  It 
2i    „ 


Built  3  culverts,  averaging  6  feet  by  16  feet  by  2|  feet. 

Built  7  bridges,  averaging  27  feet  by  16  feet  by  H  feet,  of  fir  tinil>er  covering,  5  in.  thick. 

White  Lake-Keremeos  Road  (repairs). 

The  length  of  this  road  is  21  miles,  and  its  starting  point  is  White  Lake.  The  nature  of 
the  country  is  both  agricultural  and  mining.  The  road  traverses  the  valley  in  which 
is  situated  Horn  Lake.     Crosses  the  divide,  descending  into  the  Keremeos  Valley, 


Forest  cleared 

29,040  feet  b 

y30 

Grubbed 

28,000 

8 
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10,243 
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8 
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which  it  follows  to  Keremeos,  passing  through  the  mining  camp  of  Olalla.  The  purposes 
of  the  road  are  for  a  means  of  supply  for  Keremeos,  Olalla,  and  an  outlet  for  the  ranches 
situated  thereon.  All  the  agricultural  land  in  the  vicinity  of  the  road  is  taken  up, 
cattle  and  hay  being  the  principal  products  ;  some  fruit  is  also  raised.  The  mining 
interests  are  important,  though  the  only  mining  property  under  development  is  the 
Olalla.  There  is  a  saw-mill  about  2  miles  from  Olalla.  Number  of  settlers  about 
16.     This  road  is  part  of  the  Pentic ton- Keremeos  mail  route. 

Several  alterations  of  grades  have  been  made  on  this  road  to  avoid  wash  of  water  in 
spring.  At  the  summit  excavated  26  feet  by  8  feet  by  21  feet  in  smooth  bed-rock, 
and  filled  to  the  depth  of  6  inches  with  broken  rock,  and  gravelled;  raised  the 
grade  descending  on  the  north  side  3  feet  in  the  centre  of  its  length,  to  give  a 
uniform  grade  throughout.  The  rocks  on  the  grades  along  Horn  Lake  have  been 
cleared  out,  banks  sloped,  and  grades  raised  on  the  lower  side ;  filled  ruts  both  sides 
of  summit,  and  between  there  and  Keremeos ;  re-covered  and  repaired  culverts. 

Filled  in  420  feet,  10  feet  wide,  2  feet  deep. 

Excavated  earth     450     n        9  n  3  ir 

Gravelled  160     ..       7         n  6  inches  deep. 

Ditched  500     ..       2 

Made  1  culvert,  15  by  14  by  2  feet. 

Fairview-Penticton  Road  (repairs). 

This  road  is  the  mail  route  between  Penticton  and  Fairview,  and  is  26  miles  long.  The 
country  through  which  it  passes  is  principally  adapted  to  grazing,  though  there  are 
some  bench  and  bottom  lands  cultivated,  and  fine  meadows  of  clover,  etc.,  in  the 
neighbourhood  of  Penticton.  The  agricultural  interests  are  being  developed,  the 
principal  products  being  cattle,  hay  and  fruit.  The  mining  interests  are  considered 
important,  and  the  working  claims  include  the  Stemwinder  Mine  at  Fairview,  while 
extensive  development  work  is  also  being  done  on  the  Dominion  Mine  and  other 
properties.  The  lumbering  interests  are  also  looked  after,  there  being  a  saw-mill  at 
Fairview  and  another  at  Penticton.  The  number  of  settlers  along  the  road  is  about 
and  an  Indian  re.serve  is  also  traversed  by  this  road. 

Excavated  rocks,  ditched,  raised  and  gravelled  the  road  at  Victoria  Creek. 

Made  an  alteration  in  the  road  about  4  miles  from  Fairview,  to  avoid  steep  hill. 

Repaired  aud  cleaned  out  culverts. 

Ditched     1,200  feet,  3  feet  wide. 

Gravelled  1,772     it     7         m  6  inches  deep. 

Filled  in    2,710     ,.     2         „  1  foot  deep. 

Graded      2,450     „     9 

Made  2  culverts,  averaging  7  feet  by  14  feet  by  3  feet. 

Fairview-Osoyoos  Road  (roads  in  vicinity  of,  repairs). 

The  length  of  this  road  is  12  miles,  its  starting  place  being  Fairview.  It  runs  on  the 
west  side  of  the  Okanagan  Valley,  the  country  ti-aversed  being  principally  pastoral 
land,  and  there  is  a  scarcity  of  timber.  This  road  is  intended  as  an  outlet  for  settlers 
at  Anarchist  Mountain,  in  Okanagan  Valley,  and  the  adjacent  part  of  Similkameen 
Valley. 

Built  a  bridge  across  a  dry  gulch  to  the  east  of  the  Government  buildings,  an  easy  grade 
approaching  it  from  the  north,  the  south  side  being  level. 

Cleaned  out  ditches,  levelled  up  grades,  repaired  and  re-covered  culverts, 

Graded  420  feet  by  10  feet. 

Excavated  earth     80       n        15  feet  by  5  feet. 

Filled  in  364       „        12         ,,     1     „ 

Built  1  bridge  22         n   16     .. 

Made  2  culverts,  averaging    16  n     6     n  by  3  feet  by  5  feet. 

Okanagan  Falls-Rock  Creek  Road  (repairs). 

The  length  of  this  road  is  56  miles,  and  its  starting  point  is  Okanagan  Falls,  where  it 
connects  with  the  Fairview-Penticton  Road.  The  road  follows  the  Okanagan  Valley 
for  the  first   16   miles    principally  through  an  agricultural  and   pastoral  country; 
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thence  rises  through  a  forest  country  to  Camp  McKinney,  and  descends  to  Rock 
Creek,  in  the  Kettle  River  Valley,  through  agricultural  and  grazing  lands.  The 
agricultural  interests  of  the  section  tra^-ersed  are  tlierefore  important,  cattle,  horses, 
hay  and  grain  being  produced.  The  settlers  along  this  road  number  about  25.  It 
is  the  mail  route  from  Camp  McKinney  to  Rock  Creek,  and  is  a  means  of  supply  for 
Camp  McKinney,  and  also  connects  the  Okanagan  and  Kettle  River  Valleys. 

Levelled  up  road. 

Raised  and  repaired  the  retaining  wall  along  Vaseau  Lake. 

Gravelled  the  roadbed. 

Built  a  new  piece  of  road  connecting  this  road  with  the  road  to  Fairview  from  Camp 
McKinney,  which  has  shortened  the  distance  and  lessened  the  grade  ;  rocks  blasted 
out  on  grades  and  ruts  filled. 

Cleaned  out  ditches,  repaired  and  re-covered  culverts  ;  corduroyed  several  soft  places 
between  Camp  McKinney  and  Rock  Creek ;  cut  away  timber  overhanging  road. 


Graded                  1,370  feet 

bv  10  feet  wide. 
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wide 
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1    foot. 

Filled  in                8,350 
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Fairview-Kerbmeos  Road  (repairs). 

This  i"oad,  which  is  17  miles  long,  starts  from  Fairview  and  passes  through  forest,  grazing 
and  agricultural  lands.  Large  numbers  of  cattle  are  raised  here  ;  also  horses,  hay 
and  fruit.  There  are  about  25  settlers,  also  an  Indian  village.  The  road  is  a  means 
of  connection  between  the  towns  of  Fairview  and  Keremeos  and  the  districts 
adjoining.  Mining  properties  in  the  neighbourhood  are  already  mentioned  in  fore- 
going paragraphs. 

Repaired  and  re-covered  culverts. 

Excavated  rocks. 

Cleaned  out  grades. 

Straightened  the  road  at  a  point  near  Mrs.  Daly's  ranch,  and  lessened  the  grade  thereby. 

Okanagan  River  Bridge  (construction). 

The  length  of  this  bridge  is  114  feet,  and  it  crosses  the  Okanagan  River  at  a  point  2| 
miles  from  Fairview,  connecting  Fairview  with  the  Okanagan  Falls,  Rock  Creek 
Road. 

Penticton-Beaverton  Trail  (35  miles). 

Cleared  out  and  cut  away  fallen  and  overhanging  timber. 
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Lillooet  District. 


West  Riding. 
J.  S.  Bell,  Superintendent. 

Lillooet-Lyttox  Road  (22  miles). 

Mail  from  Lytton  twice  every  week.      Nearly  all  the  heavy  freight  for  Lillooet  and  the 

Bridge  River  Mines  passes  over  this  road. 
Cleared  off  rock  and  gravel  slides  at  Big  Slide. 
Cleared  off  gravel  slides  at  Little  Slide. 
Cleared  off  sand  and  gravel  slides  near  29-mile  post. 
Filled  ruts  and  made  general  repairs  between  33  and  37-mile  posts. 
Cleared  off  rock  and  gravel  slides  from  Fraser  River  Bridge  to  45-mile  post. 
Scraped  out  sand,  150  feet  long,  10  feet  wide  and  1  foot  deep. 
Excavated  clay  bank  to  improve  a  turn,  80  feet  long,  5  feet  wide,  6  feet  high  ;    used  the 

clay  to  fill  in  on  top  of  the  sand  near  15-mile  post. 
Cleared  out  slides,  widened  turns,  filled  ruts  and  made  general  repairs  between  the  45 

and  44-mile  posts. 
Scraped  out  sand,  150  feet  long,  10  feet  wide,  2  feet  deep ;   filled  the  above  with  cement 

gravel. 
Excavated  earth  and  gravel,  1,450  feet  long,  averaging  9  feet  wide  and  3^  feet  deep. 
Built  culvert,  5  feet  wide  by  3  feet  by  12  feet,  covered  with  plank  3  inches  thick. 
Gravelled  250  feet  long,  9  feet  wide,  1  foot  deep. 
Cut  sage  brush,  1,590  feet  long,  6  feet  wide. 
Excavated  500  feet  of  sand,  9  feet  wide,  1|  feet  deep. 
Gravelled  500  feet  long,  9  feet  wide,  1|  feet  deep. 
The  above  work  is  between  the  44  and  42-mile  posts. 
Shovelled  out  slides,  filled  ruts,  and  made  general  repairs  between   the  42  and   41 -mile 

posts. 
Made  ditch  with  plow,  2,250  feet  long,  10  inches  wide  and  9  inches  deep,  to  catch  the 

snow  water. 
Gravelled  655  feet  long,  Ih  feet  deep,  9  feet  wide,  between  the  41  and  40-mile  posts,  and 

made  general  repairs. 
Repaired  and  put  a  bent  under  a  bridge  at  Little  Slide. 
Cleared  off  rock  and  gravel  slides  at  Big  Slide. 
Excavated  earth  and   gravel,  960  feet  long,   2^  feet  wide,   averaging  5i-  feet  high,  near 

27-mile  post. 
Built  a  crib  45  feet  long,  19i  feet  high. 

Filled  in  45  feet,  5J  feet  wide,  19|  feet  deep,  with  rock  and  gi-avel. 
Excavated  gravel  250  feet  long,  10  feet  wide,  2|  feet  deep. 
Cleared  out  rock  and  gravel  slides  and  made  general  repairs  between  the  39  and  38-mile 

posts. 
Excavated  180  feet  long,  4  feet  wide,  averaging  9  feet  high,  to  improve  the  turn  near  the 

38-mile  post. 
Excavated  earth  and  gravel  570  feet  long,  3  feet  wide,  4  feet  high,  near  the  27-mile  post. 
Cleared  out  slides,  filled  ruts  and  made  general  repairs  between  the  34  and  24-mile  posts. 
Built  crib  50  feet  long,  6  feet  high  ;  sloped  high  banks,  and  made  general  repairs  near 

Fraser  River  Bridge. 
Cut  a  ditch  1,600  feet  long,  1  foot  wide,  1  foot  deep,  on  upper  side  of  the  road  near  38- 
mile  post. 
Cleared  off  rock  and  gravel  slides  at  Big  Slide. 
Cleared  off  sand  and  gravel  slides  near  29-mile  post ;  and  cleared  rock  slide  at  Little  Slide. 
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Lillooet-Clintox  Road  (35  miles). 

Mail  from  Ashcroft  via  Marble  Canyon  twice  every  week.      This  is  the  old  Cariboo  Road. 

Cleared  off  slides  and  cut  ice  on  the  cut-off. 

Cribbed     126  feet,  averaging  8  feet  high,  near  Fountain. 

Filled  in    115      >i  3  feet  wide,  8  feet  deep. 

Cleared  off  gravel  slides  at  the  cut-off*  and  loose  rocks  at  G-^NIile  Hill. 

Ditched       2,660  feet  long,  averaging  H  feet  wide  and  10  inches  deep. 

Gravelled    1,530  n  9"        ..  1  foot  deep. 

Made  cut  through   I'idge   120  feet  long,  16  feet  wide,  averaging  2i  feet  deep.      Used  the 

earth  and  gravel  to  fill  low  place  in  the  road. 
Filled  old  prospect  shaft  at  the  side  of  the  road,  3  feet  by  6  l)y  80  feet  deep. 
Built  culvert,  16  by  4  by  2  feet,  covered  with  3-inch  plank. 
Made  general  repairs  to  2nd  mile  post. 
Cleared  off  gravel  slides  at  cut-off. 

Sloped  banks  and  built  stone  wall  at  6-Mile  Hill,  15  feet  long,  4  feet  high. 
Cleared  out  slides  and  made  general  repairs  to  17-mile  post. 
Cleaned  water  ditches  and  removed  loose  rocks  across  Pavilion  Mountain. 
Turned  off  snow  water  north  side  of  Pavilion  Mountain. 
Built  stone  walls  118  feet  long,  averaging  4^  feet  high,  at  the  cut-off  near  Fraser  River 

Bridge. 
Cleared  off  gravel  slide  at  cut-off  and  loose  rocks  at  6-Mile  Hill. 

Trail  west  side  of  Frasek  River  (75  miles). 

Built  bridge  across  a  gulch  opposite  Big  Bar,  20  feet  long,  7  feet  wide. 

Cleaned  out  trail  from  near  Lillooet  to  Bridge  River  Bridge. 

Cleared  off  rock  and  gravel  slides  and  made  general  repairs  from  17  to  22-mile  posts. 

Cleaned  trail  and  made  general  repairs  near  Big  Bar. 

Empire  Valley  Road  (about  11  miles). 

Cleared  out  mud  and  gravel  slides,  removed  loose  rocks  and  made  general  repairs. 

Gang  Ranch  Road  (6  miles). 

Cleared  out  earth  slides,  filled  ruts  and  made  general  repairs. 

Main  Street,  Lillooet. 

Put  down  2  street  crossings,  each  80  feet  long,  3  feet  wide  ;  plank,  2  inches  thick. 

Bridge  River  Road  (about  60  miles). 

Cleared  off  loose  rock  on  Mission  Mountain,  and  between  13  and  15-mile  posts. 

Cleared  off  rock  and  gravel  slides,  and  made  general  repairs  from   summit  of  Mission 

Mountain  to  Gun  Creek. 
Cut  out  fallen  timber,  removed  loose  rocks  and  made  general  repairs  from  Gun  Creek  to 

Lome  Mine. 
Filled  south  pier  of  Gun  Creek  Bridge  with  lock. 
Filled  south  pier  of  Tyaxon  Creek  Bridge  with  rock. 

Anderson  Lake  Trail  (20  miles). 

Cut  out  fallen  timber  from  foot  of  lake  to  Roaring  Creek. 

Cleared  off  gravel  slides,  cut  out  fallen  trees,  and  made  general  repairs  from  foot  of  lake 
to  McGillivary  Creek. 

Seaton  Lake  Trail  (18  miles). 

Cleared  out  rock  slide  near  3-mile  point.  _  ^r-    • 

Cleared  off  rock  and  gravel  slides  and  made  general  repairs  from  foot  of  lake  to  Mission. 
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Road,  Lillooet  to  Seaton  Lake  (3|  miles). 

Widened  road  at  top  of  hill  near  Indian  Reserve. 

Cleared  gravel  slides,  filled  ruts  and  made  general  repairs  from  Lillooet  to  8eation  Lake. 

Built  stone  wall  16  feet  long,  5  feet  high. 

Rip-rapped  with  rock  on  bank  of  Cayoosh  Creek,  120  feet  long,   i  feet  high,   to  prevent 

water  washing  the  road. 
Cleai-ed  off  loose  rocks  and  gravel  slides. 

Pembertov  Portage  Road  (24  miles). 

Cut  out  fallen  timber  from  Anderson  Lake  to  Poole  Creek  Bridge. 

Built  a  bridge  near  Half-way  House,  62  feet  long,  12  feet  wide,  covered  with  split  cedai. 
Built  a  bridge  over  Birkenhead  River,  truss  span.  60  feet ;  east  approach,  40  feet :  covered 
with  split  cedar  12  feet  long. 

Marble  Canyon  Road  (about  16  miles). 

Mail  route  from  Ashcroft  to  Pavilion  and  Lillooet. 

Built  a  culvert  near  The  Grange,  16  feet  wide,  4  feet  deep,  covered  with  hewed  timber  4 

inches  thick,  12  feet  long. 
Cleared  oflf  loose  rocks  and  gravel  slides  from  The  Grange  to  Hat  Creek. 
Cleared  off  loose  rocks  and  a  gravel  slide  at  the  lake. 

Trail,  Mouth  of  Bridge  River  to  North  Fork  (15  miles). 

Cleared  off  rock  and  gravel  slides  and  made  general  repairs  from  mouth  of  Bridge  River 

to  9-Mile  Creek. 
Cleared  out  gi-avel  slides  and  loose  rocks  and  made  general  repairs  from  9-Mile  Creek  to 

North  Fork. 

Hoey-Chadwick  Road  (about  11  miles). 

Cleared  out  earth  and  gravel  slides ;  removed  loose  rocks  and  made  general  repairs  from 

Cayoosh  Creek  Bridge  to  Dickey's  Ranch. 
Built  crib  under  Riley  Creek  Bridge,  1 2  feet  long,  3  feet  wide,  4  feet  high,  and  filled  with 

rock. 


East  Riding. 
A.  McDonald,  Superintendent. 

Cariboo  Main  Trunk  Road,  Sections  3  and  4  (Ashcroft  to  132-Mile  Post),  132  miles. 

The  road  from  Ashcroft  traverses  the  Thompson  and  Bonaparte  Valleys  and  Cut-oft" 
Valley,  and  over  the  Green  Timber  plateau  above  Clinton  to  Lac  La  Hache  Valley, 
following  same  to  the  132-mile  post. 

The  country  may  be  described  as  rolling,  hilly  and  mountainous.  Wayside  settlers 
(exclusive  of  the  town  of  Clinton)  number  52,  who  are  engaged,  ^principally,  in 
agriculture,  stock-raising  and  dairying.  The  mails  for  Barkerville  and  way  places 
are  carried  over  this  road  semi-weekly  in  summer  and  weekly  in  winter.  The  freight 
hauled  inwards  during  the  year  amounts  to  about  3,700,000  pounds,  distributed  as 
follows :  To  points  from  Ashcroft  to  the  150-Mile  House,  including  Dog  Creek, 
Pavilion,  and  intermediate  places,  1,300,000  pounds;  and  to  points  above  the  150- 
Mile  House,  including  Bullion,  Quesnel  Forks,  Horse  Fly,  Chilcotin,  and  to  all  points 
from  the  150-Mile  House  to  Barkerville,  2,400,000  pounds. 

Work  performed  during  the  year  between  the  49th  and  56th,  and  between  the  68th  and 
124th-Mile  posts  : 

Underbrush  cut  26,220  feet,  30  feet  wide,  each  side  of  road. 

Ditched  and  turnpiked     32,250     v       24 
1.  4,110      n       20 
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,, 
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II 
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41 
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Gravelled  20,100  feet,   16  feet  wide,   13  inches  deep. 

H  5,300  -. 

Old  gravel  rounded  up     19,800  n 

Ditched  11,475  „ 

Grubbed  1,595  n 

Filled  in  rock  145  n 

Corduroyed  110  h 

All  bad  spots  on  road  between  Ashcroft  and  Clinton  were  repaired  during  the  year  and 
the  bridges  across  the  Bonaparte  and  Cache  Creek  were  overhauled  and  made 
passable. 

Clinton-Alkali  Road,  via  Kelly's  Lake  (Clinton  to  Indian  Meadows,  near  Canoe  Creek, 
44|  miles). 

The  road  from  Clinton  follows  Cut-Off  Valley  to  Kelly's  Lake,  10  miles;  thence  along 
Kelly  Creek  Valle}",  and  thence  over  a  rolling  tableland  to  the  Indian  meadows  at 
the  junction  of  the  road  with  the  Clinton- Alkali  Road,  via  44-Mile  Post,  Main  Trunk 
Road.  The  countiy,  for  the  most  part,  is  hilly  and  mountainous,  and  with  the 
exception  of  Cut-Off  Valley,  on  account  of  high  elevation,  is  fit  only  for  stock-raising 
and  hay.  There  are  only  4  settlers  on  this  route,  2  in  Cut-Off  Valley  and  2  near  Big 
Bar  Creek.  The  mails  for  Dog  Ci-eek  and  Alkali  Lake  and  way  places  are  carried 
over  this  route,  in  order  to  supply  the  Big  Bar  post  office.  This  road  is  the  outlet 
for  the  settlers  at  Big  Bar  and  Crow's  Bar,  on  the  Fraser  River, 

Work  performed  during  the  year  between  the  50  and  72-mile  posts  : — 

Forest  cleared      5,685  feet,  15  feet  each  side  of  i-oad. 


Graded                  6,560 

II 

4  feet  wide. 

Excavated  earth  4,520 

II 

3 

li  feet  deep. 

rock       420 

4 

H                  M 

Filled  in  earth     3,660 

8 

1 

Ditched                 8,425 

2 

1 

Gravelled              6,070 

9 

10  inches  deep 

Dug  up  rocks          820 

8 

II 

Cribbed                    185 

2h 

feet 

high. 

Made  7  culverts,  averaging  15  feet  by  4  feet  by  2  feet. 
Built  1  bridge,  15  feet  by  14  feet  by  4  feet. 

Clinton-Alkali  Road,  via  44-Mile  Post,  M.  T.  Road  (Clinton  to  Springhouse,  97  miles). 

Leaving  the  44-Mile  Post,  the  road  traverses  a  comparatively  level  country  to  the  60-Mile 
Post ;  thence  over  rolling  hills  to  Canoe  Creek  Valley ;  thence  doM'n  the  valley  and 
over  Canoe  Creek  and  Dog  Creek  mountains  to  Alkali  Lake  Valley ;  thence  to  the 
high  tableland  at  Springhouse.  Wayside  settlers  number  14,  who  are  engaged  in 
agriculture  and  stock-raising.  All  the  freight  from  Ashcroft  for  Canoe  Creek, 
Empire  Valley,  Gang  Ranch,  Dog  Creek  and  Alkali  Lake  goes  via  this  road. 

Work  performed  for  the  year  between  the  46  and  133-mile  posts  : — 

Forest  cleared     15,210  feet,  30  feet  wide. 

Graded  6,440     .,        5 

Filled  in  earth      3,570     n       9         n         1  foot  deep. 

Excavated  earth  9,740     n        5  «  Ih       « 

6,690     -       4         II         r 

Dug  up  rocks        9,720     n        8  it 

Gravelled  4,810     n        9  m        10    inches  deep. 

Grubbed  6,050     n       9 

Canoe  Creek-Churn  Creek  Ferry  Road   (11  miles). 

This  road  intersects  the  Clinton-Alkali  Road  at  Canoe  Creek  House  and  follows  the 
benches  of  Fraser  River  to  the  ferry  ;  thence  connecting  with  the  roads  to  Empire 
Valley  and  Gang  Ranch,  in  West  Lillooet.  With  the  exception  of  the  hay  and  grain 
ranch  of  the  British  Columbia  Cattle  Co.,  the  ranches  en  route,  also  owned  by  the 
same  company,  owing  to  scarcity  of  water,  are  adapted  only  for  grazing  purposes. 
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Work  performed  during  the  year  :— 

Excavated 

2,100  feet,     4  feet  wide. 

10 

feet  deep 

,, 

4,425 

4 

u 

n 

Gravelled 

120 

,       9 

10 

inches  deej 

Filled  in 

80 

,     16 

2 

feet  deep. 

Rock  wall 

56 

1        6  feet  high, 

Cribbed 

25 

1        5         II 

Hat  Crkek  Roau  (Hat  Creek  to  Marble  Canyon,  14  miles). 

The  road  follows  the  valley  of  Hat  Cr^ek,  on  either  side  of  which  are  rolling  hills  covered 
with  bunch  grass  and  timber.  There  are  2  settlers  in  the  valley,  engaged  in  agri- 
culture and  stock-raising.  The  Ashcroft-Lillooet  mails  are  carried  over  this  route 
semi-weekly  during  the  year. 

Graded  980  feet,  3  feet  wide. 

Excavated  1,540     m     4  u  1|  feet  deep. 

Filled  in  85     n     6         .,  T 

Re-covered  with  round  timber   1  bridge,  20  feet  by  14  feet. 
II  II  1        II        18        II        14      II 

.  II  1        „        10        II        14      II 

Made  general  repairs  Hat  Creek  to  Marble  Canyon. 

Upper  Hat  Creek  Road  (Marble  Canyon  to  Pocock's,  12  miles). 

Road  follows  the  valley  of  Hat  Creek.  The  valley  is  a  succession  of  rolling  hills,  covered 
with  bunch  grass  and  scattering  timber.  There  are  7  settlers  engaged  in  agriculture 
and  stock-raising. 

Filled  ruts  and  washouts  and  made  general  surface  repairs. 

Forest  cleared  650  feet,  50  feet  wide. 

Excavated  earth  1,340     m        4  m  1  foot  deep. 

Graded  1,120     m        4  n  4  feet  wide. 

Filled  in  520     „       9         n  1^ 

Replaced  unsound  timbers  and  overhauled  all  bridges. 

Big  Bar  Road  (Mountain  House  to  Big  Bar,  12  miles). 

This  road  connects  with  the  Clinton- Alkali  Road  via  Kelly's  Lake,  and  follows  Big  Bar 
Creek  to  the  settlement  on  the  benches  of  the  Eraser  River.  There  are  four  settlers 
engaged  in  farming  and  stock-raising.  A  hydraulic  mining  company  has  a  plant 
operating  on  a  bench  of  the  Eraser.  Five  men  are  employed.  A  mail  is  carried  over 
the  road  to  the  Big  Bar  post  office,  weekly,  duiing  the  year. 

Graded  485  feet,  3  feet  wide. 

Filled  in  105     n     6  n  10  inches  deep. 

Excavated  earth  940     n     4  n  1  foot  deep. 

Made  general  repairs  to  road. 

Upper  Dog  Creek  Road  (Dog  Creek  to  Big  Lake,  22  miles). 

Connects  with  Clinton-Alkali  Road  at  Dog  Creek  and  follows  the  valley  to  Big  Lake. 
This  section  is  for  the  greater  part  sloping  hills  and  mountains,  covered  with  bunch 
grass  and  scattering  timber.  There  are  4  settlers  engaged  in  agriculture  and  stock- 
raising. 

Excavated  earth  2,250  feet,  2^  feet  wide,  Ih  feet  deep. 

Filled  in  160     ,i     6^         ,i  l' 

Gravelled  420     n     9  u  1 

Built  1  bridge,      18  feet  by  12  feet  by  6  feet. 
II         1  culvert,     12         n  4         n         2      n 

Dog  Creek-Bridge  Creek  Road  (Colin's  to  Bridge  Creek,  30  miles). 

Constructed  as  a  winter  road  for  the  hauling  of  grain  from  Dog  Creek  to  the  Main  Trunk 
Road.  The  country  traversed  is  rough  and  broken,  and,  being  on  a  high  elevation, 
is  covered  with  pine  timber  and  wild  hay  meadows. 
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Cut  out  fallen  timber  and  made  general  repairs. 
Cut  underbrush       520  feet,  25  feet  wide. 
Forest  cleared       ],250     .,      40 

Excavated  earth     575     t,        4  m  2  feet  deep. 

Dug  up  rocks  760     n        9  •< 

Cut  out  timber  7.600  n  long,  .30  feet  wide  for  new  sleigh  road  south  of  the  Meason 
Meadows. 

Raphael's  to  Piceo.v  axd  Measgn's  Road  (Raphael's  to  Meason's,  40  miles). 

The  country  tra\ersed  is  comparatively  level  the  entire  distance,  and,  with  the  exception 

of  the  Dog  Creek  Valley  and   Dog  Creek  Mountain,  is  covered  with   fine  timber. 

Being  on  a  high  elevation,  no  farming  is  carried  on,  but  it  is  a  good  grazing  section. 

By  this  road  the  distance  from  Clinton  to  Alkali  Lake  is  shortened  8  miles,  avoiding 

the  detour  via  Dog  Creek. 
Excavated  earth  4,800  feet,  2  feet  wide,  10  inches  deep. 
Ditched  380     .-     U       ■•  1  foot  deep. 

Built  bridge  12     ..   10"       „  3  feet. 

Made  2  culverts,        12     n     4         n  3     << 

Made  general  surface  repairs. 

Bridge  Creek-Canim  Lake  Road  (24  miles). 

Connects  w4th  the  Main  Trunk  Road  at  Bridge  Creek  and  follows  its  valley  to  Canim 
Lake.  The  country  traversed  is  level  and  covered  with  grass  and  scattering  timber. 
The  road  is  used  by  settlers  and  also  by  prospectors  in  the  Canim  Lake  and  Clear- 
water sections. 

Built  bridge,  4  stringers,  45  feet  long. 

Hewed  covering  56         m  10  feet  wide. 

Hand-rail  and  ribbon  put  on. 

Filled  in  earth        106  feet,  4  feet  wide,  1  foot  deep. 

Excavated  earth      45     m     4  n  2  n 

McKinlay-Horsefly  Road  (4  miles). 

This  road  extends  from  the  103-Mile  Post,  Main  Trunk  Road,  to  the  intersection  with  the 
108-Mile-Horsefly  Road,  and  passes  over  a  comparatively  level  section,  covered  with 
grass  and  timber. 
Corduroyed    95  feet,  12  feet  wide. 
Gravelled       40     ..      10  «  12  inches  deep. 

Made  general  surface  repairs. 

108-Mile-Horsefly  Road  (50  miles). 

Leaving  the  108-^Hile  House,  the  road  traverses  rolling  hills  covered  with  timber  and  grass 
a  distance  of  9  miles  ;  thence  over  a  comparatively  level  country,  covered  with 
timber,  to  Harper's  Camp,  Horsefly.  Little  or  no  agriculture  is  carried  on,  there 
being  but  one  settler  on  the  route.  Scarcely  any  traffic  passes  over  the  road  at 
present. 

Corduroyed  300  feet,  12  feet  wide 

Ditched'        780     ..2         ..  1  foot  deep. 

Gravelled         80     n        9  m  8  inches  deep. 

Built  7  bridges,  averaging  31  feet  by  14  feet. 

Re-covered  bridge,  Ill-Creek,  70  feet  by  14  feet. 

New  hand-rail  and  ribbon  put  on. 

Filled  in  earth  87  feet,  14  feet  wide,  4  feet  deep. 

Cut  brush  8  miles,  5  feet  on  each  side  of  road. 

134-Mile  House  to  Augustine's  (15  miles). 

Leaving  the  130-Mile  House,  the  road  traverses  the  high  tableland,  covered  with  timber, 
to  the  Chimney  Creek  Valley;  thence  along  Chimney  Lake  over  grass-covered 
sloping  hills,  and  thence  to  the  intersection  of  the  road  with  the  Clinton- Alkali  Road 
at  Springhouse. 
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Forest  cleared  5|  miles,  30  feet  wide. 
Corduroyed    185  feet,       14         n 
Cut  down  knolls  and  filled  hollows. 

Dog  Creek-Churn  Creek  Ferry  Trail  (6  miles). 

This  trail  intersects  the  Clinton-Alkali  Road  at  the  top  of  the  hill  south  of  Dog  Creek, 
and  thence  extends  over  a  rough,  broken  country  to  the  Fraser  at  the  ferry.  The 
mails  for  Gang  Ranch  and  Empire  Valley  are  carried  over  this  trail.  To  avoid  a 
detour,  via  Canoe  Creek,  of  24  miles,  it  is  proposed  to  construct  a  waggon  road  on 
line  of  present  trail,  which  will  cost,  approximately,  $4,000. 

Cut  underbrush         425  feet,  6  feet  wide. 

Excavated  earth  15,660     n     3  rt  2  feet  deep. 

Built  bridge  12     m   10  by  4  feet. 

Mound-Upper  Bonaparte  Road  (16  miles). 

This  road  intersects  the  Main  Trunk  Road  near  the  37-Mile  Post  and  extends  to  and  up 
the  valley  of  the  Bonaparte,  traversing  rolling  hills  covered  with  grass  and  scattering 
timber.     There  are  3  settlers,  engaged  in  farming  and  stock-raising. 

Put  4  new  stringers  in  bridge,  35  feet  long,  10  inches  by  12  inches. 
Renewed  covering  on         n        35  n  12  feet  wide. 

Made  general  repairs  over  6  miles  of  road. 

McKiNLAY,  Hamilton  and  Ogden  Road  (8  miles). 

Connecting  with  the  Main  Trunk  Road  at  the  102-Mile  Post  and  extending  south  over  a 

rolling  country  to  wild  hay  meadows. 
Forest  cleared  26,000  feet,  30  feet  wide. 
Graded  1,760     .,       4 

Built  bridge,  30  feet  by  12  feet  by  3  feet. 

Rayson  Road  (14  miles). 

This  road  extends  from  the  Clinton  Hill  north  over  a  level  country,  intersecting  the 
Clinton-Alkali  Road  at  the  51 -Mile  Post.  There  are  3  settlers,  engaged  in  hay  and 
stock-raising. 

Excavated  earth  150  feet,  4  feet  wide,  1|  feet  deep. 

Dug  up  rocks    2,650     m     9         i. 

Gravelled  190     i.     9         n         10  inches  deep. 

Ditched  310     M     4         .,  1  foot 

Built  3  bridges,  averaging  25  feet  by  14  feet  by  2  feet. 

Made  6  culverts         m         15       u         4       n       2     n 

70-MiLE  House  to  Jamieson's  (8  miles). 

Intersects  the  Main  Trunk  Road  at  the  70-Mile  House  and  extends  east  over  a  timbered 

country  to  Currie's  Ranch. 
Excavated  earth  165  feet,  4  feet  wide,  2  feet  deep. 
Dug  up  rocks        210     u     8  ,, 

Corduroyed  275     ,.12  i. 

Built  2  bridges,  each  38  feet  by  12  feet  by  2  feet  high. 
Made  2  culverts,  16  feet  by  4  feet  by  2  feet. 

70-MiLE  House-Green  Lake  Road  (12  miles). 

Intersects  the  Main  Trunk  Road  at  the  70-Mile  House  and  extends  north-east  to  Green 
Lake,  over  a  level  grazing  country.  There  are  two  settlers  in  the  section,  engaged 
in  stock-raising. 

Excavated  earth  850  feet,  6  feet  wide,  1  foot  deep. 
Corduroyed  24     n   14         „ 

Dug  up  rocks  on  6  miles  of  road. 
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Walker's  Bridge,  Bonaparte  River. 

Renewed  timbers  in  straining  beam  truss,  span  45  feet. 

Built  2  new  abutments,  10  feet  wide,  9  feet  high,  and  filled  same  with  rock  and  gravel. 

Renewed  part  of  covering,  G  feet  by  14  feet. 

Morgan  Bridge,  Bonaparte  River. 

Used  by  settlers  on  east  side  of  river,  and  by  stockmen  to  and  from  the  foothills. 

Built  new  straining  beam  truss,  60-foot  span. 

n      2  new  a})utments,  10  feet  wide,  10  feet  high,  filled  with  rock  and  gravel. 

MuNDORF  Bridge.  Bonaparte  River. 

Used  by  settlers  and  stockmen  to  and  from  east  side  of  river,  and  by  miners  and  pros- 
pectors on  Scottie's  Creek. 
Put  single  truss,  two  12-foot  rods,  on  bridge,  to  prevent  stringers  from  sagging. 
Raised  west  approach  by  filling  in  30  feet  by  10  feet  by  2  feet. 
Put  in  bi-ush  and  rock  rip-rap  at  east  abutment,  to  prevent  wash. 

TooL-HousE  AND  8table,  Clinton. 

Replaced  earth  roof  by  rafters,  lumber  and  shingles,  35  feet  by  25  feet. 

Built  new  addition  to  tool-house,  12  feet  square,  9  feet  high,  with  lumber  and  shingles. 


Cariboo  District. 


Southern  Division. 


R.  McLaren,  Superintendent. 
Main  Trunk  Road  (from  141-Mile  House  to  Soda  Creek — 38  miles). 

Starting  at  the  141-Mile  House,  on  the  Main  Trunk  Road  to  Cariboo,  this  section  of  the 
road  passes  through  an  agricultural  country,  the  number  of  settlers  being  8.  It  is 
the  mail  and  stage  route  for  all  points  north,  and  over  this  road  freight  destined  for 
all  parts  of  Cariboo  is  hauled. 

Graded,  1,416  feet ;  ditched,  5,733  feet ;  corduroyed,  390  feet;  stoned,  120  feet;  gravelled, 
6,561  feet. 

Built  13  culverts,  averaging  21  feet  long,  4  to  5  feet  wide,  '2h  feet  deep. 

Re-covered  Soda  Creek  bridge  with  2-inch  plank,  the  only  plank  available. 

Covered  1  bridge,  south  of  beep  Creek,  with  poles,  20  feet  long,  16  feet  wide. 

Removed  loose  rocks  and  dug  out  large  ones  from  roadbed  for  a  distance  of  12  miles. 

158-Quesnel  Forks  Road. 

This  road,  which  is  48  miles  in  length  and  starts  at  the  158-Mile  House,  M.  T.  Road,  is 
the  principal  and  most  direct  means  of  communication  from  points  to  the  south  with 
the  Quesnel  Forks  and  Keithley  Creek  Mining  Divisions  of  the  Cariboo  District.  The 
land  along  its  route  is  both  mineral  and  agricultural,  and  there  are  5  settlers.  It  is  a 
mail  route.     There  are  two  hydraulic  mines  in  operation  at  Quesnel  Forks. 
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Forest  cleared  70,776  feet;  graded  23,676  feet;  ditched  21,957  feet;  corduroyed  1,074 

feet;  gravelled  17,514  feet. 
Built  2  bridges,  25  feet  long,  19  feet  wide,  4  feet  deep,  timber  averaging  from  8  to  20 

inches. 
Built  37  culverts,  averaging  19  feet  long,  2  to  3  feet  wide,  2  feet  deep. 

150-HoRSEFLY  Road. 

This  road  starts  at  the  150-Mile  House,  and  its  length  is  35  miles.  The  land  is  partly 
agricultural  and  partly  timbered  and  swampy,  and  the  number  of  settlers  is  6.  It 
is  the  mail  and  freight  road  to  the  Horsefly  mines,  of  which  there  are  3  in  operation. 

Forest  cleared  21,402  feet;  grubbed  5,934  feet;  graded  12,369  feet;  ditched  3,342  feet; 
corduroyed  525  feet ;  excavated  earth  90  feet ;  excavated  rock  225  feet ;  filled  in 
625  feet. 

Built  35  culverts,  averaging  16  feet  long,  21  to  3  feet  wide,  2  feet  deep;  dimensions  of 
timber,  from  7  to  15  inches. 

108-HoRSEFLY  Road. 

The  total  distance  from  the  108-Mile  Post  to  the  Forks  of  the  Horsefly  is,  approxi- 
mately, 98  miles,  divided  as  follows:  108-Mile  Post  to  Harper's  Camp,  48  miles; 
Harper's  Camp  to  Forks  of  Horsefly,  50  miles;  and  it  is  13  miles  further  to  Eureka 
Creek.  During  the  year  1900  work  was  done  on  the  portion  of  this  road  from 
Harper's  Camp  to  Half-way  House,  20  miles ;  and  the  work  done  this  year  (to  30th 
June,  1902)  was  on  a  section  of  26  miles,  from  the  Half-way  House  towards 
Horsefly.  The  road  passes  through  an  agricultural  and  timbered  country,  and  is 
intended  for  a  freight  road  to  the  Horsefly  mines.  There  are  only  two  settlers  on 
its  route. 

Forest  cleared  15  feet;  grubbed  465  feet;  graded  2,601  feet;  ditched  723  feet ;  cordu- 
royed 1,248  feet;  excavated  rock  175  feet;  excavated  earth  450  feet;  filled  in  849 
feet;  cribbed  42  feet;  gravelled  1,737  feet. 

Built  6  bridges,  total  length,  263  feet,  8  to  20-foot  spans;  timber  used,  frora  12  to  20 
inches. 

Built  12  culverts,  averaging  20  feet  long,  4  feet  wide. 

Williams  Lake-Chimney  Creek  Road. 

The  starting  point  of  this  road  is  the  150-Mile  House,  and  its  length  is  20  miles.  It  runs 
through  an  agricultural  country,  and  the  number  of  settlers  is  4.  It  is  a  freight  and 
mail  road. 

Graded  18,300  feet;  ditched  1,650  feet;   gravelled  1,350  feet;  changed  road  7,401  feet. 

Built  8  culverts,  14  feet  long,     2  feet  wide ;  timber  used,  from  8  to  12  inches. 

Built  1  bridge,     17  n  16  ,.  6  feet  high. 

Gene)"al  repairs  were  made  on  the  entire  length  of  the  road. 

Alexandria  Road. 

This  road  runs   from   Beaver   Lake  to  Alexandria,  a  distance  of  16  miles,  through  an 
agricultural  and  timbei^ed  country.     It  is  a  freight  road,  and  accommodates  2  settlers. 
Graded  2,175  feet,  and  general  repairs  made  for  a  distance  of  8  miles. 

Alkali  Lake  Road. 

This  road  starts  from  the  Main  Trunk  Road  1  mile  south  of  the  150-Mile  House,  and  its 
length  is  25  miles,  the  country  traversed  being  agricultural  and  timbered,  also  hilly. 
Road   used   for  farming   purposes,   there  being  3  settlers  along  its  route. 

Forest  cleared  1,800  feet;  grubbed  1,200  feet;  graded  3,071  feet;  ditched  2,490  feet; 
excavated  rock  23,949  feet;  gravelled  12,399  feet. 

Built  3  culverts,  16  feet  long,  3  feet  wide;  timber  used,  from  8  to  14  inches. 
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Bridge  Road. 

The  starting  point  of  this  road  is  2   miles  south-west  of  Isnardy's,  and  its  length  is  7 

miles.     It  is  an  open  agricultural  district,  and  the  number  of  settlers  is  2. 
Foi'est  cleared  470  feet;  grubbed  470  feet ;  cribbed  321  feet ;  excavated  earth  5,501  feet; 

filled  in  415  feet. 
Built  3  culverts,  63  feet  in  all,  8  feet  wide,  4  feet  deep. 
Built  2  bridges,    54  n  12-foot  spans,  and   1   bridge  75  feet  long.      Abutment  on 

north  side  of  creek,  30  feet  long  ;  on  south  side,  25  feet  long ;  dimensions  of  timber, 

from  8  to  36  inches. 

Beaver  Lake  Valley-Horsefly  Road. 

Starts  from  Beaver  Lake  and  has  a  length  of  24  miles,  passing  through  an  agricultura 

and  mining  country  ;  number  of  settlers,  7. 
Forest  cleared  32,835  feet;  graded  31,651  feet;  corduroyed  96  feet. 
Built  6  bridges,  183  feet  in  all,  9-foot  spans  ;  dimensions  of  timber,  12  to  18  inches. 

QuESNEL  Forks-Quesnel  Lake  Road. 

Starts  from  Quesnel  Forks,  and  is  7  miles  long,  passing  through  a  mining  country. 
Cribbed  51  feet;  built  2  culverts,  15  feet  long,  3  feet  wide  ;    timber  used,  8  to  12  inches. 
Made  general  repairs  for  entire  distance  of  road. 

Barkerville-Keithley  Creek  Trail. 

This  mail  route  and  pack-trail  between   Barkerville  and  Quesnel   Forks  is  40  miles  in 

length  and  touches  at  Keithley  Creek  and  other  points  en  route.     It  runs  through  a 

heavily  timbered  country  and  a  distinctly  mining  district. 
Forest  cleared  42,360  feet;  grubbed  10,560  feet;  graded  19,140  feet;  ditched  3,540  feet; 

corduroyed  930  feet ;  excavated  earth  840  feet ;  excavated  rock  420  feet. 
Built  10  culverts,  10  feet  wide,  8  feet  long;  timber  used,  from  6  to  12  inches. 

Horsefly  River  Road. 

Starts  from  Harper's  Camp  and  is  9  miles  in  length.     Runs  through  an  agricultural, 

mining  and  timbered  country,  with  but  1  settler. 
Graded  63  feet;  corduroyed  120  feet. 
Built  4  bridges,  12  feet  long,  15  feet  wide,  4  feet  high,  6-foot  spans;  timber  used,  from  8 

t©  15  inches. 

Quesnel  River  Trail. 

This  trail  starts  at  Little  Lake  and  runs  to  Beaver  Mouth,  a  distance  of  26  miles  through 

a  mining  country,  burnt  and  hilW. 
Forest  cleared  84,480  feet ;  corduroyed  45  feet ;  general  repairs  for  entire  length  of  trail. 

In  regard  to  the  amount  of  freight  hauled  inward  over  the  above  roads.  The  only  returns 
so  far  sent  in  are  those  of  the  Consolidated  Cariboo  Hydraulic  Mining  Company, 
who,  in  the  past  .season  of  1902,  hauled  over  276  tons,  including  explosives,  mining 
supplies  and  provisions. 


Northern  Division. 
Jos.  H.  St.  Laurent,  Superintendent. 

Eight-Mile  Lake  and  Stewart  Creek   Road. 

This  road  is  13  miles  long,  and  runs  through  a  mountainous  and  swampy  country,   and 

accommodates  12  mining  companies. 
Forest  cleared  2,545  feet,  12  feet  wide. 

Graded  3,205     ..     10 

Ditched  525     «       2.^       m 

Grubbed  612     n       9 

Cribbed  90     m       3  feet  high. 

Corduroyed  138     n     12  feet  wide. 
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Excavated  earth        9,000  square  feet. 

Made  14  culverts,  averaging  56  feet,  12  feet  wide,  2  feet  deep. 

Built  2  bridges,  m  48     m      12  n  3  n 

Slough  Creek  Road. 

Extends  2  miles  from  Main  Trunk   Road,  over  flat  and  good  ground  ;  accoiiunodates    1 
mining  companies. 


Forest  cleared 

4,300  f 

eet,  16  feet  -' 

kvide. 

Graded 

4,300 

H      16 

Grubbed 

4,300 

„     16 

Excavated  earth 

600 

„     12 

1         3  feet  deep 

11           rock 

1,000 

M       16 

,          4^       ,. 

Built  1  bridge, 

307 

„     16 

4  feet  high. 

LowHEE  Creek  Road. 

Extends  3  miles  from  Barkerville,  through  a  mountainous,  wooded  and  swampy  country, 

and  accommodates  6  mining  companies. 
Gravelled    4,715  feet,  7  feet  wide,  6  inches  deep. 
Ditched      2,200     n      2 
Built  1  bridge,  36  feet  long,  14  feet  wide,  4  feet  high. 

Dragon  Creek  Road. 

Extends  4  miles  from  Slough  Creek  Road ;  mountainous,   wooded  and  swampy  country ; 

accommodates  3  mining  companies. 
Forest  cleared       1,285  feet,  12  feet  wide. 
Grubbed  2,157     n      12 

Graded  1,887     -t       8 

Ditched  190     ,.       2 

Excavated  earth   3,630  square  feet. 

M  rock     1,864  n 

Made  8  culverts,  averaging  32  feet,  12  feet  wide,  2  feet  deep. 

Mosquito  Creek. 

Extends   2   miles  from  Main  Trunk   Road  ;   flat,  muddy   soil ;  accommodates   4   mining 

companies. 
Graded       1,000  feet,  8  feet  wide. 
Gravelled      700     «     7         i. 
Cleaned  ditches  and  made  general  repairs. 

Barkerville-Stanley  Old  Road. 

Leaves  Main  Trunk  at  Stanley,   14  miles  from  Barkerville;  mountainous  and   wooded. 

Used  in  summer  for  light  trafiic. 
Bridges  have  been  repaired  for  light  traftic ;  lai-ge  washouts  repaired  ;  fallen  timber  cut 
out,  and  all  obstructions  removed  from  the  road. 

Trail,  Grouse,  Antler  and  Cunningham  Creeks. 

It  is  18  miles  from  Barkerville  to  Cunningham,  through  a  mountainous,    wooded  and 

swampy  countr}',  and  this  trail  accommodates  1 2  mining  companies. 
Forest  cleared       1,400  feet,  11  feet  wide. 


Grubbed 

400     M 

10 

Graded 

5,700     . 

10 

Ditched 

9,895     , 

2          1. 

Corduroyed 

92     , 

12 

Cribbed 

381     , 

3  feet  high. 

Excavated  earth 

510     , 

12  feet  wide,  2  feet  deep. 

ti           rock 

410     , 

51       ,.          21       M 

Filled  in 

211     . 

OtI            fl                 O                M 

Built  1  bridge. 

30     . 

12"        M          6  feet  high. 

Repaired  Antler 

Creek  Br 

idge,  raising  100  feet  of  the  stringers  at  one  end  of  the  bridge 

1  to  2  feet. 
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Grouse  Creek  Road. 

Removed  large  slides,  turned  off  water  from  the  road  and  removed  x'oek  from  roadbed  ; 
accommodates  6  mining  companies. 

Peter  Creek  Road. 

Extends  2  miles  from  Main  Trunk  Road,  through  wooded,  flat  and  swampy  country ; 
accommodates  3  mining  companies. 

Ditched         120  feet,  2  feet  wide. 

Corduroyed  213     n   10 

Gravelled      111     „     8 

Made  1  culvert,  -1  feet,  10  feet  wide,  and  made  general  repairs. 

Hardscrabble   Road. 

Extends  3  miles  from  Mosquito  Creek  Road  through  swampy  ground ;  accommodates  3 

companies. 
Forest  cleared  7,920  feet,  6  feet  wide. 
Graded  4,410     „     2J       ., 

Ditched  350     .,4 

Corduroyed  400     n   lO" 

Made  7  culverts,  averaging  25  feet,  10  feet  wide,  H  feet  deep. 

Goat  River  Trail. 

Mountainous,  wooded  and  swampy ;  75  miles  to  Fraser  River  from  Bear  Lake ;  accom- 
modates prospectors. 
Fallen  timber  has  been  cut  out. 

Summit  Creek-Bear  Lake  Trail. 

Wooded  and  swampy;  17  miles  ;  accommodates  prospectors  and  trappers. 

Snowshoe  Mountain  Trail. 

Mountainous,  wooded  and  swampy ;  25  miles ;  accommodates  travellers  from  Barkerville 

and  Quesnel  Forks. 
Timber  cut  out  and  removed  from  the  trail. 

Sugar  Creek  Trail. 

Extends  10  miles  from  Hardscrabble  Road  ;  mountainous,  wooded  and  swampy;  accom- 
modates 2  mining  companies  and  prospectors. 
Fallen  timber  has  been  cut  out  and  removed  from  the  trail. 

Cottonwood  River  Road. 

Extends  from  Main  Trunk  Road  16  miles  to  mouth  of  Cottonwood  River;  wooded  and 

swampy ;  accommodates  1  farmer  and  4  mining  companies. 
Fallen  timber  cut  out  and  removed  from  the  road. 

Holt,  Stabler  and  Yargeau  Road. 

Extends  from  Quesnel  to  Yargeau  Ranch,  8  miles.     Good  ground  for  road;  accommodates 

4  farmers. 
Widened    roadbed,  straightened  turns,  filled  holes,  cut  down  knolls,  filled    hollows    to 

improved  grade,  and  made  general  repairs. 

Baker  Road. 

Four  miles  long  ;  accommodates  4  farmers. 

Widened  the  roadbed,  straightened  turns  and  filled  hollows. 

Trail,  west  of  Eraser  River  (34  miles). 
Accommodates  4  farmers  and  packers. 
All  fallen  timber  has  been  cut  out  and  removed  from  the  trail. 
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Winter  Road,  6  miles  above  Soda  Creek. 

This  road  is  10  miles  long  and  is  used  instead  of  the  Main  Trunk  Road  during  the  winter. 
Built  1  bridge,  40  feet,  18  feet  wide,  8  feet  high. 

Re-covered  1  bridge,       8     m      18  n 

Filled  in  large  wash-out. 

Mud  Lake  Road  (7  miles) 
Accommodates  4  farmers. 
Removed  slides,  filled  washout  and  ruts,  removed  rocks  from  roadbed. 

Steamboat  Landing  Road  (|  mile,  at  Soda  Creek). 
Forest  cleared  200  feet,  50  feet  wide. 
Grubbed  100     .,     20         n 

Graded  500     .r     10 

Made  1  culvert,  6  feet,  22  feet,  2  feet  deep. 
Re-built  1  bridge,  30  feet,  18  feet  wide. 

Springfield  Farm  Road  (6  miles). 
Accommodates  one  large  farm. 
Forest  cleared  300  feet,  30  feet  wide. 

Grubbed  300     „     20 

Graded  600     „      12 

Ditched  6,000     m       2 

Excavated  earth      150     n     20  «  6  feet  deep. 

Filled  in  200     n     20         ..         3  feet  high. 

Deep  Creek  Road. 

This  is  a  winter  road,  2  miles  from  Deep  Creek,  and  crosses  the  Fraser  River  when  frozen. 

Removed  slides. 

Constructed  a  cage  to  cross  the  Fraser  River  over  the  cable  during  the  winter  season, 
built  with  lumber,  4  feet  wide,  8  feet  long,  4  feet  high,  with  sufficient  iron  to  hold  it 
together  to  be  safe,  and  with  working  cylinder  and  crank  inside  cage. 

Constructed  a  road  at  each  landing  of  the  cage,  to  load  and  unload  goods  and  passengers. 

This  cage  has  been  and  will  continue  to  be  a  great  advantage  to  the  public  during  the 
winter  season,  when  the  river  is  impassable  for  the  ferry  boat. 

Quesnel  River  Road  (20  miles). 

Extends  from  Main  Trunk  Road  to  Beaver  Creek,  on  Quesnel  River,  through  a  wooded, 

mountainous  and  rocky  country  ;  accommodates  6  mining  companies. 
Corduroyed  870  feet,  8  feet  wide. 
Corduroy  repaired. 
Bridges  re-covered,  170  feet,  10  feet  wide. 

II       repaired. 
Cut  out  fallen  timber  and  removed  ice  and  snow. 

SuNNYSiDE  Farm  Road. 

West  of  Fraser  River,  5  miles  ;  accommodates  5  farmers. 

Cleaned  slides,  removed  rocks  from  roadbed,  filled  in  ruts  and  washouts,  and  made  general 
surface  repair's. 

Beaver  Lake  Road  from  Alexandria  (18  miles). 

Country  is  I'ocky,  wooded  and  swampy.     Part  of  branch  road  to  Quesnel  Forks  ;    accom- 
modates 4  farmers. 
Forest  cleared  405  feet,  16    feet  wide. 
Grubbed  675     m     16  m 

Ditched  675     m       U 

Graded  675     „     14" 

Corduroyed       648     n      12  ,, 

Made  3  culverts,  averaging  12  feet,  12  feet  wide,  3  feet  deep. 
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Carson  Road. 

One  mile  from  Main  Trunk  Road  ;  accommodates  one  farm. 
Widened  the  roadbed,  straightened  turns  and  filled  in  ruts. 

Chilcotin  Main  Road. 

This  road  is  130  miles  long  and  runs  from  Soda  Creek  to  Copeland  Ranch,  Chilcotin.  It 
is  a  mail  I'oute,  and  accommodates  all  the  farmers,  ranchers  and  cattle-raisers  in  that 
valley. 

Forest  cleared    15,840  feet,  12  feet  wide. 

Graded  500     ..       8 

Ditched  2,100     „       2 

Corduroyed  525     n      10  n 

(travelled  2,400     ..        8  „ 

Cleaned  out  bank  slopes;  cleaned  ditches;  removed  rocks  from  roadbed;  cut  out  and 
removed  fallen  timber,  and  made  general  repairs  throughout  a  distance  of  100  miles. 

Extended  6  miles. 

Forest  cleared    21,120  feet,  12  feet  wide. 

Graded  1,760     „        9 

Built  4  bridges,         72     n      14  t. 

Davis  Ranch  Road. 

Runs  2  miles  from  Main  Chilcotin  Road  ;  accommodates  1  cattle-raiser. 
Graded  2,754  feet,  7  feet  wide. 

Cotton  Ranch  Road. 

Seven  miles  from  Main  Chilcotin  Road  ;  accommodates  1  farmer  and  cattle-raiser. 
Filled  in  washout  and  removed  rocks  from  roadbed. 

Beaumont  Ranch  Road. 

Extends  8  miles  from  Main  Chilcotin  Road,  for  use  of  1  farmer  and  stock-raiser. 

Graded  300  feet,  8  feet  wide. 

Removed  large  quantity  of  big  rocks  from  roadbed,  and  made  general  repairs  for  a 
distance  of  7  miles. 

Lee  Hill  (3  miles). 

Leaves  the  Main  Chilcotin  Road  on  the  top  of  the  hill  and  connects  on  Main  Chilcotin 

Road  at  Lee  House. 

Forest  cleared  900  feet,  15  feet  wide. 

Graded  500     „       8 

Excavated  earth  25     ^^      10          n          U  feet  deep. 

Filled  in  12     n     10         ..         3" 

Johnston  k  Bros.'  Ranch  Road. 

Extends  7  miles  from  Main  Chilcotin  Road ;  acconnuodates  3  farmers  and  cattle-raisers. 

Graded  2,000  feet,  4  feet  wide. 

Made  3  culverts,  averaging  13  feet,  15  feet  wide. 

Built  2  bridges,  n         30     n       9         h  6  feet  high. 

Alexis  Creek  Road. 

Extends  8  miles  from  the  Main  Chilcotin  Road  ;  accommodates  2  stock-raisers. 

Grubbed  1,500  feet,  .S  feet  wide. 

Graded     1,500      „      8 

Built  2  bridges,  30  feet,  9  feet  wide,  6  feet  high. 

Widened  roadbed  and  removed  rock  from  same. 
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Big  Creek  Road. 

Extends  1 3  miles  from  Main  Chilcotin  Road ;  accommodates  5  stock-raisers. 
Forest  cleared  42,240  feet,  12  feet  wide. 
Graded  040     m       8 

Made  1  culvert,         4     n      10  n 

Chilcotin  River  Bridge  (repairs). 

Constructed  1  pier  with  12  piles,  driven  in  2  rows,  forming  a  cutwater,  with  cap  on  each 
row,  12  bv  12  inches  (piles  driven  in  hard  cla}'  formation) ;  planked  6  feet  above  low 
water  mark.  Constructed  1  pier  with  18  piles  ;  this  pier  is  constructed  to  form  a 
breakwater  from  the  i^ier  to  the  bank  of  the  river,  at  an  acute  angle,  to  turn  the 
water  from  the  bank.  Constructed  1  S2:)an  with  3  new  stringers,  10  by  16  inches, 
65  feet  long ;  used  one  of  the  old  trusses.  Constructed  1  span,  59  feet  long,  with  3 
new  stringers,  10  by  16  inches;  new  trusses,  timber  10  by  10  inches;  new  corbels, 
10  by  16  inches,  15  feet  long.  Constructed  1  span,  44  feet;  used  old  timber;  new 
corbels.  Constructed  1  span,  44  feet ;  used  old  stringers  ;  34  feet  is  flooring  with 
hewn  timber  ;  balance  of  flooring  is  new  and  old  plank.  Ribbon-poles  and  hand-rails 
put  on. 


Cariboo  Main  Trunk    Road  (Sections  5  and  6). 

From  Soda  Creek  to  Barkerville,  116  miles;  from  Soda  Creek  to  Quesnel,  56  miles;  flat, 
wooded  country,  mud  soil,  requiring  a  great  deal  of  gravel.  This  section  is  mostly  agricultural, 
20  farms  and  a  great  deal  of  placer  mining  on  the  Fraser  River  near  the  total  length  of  this 
section.     Mail  route. 

From  Quesnel  to  Barkerville,  60  miles  ;  wooded  and  mountainous,  cut  by  deep  gulleys 
requiring  culverts  and  bridges. 

With  the  exception  of  5  or  6  farms,  this  section  accommodates  the  mining  sections  of 
Cariboo  proper,  as  from  its  terminus  all  the  branch  roads  and  trails  mentioned  in  the  following 
I'eport  lead  to  various  mining  properties.     It  is  also  a  mail  route. 

March. 

Hauled  planks  from   Quesnel  to  Cottonwood  River  Bridge ;  repaired  washouts,  opened 
culverts  and  ditches  and  turned  off  water  from  the  road. 


May. 


Forest  cleared       5, 175  feet,  20  feet  wide. 

Grubbed  2,100     ,.     5 

Ditched  2,950     „     3 

Cribbed  100     „     2  feet  high. 

Excavated  earth      100     m     3  feet  wide,  6  feet  deep. 

Filled  in  200     „   13         „  9  inches  deep. 

Gravelled  .3,450     n   13  „  9 

Turnpiked  1,050     n     5  .,         12 

Made  2  culverts,  averaging  10  feet,  18  feet  wide,  2  feet  deep. 

Removed  slides  ;  opened  culvert  and  ditches,  turning  off"  water. 


June. 


Forest  cleared 

8,800  feet. 

16  feet 

wide 

Grubbed 

4,300     M 

6 

Ditched 

9,970     ., 

2 

G raded 

1,870     „ 

5 

Turnpiked 

1,670     M 

5 

12  inches  deep 

Macadamised 

750        n 

14 

6 

Gravelled 

13,033     „ 

10 

18 

Made  5  culverts,  averaging  25  feet,  18  feet  wide,  2  feet  deep. 
Re-covered  1  bridge,  10  feet,  18  feet  wide. 
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July. 

Forest  cleared       4,645  feet,  25  feet  wide. 

Grubbed  3,500     n       5 

Graded  1,506      „        4 

Ditched  13,520     n       2         „         2  feet  deep. 

Cribbed  20     „       3  feet  liigh. 

Filled  in  10,520  square  feet. 

M  500  feet,  8  feet  wide,  4  feet  deep. 

Macadamised         1,200     n   12  ..  6  inches  deep. 

Turnpiked  3,500     m     5  m         11  .i 

Gravelled  18,570     .,   12         ..         11 

Made  9  culverts,  averaging  45  feet,   18  feet  wide,  2  feet  deep. 
August. 

Forest  cleared       9,600  feet,  20  feet  wide. 

Grubbed  500    n       8         m 

Graded  3,136     u     18 

Ditched  10,038    „       2 

Cribbed  60    „       4  feet  high. 

Macadamised         1,800    m     12  feet  wide,  8  inches  deep. 

Turnpiked  3,136     m        5  n        12  m 

Excavated  earth    1,350     n      12  n  8  n 

Filled  in  12     n        8  inches  deep. 

Gravelled  1,876    .,      12  feet  wide,  10 

Made  9  culverts,  averaging  40  feet,  18  feet  wide,  2  feet  deep. 

Repaired  2  small  bridges. 

Re-covered  3  n 

Made  200  feet  of  breakwater,  with  brush,  to  protect  road  from  being  washed  away. 

September. 

Forest  cleared  12,800  feet,  30  feet  wide. 

61  M 

18" 
•2h       .. 

6         II         12  inches  deep. 
11  M  9  n 

Made  2  culverts,  averaging  10  feet,  18  feet  wide,  3  feet  deep. 
Built  3  bridges,  n  54     m     18         m  5         n 

October. 

Forest  cleared  5,280  feet,  30  feet  wide. 

Ditched  1,200     „       3         i. 

Turnpiked         1,200     n       6  h  12  inches  deep. 

Gravelled  1,200     „     10         m         15 

Made  1  culvert,  8  feet  wide,  18  feet  long,  2  feet  deep. 

July  and  August. 

Built  1  bridge  across  Willow  River,  107  feet  in  length,  16  feet  wide,  with  abutments  and 

3  piers,  8  feet  high,  floored  with  3-inch  plank  ;  hand-rail  put  on,  4  by  4  scantling. 
Constructed  500  feet  of  road  from  the  Main  Road  to  the  bridge. 
Made  2  culverts,  averaging  15  feet,  20  and  30  feet  wide,  3  feet  high. 

The  winter  road  from  Cottonwood  to  Barkerville  was  kept  open  by  the  Government  team 
last  winter,  and  it  has  given  better  satisfaction  to  the  public  than  when  it  was  let 
by  contract. 
March 

Cleaned  out  slides,  opened  ditches,  filled  ruts,  cut  out  fallen  timber,  and  put  in  new 
flooring  on  Quesnel  River  Bridge,  where  required. 
April. 

Timber  for  cribbing,  to  the  amount  of  2,270  feet,  was  taken  out  8  miles  above  Quesnel, 
rafted  down  the  river  to  Quesnel  and  hauled  on  the  bank  of  the  river. 


Grubbed 

12,900 

Graded 

1,750 

Ditched 

5,250 

Turnpiked 

550 

Gravelled 

7,200 
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Mmj. 

Cleaned  out  slides  and  fallen  timber;    repaired  bridges   and  culverts,   filled   washout; 
opened  ditches  ;  filled  ruts.     Built  a  bulkhead  with  trees  to  turn  off  water  from  the 
road  at  the  mouth  of  Lowhee  Creek, 
June. 

Cleaned  out  slides;  filled  washouts;  filled  ruts;  cleaned  ditches;  repaired  bridges  and 
culverts ;  removed  rock  from  roadbed  ;  re-covered  1  bridge. 


Omixeca  Division. 

Victoria,  B.  C,  November  5th,  1902. 

Sir, — I  have  the  honour  to  submit  the  following  report  of  work  done  upon  the  Hazelton- 
Manson  Trail  for  the  year  ending  30th  June,  1902  : — 

The  trail  has  never  been  surveyed,  but  the  approximate  length  is  about  196  miles.  The 
starting  point  is  at  Hazelton,  a  village  situate  at  the  forks  of  the  Skeena  River,  and  the  head 
of  steamboat  navigation,  and  is  the  shipping  point  for  all  supplies  destined  for  the  Omineca 
Mining  District,  as  well  as  all  Hudson  Bay  Posts  in  the  interior  of  what  was  known  as  the 
District  of  New  Caledonia.  This  trail  is  also  the  mail  route  to  Babine,  Tom,  Vital,  Germansen, 
Manson,  Slate  and  Lost  Creeks. 

The  nature  of  the  country  traversed  by  the  Hazelton-Manson  Trail  is  very  diversified,  as 
the  trail  running,  as  it  does,  almost  due  east  and  west,  crosses  three  ranges  of  mountains,  with 
their  intervening  valleys.  The  country  can  certainly  be  classed  as  rough,  and  was  at  one  time 
heavily  covered  with  a  growth  of  pine  and  spruce  of  good  size  and  quality,  but  forest  fires  have 
of  late  years  overrun  the  whole  District,  and  for  miles  at  the  present  time  nothing  but  a  mass 
of  dead  fallen  timber  and  undergrowth  of  willow  are  to  be  seen.  For  the  first  35  miles  from 
Hazelton  the  trail  follows  the  valley  of  the  Bulkley  and  Sustoot  or  Bear  River,  and  is  hilly, 
caused  by  the  deep  gulches  running  down  the  mountain  sides  into  these  streams  ;  from  the  35- 
mile  point  the  trail  gradually  rises  to  the  summit  of  the  Babine  Mountain,  and  from  this  point 
(35-mile  point)  to  Babine,  a  distance  of  about  21  miles,  the  woi^st  portion  of  the  trail  is  met 
with,  the  bottom  being  very  wet,  with  quantities  of  boulders  and  many  soft  places.  A  good 
bridge  is  built  over  the  Babine  River.  From  Babine  Lake  to  Tacla  Lake,  a  distance  of  about 
40  miles,  the  trail  gradually  ascends  the  Fire-pan  Mountain,  crossing  Deep  Creek  just  about 
the  summit.  This  creek  is  rightly  named,  as  the  descent  to  the  bottom  of  the  gulch  is  over 
1,000  feet,  which  height  is  again  climbed  on  the  other  side. 

From  Babine  to  this  point  the  country  is  mostly  covered  with  green  timber  and,  conse- 
quently, the  trail  is  for  the  most  part  wet,  but  has  a  hard  bottom  ;  from  Deep  Creek  to  Tacla 
Lake  is  a  gradual  descent.  The  country  has  been  swept  clean  by  fire,  little  or  no  timber  is 
standing,  and,  in  fact,  very  little  has  been  left  on  the  ground.  The  country  is  dry  and  the 
trail  very  good  indeed. 

A  scow  ferr}-,  built  by  an  Indian  at  his  own  expense,  is  in  operation  on  the  lake,  which 
at  this  point  is  2i  miles  wide,  and  has  proved  a  great  convenience  to  pack  trains  and  travellers 
in  general.  From  the  east  shore  of  the  lake  to  Tom  Creek,  a  distance  of  25  miles,  the  country 
is  about  evenly  divided  by  gi-een  and  burned  timber.  The  divide  between  the  Pacific  and  the 
Arctic  water-shed  is  here  crossed.  Three  and  a  half  miles  east  of  Tom  Creek  the  trail  branches, 
one  branch  running  down  Silver  Creek  to  Vital  Creek,  a  distance  of  15  miles,  and  the  main 
trail  winding  over  the  Tom  Creek  Mountain  to  Manson,  a  distance  of  about  65  miles.  The 
country  has  nearly  all  been  swept  by  fires,  the  timber  is  large,  trail  bottom  generally  good,  but 
long  stretches  of  very  soft  places,  which  have  had  to  be  drained. 

At  Germansen  Lake  a  raft  ferry  is  in  operation,  worked  by  a  rope  cable  across  the 
Narrows.  The  trail  follows  the  north  shore  of  Germansen  Lake  for  12  miles  to  its  outlet  into 
Germansen  Creek,  down  the  creek  3  miles,  then  down  the  valley  of  Slate  Creek  on  to  Manson. 
From  Manson  the  ti-ail  has  been  extended  to  Lost  Creek,  a  distance  of  4  miles,  where  it  has 
been  opened  up  and  down  the  creek  for  a  distance  of  about  3i  miles  to  the  different  mining 
properties  being  developed. 

The  purposes  of  this  trail  are  communication  from  salt  water  via  the  Skeena  River  and 
Hazelton  to  the  Omineca  Mining  District,  and  is  used  for  the  packing  of  all  machinery, 
supplies  and  provisions  to  the  different  camps  operating  in  the  District.     It  is  also  the  route 
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used  by  the  Hudson  Bay  Company  for  the  transportation  from   Ha.zelton  to  Babine   of  all 
supplies  for  that  post,  as  well  as  for  Fort  St  James,  Fort  McLeod  and  Fort  Grahame. 

There  are  no  settlers  located  along  this  trail,  although  there  are  some  points  that  could 
be  made  into  good  farms  if  cleared. 

The  number  of  mining  properties  served  by  the  Hazelton-Manson  Trail  is  27,  employing 
an  average  of  150  men.  This  trail  is  also  used  as  a  mail  route  into  the  District.  The  mining 
being  placer  or  hydraulic,  no  ore  is  hauled  out. 

The  amount  of  freight  carried  over  this  trail  daring  the  past  year  is  as  follows  : — 

All  mining  companies  and  individual  miners  and  prospectors,  about  850,000  pounds  ; 
Hudson  Bay  Company,  167  tons. 

The  repairs  done  during  the  past  year  upon  this  trail  have  been,  first : — The  annual 
cutting  away  of  fallen  timber,  which  has  been  especially  heavy,  owing  to  the  very  severe  winds 
which  prevailed  both  in  the  fall  and  spring  all  over  the  Omineca  District ;  the  repairs  to  all 
cordui-oys  and  approaches  ;  the  grading  and  widening  of  the  trail  along  side-hills  ;  the  cutting 
out  of  roots  and  removal  of  boulders,  making  of  ditches,  repairs  to  existing  bridges  and 
building  of  four  new  ones,  besides  repairs  to  and  a  new  cable  for  the  ferry  at  Germansen  Lake. 

From  Hazelton  to  Nine-JNlile  Creek  very  little  repairs  were  needed,  as  for  that  distance 
the  trail  is  in  fair  condition.  From  Nine-Mile  on  to  Twenty-Mile  Creek  all  side-hills  have 
been  graded  and  widened,  and  about  400  feet  of  ditch  excavated,  a  great  many  roots  cut  out 
and  boulders  removed,  and  the  hill  at  Eighteen-Mile  Creek,  which  had  slid  for  a  considerable 
distance,  re-graded  and  widened.  From  here  to  the  Forks  of  the  Suscjua  River  the  work  has 
been  principally  repairing  approaches  to  corduroys,  draining  mudholes  and  cutting  out  brush. 
From  the  Forks  to  Babine  a  great  deal  has  had  to  be  done,  as  this  portion  of  the  trail,  as 
stated  above,  is  the  worst  section  on  the  whole  distance  from  Hazelton  to  Manson.  Some 
2,000  feet  of  ditching  has  been  made  in  many  places,  replacing  worn-out  cordui-oy  ;  the  subsoil 
being  gravel,  when  thrown  on  to  the  trail  has  made  a  good  solid  passage  over  some  very  bad 
spots  ;  all  approaches  to  corduroys  have  been  repaired  and  a  large  amount  of  boulders  thrown 
out  of  the  trail. 

The  bridge  at  Babine  has  been  re-floored  with  whip-sawn  planks  two  inches  thick,  laid 
length-ways  over  the  old  flooring.  Length  of  the  bridge,  2-10  feet ;  2,640  feet  of  planking 
was  used.  From  Babine  to  the  summit  of  the  Fire-Pan  Mountain  the  trail  bottom  is  fairlv 
good,  but,  through  the  green  timber,  wet  in  many  places ;  drainage  has  been  made  wherever 
feasible.  From  the  summit  to  Tacla  Lake  little  or  no  repairs  are  needed.  Between  Tacla  and 
Tom  Creek  the  trail  has  been  repaired  in  the  worst  places  by  ditching,  approaches  to  corduroys 
put  in,  and  brush  cut.  From  Tom  Creek  to  the  summit  of  Tom  Creek  ^Mountain  about  600 
feet  of  ditching  has  been  made,  and  some  of  last  year's  ditches  cleaned  out  and  tleejienerl. 
From  Tom  Creek  Mountain  to  Manson,  with  the  exception  of  a  few  places  ditched  and  cordu- 
roys repaired,  not  much  work  has  been  done  this  year.  No  repairs  were  made  to  Vital  Creek 
Trail  other  than  building  a  bridge  40  feet  long  over  Silver  Creek.  A  bridge  was  also  built 
over  Germansen  Creek,  44  feet  long. 

That  portion  of  the  trail  from  Manson  to  Lost  Creek  was  repaired  by  cutting  out  all 
fallen  timber,  repairing  corduroys  and  building  two  small  bridges. 

There  still  remains  a  greal  deal  to  be  done  to  this  trail,  and  for  next  year  I  would  respect- 
fully suggest  that  ditching  be  continued  on  that  portion  between  Hazelton  and  Babine, 
especially  on  Babine  Mountain.  From  Babine  to  the  sunnnit  of  the  Fire-Pan  ^Mountain  root- 
cutting  and  ditching  is  also  badly  needed.  Fi-om  Tacla  to  Tom  Creek  also  reijuires  drainage, 
and  along  Tom  Creek  Lake,  which  is  four  miles  in  length,  the  trail  has  been  run  on  the  north 
side  over  a  very  rough  portion  of  country,  while  on  the  south  side  an  old  trail  exists,  which, 
if  cleared  of  fallen  timber,  can  be  made  a  good  trail  for  much  less  than  repairs  to  the  present 
one  used  would  cost.     The  south  trail  is  level,  while  the  present  trail  is  one  succession  of  hills. 

Other  than  clearing  fallen  timber  off  the  Vital  Creek  Trail,  no  repairs  will  be  needefl 
next  year.  From  Tom  Creek  to  Manson  some  more  drainage  will  be  needed,  and  new  float 
logs  required  for  the  raft  ferry  at  Germansen  Lake. 

The  two  pack-horses  bought  this  spring,  for  use  on  the  trail,  are  ijeing  wintered  in  the 
Bulkley  Valley ;  all  tools  and  camp  outfit  are  stored  at  the  Hudson's  Bay  Company  Post  at 
Hazelton.  I  have,  etc., 

Fked.  W.  Valleau, 
The  Honourahip  Government  Af/ent. 

The  Chief  Commissioner  of  Lands  and  H'orks, 
Victoria,  B.  C. 
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West    Kootenay    District. 


Revelstoke  Riding. 

Illecillewaet  Settlers'  Road. 

Commences  at  Revelstoke  and  runs  3  miles  south  through  fairly  good  farming  land. 
This  road  is  used  for  agricultural  purposes.  It  affords  communication  to  Revelstoke 
for  at  least  12  farmers. 

Grubbed  4,000  feet,  U  feet  wide. 

Excavated  earth      100     m        S  h 

Greeley  Creek  Waggox  Road. 

Commences  at  Revelstoke  and  runs  through  good  bench  lands  for  a  distance  of  9  miles 
east,  and  affords  farmers  access  to  Revelstoke  by  team.  This  road  gives  relief  to  10 
farmers. 

Forest  cleared    5,280  feet,  16  feet  wide. 

Graded  15,840     .,       8 

Ditched  99     ..       2 

Corduroyed  150     m      12  i, 

Cribbed  120     „ 

Excavated  rock     120     u 

Filled  in  3,000     „ 

Built  3  bridges,  averaging  30  feet  long  by  12  feet. 
II     3  culverts,         n  6  by  6  by  12  feet. 

Made  general  repairs. 

Fish  River  Waggon  Road  (east  side). 

This  road  starts  from  Beaton  and  runs  north  to  the  Cambourne  group  of  mines.  Its 
length  is  7i  miles.  The  first  5  miles  was  built  under  contract  by  the  Government, 
at  a  cost  of  $5,500.  Two  and  a  quarter  miles  was  built  by  the  Northwestern 
Development  Syndicate,  at  a  cost  of  $3,437,  including  the  cost  of  bridging  Pool 
Creek  and  Fish  River,  the  last  being  a  truss  bridge.  This  work  was  done  to  enable 
this  comj^any  to  get  their  electric  power  plant,  aerial  tram,  stamj^-mill  and  saw-mill 
to  their  propert}-.  The  machinery  was  teamed  in  from  Comaplix  or  west  side  of  the 
river.     The  freight  inward  over  the  Govei-nment  portion  of  this  road  was  75  tons. 

Fish  River  Waggon  Road  (west  side). 

Starts  at  Comaplix,  running  north  to  the  town  of  Cambourne,  7  miles,  reaching  this  town 
by  means  of  a  bridge  crossing  Fish  River.  This  bridge  was  built  early  in  the  spring 
of  1902  by  private  subscription,  at  a  cost  of  some  $1,500.  It  has  3  spans,  73  feet 
each  ;  south  approach,  50  feet  ;  north,  35  feet ;  4  stringers  in  each  span  ;  2  piers,  9 
piles  each,  one  8  piles,  and  one  4-pile  bent ;  75  lineal  feet  is  decked  with  2-inch 
{)lank,  balance  of  decking  is  of  split  cedar.  One  span  is  trussed  with  four  1-inch 
steel  rods,  12  feet  8  inches  long,  and  two  spans  with  eight  |-inch  round  iron  (each 
span).  This  road  has  received  some  $10,000  for  repairs,  which  by  a  bridge  crossing 
Fish  River  in  the  vicinity  of  the  old  Fish  River  Bridge  (carried  out  in  1900)  a  large 
saving  can  be  effected  by  use  of  the  east  side.  This  road  carried  inward  upwards  of 
300  tons  of  merchandise,  machinery,  etc.  The  road  is  used  by  miners,  ranchers  and 
lumbermen. 
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Columbia  River  Waggon  Road. 

This  road  starts  at  Revelstoke  and  follows  Columbia  River  north  for  a  distance  of  9 
miles.  Heavy  traffic  passes  over  this  road.  Owing  to  high  water  in  canyon,  the 
steamer  is  unable  to  get  through  in  summer  ;  consequently,  all  supplies  for  Big  Bend 
have  to  pass  over  this  road  to  steambuat  landing  at  Nine-Mile  Point.  Owing  to 
heavy  rains  in  spring  and  fall,  this  road  is  very  hard  to  keep  open,  heavy  land  slides 
occurring  very  frequently. 

Greneral  repairs  and  keeping  slides  shovelled  out. 

Hall's  Landing  Waggon  Road. 

This  road  is  about  4  miles  long  and  runs  through  good  farming  land.  It  gives  relief  to 
about  10  farmers,  allowing  them  transportation  to  lake  shore  by  team,  from  where 
they  ship  their  agricultural  produce  to  a  market. 

General  repairs  were  made. 

North  Fork  op  Illecillewaet  Waggon  Road. 

This  road  starts  at  Albert  Canyon  and  runs  to  headwaters  of  Downie  Creek.  The 
Waverly  and  Tangier  groups  of  mineral  claims,  and  also  quite  a  few  individual  holders 
of  claims,  are  situated  on  this  road,  nothing  but  development  work  being  carried 
on. 

General  repairs  made. 

Fire  Valley  Waggon  Road. 

Commences  at  Edgewood,  running  north  through  Fire  Valley  10  miles,  at  which  point  the 

Kettle  River  trail  continues  to  the  summit  of  Kettle  River. 
Cleared  out  and  made  general  repairs. 

Trout  Lake  Waggon  Road. 

This  road  starts  at  Beaton  and  runs  to  Trout  Lake  and  Ferguson,  a  distance  of  12  and  16 
miles,  respectively.  The  road  runs  through  a  good  timbered  country  and  is  built  on 
very  good  grades  for  a  mountainous  road.  Heavy  tratHc  passes  over  this  road,  both 
in  and  out,  in  summer  and  winter.  It  affords  relief  to  miners,  merchants  and  farmers 
between  above  towns.  Mail  goes  in  over  the  road  one  day  and  out  the  next.  In  the 
past  a  great  many  tons  of  ore  have  passed  out. 


Ditched 

685  feet. 

2  feet  by  1  foot. 

Corduroyed 

4,910     M 

12     M     wide. 

Graded 

2,715        n 

10        n 

Cribbed 

165     M 

Widened 

4,895     „ 

Excavated  rock 

95     M 

by  3  feet. 

Gravelled 

8,205     H 

8  feet  wide,  6  inches  deep 

Built  7  culverts 

10    .. 

by  2  feet  by  8  feet. 

Repaired  and  strengthened  bridges  between  Beaton  and  Ferguson. 

Nettie  L  Road. 

This  road  is  3^  miles  in  length  and  branches  from  the  main  trunk  road  about  \h  miles 
from  the^town  of  Ferguson.  It  traverses  for  its  full  length  a  heavily  timbered 
mountain.  The  road  was  built  to  give  an  outlet  to  the  Nettie  L  and  May  Bee 
Mines.  Several  other  minor  properties  are  served  by  this  road.  These  properties 
employ  at  present  about  45  men.  A  great  amount  of  ore  is  shipped  over  this  road, 
besides  some  hundreds  of  tons  of  supplies  and  machinery  being  put  into  the  mines. 

Forest  cleared  8,325  feet,   20  feet  wide. 

Grubbed  7,560     n      12 

Graded  7,560     „       10 

Cribbed  252     n       12 

Built  2  bridges,  averaging  50  feet  by  12  feet  by  12  feet. 
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Greeley  Creek  Bridge. 

Built  by  contract  for  use  of  settlers  living  on  east  side  of  Greele}^  Creek. 

Isaac  Creek  Trail. 

This   trail  commences  at  Wigwam,   14  miles  south  of  Revelstoke,  on  the  Arrow  Lake 
Railway,  and   runs  up  Isaac   Creek   22   miles.     A  great  many   claims  have   been 
recorded  on  this  creek,  but  only  development  work  so  far  performed. 
Forest  cleared       lU   miles  6  feet  wide. 
Grubbed  lU      "       3  to  4  feet  wide. 

Graded  5         «       3  to  4         m 

Corduroyed         400  feet,  4  feet  wide. 
Built  8  bridges,  averaging  30  feet  by  5  feet. 
Cleared  out  fallen  timber  and  brush. 

Jordan  Pass  Trail. 

Commences  1  mile  west  of  Revelstoke,  across  the  Columbia  River  Bridge,  and  runs  up 
Jordan  River  for  a  distance  of  14  miles.  Quite  a  number  of  locations  have  been 
recorded  on  this  creek  and  its  tributaries.  Nothing  but  development  work  carried 
on.     This  trail  is  built  on  very  heavy  grades. 

Forest  cleared  2,700  feet,  5  feet  wide. 

Grubbed  1,500     ,.     3 

Graded  2,700     n     8 

Built  10  culverts,  averaging  30  feet. 

Built  2  bridges,  n  50     n 

Big  Bend  Main  Trail. 

Commences  at  the  termination  of  Columbia  River  Waggon  Road,  9  miles  out  from 
Revelstoke,  and  reaches  north  along  Columbia  River  Valley,  65  miles  to  Goldstream. 
This  trail  affords  access  and  egress  to  miners  and  lumbermen.  Veiy  extensive  lumber 
operations  have  been  carried  on  along  this  trail  during  the  past  season.  Considering 
length,  this  trail  traverses  through  a  very  good  country  and  is  built  on  easy  grades. 
This  is  also  a  mail  route  for  all  of  the  Big  Bend  country. 

Brushed  out  trail  to  Goldstream  and  made  general  repairs. 

Laforme  Creek  Trail. 

This  trail  branches  off  the  Big  Bend  main  trail,  and  18  miles  north  of  Revelstoke,  and 
runs  up  Laforme  Creek  to  the  summit  of  pass  between  headwaters  of  Carnes  and 
Laforme  Creeks,  on  an  even  raising  grade  through  a  hea%  ily  timbered  country.  This 
trail  was  constructed  to  allow  mining  companies  and  individual  holders  to  get  their 
supplies  in  to  perform  development  work.  Extensive  operations  have  been  carried 
on  at  this  creek. 

Graded         10  miles. 

Ditched  In 

Corduroyed  1      m 

Trail  widened  out  and  grade  changed  in  several  places. 

Laforme  Creek  to  Carnes  Creek  Divide. 

This  trail  starts  at  head  of  Laforme  creek  and  runs  3  miles  to  Carnes  Creek  di\ide. 
There  being  quite  a  number  of  mining  locations  on  this  divide,  it  was  necessary  to 
build  this  trail  so  as  to  allow  holders  to  get  supplies  in  to  perform  assessment  work. 

General  repairs  made. 

Carnes  Creek  Trail. 

Commences  at  mouth  of  Carnes  Creek  and  runs  up  the  creek  through  a  heavily-timbered 
country  for  a  distance  of  12  miles.  With  the  exception  of  one  hill,  this  trail  is  built 
on  waggon-road  grade.  A  number  of  promising  locations  are  situated  on  this  creek 
and  are  reached  by  this  trail.     Nothing  but  development  work  carried  on  so  far. 
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Fore-st  cleared       21,120  feet,  7  feet  wide. 

Grubbed  19,7^7     f.     :\         n 

Corduroyed  80     m     4  n 

Excavated  rock  100     n     4  n 

Cleared  trail  of  fallen  timber  after  tire  and  made  general  repairs  to  same. 

Five-Mile  Creek  Tkail,  Bic;  Bend  (new). 

Commences  south  of,  and  near,  mouth  of  above-named  creek,  and  affords  the  most  direct 
and  easiest  route  to  Standard  Basin,  an  eastern  portion  of  Keystone  Basin,  being  a 
sa\ing  in  distance  of  about  11  miles  under  old  route.  This  trail  was  completed  by 
individual  subscription,  so  as  to  allow  the  Prince  Mining  Company  and  other  holders 
to  get  supplies  in.  Very  extensive  development  is  being  carried  on  by  the  Prince 
Mining  Company,  they  having  five  or  six  men  employed  steadily.  No  ore  shipments 
have  been  made. 

Forest  cleared     15,600  feet,  10  feet  wide. 

Graded  15,600     ..        3^ 

Cribbed  60     t.       5    feet  high. 

Excavated  rock     1,050     n       3i  feet  wide,  2  feet  deep. 

Built  3  bridges,  averaging  98  feet  by  6  feet. 

This  was  a  very  difficult  trail  to  build,  on  account  of  rock  bluffs  and  deep  side  cuttings. 

Smith  Creek  Trail. 

Commences  at  mouth  of  above-named  creek  and  runs  west  for  about  6  or  7  miles.  Very 
extensive  placer  ground  situate  on  and  near  this  trail.  Duquesne  Placer  Mining 
Company  have  been  pushing  extensive  development  work  all  summer  and  winter. 
All  supplies  for  above-named  company  and  individual  holders  have  to  be  taken  in 
over  this  trail. 

General  repairs. 

Dowxie  Creek  Trail. 

Starts  from  Big  Bend  Trunk  Trail  at  junction  of  Downie  Creek  witli  Columljia  River,  and 
runs  up  above-named  creek  Sh  miles.  This  trail,  when  completed,  will  tap  one  of 
the  best  known  mineral  creeks  in  the  Big  Bend  Country.  This  trail  is  built  on  an 
exceptionally  level  grade.  It  should  extend  to  the  head  of  Downie  Creek,  a  distance 
of  30  miles. 

Forest  cleared  18,480  feet,  6  feet  wide. 

Grubbed  18,480     >.     3 

Graded  18,480     .,     2 

This  trail  should  extend  to  Boulder  Creek,  a  distance  of  5  miles,  leaving  a  good  trail  Sh 
miles  in  length. 


Illecillewaet  Division. 

Flat,  Fish,  Gold  Hill,  Josephine,  Illecillewaet  to  Albert  Canyon,  Jumbo,  Sanquhar 
TO  Summit  Lode  Trails. 
All  situate  in  Illecillewaet  Division  and  reach  locations  on  creeks  of  above-named  trails, 

so  as  to  allow  miners  to  get  their  sui)plies  in  to  perform  assessment  work. 
General  repairs  on  each  trail. 

Illecillewaet  Win(;-da.m. 

Built  a  little  above  the  t(.wn  of  Illecillewaet.     Owing  to  high  water,  the  river  commenced 

to  cut  bank  and  threatened  to  wash  some  of  the  town  away. 
Cribbed  9  feet  by  50  feet  by  8  feet. 
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Arrow  Lake  Division. 

Promistoria  (5  miles  long),  Sand  Creek  (commences  at  mouth  of  Sand  Creek  and  runs  north- 
east 10  miles),  McDonald  Creek  (commences  at  McDonald  Creek  and  follows  creek 
for  a  distance  of  7  miles).  Silver  Mountain  (4  miles  long),  Pingston  Creek  (8^ 
miles  long,  opposite  St.  Leon  Springs),  Goat  Canyon  (7  miles  long),  Millie  Mack 
(7  miles  long).  Mineral  Creek  (5  miles  long),  Canyon  Creek  (8  miles  long)  Trails. 
General  repairs  to  all  of  above  trails. 

Hot  Springs  Trail. 

Commences  at  Nakusp  and  runs  to  the  Hot  Springs,  a  distance  of  7  miles. 
General  repairs. 


Lardeau  Division. 

Nellie  Trail. 

This  trail  is  about  2  miles  in  length ;  benefits  a  number  of  mining  locations. 
Forest  cleared  6,780  feet,  12  feet  wide. 
Grubbed  6,780     „       3  „ 

Graded  6,780     ..       2         t, 

Murray  Creek  Trail. 

Commences  at  mouth  of  above-named  creek  and  follows  creek  for  about  2  miles.     A 

number  of  mining  locations  benefited  by  this  trail. 
Forest  cleared  4,800  feet,  12  feet  wide. 
Grubbed  4,800     „        3  ., 

Graded  4,800     „       2i       „ 

Menhinick  Creek  Trail. 

Four  miles  in  length.     Quite  a  few  gold  properties  located  on  this  creek. 
Repaired  old  trail  and  bridge,  corduroyed  mud-holes  and  cut  out  windfalls. 

Boyd  Creek  Trail. 

Commences  at  mouth  of  above  creek  and  runs  up  same  for  a  distance  of  about  6  miles. 

Benefits  quite  a  number  of  mining  locations. 
Built  1  bridge,  40  feet  long,  and  made  general  repairs. 

Lexington  to  Boyd  Creek  Trail. 
Abandoned. 

Pool  Creek  Trail. 

Eight  miles  long.     A  mining  trail,  and  benefits  quite  a  few  locations. 
Made  general  repairs. 

Pool  to  Lexington  Creek  Trail. 

This  trail  is  about  3  miles  long  and  connects  with   Lexington  Creek  Trail.      Benefits  a 

number  of  mining  locations. 
Corduroyed  1 20  feet  and  made  general  repairs. 

Gold  Creek  Trail. 

About  3  miles  long.     Benefits  quite  a  few  mining  locations. 
Forest  cleared  7,650  feet,  12  feet  wide. 
Grubbed  7,650     .,        3  „ 

Graded  7  650     m       2         it 
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Sable  Creek  Trail. 

About  16  miles  long.     13eneflt^s  a  number  of  mining  locations. 
Built  3,960  feet  of  new  trail. 
n      1  bridge,  30  feet  long. 

II        1  It  bO  II 

Made  general  repairs  to  old  trail. 


Trout  Lake  Division. 
South  Fork  of  the  South  Fork  Trail. 

This  trail  is  approximately  3  miles  in  length,  and  starts  at  a  point  about  5  miles  from 
lO-mile.  iNIountains  very  rugged.  Some  dozens  or  more  claims  are  served,  though 
as  yet  very  little  freight  passes  over  this  trail. 

Forest  cleared  1,080  feet,  8  feet  wide. 

Grubbed  8,250     n       3 

Graded  8,250     h       2 

Corduroyed  45      n 

Triune  Trail. 

This  trail  is  3^-  miles  in  length,  starting  at  10-Mile  and  passing  through  li  miles  of  heavy 
timber,  the  balance  of  the  distance  being  through  slides  and  snow  brush.  This  trail 
serves  the  Triune  and  all  claims  in  the  Triune  Basin,  the  Triune  being  the  only 
property  working  steadily.  The  shipments  of  ore  and  freight  over  this  trail  are  very 
heavy. 

Forest  cleared   6,600  feet,    12  feet  wide. 

Grubbed  6,600     ,,         3         ,i 

Graded  6,600     m         2 

Corduroyed  150     n 

Bunker  Hill  Trail. 

This  trail  is  about  2.V  miles  in  length,  starting  at  a  point  on  the  Gainer  Creek  Trail  about 
5  miles  from  10-Mile.  The  larger  part  of  this  trail  is  in  open  country.  The  most 
difficult  mile  to  get  over  being  the  first  from  Gainer  Creek.  Practically  every 
property  on  Bunker  Hill  Creek  must  use  this  trail,  and  some  properties  on  the 
opposite  side  of  the  summit  use  it  for  a  trunk  trail,  the  Lade  Group  taking  in  all 
supplies  this  way,  which  amounts  to  several  tons  each  year. 

Forest  cleared       6,090  feet,   12  feet  wide. 

Graded  5,790     n         2 

Grubbed  5,790     m         3 

Excavated  rock        120     n 

North  Fork  Metropolitan  Trail. 

This  trail  is  2^  miles  in  length  and  is  a  continuation  of  the  Circle  City  trail.  The 
country  is  "open  but  difficult  the  whole  length  of  the  trail.  The  properties  reached 
by  this  trail  are  the  Canadian  Group,  Metropolitan  Group,  Big  Five  Group,  and 
other  independent  claims.  Several  tons  of  ore  for  tests  have  been  brought  from 
these  properties,  and  each  .season  several  tons  of  supplies  go  in. 

Made  general  repairs. 

North  Fork  Trail. 

Starts  at  the  Town  of  Ferguson  and  runs  a  distance  of  6|  miles.  About  half  of  this  trail 
runs  through  heavily  timbered  hill-side,  the  balance  being  open  and  through  slides 
and  snow-brush,  etc.  All  supplies  going  to  any  point  on  North  tFork  or  Duncan 
Slope,  McDonald,  Silver  Tip  or  Westfall  Creeks,  must  pass  over  tliis  trail. 

Forest  cleared   15,840  feet,  12  feet  wide. 

Grubbed  15,840     n       4 

Graded  15,840     -       3 

Corduroyed  300     h       5  « 
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Silver  Cup  Trail. 

This  trail  is  4  miles  in  length.  Beginning  at  8-mile  on  Lardeau  Creek,  it  switch-backs  up 
a  well  timbered  hillside,  crossing  the  Towser,  Sunshine  and  Silver  Cup.  These  prop- 
erties employ  all  the  way  from  50  to  100  men,  according  to  the  character  of  work 
under  way  (stoping  or  development).  A  great  many  tons  of  supplies  and  ore  have 
passed  over  this  trail. 

Graded  3,000  feet,  3  feet  wide,  and  made  general  repairs. 

Built  10  culverts,  averaging  7  feet  by  4  feet  by  2  feet. 

Great  Northern  Trail. 

Commences  at  a  point  on  Trout  Lake  Waggon  Road,  1  mile  from  Trout  Lake,  and  runs 
7  miles  up  the  mountain  on  a  well  timbered  hillside.  This  trail  reaches  the  Alpha, 
Great  Northern,  True  Fissure  and  St.  Elmo  groups ;  also  many  single  claims.  A 
great  deal  of  ore  and  supplies  pass  over  this,  and  private  trails,  to  these  properties. 

Cutting  out  fallen  timber  ;  removing  slides;  repairing  bridges,  and  making  general  repairs. 

South  Fork  Trail. 

This  trail  is  about  12  miles  long  and  starts  from   10-Mile.      It  is  a  main  trunk  trail  and 

follows  a  well  wooded  side-hill  to  where  it  crosses  the  summit  to  the  Duncan  River. 
Forest  cleared   10,560  feet,  12  feet  wide. 
Grubbed  10,560     ,.       3 

Graded  10,560     „       2 

Corduroyed  450     n       5  n 

Built  1  bridge,  85     n  by  6  feet. 

Built  1  culvert,        20     it       5     .. 

Gainer  Creek  Trail. 

This  trail  is  about  12  miles  long,  extending  from  10-Mile  to  the  Bad  Sliot  Mine.  Only  3 
miles  of  this  trail  is  in  timber,  the  balance  through  snow-brush  and  snow-slides.  This 
is  a  trunk  trail  for  a  distance  of  about  7  miles.  From  this  point  was  extended  a 
branch  to  the  Bad  Shot.  All  material  going  in  or  out  from  Gainer  Creek  or  Empire 
passes  over  this  trail. 

Corduroyed  30  feet  and  made  general  repairs. 

Empire  Creek  Trail. 

Commences  at  a  point  about  5  miles  from  10-Mile,  on  Gainer  Creek,  and  ascends  the 
mountain  through  timber  to  summit,  thence  down  into  Cariboo,  and  up  the  same  to 
the  Empire  Mine,  being  a  distance  of  8  miles.  This  trail  affords  communication  with 
a  number  of  properties  other  than  the  Empire,  for  which  it  was  originally  built. 

Built  1  bridge  across  Gainer  Creek,  43  feet  by  6  feet  by  5. 

Trout  Lake  to  Summit  Trail. 

This  trail,  when  completed,  will  be  about  8  miles  in  length,  31  miles  of  which  are 
completed,  and  is  built  through  timber  to  the  summit.  It  is  intended  to  furnish 
properties  along  this  summit  with  a  direct  route  to  Trout  Lake. 

Forest  cleared  10,300  feet,  8    feet  wide. 

Graded  10,300     „     2i 

Grubbed  10,300     „     2  J 

Built  2  bridges,  averaging  25  feet  by  5  feet. 

American  Trail. 

This  trail  is  about  4  miles  in  length  and  starts  at  the  water's  edge,  just  below  what  is 
known  as  Haskins  Point,  on  Trout  Lake.  Passes  thi'ough  timber  to  summit ; 
furnishes  communication  with  American  and  other  properties.  These  properties  are 
working  a  dozen  or  15  men.     Large  quantities  of  supplies  go  up  this  trail. 

Forest  cleared  3,600  feet,  8  feet  wide. 

Grubbed  3,600     n     3 

Graded  3,600     ..     2         „ 

Widened,  ditched  and  made  general  repairs. 
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Texderfoot  Creek  Trail. 

This  trail  starts  at  the  junction  of  Tenderfoot  and  Lardo  River,  and  runs  up  Tenderfoot 
Creek  for  a  distance  of  about  4  miles,  opening  up  a  ^•ery  promising  mining  country, 
there  being  quite  a  few  locations  situate  on  this  trail. 

Forest  cleared   16,400  feet,  12  feet  wide. 

Grubbed  16,350     ,.       3 

Graded  16,350     .,       2 

Built  bridges  averaging  59  feet  by  7  feet. 

Canyon  Creek  Trail. 

This  trail  is  about  4  miles  long  and  gives  relief  to  a  number  of  promising  claims  situate 

on  this  creek. 
Built  5,280  feet  of  new  trail. 
Built  1  bridge,  18  feet  by  5  feet,  and  made  general  repairs. 

Johnson's  Basin  Trail. 

This  trail  is  about  6  miles  in  length  and  affords  relief  to  a  number  of  promising  locations 

situate  in  this  basin. 
Forest  cleared    10,560  feet,  12  feet  wide. 
Grubbed  10,560     „        3 

Graded  5,280     ,.       2 

Corduroyed  50     n        5  n 

Cleared  out  fallen  timber  and  brush,  and  made  general  repairs. 

Healy  Creek  Trail. 

Being  about  6  miles  in  length,  it  gives  relief  to  a  great  many  claims  which  are  situate 

on  this  creek. 
Forest  cleared    13,170  feet,  12  feet  wide. 
Grubbed  5,280     „        3 

Graded  5,280     n        2 

Excavated  earth       45     n 
II  rock       207     II 

Built  15  culverts,  averaging  40  feet  by  5  feet. 

Poplar  Creek  Trail. 

This  trail  gives  relief  to  a  number  of  promising  claims,  and  is  about  4  miles  in  length. 
Forest  cleared      3,300  feet,  12  feet  wide. 
Grubbed  3,300     ,.       3 

Graded  3,300     „       2 

Haskins'  Point  to  Silver  Crown  Trail. 

Starts  at  Haskins'  Point,  on  Trout  Lake,  and  runs  up  to  the   Silver  Crown  Group,  a 

distance  of  about  4  miles.     Gives  relief  to  a  number  of  independent  claims. 
Forest  cleared   12,050  feet,  12  feet  wide. 
Grubbed  12,050     u       3 

Graded  12,050     „       2 

Five-Mile  Trail. 

Gives  relief  to  a  number  of  promising  claims.     This  trail  is  about  7  miles  long. 
Made  general  repairs. 

Trout  Lake  to  Horne  Lake  Trail. 

Starts  at  Trout  Lake  and  runs  to  Horne  Lake,  a  distance  of  about  7  miles.     Gives  relief 

to  a  number  of  claims  situate  along  trail. 
Forest  cleared    15,840  feet,  6  feet  wide. 
Graded  7,920     ..     2 

Grubbed  7,920     ,.     3 
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Slogan  Riding. 

Red  Mountain  Road. 

Length,  2^%  miles;  starts  at  juncture  of  Noonday  and  Galena  Farms  Mines  Road;  country 
is  rough.      Mining  purposes ;  about  200  mining  locations  will  be  served  when  i-oad  is 
completed  ;   10  men  engaged.      Not  used  as  a  mail  route;    about  20  tons  of  freight 
taken  in.     There  remains  about  1|  miles  of  road  to  complete. 
Forest  cleared    12,190  feet,  24  feet  wide. 
Grubbed  12,190     „      12 

Graded  12,190     „     10 

Cribbed  330      n     averaging  6  feet  high. 

Built  1  bridge,  20  feet  long,  14  feet  wide,     3  feet  high. 
M      1        M        34  ,f  14  .,  5 

„      1        „        65  „  14  n  12 

„     1        „       25         n  16         „  8 

Made  7  culverts,  each  14  feet  long,  8  feet  wide,  2  feet  deep. 
Condition  good. 

Two  Friends  Mine  Trail. 

Length,  2^  miles  ;  starts  from  Springer  Creek  Road,  about  1|  miles  west  of  the  Arlington 
Mine  ;  country  is  mountainous.  Mining  purposes  ;  about  40  mineral  locations  and 
claims  ;  20  men  employed.     Not  used  as  a  mail  i-oute  ;  30  tons  of  freight  taken  in. 

Foi'est  cleared    13,500  feet  long,  8    feet  wide. 

Grubbed  13,500         n         U 

Graded  13,500  „  3" 

Corduroyed  206  n  5  n 

Built  1  bridge,  50  n  7  n  7  feet  high. 

This  trail  is  now  in  fair  condition. 

Hammil  Creek  Trail. 

Length,  28  miles  ;  starts  at  Argenta  ;  country  is  mountainous.  Mining  purposes  ;  about 
30  mineral  locations  and  claims  ;  10  men  employed.  Not  used  as  a  mail  route  ;  20 
tons  of  freight  taken  in.  This  is  a  trunk  trail  to  East  Kootenay,  connecting  with 
Toby  Creek  Trail. 

Corduroyed  100  feet  long,  6  feet  wide. 

Built  1  bridge,  46  m  8  n  9  feet  high. 

Made  general  repairs  and  improvements  to  27  miles  of  trail. 

Cleared  out  fallen  timber  and  slides  on  first  4  miles  of  trail ;  balance  of  trail  in  fair 
condition. 

KoKANEE  Creek  Trail. 

Length,  2|  miles;  starts  at  upper  end  of  Molly  Gibson  Waggon  Road;  country  moun- 
tainous. Mining  purposes;  about  35  mineral  locations  and  claims;  4  men  employed. 
Not  used  as  a  mail  route ;   10  tons  of  freight  taken  in. 

Forest  cleared   13,200  feet  long,  8  feet  wide. 

Grubbed  13,200         „         4 

Graded  13,200         .,         3 

Built  4  bridges,  averaging  27  feet  long,  6  feet  wide,  5  feet  high. 

This  trail  extends  from  the  Molly  Gibson  Waggon  Road  to  the  Achilles  Mine  and 
Kokanee  Lake,  and  is  now  in  fair  condition. 

Kokanee  Creek  Trail  (west  fork). 

Length,  6  miles ;  starts  from  Molly  Gibson  Waggon  Road,  about  2i  miles  from  Molly 
Gibson  Landing.  Country  is  mountainous.  Mining  purposes ;  about  20  mineral 
locations  and  claims  ;  4  men  employed.  Not  used  as  a  mail  route  ;  2  tons  of  freight 
taken  in. 
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Cleared  forest  24,900  feet  long,  8  feet  wide. 

Grubbed  24,900         m         3h 

Graded  24,900         ..         3" 

Built  1  bridge,  70  feet  long,  8  feet  wide,  7  feet  high. 

II     4  culverts,  each  10  feet  long,  5  feet  wide,  4  feet  deep. 
This  trail  is  now  in  good  condition. 

Long  Creek  Trail. 

Length,    2   miles ;  starts   from  Fauquier  Landing    Road   about  2^^  miles  from  landing. 

Country  is  mountainous.      Mining  purposes;  about  15  mineral  locations  and  claims; 

no  men  employed  for  other  tlian  assessment  purposes.     Not  used  as  a  mail  route  ;  1 

ton  of  freight  taken  in. 
Cleared  forest    5,280  feet  long,  8  feet  wide. 
Grubbed  5,280         .,         3 

Graded  5,280  „  2 

Repaired  2  miles  of  trail. 
This  trail  is  now  in  fair  condition. 

Lavina-Butte  Trail. 

Length,  6  ^^  miles ;  starts  from  the  Argenta  and  Houser  Lake  Trail  about  8  miles  north 
of  Argenta.  Country  is  mountainous.  Mining  purposes  ;  about  20  mineral  locations 
and  claims  ;  5  men  employed.     Not  used  as  a  mail  route  ;  15  tons  of  freight  taken  in. 

Cleared  forest    5,280  feet  long,  8  feet  wide. 

Grubbed  5,280         .-         4 

Graded  5,280         „         3 

Made  general  repairs  to  4  miles  of  trail. 

This  trail  is  now  in  good  condition. 

Wilson  Creek  Trail. 

Length,  31  miles;  starts  from  Roseberry.  Country  mountainous.  Mining  purposes; 
about  60  mineral  locations  and  claims;  no  men  employed  during  the  year  for  other 
than  assessment  purposes.     Not  used  as  a  mail  route ;  5  tons  of  freight  taken  in. 

Cleared  forest  23,898  feet  long,  8  feet  wide. 

Grubbed  23,898         -         3 

Graded  23,898         ..         3 

Built  1  bridge         65  „  8  ..  6  feet  high. 

Made  general  repairs  to  20  miles  of  trail. 

Built  1  bridge,  48  feet  long,  6  feet  wide,  5  feet  high. 

Cleared  out  fallen  timber. 

This  trail  is  now  in  good  condition. 

Springer  Creek  Road. 

Length,  7i  miles  ;  starts  from  81ocan  City.      Country  mountainous.      Mining  purposes  ; 
"about  200  mineral  locations  ;  160  men  employed.     Not  used  as  a  mail  route  ;  2,000 
tons  of  freight  taken  in,  including  mining  timber. 
Made  general  repairs  length  of  road  7h  miles.     This  road  is  now  in  fair  condition. 

Woodbury  Creek  Trail  (South  Fork). 

Lencrth,  9  miles ;    starts   from  north  fork  of  Woodbury   Creek  Trail  about  1   mile  from 
"Kootenay    Lake.      Country    mountainous.      Mining  purposes;     about   25    minora 
locations  ;  no  men  employed  for  other  than  assessment  purposes.    Not  used  as  a  mail 
route  ;  1  ton  of  freight  taken  in. 
Graded  400  feet  long,  2^  feet  wide. 

Corduroyed  250  n  4  n 

Built  1  bridge  20         n         8         n  8  feet  high. 

Built  2  culverts,  each  10         m         4         m  2  feet  deep. 

Made  general  repairs  to  5  miles  of  trail. 
This  trail  is  now  in  fair  condition. 
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Lemon  Creek  Trail. 

Length,  16  miles;  starts  from  Lemon  Creek  Siding.  Country  mountainous.  Mining 
purposes;  about  250  mineral  locations  and  claims;  12  men  employed.  jSot  used  as 
a  mail  route  ;  30  tons  of  freight  taken  in. 

Cleared  forest     21,851  feet  long,  18  feet  wide. 


feet  high. 
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General  repairs. 

This  trail  is 

now  in 

fair  cc 

)ndi1 

AiNSwoRTH  Wharf. 

R.e-planked,  23  feet  long,  22  feet  wide. 

Ballasted  piers,  put  on  fenders,  and  made  other  necessar}'  repairs. 

This  wharf  will  need  repairs  during  the  summer. 

True  Blue  Mine  Trail. 

Length,  If  miles ;  Starts  from  Bjerkness  Creek  Trail,  about  3  miles  west  of  Kaslo. 
Country  mountainous.  Mining  purposes  ;  6  mineral  locations  and  claims  ;  4  men 
employed.     Not  used  as  a  mail  route  ;  10  tons  of  freight  taken  in. 

Cleared  forest  7,500  feet  long,  8  feet  wide. 

Grubbed  7,500         n         3 

Graded  7,500  ,.  3 

Repaired  1  mile  of  trail. 

This  trail  is  now  in  good  condition. 

AiNswoRTH  Road,  South. 

Length,   6|  miles ;   starts  from   Ainsworth.     Country   mountainous.    Mining    purposes. 

About  200  mineral  locations  of  claims  ;  about  35  men  emploj^ed.      Not  used  as  a 

mail  route ;  20  tons  of  freight  taken  in. 
Made  general  repairs  to  5  miles  of  road.     This  road  is  now  in  good  condition. 

Kaslo  and  Three  Forks  Road  and  Trail. 

Length  of  road,  4|  miles ;  trail,  20^  miles ;  starts  from   Kaslo.      Country  mountainous. 

Mining  purposes.     About  60  mineral  locations  and  claims  ;  about  120  men  employed. 

Not  used  at  present  as  a  mail  route  ;  about  20  tons  of  freight  taken  over  road.     Trail 

is  used  for  saddle  horses,  conveying  stock  from  Kaslo  to  Slocan  points  and  inre  versa. 

Railroad  handles  all  oies  and  other  freights. 
Repairing  2  bridges,  each  65  feet  long,  14  feet  wide,  8  feet  high. 
Made  general  repairs  to  20  miles  of  trail. 
This  trail  is  now  in  good  condition. 

Ten-Mile  Creek  Road. 

Length,  7  miles  ;  starts  from  Enterprise  Landing,  on  the  Slocan  Lake.  Country  moun- 
tainous. Mining  purposes ;  about  40  mineral  locations  and  claims  ;  55  men 
employed.     Not  used  as  a  mail  route  ;  100  tons  of  freight  taken  in. 

Repaired  bridges,  culverts  and  corduroying,  and  made  general  repairs  and  improvements 
to  8  miles  of  road. 

This  road  is  in  poor  condition  for  heavy  traffic. 

Silver  Mountain  Road. 

Length,  4|  miles  ;  starts  from  New  Denver.  Country  mountainous.  Mining  purposes ; 
about  90  mineral  locations  and  claims  ;  18  men  employed.  Not  used  as  a  mail  route; 
30  tons  of  freight  taken  in. 


3  Ed.  7  West  Kootenay  District  (Slogan  Riding).  F  113 


Cleared  forest  4,450  feet  long,  24  feet  wide. 

Grubbed  4,500         «  12 

Graded  4,500         ..  9 

Ditched  500         ,.  2 

Cribbed  400         n  averaging  G  feet  high. 

Made  2  culverts,  each  15  feet  long,  6  feet  wide,  2  feet  deep. 

Made  general  repairs  to  1^  miles  of  road. 

Cleared  out  8  small  slides  and  widened  out  road  for  a  distance  of  44  feet,  averaging  4  feet 

wide  and  12  feet  high  in  rock. 
This  road  is  now  in  fair  condition. 

Silverton-Galexa  Farms  Road. 

Length,  14  miles  :  starts  from  Silverton.     Country  reasonably  level.     Mining  purposes; 

60  mineral  locations  and  claims  :  40  men  employed.     Not  used  as  a  mail  route  :  75 

tons  of  freight  taken  in. 
Built  1  bridge,  14  feet  long,  14  feet  wide,  ih  feet  high. 

Made  6  culverts,  each  12  m  4  ■-  2     m     deep. 

Cut  brush  and  timber  20  feet  wide  on  south  side  of  road  for  a  distance  of  -J -mile,  wjiere 

the  road  was  wet,  to  permit  the  sun  to  dry  it. 
Made  general  repairs  to  1|^  miles  of  road. 
Made  1  culvert,  14  feet  long,  3  feet  wide,  1  foot  deep,  and  general  repairs  to  H  miles  of 

road. 
This  road  is  now  in  good  condition. 

Cascade  Creek  Trail. 

Length,  oh  miles  ;  starts  from  Kootenay  and  Arrowhead  Railway.  Country  mountainous. 
Mining  purposes ;  30  mineral  locations  and  claims ;  no  men  employed  for  oiher  than 
assessment  pui^poses.     Xot  used  as  a  mail  route ;  5  tons  freight  taken  in. 

Cleared  forest     26,694  feet  long,  8  feet  wide. 
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This  trail  is  now  in  good  condition. 

Crawford  Creek  Trail. 

Length,  8  miles  ;  starts  at  upper  end  of  Crawford  Creek  Road.  Country  mountainous. 
Mining  purposes ;  60  mineral  locations  and  claims  ;  6  men  employed.  Xot  used  as 
a  mail  route;   10  tons  of  freight  taken  in. 

Corduroyed  480  feet  long,  5  feet  wide. 

Made  general  repairs  and  improvements  to  9  miles  of  trail. 

This  trail  is  now  in  poor  condition,  caused  by  fallen  timber,  slides  and  washouts. 

Coffee  Creek  Trail. 

Length,  121  miles;  starts  from  Kootenay  Lake.  Country  mountainous.  Mining  pur- 
poses ;  "40  mineral  locations  and  claims  ;  8  men  employed.  Xot  used  as  a  mail  route  ; 
3  tons  of  freight  taken  in. 

Graded  500  feet  long,  3    feet  wide. 

Built  1  bridge  45         m         6i  --  8  feet  high. 

.1     4  culverts,  each    8         n         4  2     n     deep. 

Cleared  forest  7,920  n         8  n 

Grubbed  7,920         ..         4 

Graded  7,920  .,  3  - 

Made  general  repairs  and  improvements  to  6  miles  of  trail. 

This  trail  is  in  fair  condition  for  packing  in  supplies,  but  on  account  of  hills  and  reverse 
srrades  is  useless  for  rawhiding  out  ore. 
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Bjerkness  Creek  Trail. 

Length,    5    miles;    starts    from    Kaslo.     Country   mountainous.     Mining   purposes;  12 
"mineral  locations  and  claims ;  no  men  employed  for  other  than  assessment  purposes. 
Not  used  as  a  mail  route ;  3  tons  of  freight  taken  in. 
Cleared  forest    15,840  feet  long,  8    feet  wide. 
Grubbed  15,840         ..         ^ 

Graded  15,840  m  3 

Built  1  bridge,  35  „        10  .i  7  feet  high. 

M      1      „  19         ..       10  M         7 

Cribbed  120  ..       averaging  6  feet  high. 

This  trail  is  now  in  good  condition,  but  should  be  extended  about  2  miles. 

Black  Prince  Trail. 

Length,  6  miles;  starts  form  the  Townsite  of  Oro,  on  Lemon  Creek.  Country  mountainous. 
Mining  purposes ;  60  mineral  locations  and  claims  ;  no  men  employed  for  other  than 
assessment  purposes.     Not  used  as  a  mail  route  ;  5  tons  of  freight  taken  in. 

Corduroyed  612  feet  long,  5  feet  wide. 

Made  general  repairs  to  6  miles  of  ti-ail. 

This  trail  is  now  in  fair  condition. 

Beaver  Mine  Trail. 

Length,  4  miles ;  starts  from  Sproule's  Station  on  K.  &  S.  Railway.  Country  mountain- 
ous. Mining  purposes ;  about  40  raining  locations  and  claims ;  no  men  employed 
for  other  than  assessment  purposes.  Not  used  as  a  mail  route ;  5  tons  of  supplies 
taken  in. 

Made  general  repairs  to  4  miles  of  trail. 

With  the  exception  of  some  fallen  timber,  this  trail  is  in  good  condition. 

Bear  Lake  and  Silver  King  Mine  Trail. 

Length,  3  miles ;  starts  from  Bear  Lake  Station  on  K.  &  S.  Railway.  Country  moun- 
tainous. Mining  purposes  ;  25  mineral  locations  and  claims ;  6  men  employed.  Not 
used  as  a  mail  route ;  25  tons  of  freight  taken  in. 

Cleared  forest  6,600  feet  long,  8  feet  wide. 

Grubbed  4,650  -  4 

Graded  3,700         ,.         3 

Made  general  repairs  to  2  miles  of  trail. 

This  trail  is  now  in  good  condition. 

Sixth  South  Fork  of  Lemon  Creek  Trail. 

Length,  3  miles ;  starts  from  Lemon  Creek  Trail,  2  miles  east  of  Oro.  Country  moun- 
tainous. Mining  purposes  ;  30  mineral  locations  and  claims  ;  2  men  employed.  Not 
used  as  a  mail  route ;  10  tons  of  freight  taken  in. 

Cleared  forest  12,560  feet  long,  8  feet  wide. 

Grubbed  12,560         „         3 

Graded  12,560  .,  3 

This  trail  is  now  in  need  of  repairs. 

Ten  Mile-Springer  Creek  Trail. 

Length,  2^  miles;  starts  from  Enterprise  Mine.     Country  mountainous.     Mining  purposes; 

about  10  mineral  locations  and  claims  ;  4  men  employed.     Not  used  as  a  mail  route  ; 

10  tons  of  freight  taken  in.      This  trail  gives  communication  between  the  above 

named  creeks. 
Graded  405  feet  long,  3  feet  wide. 
Built  1  bridge,  12  feet  long,  7  feet  wide,  6  feet  high. 
Made  general  repairs  to  3|^  miles  of  ti'ail. 
This  trail  is  now  in  good  condition. 
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Tex-Mile  Creek  Trail. 

Length,  9  miles ;  starts  from  Enterprise  Mine  Concentrator.  Country  mountainous. 
Mining  purposes:  about  30  mineral  location-s  and  claims;  no  men  employed  for  other 
than  assessment  purposes.  Not  used  as  a  mail  route  ;  about  10  tons  of  freight  taken 
in.  This  trail  is  much  used  Vjy  residents  of  Slocan  Lake  points,  who  own  mining 
property  on  the  headwaters  of  Kaslo  and  Kokanee  Creeks. 

Cleared  forest  3,900  feet  long,  10    feet  wide. 

Grubbed  3,900         „  3L 

Graded  3,900  ..  3 

Built  1  bridge,      18         ,.  7^         ..         6  feet  high, 

ir     1        II  25         IP  7|         II         5         M 

Made  general  repairs  to  9  miles  of  trail.  This  trail  is  now  in  need  of  repairs,  being 
impassable  on  account  of  fallen  timber. 

Woodbury  Creek  Trail,  North  Fork. 

Length,  12  miles;  starts  from  Kootenay  Lake.     Country  mountainous.     Mining  purposes; 

about  60  mineral  locations  and  claims;  15  men  employed.     Not  used  as  a  mail  route; 

30  tons  of  freight  taken  in. 
Repaired  and  improved  by  removing  fallen   timber,   rock  slides,  corduroying,  repairing 

bridge,  and  improving  grades  for  9  miles. 
Additional  work,  May  1902  : 
Made  general  repairs  to  trail,  which  is  now  in  good  condition. 

MiLFORD  Creek  Trail. 

Length,  3  miles ;  starts  from  Kootenay  Lake,  8  miles  north  of  Kaslo.  Country  moun- 
tainous. Mining  purposes  ;  about  20  mining  locations  and  claims  ;  no  men  employed 
for  other  than  assessment  purposes.  Not  used  as  a  mail  route  ;  about  2  tons  of 
freight  taken  in. 

Made  general  repairs  and  improvements  to  3  miles  of  trail. 

This  trail  is  now  in  good  condition. 

Smuggler  Mine  Trail. 

Length,  3  miles ;  starts  from  Excelsior  Millsite,  South  Fork  of  Kaslo  Creek.  Country 
mountainous.  Mining  purposes;  25  mineral  locations  and  claims;  no  men  employed 
for  other  than  assessment  purposes.  Not  used  as  a  mail  route ;  2  tons  of  freight 
taken  in.  This  trail  connects  the  Kootenay  Lake  and  Slocan  Lake  Sections,  via 
South  Fork  of  Kaslo  Creek  and  Ten-Mile  Creek. 

Cleared  forest  10,560  feet  long,  8  feet  wide. 

Grubbed  10,560         m         -4 

Graded  10,560  n  3 

Built  1  bridge,        66         n         6         i.         8  feet  high. 

This  trail  will  not  need  repairs  this  season. 

Saxdon  axd  Reco  Mixe  Trail. 

Length,  4  miles;  starts  from   Sandon.     Country  mountainous.     :Mining  purposes;   100 

mining  locations  and  claims  ;  75  men  employed.     Not  used  as  a  mail  route  ;  50  tons 

of  freight  taken  in. 
Made  general  repairs  to  4  miles  of  trail. 
This  trail  is  now  in  need  of  repairs. 

SCHROEDER    CrEEK    TrAIL. 

Length,  3  miles ;  starts  from  Kootenay  Lake,  12  miles  north  of  Kaslo.  Country  mount- 
ainous. Mining  purposes  ;  about  30  mineral  locations  and  claims  ;  no  men  employed 
for  other  than  assessment  purposes.  Not  used  as  a  mail  route.  No  freight  will  be 
taken  in  until  trail  is  completed,  which  should  be  extended  for  3  miles. 
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Cleared  forest      12,560  feet  long,  8  feet  wide. 

Grubbed  12,560         ..         3 

Graded  12,560         n         3 

Built  1  bridge,  30         m         6         ..         7  feet  high. 

II     1     M  20         I.         6         M         4         II 

Repaired  1  mile  of  trail. 
This  trail  is  now  in  good  condition. 

McGuiGAN  Road. 

Length,  5  miles ;  starts  from  McGuigan  Station.  Country  mountainous.  Mining  pur- 
poses j  about  125  mining  locations  and  claims;  130  men  employed.  Not  used  as  a 
mail  route  ;  300  tons  of  freight  taken  in. 

Repaired  bridges,  cribbing,  corduroy  and  culverts  ;  removed  slides  and  rocks ;  opened 
drains ;  filled  ruts,  and  made  general  repairs  and  improvements  to  5  miles  of  road. 

This  I'oad  is  now  in  fair  condition. 

South  Fork  Kaslo  Creek  Road. 

Length,  12^  miles;  starts  from  South  Fork  Station.  Country  mountainous.  Mining 
purposes  ;  150  mineral  locations  and  claims  ;  25  men  employed.  Not  used  as  a  mail 
route ;  50  tons  of  freight  taken  in. 

Cleared  forest  21,900  feet,  25  feet  wide. 

Grubbed  21,900     „     12 

Graded  21,900     m     10 

Corduroyed  680     m     14         m 

Cribbed  2,965     u     averaging  5  feet  high. 

Built  20  bridges,  averaging  38  feet  long,  14  feet  wide,  10  feet  high. 

Built  12  culverts,  each  14  ><  4  n  1  foot  deep. 

Repaired  bridges  and  corduroying  ;  opened  drains  ;  removed  slides  and  fallen  timber,  and 
made  general  repairs. 

This  road  is  now  in  fair  condition. 

Eight  to  Ten-Mile  Creek  Trail. 

Length,  3  miles ;  starts  from  the  south  end  of  Red  Mountain  Road.  Country  fairly  level- 
Mining  purposes  ;  about  15  mineral  locations  and  claims  ;  no  men  employed  for  other 
than  assessment  purposes.     Not  used  as  a  mail  route ;  2  tons  of  freight  taken  in. 

Corduroyed        70  feet  long,  6  feet  wide. 

Built  1  bridge,  42         n         6         n         5  feet  high, 
II     1       II        39         II         6         II         7         II 

Made  general  repairs  to  4  miles  of  trail. 

This  trail  is  now  in  fair  condition. 

Four-Mile  Creek  Trail. 

Length,  4  miles ;  starts  at  upper  end  of  Four-Mile  Creek  Road.     Country  mountainous. 

Mining  purposes  ;  about  40  mineral  locations  and  claims;  10  men  employed.     Not 

used  as  a  mail  route ;  30  tons  of  freight  taken  in. 
Cleared  forest  21,000  feet  long,   8  feet  wide. 
Grubbed  21,000         i,  4         i, 

Graded  21,000  n  4  i, 

Built  2  bridges,  each  20  feet  long,  6  feet  wide,  5  feet  high. 
Built  2  bridges,  17  feet  long,  6  feet  wide,  7  feet  high. 
Cleared  out  fallen  timber  and  slides. 
This  trail  is  now  in  good  condition. 

Goat  Mountain  Trail. 

Length  2  miles  ;  starts  from  New  Denver.  Country  mountainous.  Mining  purposes ; 
about  10  mineral  locations  and  claims;  no  men  employed  for  other  than  assessment 
purposes.     Not  used  as  a  mail  route  ;  1  ton  of  freight  taken  in. 

Cleared  brush  and  fallen  timber  from  2  miles  of  trail. 

This  trail  is  now  in  good  condition. 
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Great  Britain  Trail. 

Length  12  miles  ;  starts  from  Lardo  River  trail,  at  Cooper  Creek.     Country  mountainous. 

Mining  purposes  ;  about  35  mineral  locations  and  claims  ;    6   men  employed.     Not 

used  as  a  mail  route ;   10  tons  of  freight  taken  in. 
Cleared  forest  23,760  feet  long,  8  feet  wide. 
Grubbed  8,000         „  3 

Graded  8,000         ,.  3 

Made  general  repairs  to  2  miles  of  trail. 
This  trail  is  in  fair  condition. 

SiLVERTox  Four-Mile  Creek  Road. 

Length  7  miles  ;  starts  from  Silverton.     Country  mountainous.     Mining  purposes  ;  about 

90  mineral  locations  and  claims;   15  men  employed.     Not  used  as  a  mail  route  ;  60 

tons  of  freight  taken  in. 
Widened  out  road,  filled  ruts,  removed  slides,  rocks  and  timbers  ;  opened  drains,  repaired 

bridges  and  culverts,  and  made  general  repaii's  and  improvements  to  the   upper  2 

miles  of  road. 
Made  general  repairs  to  the  lower  3^  miles  of  road,  which  is  now  in  good  condition.     The 

upper  3  J  miles  is  impassable  for  waggons. 

Crawford  Creek  Road. 

Length  91  miles  ;  starts  from  Crawford  Bay.     Country  mountainous.     Mining  purposes  ; 

about  30  mineral  locations  and  claims  ;   18  men  employed.     Not  used  as  a  mail  route; 

100  tons  of  freight  taken  in. 
Cleared  forest,  1,874  feet,  20  feet  wide. 
Grubbed  1,87-4     ,.     10 

Graded  1,874     n       9  n 

Built  1  bridge,   30  feet  long,  16  feet  wide,  9  feet  high. 
Corduroyed  425  feet,  14  feet  wide. 
Made  general  repairs  to  9  miles  of  road. 

Removed  slides  and  rocks,  corduroyed  and  gravelled  soft  places. 
Road  is  now  open,  but  too  soft  for  heavy  traflic. 

DuxcAN  River  Trail. 

Length,  west  side,  25  miles ;  length,  east  side,  8  miles ;  starts  from  Hall's  Landing,  head 
of  steamboat  navigation.  Country  mountainous.  Mining  purposes  ;  about  200 
mineral  locations  and  claims;  25  men  employed.  Not  used  as  a  mail  route  ;  30  tons 
of  freight  taken  in. 

Cleared  forest    26,760  feet,  10  feet  wide. 

Grubbed  26,760     n       3 

Graded  26,760     ,r       3 

Built  1  bridge,  39     ,,        6  m  8  feet  high. 

This  trail  is  now  in  bad  need  of  repair,  being  blocked  with  fallen  timber  and  small  slides. 

Blue  Bird  Mine  Road. 

Length,  3^  miles ;  starts  from  the  Columbia  River  at  Deer  Park.      Country  fairly  level. 

Mining  purposes  ;    about  20  mineral  locations  and  claims  ;    1 2  men  employed.     Not 

used  as  a  mail  i-oute  ;  40  tons  of  freight  taken  in. 
Made  general  repairs  and  road  is  now  in  fair  condition. 

Cody  Creek  Trail. 

Length,  3^  miles  ;  starts  from  Cody.  Country  mountainous.  .  Mining  purposes ;  about 
30  mining  locations  and  claims;  no  men  employed  for  other  than  assessment 
purposes.     Not  used  as  a  mail  route ;  10  tons  of  freight  taken  in. 

Made  general  repairs  and  trail  is  now  in  good  condition. 

Fry  Creek  Trail. 

Length,  4,650  feet;  starts  from  Kootenay  Lake.  Country  mountainous.  Mining  pur- 
poses ;  about  40  mineral  locations  and  claims ;  no  men  employed  for  other  than 
assessment  purposes.     Not  used  as  a  mail  route  ;   3  tons  of  supplies  taken  in. 
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Cleared  forest    4,650  feet,  8  feet  wide. 

Grubbed  4,650     m     4 

Graded  4,650     n     3  « 

Cribbed  150     fi     averaging  6  feet  high. 

This  trail  is  now  in  good  condition. 

Bear  Lake  and  Noxpariel  Trail. 

Length,  3f '^  miles ;  starts  from  Bear  Lake  Station  on  K.  <k  S.  Railway.  Country  moun- 
tainous. Mining  purposes  ;  about  20  mineral  locations  and  claims  ;  8  men  employed. 
Not  used  as  a  mail  route ;  40  tons  of  freight  taken  in. 

Cleared  forest    6,890  feet,  8  feet  wide. 

Grubbed  6,890     .,     3 

Graded  6,890     ..     3 

Made  general  repairs  to  2  miles  of  trail. 

This  trail  is  now  in  fair  condition. 

Carpenter  Creek  N.  F. 

Length,  16|  miles  ;  starts  from  Three  Forks.  Country  mountainous.  Mining  purposes  ; 
about  60  mineral  locations  and  claims  ;  no  men  emplo5'ed  for  other  than  assessment 
purposes.     Not  used  as  a  mail  route ;  5  tons  of  freight  taken  in. 

Cleared  forest    7,500  feet  long,  8  feet  wide. 

Grubbed  7,500         .,         3 

Graded  7,500  -t  3 

Made  general  repairs  to  trail,  and  it  is  now  in  good  condition. 

L.  H.  Mine  Trail. 

Length,  2  miles  ;  starts  from  Red  Mountain  Road.  Country  mountainous.  Mining 
purposes  ;  about  50  mineral  locations  and  claims ;  4  men  employed.  Not  used  as  a 
mail  route  ;  10  tons  of  freight  taken  in. 

Cleared  forest    10,560  feet  long,  8  feet  wide. 

Grubbed  10,560         ..         3 

Graded  10,560         „         3 

Built  1  bridge,  20  h  6  n  5  feet  high. 

This  trail  is  now  in  fair  condition. 

Lardo  River  Trail, 

Length,  20  miles ;  starts  at  Lardo.  Country  mountainous.  Mining  and  ranching  pur- 
poses ;  about  30  mineral  locations  and  claims ;  4  settlers ;  48  men  employed.  Not 
used  as  a  mail  route ;  100  tons  of  freight  taken  in. 

Cleared  forest    6,600  feet  long,  8  feet  wide. 

Grubbed  6,600         n         3 

Graded  660         m         3 

Corduroyed  500  n  6  !i 

Built  1  bridge        65         .,         8         ..         9  feet  high. 

Replaced  bridge  which  had  been  burned  out. 

Made  general  repairs  to  trail,  which  is  now  in  good  condition. 

Monitor  Mine  and  Queen  Bess  Mine  Trail. 

Length,  2,700  feet;  starts  from  Monitor  Mine  Road.  Country  mountainous.  Mining 
purposes  ;  no  mining  locations ;  no  men  employed.  Not  used  as  a  mail  route ;  no 
freight  taken  in.  Was  built  as  a  short  route  from  Three  Forks  to  Queen  Bess  and 
Idaho  Basin. 

Cleared  forest    2,700  feet  long,  8  feet  wide. 

Grubbed  2,700         „         4 

Graded  2,700  „  3 

Built  1  bridge,        20         .,         6         „         6  feet  high. 

This  trail  is  now  in  good  condition. 
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Three  FoRKs-SAyDON  and  Cody  Road. 

Length,  4|  miles  ;  starts  at  Three  Forks.  Country  mountainous.  Mining  purposes ;  30 
mineral  locations  and  claims ;  10  men  employed.  Xot  used  as  a  mail  route;  100 
tons  of  freight  taken  in. 

Built  1  bridge,  30  feet  long,  11:  feet  wide,  9  feet  high. 
Made  general  repairs  and  road  is  now  in  good  condition. 

New  Denver  and  Three  Forks  Trail. 

Length,  1^  miles  ;  starts  from  New  Denver-Silverton  Road.  Country  mountainous  ; 
about  'lo  mineral  locations  and  claims  ;  no  men  employed  for  other  than  assessment 
purposes.  Not  used  as  a  mail  route ;  5  tons  freight  taken  in.  Used  chietly  for 
saddle  horses  between  New  Denver,  Three  Forks  and  Sandon. 

]\Iade  general  repairs,  and  trail  is  now  in  fair  condition. 

New  Denver-Silverton  Road. 

Length,  4  miles ;  starts  at  New  Denver.  Country  reasonably  level.  About  30  mineral 
locations  and  claims;  10  men  employed.  Not  used  as  a  mail  route;  100  tons  of 
fi'eight  taken  over  this  road. 

Made  general  repairs,  and  road  is  now  in  good  condition. 

Molly  Gibson  Road. 

Length,    10   miles ;    starts  from   West    Arm,    Kootenay  Lake.     Country    mountainous. 

Mining  purposes ;  about  60  mining  locations  and  claims ;  30  men  employed.     Not 

used  as  a  mail  route ;   100  tons  of  freight  taken  in. 
Made  general  repairs  and  improvements  the  length  of  road. 
This  road  will  need  considerable  repair  to  put  it  in  condition  for  heavy  trattic. 

Pilot  Bay  and  Crawford  Bay  Trail. 

Length,  7  miles ;  starts  at  Pilot  Bay.  Country  mountainous.  This  trail  is  used 
extensively  for  stock  and  saddle  horses  between  Pilot  Bay  and  Crawford  Bay,  and 
St.  JNIary's  Lake  and  River.     Not  used  as  a  mail  route. 

Cut  out  fallen  timber,  length  of  trail  7  miles. 

This  trail  needs  widening  out,  and  the  growth  of  brush  has  almost  closed  it  in  many  places. 

Slogan  River  Bridge  (protection). 

Work  consisted  of  repairing  railing  and  removing  drift  wood  to  prevent  jams.  The  bridge 
is  in  good  condition. 

Nelson  Riding. 
Erie  Waggon  Road. 

This  road,  with  its  branches,  is  about  18  miles  in  length,  and  serves  a  purely  mining 
section.  The  main  road  starts  from  Erie,  on  the  line  of  the  Nelson  and  Fort  Sheppard 
Railway,  and  reaches  the  Second  Relief  Mine,  Vl  miles  distant.  About  2  miles  from 
Erie  a  branch  road  has  been  built  for  a  distance  of  2i  miles,  which  connects  with  the 
Arlington  Mine,  and  from  this  branch  road  two  other  spurs  have  been  built  to 
connect  the  Canadian  King  and  Keystone  properties.  A  short  distance  above  the 
fork  of  the  Arlington  and  the  main  road,  a  piece  of  road  i  mile  in  length  has  been 
built  to  serve  the  placer  companies  that  have  commenced  operations  on  the  North 
Fork  of  the  Salmon.  There  is  another  short  spur  of  |  mile  in  length,  which  connects 
the  Copper  Farm  properties  with  the  main  road,  about  10  miles  above  Erie. 
Of  the  lode  mines  the  Second  Relief  was  working  with  a  crew  of  20  men  until  operations 
were  closed  down  a  week  ago  for  the  winter.  The  Copper  Farm  is  being  opened  up  ; 
a  compressor  plant  has  been  installed,  and  is  being  used.  The  crew  consists  of  a 
couple  of  machine  men,  an  engineer,  mucker  and  a  couple  of  wood-choppers.     At  the 
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Arlington  Mine  there  is  a  crew  of  about  20  men  employed,  and  regular  shipments 
are  being  made.  At  the  Canadian  King  and  Keystone  properties  leases  have  been 
given  by  the  companies  owning  the  same,  and  the  mines  are  being  worked  in  a 
small  way. 

The  placer  mining  industry  is  just  being  started,  but  under  lease  or  location  fully  5  miles 
of  the  creek  have  been  taken  up.  The  North  Fork  Placer  Company  and  the  owners 
of  the  Wild  Duck  placer  lease,  two  of  the  syndicates  interested  on  the  creek,  announce 
their  intention  of  installing  hydraulic  plants  next  spring. 

The  present  tonnage  down  the  road  consists  of  crude  ore  and  concentrates  from  the 
Arlington  Mine,  which  has  been  shipping  at  the  rate  of  85  tons  per  month.  The 
stamp-mill  at  the  Relief  has  been  but  recently  installed,  and  the  other  lode  mines 
served  have  not  yet  reached  the  shipping  stage.  Freight  up  the  road,  consisting  of 
machinery  and  supplies,  has  provided  a  considerable  tonnage  during  the  year. 

Built  bridge  across  the  North  Fork  of  the  Salmon  River,  near  Erie,  60  feet  by  U  feet. 

Filled  in  two  piers  with  rock. 

Roberts  Ranch  Road. 

This  road  is  about  2  miles  in  length,  and  runs  to  the  Roberts  hotel  and  ranch.     The  travel 

over  the  road  is  mainly  that  of  pleasure-seekers  during  the  summer  months. 
Repaired  bridges,  put  in  new  corduroy  in  places,  and  made  general  repairs. 

Ymir  Waggon   Road. 

This  roads  runs  from  the  Town  of  Ymir  to  the  Ymir  Mine,  a  distance  of  4^  miles ;  but  as 
a  result  of  the  forest  fires  during  the  summer,  a  portion  of  the  old  road  has  been 
abandoned.  This  portion  of  the  road  is  known  as  the  North  Fork  of  Wild  Horse 
Road,  and  in  addition  to  serving  the  Ymir  Company  is  used  by  the  Summit- Ymir, 
which  is  connected  by  a  trail  H  miles  above  the  Ymir  Mill.  The  owners  of  the 
Summit-Ymir  did  about  $1,000  worth  of  development  during  the  summer.  About  2^ 
miles  out  of  Ymir  the  road  is  joined  by  the  road  up  the  Main  Fork  of  Wild  Horse. 
This  is  known  as  the  Main  Fork  of  Wild  Horse  Road,  and  from  its  fork  with  the 
North  Fork  Road  has  been  built  up  the  creek  for  a  distance  of  8  miles,  and  is  within 
4  miles  from  the  summit.  This  road  serves  the  cyaniding  plant  of  the  Ymir  Mine, 
and  from  it  i  miles  of  spurs  have  been  built,  which  tap  the  Blackcock,  Wilcox,  New 
Victor  and  Foghorn  Mines,  as  well  as  a  number  of  prospects  in  \arious  stages  of 
development. 

On  the  pay-roll  of  the  Ymir  Company  there  are  110  men,  and  in  addition  to  this  number 
there  are  about  20  men  who  are  employed  indirectly  as  wood-choppers.  At  the 
Wilcox  Mine  there  are  about  20  men  employed,  and  a  stamp-mill  is  in  course  of 
erection.  At  the  Foghorn  there  are  12  men  employed,  and  prei^arations  are  being 
made  for  getting  out  ore  this  winter.  There  are  a  couple  of  men  employed  at  the 
Blackcock,  but  none  at  the  New  Victor  at  present. 

The  bulk  of  the  tonnage  over  the  road  is  furnished  by  the  Ymir  Mine.  The  shipments  of 
concentrates  average  about  360  tons  per  month,  and  the  supplies  inward  about  25 
tons  per  month. 

Ymir  Bridge — Put    some    new    planking    and    put    guard-rail  on  old  bridge.      Rebuilt 

part  of  bridge,  52  by  14  by  18  feet ;  raised  old  truss  and  piers  2  feet,  and  filled  piers 

with  rocks. 
Ymir  Waggon  Road— Gravelled  600  feet  by  12  feet  by  2^  feet;  gravelled  300  feet  by  14 

feet  by  8  inches. 
North  Fork  of  Wild  Horse  Road — Built  1  bindge  across  ravine,  and  made  general  repairs 

to  road. 
Main  Fork  of  Wild  Horse  Road — Made  general  repairs  and  cut  out  fallen  timber. 

Hall  Mines  Road. 

This  road  runs  from  Nelson  to  the  Silver  King  Group  on  Toad  Mountain,  and  is  about  9 
miles  in  length.  About  H  miles  from  Nelson  it  connects  with  the  road  to  the 
Athabasca- Venus  property,  which  has  an  aggregate  length  of  about  4  miles.     The 
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Silver  King  Group,  which  is  owned  by  the  Hall  Mining  and  Smelting  Company,  is 
being  operated  under  a  lease,  and  furnishes  employment  for  about  20  men.  The 
amalgamated  Athabasca- Venus  Company  has  resumed  work,  and  the  Athabasca  mill 
is  now  running  steadily  on  Venus  ore.  The  Company  furnishes  emploj^ment  for  some 
40  men.  There  has  been  very  little  traffic  over  the  road  above  the  point  of  the  fork 
of  the  Athabasca  Road  since  the  Hall  Mines  Company  suspended  mining  operations, 
but  the  road  is  the  only  route  over  which  supplies  can  be  teamed  to  a  number  of 
prospects  upon  which  work  is  done  every  year.  Over  the  Athabasca- Venus  Road 
there  has  been  some  very  heavy  traffic,  following  tlie  reorganisation  of  the  Athabasca 
Venus  property. 

Repaired  bridges,  blasted  out  boulders  and  made  general  repairs. 

Cut  drains  and  filled  in  low  places. 

Yellowstone  Waggon  Road. 

This  road  follows  the  Salmon  River  from  Salmo,  on  the  N.  and  F.  S.  Railway,  up  to 
Sheep  Creek,  and  up  Sheep  Creek  for  a  total  distance  of  about  12  miles.  The  road 
was  built  in  the  first  place  to  serve  the  Yellowstone  Mine.  When  work  on  the 
Yellowstone  was  suspended  the  plant  of  the  Yellowstone  was  utilised  for  the  develop- 
ment of  the  Queen  Group,  which  was  worked  during  the  greater  part  of  the  summer 
and  fall  under  a  lease  and  bond,  and  furnished  employment  for  a  crew  of  about  20 
men.  The  i-oad  will  also  be  of  considerable  assistance  in  the  development  of  the  Ore 
Hill  property  on  Coon  Creek,  a  branch  of  Sheep  Creek,  upon  which  the  owner  is  now 
erecting  a  small  stamp-mill.  About  5  miles  out  from  Salmo,  on  this  road,  the  marble 
quarries  are  located.  These  furnish  employment  for  a  number  of  men  dui'ing  the 
greater  part  of  the  year.  Supplies  in  to  the  Queen  Mine,  and  the  output  of  the 
marble  quarries,  constitute  the  tonnage  passing  over  the  road. 

Built  bridge  across  Salmon  River  at  Salmo. 

Built  pier  5  feet  high  and  filled  it  in  with  rock  for  the  protection  of  the  pier  of  the  bridge 

already  built. 
Built  cribbing  5  feet  high  at  shore  for  protection  of  approach,  and  filled  it  in  with  rock. 
Built  trestle  work  to  connect  shore  with  bridge,  313  feet  long. 
Strengthened  bridge  to  resist  floods  at  high  water. 
Cut  out  trail  around  washouts  caused  by  freshets. 
Cleared  forest  3,000  feet  by  16  feet. 
Graded  3,000       -,       12     n 

Cribbed  240        „       12     n 

Filled  in  600        .,       12     „ 

Sanca  to  White  Grouse  Trail. 

This  trail  runs  from  Sanca,  on  Kootenay  Lake,  to  the  White  Grouse  Mountain  mining 
section,  and  is  about  25  miles  long.  There  are  a  number  of  very  promising  prospects 
in  the  section,  and  considerable  work  has  been  done  upon  them.  Nothing  further  than 
assessments  are  now  being  done,  however,  and  it  is  generally  understood  cheaper 
transport  must  be  secured  before  the  claims  can  be  developed. 

Cut  out  fallen  timber  and  brush  for  25  miles,  and  repaired  corduroy  in  places  where 
needed. 

Goat  River  Trail. 

This  trail  has  Kitchener  as  its  starting  point,  and  was  projected  to  give  the  properties  in 
the  White  Grouse  Mountain  section  an  easier  means  of  access  than  that  afforded  by 
the  trail  in  from  Sanca.  It  follows  up  Goat  River  and  one  of  its  forks,  and  has 
been  consti^ucted  for  a  distance  of  about  22  miles,  but  does  not  reach  the  White 
Grouse  section,  a  short  piece  remaining  to  be  built. 

Cleared  forest    12,240  feet  by  10  feet. 

Grubbed  2,400        n         3     „ 

Graded  2,250        ,.         3     „ 

Removed  log  jam  from  bridge,  4  miles  west  of  Kitchener. 
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Hidden  Creek  Trail. 

This  trail  runs  up  Hidden  Creek,  about  4i  miles  south  of  Ymir,  and  is  something  over  4 
miles  in  length.  It  serves  the  Hunter  Y  group  of  claims,  and  a  number  of  other 
properties  in  the  development  stage.  For  the  development  of  the  Hunter  V  a 
syndicate  has  been  formed.  The  supplies  for  the  Hunter  V  are  taken  in  over  the 
trail  which  leads  to  the  divide  from  the  Porcupine  Creek  Waggon  Road,  but  as  the 
property  is  well  over  on  the  Hidden  Creek  slope  the  ore  would  require  to  be  brought 
out  down  Hidden  Creek.  Arrangements  are  being  made  for  the  taking  out  of  1,000 
tons  of  ore  during  the  present  winter. 

Built  bridge,  120  feet  by  12  feet  by  16  feet ;  3  piers  drift-bolted  and  filled  with  rock  ;  4 
stringers  14  inches  in  diameter;  2  guard-rails  12  inches  in  diameter,  full  length  of 
bridge  and  bolted  to  stringers  ;  deck  covered  with  split  cedar. 

Pend  D'Oreille  River   Road. 

This  road,  when  completed,  will  be  15  miles  in  length,  with  Waneta  as  its  starting  point 
and  ending  at  the  Salmon  River.  It  passes  through  a  fruit-growing,  cattle-raising 
and  agricultural  section,  in  which  there  are  at  the  present  time  19  settlers.  There 
are  also  a  couple  of  mining  properties  being  operated  in  a  small  way  and  others  that 
are  expected  to  be  operated  during  the  next  summer  on  the  Salmon.  The  traffic 
consists  of  supplies  to  and  produce  from  the  settlers,  and  supplies  and  machinery  to 
the  mines.  Repairs  necessary  to  the  existing  road  to  make  it  of  general  use  have 
been  reported  on. 

Cleared  forest    3|  miles  by  20  feet. 

Graded  31         „  9     i. 

Grubbed  31         n  9     ., 

Made  culverts,  16  feet  by  2  feet  by  2  feet. 

Cut  out  windfalls  and  cleared  out  slides  from  Waneta  to  15-Mile  Creek. 

Built  5  bridges,  15,  30,  70,  72  and  80  feet  by  12. 

Rykert's  to  Crestox  Road. 

This  road  starts  at  Creston  and  terminates  at  Rykert's,  and  is  7  miles  in  length.  The 
country  traversed  is  solely  agricultural.  Six  or  seven  ranchei's  have  settled  on  the 
land  adjacent  to  this  road  within  the  last  two  years,  and  have  more  than  1 50  acres 
under  cultivation.  During  the  past  year  over  100  tons  of  hay  and  200  bushels  of 
wheat  were  hauled  over  the  road  to  Creston.  The  road  is  also  used  extensively  by 
people  coming  into  the  country  from  the  State  of  Idaho.  The  Minneapolis  Trust 
Company  have  acquired  8,000  acres  of  land,  between  Creston  and  Rykert's,  and 
intend  colonising  the  same  next  season.  From  an  agricultural  point  this  road  is 
considered  the  most  important  in  the  district. 

Cleared  forest    3,960  feet  by  40  feet 


Grubbed 

3,960 

40 

Graded 

3,960 

10 

It 

150 

12 

II 

810 

10 

Corduroyed 

30 

8 

Cribbed 

60 

20 

Built  4  bridges 

,      36 

10 

and  15  feet  by  10  feet. 

,  37  feet  by  10  feet,  47  feet  by  12  feet,  and  160  feet 

by  10  feet. 
Cleared  trail  of  fallen  timber  for  6  miles. 
Removed  stumps  from  roadway. 

Graded  side-hills  and  cut  down  heavy  grade  on  Hall  Creek  Trail. 
Cut  out  fallen  timber  from  Creston  to  Carr's  ranch,  and  from  Creston  to  Babbit's  and 

roadway  leading  to  the  school-house. 

Creston  to  Alice  Mine  Road. 

This  road,  commencing  at  Creston  and  ending  at  the  Alice  Mine,  is  3  miles  long.     For 
the  first  two  miles  out  of  Creston  it  passes  through  land  occupied  by  settlers,  who 
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are  engaged  in  clearing  the  same  for  ranching  and  fruit-growing.  There  are  12 
ranchers  living  adjacent  to  this  road.  Prior  to  the  depression  in  the  price  of  silver 
and  lead  the  Alice  Mine  was  worked  extensively  and  considerable  ore  was  shipped 
over  this  road,  but  the  shrinkage  in  the  prices  of  these  metals  caused  the  owners  to 
discontinue  work.  In  proximity  to  the  Alice,  and  served  by  this  road,  are  several 
other  raining  properties  upon  which  good  showings  occur,  and  upon  several  of  them 
development  work  is  being  carried  on. 

Cleared  forest    2,640  feet  by  8  feet,  widening  roadway. 

Grubbed  18,480       .,    "lO     ., 

Graded  7,920       n     10     „ 

Made  2  culverts,     16        >i        2     n       by  2  feet. 

Built  bridge,  12        n        6     f. 

Widened  right  of  way  in  places,  removed  boulders  and  stumps  from  Creston  Station  to 
Alice  Mine  grounds. 

Bird  Creek  Trail. 

This  trail  runs  from  the  end  of  the  Nelson  to  Forty-Nine  Creek  Waggon  Road,  and  serves 
a  large  number  of  properties  upon  which  more  or  less  work  has  been  done.  Among 
these  the  Alexandria  Group  of  claims  is  perhaps  the  best  known,  and  upon  it  a  great 
deal  of  development  was  carried  on  during  the  past  summer. 

Cleared  forest         2  miles  by  12  feet. 

Graded  400  feet  by       4     n 

Grubbed  1,320         „  4     .. 

Cut  out  fallen  timber  on  old  trail  for  a  distance  of  3^  miles. 

n  M  and  brush,  and  graded  trail  for  about  500  feet,  from  main  Bird 

Creek  trail  to  Ophir  Mine. 

Cut  out  fallen  timber  and  brushed  trail  from  Whitewater  Mine  for  a  distance  of  about  2 
miles  towards  Ward's  Crossing. 

Barrett  Creek  Trail. 

This  trail  is  a  continuation  of  the  Porto  Rico  Waggon  Road,  which  runs  from  Porto 
Rico  Siding,  on  the  Nelson  and  Fort  Sheppard  Railway,  to  the  Porto  Rico  Mine  and 
mill,  a  distance  of  about  7  miles.  From  the  end  of  the  waggon  road  the  trail  is  con- 
tinued for  a  distance  of  about  8  miles,  clear  to  the  summit.  For  the  section  tra- 
versed by  the  waggon  road  the  most  important  mining  property  served  is  the  Spotted 
Horse  Group  of  five  claims.  These  are  situated  about  4^  miles  from  the  siding,  and 
considerable  work  was  done  upon  the  group  during  the  past  season.  During  this 
period  20  tons  of  high  grade  ore  was  shipped  over  the  road.  Arrangements  are 
being  made  for  the  working  of  the  group  upon  an  extensive  scale  during  the  coming 
summer.  The  section  served  by  the  trail  from  the  end  of  the  waggon  road  contains 
a  large  number  of  mining  properties  in  the  development  stage,  several  of  which  have 
been  Crown-granted. 


Cleared  forest 

3,000  feet  by    7    feet. 

Graded 

3,600         M        31     .. 

Excavated  rock 

75        ..       3       M    by  2 

Made  6  culverts, 

10        M       7       n    by  2-1 

feet. 

rt 

Cut  out  fallen  timber  for  a  distance  of  8  miles'  to  Porto  Rico  Mill. 

Lost  Creek  Trail. 

This  is  a  short  trail  up  Lost  Creek,  which  serves  a  number  of  prospects  and  also  the 
Feeney  Ranch.  The  work  done  on  the  same  was  in  the  nature  of  a  refund  to  William 
Feeney  of  a  portion  of  his  expenditures  for  the  construction  of  a  bridge  across  Sheep 
Creek,  about  4  miles  from  Salmo,  on  the  Nelson  and  Fort  Sheppard  Railway. 

Built  one  bridge  across  Sheep  Creep,  4  miles  from  Salmo  :  truss,  58  feet  long  ;  5  piers 
filled  with  rock  ;  6  stringers,  12  inches  by  15  inches  ;  deck  covered  with  split  cedar ; 
guard-rails  full  length  of  bridge. 


F  124  Public  Works  Report.  1903 


Nelson  to  Forty-Nine  Creek  Road. 

This  road  runs  from  Nelson  to  Forty-Nine  Creek,  and  with  the  branches  that  have  been 
built  from  it  has  an  aggregate  length  of  about  15  miles.  It  taps  the  gold  belt  to  the 
south-west  of  Nelson,  in  which  there  are  a  number  of  extensively  developed  properties, 
affording  them  direct  connection  with  Nelson,  and  also  provides  some  20  settlers, 
who  have  taken  up  land  adjacent  to  it,  with  an  outlet  to  market,  when  they  are  in  a 
position  to  avail  themselves  of  it.  Market  gardening  and  fruit-raising  will  claim  the 
attention  of  most  of  these  settlers. 

Of  the  mining  properties  served  by  the  road  the  most  extensively  developed  are  the 
properties  owned  by  the  Duncan  United  Mines,  namely,  the  Poorman,  Granite  and 
Royal  Canadian.  These  are  reached  by  a  spur  off  the  main  waggon  road,  and  at 
present  furnish  employment  for  about  -10  men.  The  May  and  Jennie  property  is 
served  by  a  second  spur  from  the  main  road,  but  during  the  past  year  the  property 
has  not  been  worked  very  extensively.  There  are  a  number  of  other  properties 
which,  while  not  directly  reached  by  the  road,  are  nevertheless  very  materially 
benefited  by  its  construction,  in  that,  for  the  distance  they  are  made  to  use  it,  they 
have  the  advantage  of  much  cheaper  freight  rates  on  their  supplies  from  Nelson. 
Among  these  are  the  Royal  Irish  Group  of  claims  from  which  substantial  shipments 
of  ore  are  expected  to  be  made  this  winter ;  the  McDonald  Group  of  claims  on 
Forty-Nine  Creek,  on  which  an  important  strike  was  made  during  the  last  two 
months ;  the  Referendum  Group,  upon  which  a  small  mill  was  erected  during  the 
summer  ;  the  Northern  Light  Group  ;  and  the  Alexandria  Group. 

The  tonnage  over  the  road  at  present  is  made  up  of  supplies  to  the  mines  and  prospects  of 
the  gold  belt  south  of  Nelson,  and  of  cordwood  into  Nelson. 


Cleared  forest 

81  miles  by  20  feet 

Grubbed 

81           „      10     M 

Graded 

81                     M             10          M 

Cribbed 

540    feet  by      6     ,r 

Corduroyed 

340         n         12     .. 

Excavated  rock 

9,000         M           8     „ 

Filled  in 

1,900         „         10     M 

Made  17  culverts,  16  feet  by  2  feet  by  2  feet. 

Built  24  bridges,  varying  in  length  from  16  feet  to  160  feet  by  14  feet. 

Made  general  repairs  ;  filled  in  ruts  where  washed  out. 

Put  in  culverts  where  spring  freshets  indicated  the  need  of  them ;  raised  low  places. 

Hall  Creek  Trail. 

This  trail  is  a  continuation  of  the  waggon  road  up  Hall  Creek,  which  was  built  to  reach 
the  Fern  mine  and  mill,  a  distance  of  2i  miles  from  Hall  Siding,  on  the  Nelson  ik 
Fort  Sheppard  railway.  The  trail  is  about  7  miles  in  length,  and  serves  a  number 
of  properties  upon  which  considerable  development  work  was  performed  during  the 
past  summer.  The  Fern  property  was  operated  under  lease  for  the  past  year,  but 
within  the  past  two  weeks  has  been  taken  over  by  the  owners  again. 


Cleared  forest 

7  miles  by  8  feet. 

Grubbed 

51         M       8      „ 

Graded 

6                       M              8           M 

Cribbed 

45  feet  by     3     ,. 

Excavated  rock 

315         „        2     „     by  3  feet. 

Filled  in 

225          n        2     .,        6  inches. 

La  France  Creek  Trail. 

This  trail  serves  that  section  of  country  drained  by  La  France  Creek,  which  empties  into 

Kootenay  Lake. 
Cleared  forest  10,000  feet  by  12  feet. 
Graded  9,000     ,.  6     „ 

Cleared   roadway    12   feet  wide,   providing  for  waggon  road  if  built,  but  trail  has  been 

graded  only  4  feet  wide. 
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Whitewater  Creek  Trail. 

This  trail  runs  up  Whitewater  Creek  from  Whitewater  Siding,  on  the  Nelson  and  Fort 
Sheppard  Railway,  to  the  divide  between  16-Mile  Creek,  a  distance  of  about  12 
miles.  It  serves  the  Silver  Chief  property,  from  which  several  cars  of  high-grade  ore 
were  shipped,  but  upon  which  no  work  has  been  done  for  some  time  past.  From 
this  trail  a  branch  has  been  constructed  for  a  distance  of  about  5  miles,  which  serves 
the  Apex  gi-oup  of  mines.  The  owners  of  this  property  carried  on  development  work 
throughout  the  summer.  The  Apex  ore  will  mill,  and  an  effort  will  be  made  to 
install  a  mill  on  the  property  next  summer. 

Cleared  forest  10,800  feet  by  4  to  6  feet. 

Graded  13,200  feet  by  4  feet. 

Corduroyed  60  feet  by  4  feet. 

Cut  out  fallen  timber  on  old  trail  for  a  distance  of  about  5^  miles. 

Wild  Cat  Trail. 

This  trail  branches  out  from  the  Nelson-Forty-Nine  Creek  Waggon  Road  near  the  Red 
Rock  claim,  in  the  Granite  Group,  and  runs  to  the  head  of  Forty-ISTine  Creek,  and 
has  a  length  of  about  5  miles.  It  is  a  first-class  pack  trail,  and  is  used  extensively 
by  the  owners  of  a  large  number  of  properties  upon  which  more  or  less  work  is  done 
every  summer. 

Corduroj^ed  120  feet  by  8  feet. 

Cut  out  fallen  timber  and  brush  for  a  distance  of  about  a  mile  and  a  half. 

Summit  Creek  Trail. 

This  trail  commences  at  a  point  on  Kootenay  River  near  the  mouth  of  Summit  Creek, 
and  runs  up  the  creek  to  the  Bayonne  Group,  having  a  total  length  of  about  26 
miles.  At  the  head  of  Summit  Creek  several  discoveries  of  free-milling  oi-e  were 
made  during  the  year  1901,  notably  the  Bayonne  Group.  During  the  past  season 
86  claims  were  located  and  recorded  in  the  neighbourhood,  and  it  appears  to  be  a 
very  promising  section  as  regards  free-milling  properties.  At  the  mouth  of  the  creek 
several  parties  have  lately  taken  up  land,  with  the  intention  of  ranching  and  fruit- 
growing. The  trail  serves  tlie  owners  of  properties  at  the  head  of  Summit  Creek  to 
get  in  their  supplies. 

Cleared  forest  3,200  feet  by  10  feet. 

Grubbed  3,200  feet  by  4  feet. 

Cut  out  fallen  timber  on  old  trail  for  a  distance  of  4|-  miles. 

Monarch  Mine  Road. 

This  road  is  a  spur  from  the  Main  Wild  Horse  Waggon  Road.  It  is  about  a  mile  in 
length  and  ends  at  the  Foghorn  Mine.  The  nature  of  the  country  through  which  it 
passes  is  a  gulch,  containing  good  timber  and  a  number  of  mining  properties,  among 
the  most  important  of  which  are  the  Foghorn,  Rainey  Day,  Good  Hope  and  Pialot. 
Supplies,  lumber  and  machinery  to  the  Foghorn  property  constitute  the  bulk  of 
the  traffic  over  the  road,  but  during  the  summer  there  is  considerable  travel  over  it. 

Cleared  forest       7,920  feet,  16  feet  wide. 

Grubbed  7,920     ->     10 

Graded  6,600     n       9 

Excavated  rock    3,960     ti        6  n 

Mountain  Station  to  Nelson. 

This  is  a  short  piece  of  road  which  runs  from  the  limits  of  the  City  of  Nelson  to  the 
mountain  station  on  the  Nelson  and  Fort  Sheppard  Railway.  As  passengers  for 
Nelson  save  a  railway  journey  of  10  miles,  which  it  is  necessary  for  trains  to  make 
to  descend  to  the  levefof  the  city,  there  is  a  very  heavy  travel  over  this  piece  of  road. 

Blasted  out  boulders,  ditched  roadway  and  made  general  repairs  from  mountain  station  to 
the  limits  of  the  city. 
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Geyette  Bridge. 

This  is  a  small  bridge  over  the  east  fork  of  the  Salmon  River,  about  6  miles  east  of  Erie. 
Built  bridge  over  the  east  fork  of  the  Salmon  River. 

Cottonwood  Creek  Road. 

This  road  covers  a  section  of  the  old  tote  road,  which  was  built  during  the  construction 
of  the  Nelson  and  Fort  Sheppard  Railway.     It  serves  a  number  of  prospects. 

Forest  cleared      2,580  feet,  20  feet  wide. 

Graded  3,960     „       4 

5,280     „     10 

Ditched  180     M       2 

Corduroyed  200     „     12 

Stoned  2,580     „       4 

2,580     n     10 

Made  2  culverts,  20  feet  by  1  foot  by  1  foot. 

Built  1  bridge,  70  feet  by  12  feet  by  2  feet. 
,,      1        n^      20     „  12     „  2     „ 

Repaired  5  bridges  ;  put  in  new  stringers  and  covering  ;  put  in  fording  places  at  Give-out 
Creek,  east  fork  of  Cottonwood  and  Cottonwood  Crossing ;  cut  out  fallen  timber  for 
3  miles ;  removed  35  stumps,  and  blasted  out  boulders. 


RossLAND  Riding — Trail  Creek  Division. 

Trail-Rossland  Waggon  Road. 

This  is  a  public  highway  extending  from  the  Columbia  River,  at  the  mouth  of  Trail 
Creek,  to  the  City  of  Rossland,  a  distance  of  5|  miles,  and  is  used  for  all  necessary 
purposes.  The  countiy  through  which  it  runs  being  rough  and  broken,  the  grade  of 
the  road  is  heavy. 

The  work  on  this  road  consisted  of  clearing  ditches  and  culverts,  removing  rocks  from 
roadbed  and  making  general  repairs. 

NORTHPORT-ROSSLAND    WaGGON    RoAD. 

This  is  a  public  highway  extending  from  a  point  on  the  Columbia  River  opposite  the 
Town  of  Northport,  in  the  State  of  Washington,  to  the  City  of  Rossland,  the  distance 
from  Rossland  to  the  International  Boundaiy  Line  being  6|  miles,  and  is  used  for  all 
necessary  purposes.  There  are  a  number  of  settlers  on  Nelson  and  Fort  Sheppard 
lands  close  to  the  International  Boundary  Line.  A  large  portion  of  the  supplies  used 
at  the  Velvet  Mine  is  hauled  over  this  road  from  Rossland.  Country  hilly,  but 
grade  of  road  good. 

The  work  on  this  road  consisted  of  clearing  ditches,  repairing  culverts  and  bridges, 
covering  corduroy  and  making  general  repairs  between  the  south  boundary  line  of 
the  Municipality  of  the  City  of  Rossland  and  the  International  Boundary  Line. 

Red  Mountain  Waggon  Road. 

This  is  a  public  highway  extending  from  the  north  boundary  line  of  the  Municipality  of 
the  Cit}^  of  Rossland  around  the  north,  west  and  south  sides  of  Red  Mountain  to  the 
west  boundary  of  the  Municipalitj'  of  the  City  of  Rossland,  a  distance  of  4  miles,  and 
recently  is  used  very  little,  except  for  the  purpose  of  hauling  wood  to  Rossland. 
Country  broken  and  hilly. 

The  work  on  this  road  consisted  of  clearing  ditches,  filling  ruts,  repairing  culverts  and 
making  general  repairs. 
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Rossland-Gladstone  or  Upper  Murphy  Creek  Trail. 

This  trail  commences  at  a  point  on  the  Red  Mountain  Waggon  Road,  about  2  miles  north- 
westerly from  Rossland  ;  thence  in  a  north-westerly  direction  to  the  Town  of  Glad- 
stone, on  the  Columbia  and  Western  Railway,  a  distance  of  about  28^  miles,  and  is 
used  almost  exclusively  by  prospectors.     Country  hilly  and  mostly  heavily  timbered. 

The  work  on  this  trail  consisted  in  clearing  fallen  timber,  putting  in  bridge  48  feet  lont^, 
245  feet  of  corduroy,  and  making  general  repairs  from  Rossland  to  the  23-mile  post, 
where  such  trail  connects  with  the  Norway  Mountain  Waggon  Road. 

Lower  Murphy  Creek  Trail. 

This  trail  commences  at  a  point  on  Deschamps  Mill  Road  about  1  mile  north  of  the  City 
of  Rossland  ;  thence  northerly  to  the  head  of  Sullivan  Creek,  a  distance  of  12  miles, 
having  branches  to  Columbia  River,  4  miles ;  North  Fork  of  Murphy  Creek,  4  miles; 
and  Dominion  Mountain,  5  miles,  and  is  used  almost  exclusively  by  prospectors. 
Country  hilly  and  heavily  timbered. 

The  work  on  this  trail  and  branch  trails  therefrom  consisted  of  clearing  out  fallen  timber, 
brushing  and  making  general  repairs,  including  a  bridge  30  feet  long  over  a  tributary 
of  the  North  Fork  of  Murphy  Creek,  and  one  100  feet  long  over  Murphy  Creek, 
near  the  mouth. 

Sheep  Lake  Trail. 

This  trail  commences  at  a  point  on  Lower  Arrow  Lake,  at  Shields  Landing ;  thence  in  a 
south-westerl}^  direction  by  Shields  Station,  on  the  Columbia  and  Western  Railway, 
and  on  to  Sheep  Lake,  a  distance  of  6h  miles ;  thence  southerly  to  the  Rossland- 
Gladstone  Trail  at  the  15-mile  post,  a  distance  of  2  miles,  and  is  used  almost  exclu- 
sively by  prospectors.      Country  rough  and  heavily  timbered. 

The  work  on  this  brail  consisted  of  clearing  fallen  timber  and  brushing  out  the  trail. 

Dewdney  Trail. 

This  is  a  well-known  trail  extending  from  Hope,  on  the  Fraser  River,  to  Wild  Horse 
Creek,  in  East  Kootenay,  a  large  portion  of  which  has  fallen  into  disuse,  the  portion 
in  this  District  being  used  by  prospectors  and  others  travelling  to  the  Boundary 
District,  also  by  workmen  going  to  and  from  the  Velvet  Mine,  on  Sophia  Mountain. 
Country  hilly  and  heavily  timbered. 

The  work  on  this  trail  consisted  in  clearing  fallen  timber,  putting  in  bridge  on  Sheep 
Creek,  56  feet  by  G  by  10  feet,  and  making  general  repairs  to  trail  from  a  point  on 
Northport  Road  5  miles  south  of  Rossland  to  Christina  Lake,  a  distance  of  25  miles. 

Norway  Mountain  Waggon  Road. 

This  road  commences  at  a  point  on  the  Columbia  and  Western  Railway,  about  4,500  feet 
north  from  the  mouth  of  Hamil  Creek,  and  extends  to  the  Bonanza  Cabin  on  Gren- 
ville  Mountain,  a  distance  of  6.7  miles.  Country  rough  and  heavily  timbered  in 
most  places. 

The  contract  for  the  construction  of  this  road  was  let  to  H.  W.  C.  Jackson,  of  Rossland, 
on  the  28th  day  of  August,  1901,  and  was  completed  about  November  1st,  1901. 

The  road  is  used  by  prospectors  and  others  engaged  in  mining  in  that  District.  During 
the  winter  of  1901-2  the  Cascade  Mining  Company  shipped  300  tons,  and  the  Bonanza 
Mining  Company  90  tons  of  ore,  over  this  road,  besides  taking  in  what  supplies  they 
required  at  their  properties,  amounting  to  probably  20  tons,  during  the  time  work 
was  being  carried  on.     An  average  of  about  25  men  were  employed. 
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RossLAXD  Riding — Kettle  River  Division. 
Road  up  the  North  Fork  of  Kettle  River  to  Franklin  Camp  (construction.) 

Part  of  this  road,  from  Grand  Forks  to  near  Bannock  City,  a  distance  of  about  15  miles, 
had  been  previously  built  along  the  east  side  of  the  river;  therefore,  this  year  work 
was  commenced  near  to  Bannock  City  and  continued  up  the  same  side  of  the  river 
for  a  distance  of  about  12  miles.  This  valley  will  a\erage  about  1  mile  in  width. 
The  soil  is  of  fairly  good  quality,  and  it  is  well  timbered  and  watered.  Nearly  all 
of  it  has  been  pre-empted  on  both  sides  of  the  river  as  far  north  as  the  East  Fork,  a 
distance  of  about  30  miles  from  Grand  Forks.  There  are  a  large  number  of  mineral 
claims  in  this  valley,  also  in  Franklin  Camp,  a  distance  of  about  65  miles  from  Grand 
Forks,  where  it  is  intended  this  road  should  ultimately  reach.  Coal  has  also  been 
found  in  the  North  Fork  of  Kettle  River  Valley,  about  20  miles  northerly  from  the 
confluence  with  the  East  Fork,  and  a  large  number  of  coal  claims  have  been  staked. 
This  road,  therefore,  when  finished,  will  be  a  great  assistance  to  the  settlers  and 
miners  in  opening  up  a  practically  new  country.  A  small  quantity  of  ore  was  hauled 
over  this  road  to  the  Granby  Company's  smelter  at  Grand  Forks. 

The  road  was  cleared  of  timber  20  feet  wide,  grubbed  and  graded  10  feet  wide,  for  nearly 
the  whole  distance ;  2,400  feet  by  2  feet  being  ditched,  198  yards  corduroyed,  and 
neai'ly  a  mile  cribbed.  The  amount  of  earth  excavated  was  14,778  yards,  and  of 
rock  1,000  yards,  while  3,200  yards  of  earth  and  rock  were  used  in  making  fills. 
Twenty-one  bridges,  averaging  14  by  18  by  14  feet,  and  6  small  culverts  were  also 
built. 

Bridge,  North  Fork  op  Kettle  River,  at  Hardy's  (construction  and  repairs). 

This  bridge  was  completed  during  the  year  by  the  contractor,  Mr.  E.  Disney.  It  is  about 
180  feet  long,  three  spans,  with  two  piers  built  of  piles  in  the  i-iver  bed,  and  two  long 
approaches  set  on  mud-sills.  The  river  banks  are  low  on  each  side  and  subject  to  over- 
flow during  high  water.  It  was  found  necessary  to  protect  the  westerly  bank  at  the 
bridge  by  piling  and  filling  in  with  rock  for  a  distance  of  about  50  feet  up  stream. 
This  protection  work  was  damaged  by  last  spring  freshet,  and  it  is  now  necessary  to 
extend  this  protection  work  for  a  distance  of  about  600  feet. 

Road,  Grand  Forks  to  Cascade  (construction  and  repairs). 

This  road  is  about  13  miles  long,  following  the  valley  of  the  Kettle  River,  and  along 

which  about  30  settlers  are  located  on  good  agricultural  land.     This  road  is  a  part 

of  the  main  trunk  road  of  this  district. 
Repairs  consisted  of  cribbing,  excavating  and  filling  about  360  feet  long,  averaging  7  feet 

wide,  and  I'emoving  the  large  stones  from  the  roadbed.      New  supports  were  also  put 

under  the  bridge  at  Gilpin's. 

From  Edward's  Ferry  to  Cascade  (construction). 

For  a  distance  of  about  3  miles  the  road  was  changed  to  avoid  low,  swampy  ground  and 
built  along  the  foot-hills. 

For  I  of  a  mile  the  forest  was  cleared  20  feet  wide,  and  graded  for  1|  miles  to  a  width  of 
11  feet.  There  was  constructed  33  feet  of  cribbing,  12  feet  wide;  2  culverts,  20  by 
3|  by  1|  feet ;  4  culverts,  averaging  24  by  21|  by  l^  feet ;  and  two  bridges,  45  by 
14  by  12  feet.  The  excavations  amounted  to  5,071  yards  of  earth  and  about  300 
yards  of  rock. 

In  addition  to  this  the  bridge  over  Kettle  River  at  Cascade  was  overhauled,  new  flooring 
and  railings  placed  thereon,  the  approaches  thereto  cribbed  and  filled.  New 
supports,  flooring  and  railings  were  also  added  to  the  bridge  at  Thompson's. 

Road,  Cascade  to  Gladstone  (repairs). 

This  road  is  16  miles  long,  the  first  5  miles  being  in  a  flat  agricultural  country,  the 
balance  of  the  distance,  from  where  it  leaves  Christina  Lake,  being  mountainous.  It 
is  used   locally  by  miners,  farmers  and   lumbermen.     There   are   8   settlers  in   this 
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neighbourhood,  a  saw-mill  at  the  foot  of  Christina  Lake,  l)ut  the  mining  properties 
are  lying  dormant. 
The  forest  was  cleared  on  this  road   for  a  distance  of  2,700  feet,  8  feet  wide  ;  855  feet 
graded,  15  feet  wide. 

Trail,  Josh  Creek  (repairs). 

This  trail  was  cleared  of  timber,  brush  and  rock  slides,  and  is  only  used  by  miners  and 
prospectors. 

Trail  to  the  Head  of  Christina  Lake  from  English  Poixt  (repairs). 

This  trail  is  about  10  miles  long,  and  follows  along  a  very  steep  mountain  side.  It  was 
principally  built  by  the  settlers  at  the  head  of  the  lake,  especially  to  meet  their 
requirements  during  the  winter  months,  when  the  ^ake  cannot  be  safely  used  as  a 
means  of  travel.      The  Provincial  Government  contril:)uted  8125  as  a  share  thereto. 

Trail,  Gladstone  to  Burnt  Basin  (repairs). 

This  trail  is  5i   miles  long,  over  a  ver}^  high   summit,  and  is  used  mostly  by  miners  to 

reach  a  large  extent  of  mineral  ground. 
The  forest  was  cleared  4  feet  wirle  for  over  a  mile,   and  the  trail   was  graded    for  over 

24,000  feet  in  length.      It  was  shoitened  considerably  by  various  cut-ofFs,  cleared  of 

timber  and  rocks,  and  2  culvei-ts  were  added.     Four  claims  were  being  worked  and 

16  men  employed  thereon. 

Trail  to  John  Bull  and  Other  Claims,  from  Glad.stone  (construction). 

This  trail  is  4|  miles  long  and  was  constructed  for  the  use  of  prospectors  and  to  facilitate 
the  develojDment  of  mining  properties  in  that  neighbourhood.  The  country  is  very 
rough  and  necessitated  the  excavation  of  900  yards  of  rock,  and  cribbing  350  yards, 
•4  feet  wide.  The  forest  was  cleared  6  feet  wide  for  the  wh«)!e  distance,  8,200  yards, 
and  the  trail  grubbed  and  graded  2^  feet  widf.  Twenty  yards  were  corduroyerl 
and  2  culverts  were  built. 

Road  near  Fife  Station  (repairs). 

This  road  is  only  a  little  over  a  mile  in  length,  and  was  built  just  wide  enough  to  be  u.sed 
as  a  waggon  road  by  the  settlers  in  that  vicinity,  as  a  means  of  outlet  to  the  Cascade- 
Gladstone  Road,  and  also  the  C.  P.  R.  Station  at  Fife. 

Road,  Grand  Forks  to  Carson  (repairs). 

This  road  is  about  4.',  miles  long.  It  is  a  part  of  the  .Main  Trunk  Road  into  the  Boundary 
District;  it  follows  the  north  l)ank  of  tlie  Kettle  River  through  a  fertile  prairie,  and 
9  settlers  ai'e  served  by  this  road. 

All  the  large  stones  were  removed  from  the  roadljcd,  and  about  GOO  feet  of  side-hill,  whi-h 
had  been  washed  out  with  melting  snow  and  rain,  was  re-graded  and  filled  in. 

Bridge,  Kettle  River  at  Carson  (repairs). 

This  bridge  was  overhauled  by  adding  more  rock  t(j  the  piers  and  abutments.  Duiing 
the  spring  freshet  it  was  closely  watched  and  a  number  of  log-jams  removed  from  it, 
but  it  was  ultimately  wrecked  by  the  farce  of  a  log-jam,  which  had  carried  away  a 
railway  bridge  higher  up  the  river  in  the  State  of  \\'ashington,  U.  S.  A. 

Road,  Grand  Forks  to  White's  Camp  (repairs). 

This  road  is  about  7  miles  long,  i.  p.  from  the  camp  to  the  point  where  it  connects  with 
the  JVIain  Trunk  Road  on  the  Fourth  of  July  Creek.  This  road  was  originally  built 
by  the  owners  of  the  City  of  Paris  Mine  for  the  purpose  of  hauling  out  ore  to  the 
Grand  Forks  Smelter. 

The  repairs  consisted  of  removing  31  stumps,  gravelling  51  feet,  grading  10,500  feet  by  4 
feet  wide,  ditching  600  feet  by  1  foot  deep,  corduroying  42  feet,  cribbing  15,840  feet, 
excavating  6,500  feet  of  earth  by  2  by  3,  246  feet  of  rock  4  by  2,  and  filling  13.500 
feet  4  feet  wide  by  l.l  feet  deep.     One  bridge,  16  by  8  by  5  feet,  was  also  built 
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Road,  Greenwood  to  Grand  Forks  (repairs). 

This  road  is  23  miles  long.  It  crosses  the  summit  of  the  mountain  between  Boundary 
Creek  and  the  Fourth  of  July  Creek,  passing  through  Phoenix,  a  city  of  about  1,000 
inhabitants.  It  is  a  part  ot"  the  Main  Trunk  Road  into  the  Boundary  country. 
There  is  a  great  deal  of  traffic  over  this  road,  and  between  Phoenix  and  Greenwood 
it  is  a  mail  route,  with  two  stages  making  the  round  trip  daily.  There  are  8  settlers 
on  the  road,  and  8  mining  properties  at  work,  which  give  employment  to  about  800 
men.  No  ore  is  being  hauled  over  this  road,  as  the  C.  it  W.  Railway  Company  have 
sidings  into  all  the  most  important  mines. 

This  road  was  repaired  by  grading  2,100  feet  by  2  feet  wide,  ditching  4,500  feet  by  2 
feet,  stoning  95,040  feet  by  14  feet  wide,  excavating  earth  2,640  feet  2  by  3  feet,  66 
feet  rock  2  by  4,  filling  21*0  feet  14  by  1,  grubbing  28  stumps,  building  3  culverts  14 
by  6  by  2  feet,  and  3  bridges,  18  by  16  by  5  feet. 

Road,  Anaconda  to  Grand  Forks  (repairs). 

This  road  is  about  21  miles  long,  and  intersects  the  previous  mentioned  road — Greenwood 
to  Grand  Forks — abeut  12  miles  from  Anaconda.  It  is  part  of  the  old  stage  route 
from  Penticton  to  Grand  Forks,  and  was  the  first  waggon  road  built  over  the  moun- 
tain between  Boundary  Creek  and  Fourth  of  July  Creek.  There  are  16  settlers 
served  by  this  road,  one  saw-mill  and  a  large  number  of  mineral  claims. 

Repairs  consisted  of  removing  8  stumps,  grading  900  feet,  stoning  42,240  feet  by  14  feet, 
excavating  900  feet  by  2  feet  wide,  filling  1,200  feet  by  12  feet,  building  2  culverts, 
14  by  3  by  2  feet. 

Road,  Phcenix  to  Summit  City  (construction). 

This  road  is  4|  miles  long  and  was  built  by  contract.  The  country  traversed  is  rough 
and  mountainous.  Mr.  Falconer,  the  contractor,  cleared  the  timber  50  feet  wide, 
and  made  the  grade  10  feet  wide,  clear  of  ditches  and  fills. 

Road,  Summit  City  to  Eholt  (repairs). 

This  road  is  4  miles  long,  and  the  Ph(x^nix  to  .Summit  City  Road  was  built  to  connect  with 
it.  The  country  around  it  is  also  mountainous  and  well  timbered.  There  are  like- 
wise a  large  number  of  mineral  claims  in  this  locality,  three  of  which  are  well 
developed  and  occasionally  ship  ore  by  rail.  About  65  men  are  employed  therein. 
Tliis  road  it  used  as  a  mail  route. 

The  repairs  on  this  road  aggregated  380  yards  of  grading  by  10  feet  wide,  and  ditching 
110  yards  by  2  feet. 

Road,  Eiiolt  to  B.  C.  Mink  (repairs). 

This  road  is  a  branch  of  the  Summit  City  to  Eholt  Road  and  is  about  2  miles  long. 
It  goes  through  a  mountainous,  well  timbered  country,  and  is  used  principally  for 
hauling  supplies  to  the  mine.  This  mine  employs  about  80  men,  and  during  the  past 
two  years  has  shipped  a  lai-ge  amount  of  ore  over  the  C.  <k  W.  Railway.  This  rail- 
way company  has  a  branch  line  from  Eholt  to  Phrenix,  which  passes  through  Summit, 
and  again  another  branch  from  Summit  to  the  B.  C.  Mine. 

The  i-epairs  to  this  road  consisted  of  grading  480  feet  by  10  feet  wide;  14  yards  of  rock 
work  ;  ditching  about  500  feet  by  2  feet,  and  a  little  cribbing. 

Main  Street  at  Eholt  (repairs). 

This  work  was  grading  the  main  street  of  the  town  of  Eholt,  a.  town  of  about  200  inhabit- 
ants, from  which  there  is  considerable  traffic  with  the  neighbouring  mining  camps. 
The  length  of  the  street  was  about  675  feet,  and  it  was  giaded  35  feet  wide.  Two 
culverts  were  put  in  and  about  25  yards  of  rock  moved. 

Road,  Eholt  to  Long  Lake  (construction). 

This  is  a  new  road  51  miles  long.  It  was  built  to  meet  the  requirements  of  the  Long 
Lake  Mining  Camp,  over  a  mountainous  country,  and  starts  at  the  Eholt  Junction 
on  the  C.  &  W.  Railway.     The  end  of  the  road  is  at  Long  Lake,  from   which  trails 
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branch  out  to  the  different  mining  claims  in  that  locaHty.  The  road  passes  through 
several  mining  properties,  the  most  important  of  which  is  the  Jewel,  which  employs 
on  average  about  30  men,  and  has  shipped  about  1,000  tons  over  this  road  to  Eholt. 
Thei-e  is  a  saw-mill  at  the  lake,  where  shingles  and  lumber  are  made,  and  a  new 
industry,  the  making  of  wooden  water-pipes  bound  by  steel  Avire,  has  lately  been 
started.  There  is  also  a  ranch  and  townsite  at  the  foot  of  the  lake,  where  the  road 
ends 
The  road  was  constructed  in  1901  on  a  first-class  grade,  the  forest  being  cleared  to  a 
width  of  25  feet  and  grading  done  to  a  width  of  10  feet.  Ditches  were  made, 
aggregating  1,440  feet  by  2  feet;  1  bridge  and  17  culverts  were  constructed.  It 
was  also  found  necessary  to  do  considerably  more  ditching  this  spring,  in  order  to 
keep  this  road  in  repair,  as  a  large  amount  of  ore  was  then  being  hauled  over  it. 

Road,  Ethiopia  Mine  to  Jewel  Mine  (construction). 

This  is  also  a  new  road,  about  1  mile  in  length,  built  with  a  good  grade  by  the  owners  of 
the  Ethiopia  Mine  to  enable  thein  to  take  in  machinery  and  haul  out  ore.  The 
Government  contributed  a  part  of  the  cost.  About  90  tons  of  ore  were  hauled  over 
this  road,  but  at  present  the  mine  is  shut  down. 

Road,  Greenwood  to  Long  Lake  Camp  (repairs). 

The  length  of  this  road  is  about  9  miles.  The  first  3  miles  from  Greenwood  follow  the 
east  side  of  Boundary  Creek  and  Eholt  Creek  on  an  easy  grade;  the  other  6  miles 
traverse  a  mountainous  country  with  heavy  grades.  This  was  the  only  road  to  Long 
Camp  previous  to  the  building  of  the  Eholt-Long  Lake  Road,  and  serves  the  Jewel 
and  other  properties  in  that  vicinity,  besides  3  settlers  nearer  to  Greenwood.  About 
900  tons  of  ore  were  hauled  over  this  road  from  the  Jewel  Mine  to  Messrs.  P.  Burns 
&  Co's.  siding  on  the  C.  it  W.  Railway. 

The  repairs  on  this  road  were  filling  in  washouts,  ditching  and  corduroying. 

Road,  Greenwood  to  Providence  Camp  (repairs). 

This  road  is  about  1  mile  in  length  from  the  city  limits  to  the  Providence  Mine,  which  is 
situated  on  a  side-hill.  Two  settlers  are  served  by  this  road,  as  well  as  a  number  of 
miners.  About  300  tons  of  ore  have  been  hauled  from  this  mine  to  the  railway 
depot  at  Greenwood.  There  are  an  avei-age  of  IG  men  emplo3'ed  at  the  Pro\idence 
Mine. 

This  road  was  graded  for  a  distance  of  1,200  feet  by  10  feet  wide,  and  th(^  forest  was 
cleared  12  feet  wide  for  a  distance  of  1,650  feet. 

Road,  Greenwood  to  Kimberley  Camp  (repairs). 

This  road  is  9  miles  long,  and  follows  up  the  Boundary  Creek  Valley  from  Greenwood. 
Seven  settlers  and  a  number  of  miners  are  served  by  it. 

The  repairs  consisted  of  the  removal  of  720  stumps  ;  225  feet  of  grading  by  14  feet  wide; 
600  feet  of  ditching  by  1  foot  wide;  21,120  feet  of  road  stoned  to  a  width  of  14 
feet;  825  feet  of  earth  by  14  by  4  feet  was  excavated,  and  375  feet  by  14  by  4  feet 
was  filled  ;  2  culverts,  14  by  5  by  2  feet,  anrl  2  bridges,  14  by  10  by  2  feet,  were 
built. 

Road,  Copper  Camp  from  Greenwood  (construction  and  repairs). 

The  length  of  this  road  is  about  9  miles.  The  Greenwood  end  having  been  cut  up  of  late 
years  by  the  railroad  and  smelter,  it  was  necessary  to  re-build  a  poition  of  it,  about 
3,000  feet  in  length.  An  arrangement  was  made  with  the  authorities  of  the  City  of 
Greenwood,  whereby  they  agreed  to  build  a  new  road  to  the  city  limits  to  connect 
with  the  work  being  done  by  the  Provincial  Government,  resulting  in  a  better  grade 
and  a  shorter  road.  The  road  passes  through  the  town  of  Deadwood,  a  place  of 
probably  100  inhabitants,  where  there  is  a  saw-mill  emi)loying  25  men.  There  were 
3  mines  in  operation  on  this  road,  800  tons  of  ore  being  hauled  over  it  fi-om  one,  and 
90  tons  from  one  of  the  other  of  these  clainis.  Supplies  for  Deadwood  and  Copper 
Camps  are  hauled  in  over  this  road.  The  country  is  mountainous,  well  timbered  in 
places,  and  here  and  there  small  fiats.  This  road  is  much  used  by  miners,  and  4 
settlers  are  also  served  by  it. 
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The  work  consisted  of  grubbing  136  stumps,  grading  16,590  feet  by  12  feet,  gravelling 
726  feet  by  12  feet  by  -3  inches,  ditching  1,446  feet  by  2  feet,  corduroying  600  feet  by 
14  feet,  cribbing  150  feet,  excavating  earth  7,635  feet  by  2  by  3  feet,  excavating  rock 
501  feet  by  6  by  4  feet,  filling  6,240  feet  bj^  12  by  1  foot,  and  making  3  culverts,  11 
by  4  by  3  feet. 

Road,  Greexwood  to  Deadwood  (repairs). 

This  road  is  about  2  miles  long  and  branches  off  the  road  from  Greenwood  to  Copper 
Camp.  It  servos  principally  the  Mother  Lode  and  Sunset  Mines,  which  are  situated 
about  4  miles  from  Greenwood  These  mines  employ  about  200  men  steadily. 
Lumbering  is  engaged  in  to  a  considerable  extent  in  Deadwood  :  most  of  the  rough 
lumber  used  in  Greenwood,  and  timber  used  in  the  surrounding  mines  is  cut  in 
Deadwood. 

On  this  road  the  boulders  were  removed  from  the  whee!-t racks,  the  washouts  and  ruts 
were  filled,  and  a  culvert  was  repaired. 

Road,  Greenwood  to  Rock  Creek  (repairs). 

This  road  is  20  miles  in  length,  and  is  part  of  the  main  trunk  road  into  the  Boundaiy 
District  from  Penticton,  the  end  of  navigation  on  the  Okanagan  Lake,  connecting 
with  the  C.  P.  R.  at  Okanagan  Landing.  It  is  very  much  used  by  agricultural, 
mining,  smelting  and  lumbering  industries.  Supplies  for  Camp  McKinney,  West- 
bridge,  Beaverdell,  West  Fork  and  Main  Kettle  River,  are  all  hauled  over  this  road, 
and  it  is  also  the  mail  route  for  these  places.  Large  quantities  of  farm  produce, 
live  stock,  concentrates  from  Camp  McKinney  and  ore  from  outlying  camps  are 
brought  over  it  to  Midway,  the  present  terminus  of  the  C.  &  W.  Railway.  From 
Greenwood  this  road  follows  down  the  Boundary  Creek  Valley,  passing  through 
Anaconda  (1  mile),  Boundary  Falls  (4  miles),  and  reaching  Midway  in  about  8  miles. 
Thus  far  this  road  ser\es  16  settlers,  2  smelters,  1  saw-mill,  and  a  large  number  of 
mineral  claims,  two  of  which  are  being  developed  and  IS  men  employed  thereon.  The 
smelter  at  Boundary  Falls  has  a  force  of  about  75  men,  and  its  capacity  is  being 
enlarged  to  three  times  its  present  efliciency.  From  Midway  to  Rock  Creek  the 
distance  is  12  miles,  the  road  following  tlie  Kettle  River  Valley  for  this  distance, 
which  is  comparatively  flat,  having  good  soil,  an  average  width  of  about  |  of  a  mile, 
and  the  uhole  distance  occupied  with  settlers  on  both  sides  of  the  river.  Midway 
has  a  population  of  about  100  inliabitants.  An  average  of  about  25  men  are  employed 
in  a  large  saw-mill  near  there. 

On  this  I'oad  7  stumps  were  grubbed,  600  feet  by  4  feet  graded,  255  feet  by  4  ftct  ditched, 
6,000  feet  b}'  2  feet  excavated  in  earth,  45  feet  by  3  by  4  feet  excavated  in  rock,  300 
feet  by  4  by  2  feet  were  filled  ;  removed  the  boulders  from  the  wheel-tracks  for  a 
distance  of  9  miles;  built  3  culverts,  averaging  10  b}'  16  by  4  feet,  and  2  bridges,  8 
by  16  by  4  feet ;  also  a  truss  l^ridge  over  Boundary  Creek,  50  feet  long  by  14  by  12 
feet. 

Bridge,  Main  Kettle  River  at  Ingram's  (construction). 

This  biidge  is  situated  on  the  Greenwood  to  Rock  Creek  Road,  about  half-way  between 
Midway  and  Rock  Creek.  The  length  of  this  bridge  is  about  210  feet,  namely,  3 
spans,  60  feet  each,  and  one  of  about  30  feet  at  the  southerly  V)ank.  The  old  bridge 
was  found  to  be  rotten  and  unsafe. 
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Canoe  River  Trail. 

Commencing  at  Donald  and  fulluwing  the  Columbia  River  ;  thence  up  the  Canoe  River 
to  Tete  Jaune  Cache,  on  the  Fraser  River,  a  distance  of  about  160  miles.  There  has 
not  been  very  much  work  done  on  this  trail  by  way  of  maintenance,  because  it  has 
not  been  very  much  used  of  late.  To  put  it  in  good  shape  would  require  a  very 
heavy  expenditure.  Lately  some  good  specimens  of  mica,  comprising  about  1,000 
pounds,  liave  been  bi-ouglit  out.  In  order  to  get  at  the  claim.s,  which  number  about 
30,  a  new  trail  will  be  reipiired  from  the  lower  end  of  Timbasket  Lake,  on  the  west 
side  of  the  Columbia  River,  for  a  distance  of  about  20  miles. 
•  A  temporary  trail  has  been  built  this  season  up  Big  ^Nlouth  Creek  in  order  to  get  pro- 
visions in  to  do  assessment  work.  Other  than  doing  the  annual  assessments,  there 
has  been  no  other  industry  in  that  locality  ;  but  owing  to  the  fine  tracts  of  timber 
land,  it  is  safe  to  assume  that  it  will  in  the  near  future  be  given  more  attention. 

MoIuKDO  District  Trails. 

The  district  covers  a  large  area,  the  aggregate  length  of  trails  being  over  100  miles. 
Althougl;  there  are  a  large  number  of  claims  located,  and  considerable  work  was 
done  in  the  past,  there  has  hem  very  little  doing  of  late  other  than  assessments. 

Ice  River  District. 

Built  about  11  miles  of  trail  from  Leanchoil  Station,  on  the  C.P.R.,  and  surveyed  a 
location  for  a  wagon  road.  There  are  several  promising  locations,  some  agricultural 
land,  and  fairly  good  timber.  About  half  a  dozen  settlers  have  taken  up  ranches. 
The  old  C.P.R.  tote  road  from  Leanchoil  to  Field  should  be  opened  up,  making  a 
connection  fur  settlers  to  drive  in  for  supplies. 

Trunk  Road,  Golden  to  Donald. 

A  total  distance  of  18  miles;  is  used  by  prospectors  going  to  the  Big  Bend,  and  largely 
used  in  the  vicinity  of  Golden  by  settlers  and  lumbermen  ;  usually  about  100  men 
employed  in  the  latter  industry. 

Main  Trunk  Road,  Golden  to  Fort  Steele. 

A  distance  of  160  miles,  al)out  127  in  this  district.  This  is  the  main  artery  of  the  valley; 
a  mail  route,  and  is  fairlv  well  settled,  showing  mai-ked  !-igns  of  improvement  each 
vear.  The  bulk  of  the^  trade  is,  however,  done  by  the  steamers  plying  on  the 
"Columbia  River  ;  consecjuently,  there  is  not  much  teaming  in  summer  on  the  road 
other  than  by  the  local  settlers ;  it  is  principally  used  for  freighting  in  the  spring 
and  fall.  Considerable  work  is  done  on  the  road  annually,  principally  cutting  brush 
on  the  right  of  wav,  cleaning  ditches,  repairing  bridges  and  culverts,  filling  ruts, 
brushing  and  gravelling  wet  spots,  the  latter  being  very  costly  owing  to  the  long 
haul. 

One  bridge  was  entirely  renewed  this  year,  consisting  of  one  40-foot  King  truss ;  one  20- 
ft.  and  two  16-ft.  spans,  and  one  pier. 

Toby  Creek  AVagcon  Road. 

This  road  was  extended  this  year  a  distance  of  6  miles  to  the  North  Fork,  making  a  total 
length  of  about  20  miles  from  the  Columbia  River  at  Athalmer.  The  country 
traversed  is  a  rough,  mountainous  pass,  the  road  being  built  for  mining  purposes. 
There  is  some  fairly  good  timber,  which  will  mostly  be  used  for  mining,  the  creek 
being  hardly  suitable  for  lumbering  purposes  on  the  outside.  Owing  to  tlie  heavy 
nature  of  the  work,  which  is  principally  side-hill,  the  roadbed  was  made  as  narrow 
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as  possible,  in  order  to  lower  the  cost ;  the  maintenance  will,  therefore,  be  heavy  for 
some  time  to  come,  depending  a  good  deal,  of  course,  on  how  the  slopes  stand  the 
spring  thaw.  There  were  between  60  and  70  men  employed  on  the  road  and  mining, 
1,000  tons  of  ore  being  hauled  to  the  river  bank  ready  for  shipment  by  steamers. 

Horse  Thief  Creek  Waggon  Road. 

Built  20  miles  of  waggon  road  from  Wilmer,  the  first  8  miles  being  on  bench  land,  some 
of  which  is  suitalale  for  agricultural  purposes  and  has  some  settlers.  The  road  was 
mainly  built  for  mining  purposes,  and  the  McDonald  Creek  Mining  Co.  extended  it 
8  miles  to  a  point  near  their  mine,  an  elevation  of  7,500  feet,  where  it  is  proposed  to 
build  a  compressor  plant  and  a  tramway.  There  were  about  75  men  employed  and 
200  tons  of  ore  hauled  to  the  river  bank  for  shipment.  The  maintenance  on  this 
road  will  also  be  heav^^  for  a  time. 

West  Side  of  Windermere  Lake. 

Built  6  miles  of  waggon  road  on  the  bench  land,  connecting  with  the  trunk  roads  at 
Athalmer.  This  road  is  for  the  settlers  on  the  west  side  of  the  lake,  numbering 
about  a  dozen. 

Wilmer  to  No.  2  Creek. 

Made  a  survey  for  waggon  road  ;  built  1  mile,  the  balance  to  be  finished  later.  There 
are  about  a  dozen  settlers  on  this  route  and  it  is  largely  used  by  prospectors  going  to 
No.  2  Creek  and  the  Bugaboo.  There  are  good  claims  on  No.  2  Creek.  The  ore 
will  have  to  go  to  the  Columbia  River,  at  a  point  near  Brisco,  and  to  which  point 
it  is  proposed  to  build  a  sleigh  I'oad,  the  distance  being  about  15  miles. 

Trails. 

Throughout  the  district  there  are  trails  which  will  aggregate  a  total  length  of  over  500 
miles,  the  whole  requiring  more  or  less  attention  in  the  shape  of  cutting  out  fallen 
timber,  renewals  of  bridges  and  culverts  and  general  repairs,  as  may  be  found 
necessai'y.  Where  the  timber  has  been  burnt  the  trails  have  to  be  cleaned  after 
every  wind-storm,  and  to  this  must  be  largely  attributed  the  large  sums  expended  on 
old  trails.  As  a  general  rule  they  are  tributary  to  the  system  of  waggon  roads,  and 
many  will  eventually  no  doubt  be  concerted  into  roads  or  abandoned  for  some  cause 
or  other.  The  amount  of  money  required  for  trails  during  the  ensuing  season  must 
of  necessity  be  governed  by  the  amount  of  work  which  is  proposed  to  be  done  on  the 
mineral  claims ;  therefore,  a  certain  sum  should  be  provided,  to  be  spent  to  suit  the 
conditions  obtaining  next  year.  An  estimate  may  be  made  out  in  detail,  but  unless 
some  guarantee  is  forthcoming  that  good  use  is  to  be  made  of  the  improvements,  the 
expenditure  should  not  be  made,  and  in  all  probability  some  other  point,  hitherto 
unheard  of,  would  have  a  better  claim  for  it. 

Golden  Court  House. 

Built  a  stone  vault,  brick  arch,  6  by  8  feet  6  inches,  inside  measurement.  Erected  new 
fencing  around  Court  House  and  Gaol. 

Schools. 

Built  new  school-rooms  at  Golden  and  at  Windermere. 
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Michel  Section. 


Route. 

Miles. 

Starting  Point. 

Description  of 
Country. 

1. — Michel  Streets 

Michel   .^ 

Crow's  Nest 

xMichcl   

Route  3  

Rough. 
Verj'  rough. 

•2.  —Tote  Road 

10 

4 

48 

3. — Michel  Prairie 

4. — Northern  Trail 

Population  of  the  town  of  Michel,  600  ;  of  the  whole  section,  700.  Parcels  of  land, 
exclusive  of  town  lots,  17.  The  greater  part  of  the  land  in  the  section  belongs  to  the  British 
Columbia  Southern  Railwa}^  and  the  Crow's  Nest  Coal  Company.  There  are  three  .saw-mills 
in  opei-ation.  The  output  of  coal  in  1901  was  47,110  tons,  and  the  number  of  men  employed 
was  169.  Since  the  beginning  of  the  year  1902,  the  manufacture  oTcoke  has  been  commenced 
and  the  coal  output  has  been  much  increased.  The  only  available  farming  land  in  the  section 
is  on  routes  3  and  4. 

Koute  1 — Light  general  traffic. 

Route  2 — Light  lumbering  traffic. 

Route  3 — Light  farming,  lumbering  and  coal  prospecting  traffic.  Erected  a  Truss  Bridge 
over  Elk  River,  having  a  span  of  80  feet,  besides  approaches.  Improved  the  old  tote  road 
between  Michel  Town  and  Michel  Prairie. 

Route  4 — Light  farming  and  coal  prospecting  traffic. 

Fernie  Section. 


Route. 

Miles. 

.Starting  Point. 

Description  of 
Coinitry. 

1. — Fernie  Streets                    .    .            ....          

Verv  rough. 

2. —Coal  Creek  Mills  Road 

2 
5 

1 
2 

•2.3 

7 
.") 

Fernie  . .        

3. — Coal  Ci'cek  Mines  Road 

,, 

^^ 

5.  —  \Vest  Fernie  Road 

Route  3 

„ 

Rough. 

7.— Elk  River  Trail 

„           Q 

8. — Sand  Creek  Trail    

'/        o .     

" 

The  population  of  the  town  of  Fernie  is  about  2,000  ;  of  the  coal  mines  village,  about 
400  ;  and  of  the  whole  section  about  2,600.  There  are  21  parcels  of  land,  besides  town  lots, 
and  6  mineral  claims  in  the  District.  There  are  6  saw-mills  in  operation.  The  output  of  coal 
f<jr  1901  was  322,245  tons,  and  of  coke  111,683  tons,  employing  820  men.  All  the  land  east 
of  Elk  River  belongs  to  the  British  Columbia  Southern  Railway  or  the  Crow's  Nest  Pass  Coal 
Company. 

Route  1 — Heavy  general  traffic.  Laid  300  lineal  feet  of  sidewalk,  property  owners 
furnishing  the  material;  built  4  road  crossings;  cleared  streets  of  stumps  and  boulders; 
graded  a  ramp  to  Elk  River. 

Route  2 — Medium  lumbering  and  cattle  traffic.      Rebuilt  bridges  and  cuherts. 

Route  3 — Much  general  traffic. 

Route  4 — Very  heavy  lumbering  and  farming  traffic.      Built  one  mile  of  road. 

Route  5 — Very  heavy  lumbering  traffic.  Two  saw-mills  haul  their  output  over  this  road. 
Road  includes  bridge  over  Elk  River  of  3  spans  of  80,  40  and  40  feet. 

Route  6— Light  cattle  traffic  with  North- West  Territories. 

Route  7 — Light  cattle  traffic  and  general  traffic  between  Fernie  and  :Morrissey. 

Route  8 — Light  mining  traffic.     Improved  the  trail. 
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MORRISSEY    AND    FlATHEAD    SeCTION. 


Route. 


1.— Tote  Road 

2. — Mines  Roatl  .  .  . 
3.— Creek  Road  .  . 
4.— Elk  River  Trail 
5. — Wigwam  Trail. 


Milt 


30 


Starting  Point. 


Morrissey  Junction 


Route  1    

1  to  Elko  .  . 
Elko  Pack  Bridge 


Description  of 
Country. 


Rouiih. 


Coal  mines  have  been  opened  in  1902,  and  there  is  now  a  population  of  400,  which  i.s 
being  increased  steadily.  There  is  one  saw-mill  in  operation.  The  town  of  INIorrissey  is  being 
built  on  the  west  side  of  Elk  River  and  another  town  is  being  laid  out  near  the  coal  mines. 

Routes  1  and  4 — Light  cattle  traffic  with  the  North- West  Territories. 

Routes  2  and  3 — Large  general  traffic  between  the  C.  P   R.  and  the  mines. 

Route  5 — Used  for  coal  and  oil  prospecting  on  the  Government  reserved  block  in  the 
south-eastern  corner  of  the  District. 

Elko  and  Tobacco  Plains  Section. 


Route. 


1. — Ti-unk  Road  to  Boundary  . 
2. — Front  Road  to  Boundary  .  . 
3. — Crow's  Nest  Landing  Road 

4. — Sand  Point  Road 

5.  — Jaffray  Road 

6. — Gateway  Road   

7. — Tobacco  Plains  Trail 

8.— Phillips  Creek  Trail 


Miles. 


•2S 

30 

12 

10 

4 

6 

10 

3 


Starting  Point. 


Rock  Creek 
Elko 


Phillips  Route  1  . . 
Elko  Pack  Bridge 
Phillips  Route  1  . . 


Description  of 
Country. 


Easy. 


Very  rough. 
Rough. 


This  section  has  a  population  of  about  200.  There  are  50  parcels  of  land,  besides  town 
lots  ;  42  mineral  claims ;   1  saw-mill  in  operation. 

Route  1 — Medium  farming  traffic  ;  mail  route. 

Route  2 — Heavy  railway  construction  traffic,  now  over. 

Route  3 — Medium  farming  traffic  ;  mail  route. 

Route  4 — Practically  no  traffic. 

Route  5 — Medium  farming  and  lumbering  traffic.  Improved  old  tote  road ;  built  small 
bridges;  constructed  one  ramp,  1,600  feet  long,  at  Mott's. 

Route  6 — Medium  farming  and  mining  traffic.      Built  6  miles  of  road. 

Route  7 — Much  traffic  now  that  waggon  bridge  is  washed  out;  mail  route;  is  used  in 
connection  with  route  5  of  Morrisse}'  section  for  coal  and  oil  property. 

Route  8 — Medium  mining  traffic. 

Jaffrav  Section. 


Route. 


— Trunk  Road 

— Elko  Road 

— Langley  Road 

— Sand  Creek  Road     .  .  .  . 
— Bull  River  South  Road 
— Wardner  Ferry  Road . 
—Bull  River  South  Trail 
— Sand  Creek  Trail 


Miles. 


22 
12 
8 
4 
6 
I 


Starting  Point. 


Bull  River 
■Jafifray.. . . 

Route  1 

1   .  . 
•/        5  . 
'2 


Description  of 
Country. 


Easy  in  parts. 

Easy. 

Easy  in  parts. 

Eas\-. 

Rough. 

Easy. 

Very  rough. 

Rough. 
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Tlie  population  of  tlii.s  district  is  about  100.  There  are  00  parcels  of  land,  exclusive  of 
town  lots,  and  22  mineral  claims  ;   1  saw-mill  in  operation. 

Route  1 — Lii^ht  general  tratlic. 

Route  2 — Medium  fai-ming  and  lumbering  tiatlie.  Impnivt'd  old  tote  road  and  diverted 
it  around  a  swamp. 

Routes  3,  4,  and  5 — Light  farming  trattic. 

Route  6 — No  trattic  at  present. 

Route  7 — Light  mining  traffic.  Rebuilt  Bull  River  Pack  Bridge,  making  it  wide  enough 
for  waggons.  The  In-idge  is  a  Queen  Truss,  80  feet  long,  14  feet  wide,  and  111  feet  above  low 
water  level. 

Route  8 — Light  mining  traffic. 

Ckanbrook  Section. 


Route. 

Miles. 

Starting  Point. 

Description  of 
Country. 

1.  — Cranbrook  Streets 

Cranbrook  

II           

Easy. 

Rough  in  paits. 
Rough. 
Verj'  rough. 

2.— Fort  Steele  Road  

3. — Mission  Road 

4. — Movie  Road 

7 

5 

11 

10 

11 

l.j 

3 

12 

1 

fi 

8 

15 

6.— Pekin  Sleigh  Road 

7       Perry  Creek  Road                             .    ... 

Palmer's  Bar 

Cranl)rook 

8.— Mount  P>aker  Road   

n. — Upper  Moyie  Trail 

10       Mount  Baker  Trail 

Route  (3 

8 

Easy. 
Rough. 

Cranbrook  

,, 

12. — Perry  Creek  Trail 

13.— Hell's  Roaring  Trail 

Koute  7 

//        7 

Very  rough. 

The  population  of  the  town  of  Cranbrook  is  about  1,500,  and  of  the  section  1,600.  There 
are  in  the  section  224  parcels  of  land,  besides  town  lots,  2.34  mineral  claims  and  18  placer 
mining  leases.  There  are  no  mines  shipping  ore  over  the  highways.  There  are  5  saw-mills  in 
operation. 

Routes  1  and  2 — Heavy  general  traffic.  Renewed  scliool-house  bridge,  grading  approach 
thereto. 

Route  3— Heavy  farming  and  mining  traffic;  mail  route.  Reduced  gradients  on  two 
ramps,  1,000  feet  in  length. 

Route  4 — Light  general  traffic. 

Route  5 — Heavy  farming,  lumbering  and  mining  traffic.  Corduroyed  swamps  and 
renewed  small  bridges. 

Route  6 — Light  mining  traffic  ;  8250  contributed  by  Pekin  Mine.  Constructed  6  miles 
of  sleigh  road,  including  4,000  lineal  feet  of  grading. 

Route  7 — Medium  mining  traffic.  Improvements  between  Cranbrook  and  old  town 
include  3  bridges,  and  4  culverts  renewed,  and  2  miles  of  new  road.  Extension  of  road  2| 
miles  on  the  north-west  side  of  the  creek.     Very  heavy  side-hill  work. 

Route  8 Heavy  mining  tratiic  on  part.      Constructed  3  miles  of  road,  including  2  bridges 

over  Joseph  Creek. 

Routes  9,  10,  and  11 — Light  mining  traffic. 

Route  12 — Heav}'  mining  traffic. 

Moyie,  Yahk  and  Gold  Creek  Section. 


Route. 


1. — Moyie  Streets 

2. — Cranbrook  Road 

3.  —South  Road 

4. — 1  lewdney  Trail 

o.- -Bonner's  Ferrv  Trail 

6.— Yahk  and  Cold  Creek  Trail 

7. — Plumbob  Trail 

8. — Kootenav  River  Trail 


Miles. 


8 

6 
18 

;") 
.")0 

() 
40 


Startinii  Point. 


Moyie 

Routes 

-,       3 

4 

Kootenay  River 
Wardner 


Description  of 
Country. 


Rough. 
Ver}'  rough. 


Rough. 
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This  section  has  a  population  of  about  250,  of  which  150  are  in  the  town  of  Moyie.  There 
are  37  parcels  of  land  and  163  mineral  claims  around  Mojie,  and  20  parcels  of  land  around 
Gold  Creek ;  the  Yahk  Country  is  all  unoccupied.  There  are  two  saw-mills  in  operation. 
None  of  the  mines  are  shipping  ore  over  the  highways. 

Route  1 — Light  general  traffic.  Graded  200  feet  on  Victoria  Avenue,  and  1,050  feet,  10 
feet  wide,  on  Tavistock  Avenue. 

Route  2 — Medium  lumbering  traffic  over  2  miles  and  a  very  light  general  traffic  on  the 
rest  of  the  route.     Maintained  road  and  built  corduroy. 

Route  3 — Light  farming  and  lumbering  traffic.      Improved  3  miles  of  the  old  tote  I'oad. 

Route  4 — Light  general  traffic. 

Route  5 — Very  light  traffic. 

Route  6 — Practically  no  traffic. 

Route  7 — Light  farming  traffic. 

Route  8 — Practically  no  traffic. 


St.  Mary's  Sectiox. 


Route. 

Miles. 

Starting  Point. 

Description  of 

Country. 

1. — Kiniborlej'  and  MarysviUe  .Streets 

2.— St.  Mary's  Road  ...' 

;>. — Kindaerley  Road 

4. — Sullivan  Road 

Kasy. 

Medium. 

Rough. 

28 
4 
8 
10 
2 
2 
12 
15 
14 
5 
4 

Mission  Rridye 

MarysviUe 

8.— St.  Mary's  Main  Trail 

9.— East  Fork  St.  Mary's  'liail 

10.— North  Fork  Trail 

R(mte2.  ". 

8 

8 

„       8 

.,       8 

'/       8 

/'       8 

„       8 

Very  rough. 

1  l.__\Vest  Fork  Trail 

12.— South  Fork  Trail 

" 

18.— White  Fish  Trail 

14. — Pyramid  Trail 

15.— Alki  Trail '. 

„ 

The  population  of  the  towns  of  MarysviUe  and  Kiraberley  is  about  100  each,  and  of  the 
whole  section  about  250.  There  are  in  the  section  34  parcels  of  land  and  384  mineral  claims. 
Development  is  being  done  on  mineral  claims  on  the  West  Fork  and  White  Fish  Creek,  sup- 
plies for  which  are  hauled  on  Routes  2,  9,  11  and  13.  No  ore  is  being  hauled  on  any  route. 
There  are  two  saw-mills  in  operation,  utilising  Routes  2  and  3. 

Route  2 — Medium  farming,  lumbering  and  mining  traffic.  Extended  main  road  1,200 
feet  through  heavy  rock  slide  ;  grubbed  old  road  for  3  miles ;  raised  and  protected  Matthew 
Creek  with  crib  work  ;  watched  Mission  bridge  during  freshet. 

Routes  3  and  4 — Medium  mining  tratiic.  Improved  road  by  remo\ing  boulders  and 
stumps  and  filling  ruts. 

Route  8 — Heavy  mining  traffic.  Changed  locations  to  improve  gradients;  corduroyed 
swamps  and  renewed  bridges. 

Route  9 — Light  mining  traffic. 

Route  10 — Light  mining  traffic.     Built  2  miles  of  new  trail. 

Route  1 1  — Heavy  mining  traffic. 

Route  12 — Light  mining  traffic. 

Route  13 — Medium  mining  traffic.     Built  5  miles  of  new  trail. 

Routes  14  and  15 — No  traffic  at  present. 

8K00KUMCHUCK    SECTION. 


Route. 


1. — Mission  to  Wasa  Road 
2. — Mission  to  Wasa  Road 
3.— North  Star  Ore  Road. 
4. — Wasa  to  Ta  Ta  Road  . 
5.  —  Skookunichiick  Road  . 
6. — Skookumchuck  Trail  .  . 
7. — Kootenay  Ris^er  Trail 


Miles. 


15 
17 

18 
G 

24 
8 

10 


Starting  Point. 


(HU  Cherry  Ccmtre 

ria  Mather's 

Kindierley 

Wasa 

Cherry  Centre.  .  .  . 
Route  5 


Description  of 
Country. 


Medium. 
Fasy. 
Rough. 
Easy. 

Rouch. 
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There  is  no  town   in   this  district;  the  population  is  about  50.     There  are  17  parcels  of 
land  and  42  mineral  claims. 

Koute  1 — Medium   treneral   tratiic.      Built  216   lineal  feet  of  bridges  and  approaches  and 


536 


n ■ ^*     ^..-.■^v---   v^   ^^^,.. 

lineal  feet  of  corduroy  at  Cherry  Centre,  and  graded  5,000  lineal  feet  of  ramps. 

Route  2 — Light  farming  traffic  and  large  traffic  by  Indians. 

Route  3 — Practically  no  traffic. 

Route  4 — Light  farming  traffic. 

Route  5 — Light  traffic. 

Routes  6  and  7 — Very  light  mining  traffic. 

Fort  Steele  Section'. 


Route. 


1.— 


8. 

0. 
10. 
11. 
12. 
13. 
14. 
15. 
16. 
17. 
18. 
19. 


Fort  Steele  Streets 

Southern  Trunk  Road 

fiolden  Road 

Fenwick  Road 

Wild  Horse  Road 

Lewis  and  Tracy  Road 

Cianbrook  Road     

Mission  Road 

Perry  Creek  Road 

Isidore  Road 

^^'ardner  Road 

Bell's  Ranch  Road , 

Chickanion  Stone  Road 

Main  Wild  Horse  Trail 

North  Fork  Wild  Horse  Trail 
East  Fork  Wild  Horse  Trail  . 

Tanglefoot  Trail 

Bull  River  North  Trail 

Six-Mile  Trail , 


Miles. 


16 

38 

\-2 

1!) 

13 

7 

3 

3 

16 

21 

3 

4 

3 

13 

6 

28 


Starting  Point. 


Fort  Steele 


Quirk's       [Flat 

Steele  and  Bummer's 

Bummer's  Flat 

I'ort  Steele  

Markley  Flat 

Mission 

Markley  Flat 

Westport  .    


Beaven's 

Victoria  (Julch 
The  Forks 


Fort  Steele 

Route  13. .. 

3... 


Description  of 
Country. 


Very  easy. 
Easy. 


Rough. 

Part  easy,  part  rough, 

Rough. 

Easy. 


Rough  in  part. 
Rough. 
Very  rough. 


Easy. 


This  section  has  a  population  of  300,  of  whicli  250  are  in  the  town  of  Fort  Steele.  There 
are  141  parcels  of  land,  besides  town  lots,  339  mineral  claims,  3  mining  leases  and  6  placer 
claims.  There  is  one  saw-mill  in  operation  ;  no  mines  are  shipping  ore.  The  best  farms  in 
South-East  Kootenay  are  in  this  section. 

Route  1 — Light  general  traffic. 

Route  2 Includes  waggon  bridge  over  Bull  River.      Light  general  traffic.      Re-built  the 

Galbraith  Bridge  with  a  75-foot  Queen  truss  ;  renewed  small  bridges  at  Beaven's  and  Quirk's, 
and  constructed  a  diversion  of  2,855  lineal  feet  south  of  the  Galbraith  Bridge. 

Route  3— Medium  general  traffic;  partly  a  mail  route.  Overhauled  road  thoroughly 
between  Fort  Steele  and  Wasa. 

Route  4— Medium  farming  traffic.  Widened  5,565  feet  of  lamps  ;  renewed  1  culvert  and 
built  a  bridge  over  Little  Bull  River. 

Route  5 — Light  mining  traffic. 

Route  6 — Light  farming  and  mining  traffic. 

Route  7— Heavy  general  traffic.     Turnpiked  in  Westport. 

Route  8 — Medium  general  trathc. 

Route  9 — Medium  mining  traihc. 

Route  10 — Litrht  farming  trathc.  .  ,    ,•   , 

Route  11— Partly  a  mail  route,  with  heavy  general  traffic;  balance  with  light  traihc. 

Route  12 — Light  farming  traffic. 

Route  13— Very  light  mining  traffic.  ,  ,     .,    o     .,       ..  .     •,  i 

Route  14— Medium  mining  traffic.  Re-located  and  built  3  miles  of  trail  on  a  waggon  road 
location  ;  about  2  miles  of  grading  ;  300  lineal  feet  of  rock  excavation. 

Route  15— Medium  mining  traffic.  Built  7  miles  of  new  trail;  widened  2  miles  ot  old 
trail.     This  trail  gives  access  to  the  headwaters  of  Sheep  Creek. 

Routes  16,  17,  18  and  19— Light  mining  traffic. 
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Cassiar    District. 


Telegraph  Creek  Division. 

James  Porter,   Government  Agent. 

Dease  Lake  Trail. 

This  trail  extends  up  Telegrapli  Creek  a  distance  of  about  73  miles,  and  requires  constant 
attention  to  keep  it  in  passable  condition. 

Two  new  bridges  were  built  duiing  the  past  3'ear,  at  the  crossing  at  Eight-Mile  and 
Eighteen-Mile  Creeks. 

The  work  done  has  left  the  trail  in  good  condition,  and  it  will  not  require  any  great  expen- 
diture to  keep  it  in  repair  during  the  coining  summer. 

Dease  Lake  and  Thibert  Creek  Trail. 

This  trail  runs  along  the  shore  of  Dease  Lake  and  up  Thibert  Creek.  Is  in  bad  condition, 
and  an  expenditure  of  at  least  i$500  will  be  required  to  make  it  passable.  This  trail 
is  about  40  miles  long. 

McDame  Creek. 

Should  the  present  indications  of  active  mining  operations  contuiue  in  this  section  it  will 
be  necessary  to  provide  for  expenditure. 


Stikine  Division. 

Glenora  and  Telecjraph  Creek  Trail. 

Made  general  repairs  on  this  trail,  at  small  cost. 

Teslin  Lake  Trail. 

Cut  out  windfalls  as  far  as  First  Tahltan. 

Waggon  Pvoad  leading  up  Telegraph  Creek. 
Made  general  repairs. 

Trail  from  McDame  Creek  to  head  op  Dease  Lake. 
Cut  out  brush  and  made  general  repairs. 
Built  bridge  at  crossing  of  slough  at   10-Mile  Flat,   35  feet  by  8  feet,  with  cril.l)ing  in 

centre. 
Removed  snow  from  Tooyea  and  Tahltan  Bridges. 


Coast  Division. 

J.  Flewin,  Government  Agent. 
Naas  River. 

Trail  from  Kincolith  to  Mill  Bay  canneries,  a  distance  of  4  miles. 

Chopped  out  and  cleared  to  a  width  of  8  feet,  to  improve  the  communication  between  these 
two  points  and  to  give  access  to  the  cemetery,  at  Grave-yard  Point. 

Trail  from  Echo  Cove  to  Naas  Harbour. 

This  trail  lies  between  the  Federation  and  Cascade  Canneries. 
Cleared  out  brush  and  fallen  timber  and  renewed  brid<?es. 
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Port  Simpson. 

Road  to  the  public   school  openeil   up  :    graded,  gravelled  and  ditched  to  .standard  width 

from  Front  Street  to  the  school,  a  distance  of  1,000  feet. 
Made  general  repairs  to  Hospital  Road. 

Inverness. 

Trail  from  Inverness  Cannery  to  North  Pacific  Cannery,  a  distance  of  two  miles. 
Brushed,  graded  and  partly  planked. 

Moore's  Cove. 

This  r.)ad  runs  from  Ir^■ing,  at  mouth  of  Skeena  River,  to  the  settlement  at  the  head  of 

Moore's  Cove,  a  distance  of  5  miles. 
Three  mile-;  has  been  brushed  and  graded,  1,000  feet  of  corduroy  laid,  and  o  creeks  bridged. 

Port  Essington. 

At  this  place  the  sidewalk  was  re-built  from  Dufferin  Street  to  the  ABC  Cannery,  a 

uniform  width  of  10  feet;  length,  2,000  feet. 
M.tde  general  repairs  on  the  trail  known  as  the  Saw-mill  Trail. 

Kitsalas. 

A  waggon  loafl  was  constructed  during  the  season,  from  the  foot  of  the  canyon  on  Skeena 
River  to  the  Ptarmigan  ^line,  by  Mr.  S.  Arden  Singlehurst,  towards  which  the 
Government  contributed  the  sum  of  84^,000.  The  country  traversed  is  very  hilly, 
broken  by  deep  gulches,  and  all  heavily  timbered  ;  consequently,  great  ditficulty  was 
experienced  in  building  the  road  according  to  specifications,  which  called  for  a  width 
of  10  feet,  with  maximum  grade  of  8  per  cent.  However,  the  road  was  completed  in 
a  satisfactor}'  manner,  but  at  an  expense  which  greatly  exceeded  the  Government 
grant,  the  distance  being  about  7  miles.  The  object  for  which  the  road  was  built 
was  to  get  in  supplies  and  machiner\^  to  the  Ptarmigan  and  adjoining  mines,  and 
to  take  out  ore.  A  trial  shipment  of  5  tons  of  ore  has  since  been  made  out  over  the 
road  b}^  the  Ptarmigan,  to  be  shipped  to  the  Eastern  States. 

Kitamaat. 

Under  contract  bv  ^Messrs.  Steele  and  Dunn  a  good  waggon  road  and  pack  trail  has  been 
built  from  the  head  of  Kitamaat  Arm  to  the  Golden  Crown  group  of  mines,  6  miles 
distant,  on  Wa-hugh  Creek.  The  work,  which  was  inspected  by  your  agent,  has  been 
exceedingly  well  done,  the  road  being  of  standard  wirlth  and  gi'ade  and  a  credit  to 
the  contractors. 

In  addition  to  the  works  mentioned,  a  trail  has  been  built  on  Princess  Royal  Island  from 
salt  water  to  the  mines  ;  also  a  bridge  and  considerable  road  work  at  Bella  Coola 
settlement. 


It  is  necessary  that  the  following  work  should  be  done  during  the  coming  year  : — 

Naas  River— Trail  from  Red  Blutr  to  Greenville. 

Port  Simpson General  repairs  to  main  roads,   including  re-lniilding  cribbing  on  Front 

Street. 

Georgetown  Trail— Grading,  planking,  repairing  bridges,  etc. 

Port  Essington Repairs  to  roads  and  sid<nvalks  and  extension  of  present  sidewalk  from 

Dufferin  Street  by  public  school. 

Metlakahtla — Wharf  and  approach  repairs,  etc. 

Inverness  and  Moore's  Cove  Trails— Repairs. 

Kitamaat— Brushing  out  and   removing  fallen  timber,   built  new  bridge  on  Wee-deena 

River.  .        -.onn 

Nothing  has  been  expended  on  the  trail  from  Kitamaat  Arm  to  Copper  River  since  lh99, 
and  prospectors  and  others  find  great  difficulty  in  using  the  trail  on  account  of  the  large 
quantity  of  fallen  timber.  A  number  of  encouraging  looking  prospects  have  been  recently 
located  in  the  valley,  and  the  improvements  suggested  would  be  a  great  boon  to  them  in  getting 
in  their  season's  supplies. 
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STATEMENT     OF     EXPENDITURE. 


Roads,  Streets,  Bridges  and  Wharves. 


July  1st,  1901,  to  June  30th,  1902. 

Vote  135 — Road  Superintendents .$  23,576  28 

Vote  136 — North  Victoria  District. 

Saturna  Island  roads !|  112  00 

Mayne  Island  roads 347  00 

Pender  Island  roads 449  90 

Galiano  Island  roads 238  55 

Salt  Spring  Island  roads 2,183  25 

North  Saanich  roads 1,064  25 


Vote  137 — South  Victoria  District. 

Old  East  Saanich  road 

Old  Cordova  Bay  road 

Quadra  street  to  Cordova  Bay  road 

Tolmie  avenue 

Cook  street 

Cloverdale  avenue     

Elerick  and  Hansen  load    

East  Saanich  road 1,103 

General  roads 

Oak  Bay  avenue  and  sidewalk 

Cadboro  Bay  road      

Seres  road 

Cedar  Hill  cross  road 

Harriett  road 

Gorge  road 

Old  West  Saanich  road 

Cedar  Hill  road 

Main  Saanich  road 

Glanfoi'd  avenue 

Carey  road 

Scott's  road 

Feltham  road 

Tj'nesdale  road 

Gordon  Head  road 

Finerty  road 

Cadboro  Bay  cross-road 

Prospect  road 

Mount  Tolmie  cross-road 

Telegraph  road 

Burnside  road 

Wilkinson  cross-roarl 

Cavin  road 

Carried  forward 8,134  95 


%     4,394 

95 

30 

75 

164 

50 

893 

92 

210 

50 

136 

75 

61 

00 

160 

65 

1,103 

50 

276 

37 

823 

31 

113 

00 

57 

00 

272 

50 

348 

18 

505 

50 

15 

00 

425 

45 

583 

23 

451 

75 

293 

37 

33 

00 

28 

00 

112 

00 

141 

50 

7 

00 

216 

50 

17 

50 

•  17 

00 

319 

75 

231 

47 

70 

00 

15 

00 
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Pyrovyht  jorirard $8,134  95 

Vote  187. — South  Victoria  District.— Cottc'W^d 


West  Saanich  road      

Butler's  cross-road 

Pitzer's  road 

Quick's  cross-road 

Martindale  road 

Mount  Newton  cross-road 

Armie  street 

Wearing  street 

Pauline  road 

Deans'  cross-road      

Sinclair's  road 

Fowl  Bay  road     

San  Carlos  Avenue 

Steinberger  road 

Purchase  of  F.  W.  Vincent's  lot 


389 

00 

177 

50 

14 

50 

21 

56 

264 

00 

188 

00 

52 

50 

52 

50 

38 

50 

95 

00 

12 

00 

116 

00 

43 

10 

25 

50 

400 

00 

810,024 

61 

Vote   138. — Esquimalt  District. 

Improvement  Esquimalt  I'oad 4,1 19  00 

Botanical  Gardens  (San  Juan)  road  .    517  08 

San  Juan  (clearing  obstructions)  road 330  45 

Gordon  River  trail 1,425  51 

Sooke  Division  roads 1,41804 

East  Sooke         m           890  56 

Metchosin           ti          2,077  55 

Otter  Point        „           1,758  60 

Highland            .,          1,259  25 

Esquimalt           ..           2,805   28 

Victoria-Nanaimo  Trunk  road,  Goldstream-Shawnigan  Like  Division.  .  .  940  30 

Arc-Light,  Esquimalt  Township 396  00 


Vote  139. — Cowiciiax  DisTKurr. 


si 7,937  6: 


Victoria-Nanaimo  Trunk   road $ 

Cowichan  Lake  road 

Copper  Canyon,  Chemainus  lliver  bridge 

Koksilah  River  Bridge 

Beach  road 

Old  Koksilah  road 

Lakeside  road 

Mount  Sicker  (WesLholme)  road 

School-house  road 

Cameron  Taggart  road    

Shepperd's  road 

Telegraph   road 

Shawnigan  Lake  road • 

Chapman's  road 

Cowichan  wharf  and  Shawnigan  Lake  road 

Sahtlam  river  road 

Carville  and  Jackson  road 

Howie  road 

Riverside  road 

Carried  forivard 6,  <  44  07 


$  .l,7r.4 

38 

728 

07 

515 

65 

967 

08 

360 

42 

480 

37 

61 

50 

352 

60 

41 

75 
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Vote  No.   139. — Cowiciian  District. — Conchuled. 

.     Brought  forward $  6,744  07 

Indian  road 287   25 

Cowichan  River  road 218   15 

Glenoi^a  road , 11153 

Cowichan  Lake,  South  Shore  trail 137  25 

II            Landing  road 87  50 

Clemcleraalutz  bridge 365  58 

McKinelley  and  Dorepe  road 259  04 

Copper  Canyon  road 438  72 

Flats,  Koksilah  road 228  87 

Cowichan  lliver  bridge 5   90 

Shawnigan  District  roads 206   49 

Beach  and  Old  Koksilah  roads 57   12 

Mount  Sicker,  Somenos  road 7   50 

Various  Vn'idges 162  50 

General  roads 132  89 

$  9,450  36 
Vote  140. — Alberni  District. 

McCoy  Lake  Outlet 200   15 

Granite  Creek  trail 493    1 2 

Nanaimo-Alberni  (Alberni  Section)  road 1,276   95 

Clayoquot-Ucluelet  road      945  31 

Peninsula  (Ucluelet)  road 749   31 

Ucluelet  Arm  to  Long  Beach  trail 499   25 

Schooner  Cove  trail     150  87 

Local  roads  and  trails,  Cape  Scott 600  00 

II                   It            Quatsino 468  38 

Effingham  Inlet  trail 199  25 

Roger  Creek  bridge 1,661   40 

Ferguson  Crossing,  Bear  River  bridge 311    45 

China  Creek  trail 484  02 

St.  Marie  Island  trail :>02  40 

Approaches,  Somas  Ri\er  bridge I  SO  00 

Coal  Harbour,  Hardy  Bay  trail 8  00 

China  Creek  Townsite  roads 1 33   37 

Sproat  Lake  road 1127   37 

Beaver  Creek  road 1  596  59 

Schooner  Cove  to  Browning  Pass  road 37   75 

Townsite  roads 1192  86 

Central  Lake  (Sproat  Lake  Division)  trail 16  84 

Beaver  Creek  School  trail 49   25 

Beaver  River  trail 7  00 

Cherry  Creek  road §94  40 

Somers'  (Beaver  Creek)  road 1 15  75 

$  13,601   08 
Vote  141. — North  Nanaimo    District. 

Nanaimo-Alberni  (Nanaimo  Section)  road 1  499   80 

Nanaimo-Coinox                       ^^                road 488  00 

Little  Qualicum  bridge 9(57   15 

New  Cribbing,  Nanoose  Bay ]  1(35  99 

Jinglepot  Mine  bridge 21   50 

East  Wellington  road 39O  05 

Carried  forward 4,532  60 
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Brought  forivard $4,532   60 

Vote  141. — North  Nanaimo  District. — Concluded. 

Nanoose,  Englishman  River  road 1,110  37 

Qualicum  road   17  50 

Hamilton  road 412  49 

Hellier's  road 12  50 

Wellington-Nanoose  road 297  62 

New  road  at  Sand  Hill 557  00 

Ditching  Millstream  creeks 100  00 

Englishman  River  and  French  Creek    237  63 

Cross-road  at  Hirst's 51   24 

Rath's  road 38  50 

Beaver  Creek  Wharf  road 77  00 

Williams'  road 20  00 

Fisher's  road 1 48  50 

Painting  bridges 71   75 

Departure  Bay  road 8  00 

Yates-Hoskings-Yipond  road   92  75 

Old  South  Wellington  road 51  50 

Purkis  road 65  00 

Nanaimo- Wellington  road 36  50 

General  roads 1,305  38 


$  9,243  86 
YoTE  142. — South  Nanaimo    Dlstrict. 

General  roads $  2,013  50 

Gabriola  Island  roads   563  25 

Ladysmith  and  Nanaimo  road 5,585  74 

Yictoria  road .  .    135  86 

South  Cedar  and  Oyster  Bay  road 2,726  72 

Alexandria-Extension  road 2,733  71 

Boat  Harbour  road.    598  50 

Hong  Kong  bridge 135  32 

Cassidy's  bridge 434  76 

South  Cedar  roads 80  00 

Westwood's  road   43  00 

Quarter- way  House  bridge 185  74 

Texada  Island  roads 2,037  40 

Badcock's  road 23  00 

Thetis  Island  roads 290  75 

Davis  bridge  and  road 949  08 

Main  road  railway  crossing,  north  of  Ladysmith,  to  Chemainus  boundary  170  38 

New  road  at  Greenway's 194  00 

Lasqueti  Island  road 1 35  15 

Haslam  Creek  bridge 172  55 

Cassidy's  to  Waterloo  bridge 786  00 

W^alker's  (Oyster  Bay)  bridge 365  75 

Nanaimo  Extension  road ^^65  30 

Bridge  near  No.  5  shaft    294  27 

Extension  new  road '4^1  ■^'•^ 

Nanaimo  River  bridge 47  40 

%  22,308  48 

YoTE  143. — Nanaimo  City  District %  2,499  97 
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Vote  144. — Comox  District. 

Nanaimo-Comox  road  (Coraox  Section) .$3,998 

Salmon  River  road 

Lund  to  Oakover  Point  road 

Cha.nging  road  to  Anderton's  on  the  line    

Tsolum  River  bridge 

Upper  and  Lower  Prairies  road     

Cross-road 

Dennian  Island  roads . 

Hornby  Island  roads 

Oyster  River  and  Black  Creek  road 

Back  I'oad 

Point  Holmes  road 

Milligan's  and  Parkins'  road 

Harrigan's  road .  . 

Anderton's  road 

Lake  trail 

Burns'  road 

Burns'  road  bridge 

Valdez  Island  roads 

Cortez  Island  roads 

Read  Island  roads 

Cumberland  to  Courtenay  road    

Cumberland  to  Roy's  road    

Duncan  to  Creech's  road 

Smith  and  Ledingham's  road    

Hardy's  road 

Woods'  road 

Comox  to  J.  Hardy's  road 

M.  Gibson's  road   

A.  Cowie's  road 

Union  Mine  to  Japtown  road 

Flat  road 

Knob  Hill  road 

Comox  to  Salmond's  road 

Union  to  Courtenay  road 

McKelvey  road 

Smith's  cross-road 

Roy's  road 

Harvey's  road 

John  Cowie's  road 

Courtenay  to  Comox  Bay  road 

To  Lot  1 4,  Nelson  District  road 

Cumberland  to  Union  Bay  road    

Oyster  River  road 

General  roads 

$18,095  36 

Vote  145. — New  Westminster  City $1,699  54 

Vote  146. — Westminster  District  (Richmond  Riding). 

Hastings-Barnet  road 

Vancouver- Westminster  road 

It  II         (outside  Municipalities) 

Westminster-Hastings,  old  road 

Squamish  Valley  roads  and  bridges 


$3,998 
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$4,246 

45 

1,024 

50 

322 

34 

62 

98 

1,890 

08 

Carried  forward 7,546   35 
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Brought  forioard. 7,546  35 

Vote  146. — Westminster  District  (Richmond  Riding). — 
C  oncluded. 

Gibson  Settlement  roads 938  89 

Bowen  Island  wharf 83  40 

Lot  301  roads 2  761   83 

Bridges  across  Moody ville  and  Lynn  Creeks 1,028  85 

Lynn  Creek  road  and  trail 65  40 

Seymour  Creek  road 286  25 

Westminster  and  Hastings  road 858  09 

Rose  Hill  road 28  00 

Boundary  road  between  Burnaby  and  Hastings  Townsite 210  02 

Moodyville  trail 1 10  85 

If            roads  and  bridges 55   14 

General  roads 220  49 

North  Arm  road 62  70 

Howe  Sound  roads 516  25 

Seymour  Creek  and  Squamish  trail 170  37 

Hastings- Vancouver  road 459  01 

Gibson's  Landing,  wharf     26  00 

Squamish  Valley  and  Pemberton  trail 27  00 

Howe  Sound  to  Sechelt  road 810   15 

Squamish  Valley  road  extension  and  wharf 6,605  54 


$22,871  58 

Vote  147. — Westminster  District  (Dewdnev  Riding). 

Mission  City  sidewalk .$     58  50 

IT          wharf 217  74 

Keatsey  (Bonson's)  wharf  .    110  45 

Mission  City  roads  and  bridges   891  03 

North  Nicomen  road 1,035  96 

McDonald-North  Lillooet-Maple  Ridge  road 555  15 

Protection  banks,  Nicomen  Slough    67  04 

Port  Moody-Queen  street  extension  and  sidewalks 1,005  44 

Nicomen  Slough  bridge 3,262  17 

Hatzic  Prairie  bridge 893  62 

Clearing  log  jam  on  the  Lillooet 190  00 

Morris  Valley  road    523  78 

Port  Moody  road 37  87 

Vedder  Mountain  road 17  75 

Dewdney  Trunk  road    7,940  55 

Harrison  Hot  Springs  road 605  60 

General  roads 21  97 

Coquitlam  bridge 667  1 2 

Pitt  River  ferry  scow 10  00 

road   210  84 


$18,332  58 

Vote  148. — Westminster  District  (Ciiilliwhack  Riding). 

Mount  Baker  road $5,506  00 

Cultus  Lake  road 1,512  16 

Huntingdon-Abbotsford  road 1,528  18 

Vedder  Mountain  road 1,177  25 

Carried  forward 9,723  59 
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Brought  forward $9,723  59 

Vote  148. — Westminster  District  (Ciiilliwhack  Ridixg). — 

Concluded. 

Yale  Road,  Stewart's  Ranch  to  Cultus  Crossing  bridge 160  82 

If            Mountain  side .  .  554  65 

Porter  road 735  49 

Sumas  and  Huntingdon  road 350  94 

Yale  Road,  Cultus  Lake  Bridge  to  Sumas  Lake 1,084  50 

M            Abbotsford  to  Sumas  Prairie 516   12 

II             Shortreed's  to  Mount  Lehman 15  60 

.Tackman  Hill 6   75 

Sumas  Mountain  road .     .  ^ 505  00 

Yale  Road  round  Sumas  Lake 18  90 

Muddy  bridge 336  75 

Majuba  Hill  road 293  50 

McLellan  and  Kirkland  road 5  25 

Demolition  Yedder  Creek  bridge 394  56 

Harris  road 1 8  05 

Chilliwhack  River  road .  29  75 

Compensation  to  D.  H.  Mohler 18  00 

$U,768  22 
YoTE  149. — Westminster  District  (Delta  Riding). 

Yale  Road,  Serpentine  Flats 1,267   75 

Grading  hills  on  road,  Jackman's  to  Fraser  River 689  62 

Serpentine  River,  outlet  ditch,  etc 4,250  00 

Cutting  down  hill  and  building  bridge,  Waterhouse  Hill 117  70 

Yale  Road,  Brownsville  to  Langley 245  75 

II            Surrey                    n           4  00 

II            Shortreed's  to  Matsqui    1,498  25 

Delta  Trunk  road 1,000  00 

New  River  road,  Langley 744  35 

Bridge,  Yale  road   .  . ' 175  00 

McLellan  and  Kirkland  road 6  00 

Dredging,  road  Salmon  River  Flats 2,000  00 

$11,998  42 
Vote  150. — Yale  District  (North  RiDiN(i). 

Kamloops-Shuswap  road $223  00 

North  Thompson  (east  side)  road    154  92 

(west    M   )     M          34  20 

South          II           (north  n   )     n        73  22 

Nicola-Spence's  Bridge  road 924  80 

Notch  Hill,  East  road ' 20  00 

General  roads 607   58 

Notch  Hill  road 215  50 

Douglas  Lake  road 201    25 

Paxton-6-Mile  Creek  road 136   50 

Coal  Hill  road 6  25 

Campbell  Creek  road 381   25 

Graham  and  Fox  road 57  00 

Grand  Prairie  road   820  75 

Oulette  road 130  00 

Nicola  Lake-Hamilton  Hill  road 1 40  00 


Carried  forivard 4,126  22 
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Brought  forivard     $4,126   22 

Vote  150. — Yale  District  (North  Ridin(;). — Concluded. 

Grand  Prairie-Fish  Lake  road 2.53  95 

6-Mile  Creek  road   71   25 

West  side,  Salmon  Arm  road 5.31   46 

Bojorkam's  road 201   00 

School-House  (Salmon  Arm)  road 931   75 

Tolputt  road 242  00 

Enderby  road 1 44  25 

Canoe  Creek  road 95  50 

Mi]ler-Lizard  road 104  75 

Kamloops-Savona  road   226  52 

Salmon  Arm,  general  roads 307   59 

Tappen  Siding  road 775  38 

Shuswap  and  Kualt  road 76  25 

Craigellachie  roads 484  00 

South  Thompson  bridge 163  90 

Grand  Prairie-Douglas  Lake  road .    .  302  75 

Beaton  and  Fish  Lake  road 756  98 

AVoodland  Mountain  road 649  21 

Harper's  Camp  and  McByrne  Valley  road 9  90 

Foot  Hill  road 26  85 

Kamloops,  Thompson  River  (ajjproaches)  bridge    279  47 

BishofF  (Notch  Hill)  road ^ 152  50 

Kaniloops-Nicola  road 1,978  79 

Lewis  Creek  road 306   13 

Nicola-Savonas  road 7  40 

Thompson  River  (Kamloops)  bridge 21,810  84 


§3.5,016  59 
Vote  151. — Yale  District  (East  Ridinc). 

Gravelling  road  Kelowna  to  Dell's  Corner $1,828  90 

Gravelling  main  road  to  Kelowna 1,1 12  42 

Vernon  and  Coldstream  road 5,013  42 

Improving  road  13  to  24-mile  post,  and  new  bridge,   Lumby  Section.  .  .  .  1,282  78 

Bridge  at  Fortune's 347  21 

Camp  McKinney-Rock  Creek  road 2,243  25 

Roads,  Cherry  Creek  Section 1,017  35 

Road  extension,  west  side  Okanagan  Lake 3,012  90 

Road,  Kcremeos  Creek-Fish  Lake 2,003  95 

n       Lumby,  North  (new) 600  59 

M       head  of  Swan  Lake  to  Enderby 1,209   10 

Roads,  Vernon  Section -.O^i^  00 

Lumby       ..        1,030  81 

Mara           ,.        !'^^  }^ 

II         Okanagan  Mission '0-'   21 

I,        Dry  Valley  Section 397   46 

II         Shuswap           I,           _5"  7o 

II        Mission             »          1,579  53 

White  Valley  h          61   50 

Peachlands      "             310  87 

Enderby           n           ^'698  05 

Penticton-Nickel  Plate  road 845  32 

Vernon-Coinmonage  road • _ 

General  roads loo  40 

Carried  forward 29,414  46 
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Brotight  forward $  29,414  46 

Vote  151. — Yale  District  (East  Riding). — Concluded. 

Bridge,  6-Mile  Creek,  west  side  Okanagan  Lake 107   75 

Fairview-Keremeos  road 942   13 

Camp  McKinney-Sidley  road   72  50 

Fairview-Camp  McKinney  road 158  75 

General  roads 88  50 

Fairview  (vicinity)  I'oads    216  00 

Fairview-Penticton  road 1,374  52 

Penticton  (south)  roads 348  76 

Penticton-Beaverton  trail 104  80 

Keremeos- White  Lake  road    .  359  95 

Okanagan  Falls-Camp  McKinney  road 839  90 

Anarchist  Mountain  roads 635  00 

Gillespie  and  Rock  Creek  road 124  95 

Osoyoos-Similkameen  road 57  00 

Osoyoos-Keremeos  road 50  00 

Okanagan  River  bridge 28  50 

Okanagan  Falls-Pentiction  road 90  00 

Keremeos-20-Mile  road 20  58 

Osoyoos-Fairview  road 33   15 

West  Fork  Kettle  River  road 22  75 

Okanagan  Falls-Fairview  road 193  25 

Road  Machine 335  78 


$35,618  98 
Vote  152. — Yale  District  (West  Ridinc;). 

Road  to  Guildford  Valley I  252  90 

Extension  of  One-Mile  road 191  75 

Road  to  Midday  Valley 230  15 

Lillooet-Lytton  (West  Yale  section)  road 1,822  16 

Princeton-20-Mile  road 3,059  15 

Nicola-Spence's  Bridge  road 1,276  18 

Granite  Creek  road 1,806  04 

Slate  Creek  road 35  00 

Nicola-Granite  Creek  road 378  00 

Coldwater  road    133  75 

Deadman  Creek  road 532  84 

General  roads 400  83 

Silver  Creek  (Hope-Popcum  road)  bridge 931  58 

Hope-Popcum  road 739  82 

Hope-Similkameen  trail 288  00 

Cache  Creek-Savonas  road 149  00 

Mamete  Lake  road 313  76 

Granite  Creek-Princeton  road 77  50 

Cornwall  road 271  65 

Spence's  Bridge  ferry 9  60 

Harper's  Mill  road 176  85 

Lindley  bridge •      60  37 

Otter  Flat-Summit  Camp  trail 494  70 

Roach  River  trail ....     8  15 

Penny  road 120  00 

Ashcroft  bridge 12  37 

Barnes  and  Lehman  road 16  00 

Tulameen  bridge 19  98 

Carried  forward 13,808  08 
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Brought  forioard $13,808  08 

Vote  152.— Yale  District  (West  V^\m^Q,).~Conduded. 

Barnes'  Hill  road 

McKay  and  Laing  road .... 

Copper  Creek  trail 

20-Mile  Creek  bridge .''............!'. 

Similkameen  trail 

Hope-Nicola  trail 

$14,092  08 
Vote  153. — Lillooet  District  (East  Riding). 

Hat  Creek  road $    427  50 

Upper  Dog  Creek  road 220  00 

Bridge  Creek,  Carmin  Lake  road 133  00 

Upper  Deadman  Creek 83  00 

70-Mile  House  to  Jamieson  road 150  75 

108-Horsefly  road   569  25 

McKinley-Horsefly  road 138  00 

Big  Bar 83  50 

Bonaparte  River  (improving  channel)    35  00 

134-Mile  House  to  Augustine's  road 223  50 

Upper  Bonaparte  road 354  00 

Gustafsen's  road    20  00 

Upper  Hat  Creek  road 300  00 

General  roads 97  50 

Rafael's  to  Pigeon's  road 78  75 

Morgan  (Bonaparte  River)  bridge 409  00 

Morgan  and  Mundorf  (Bonaparte  River)  bridge 204  70 

1 1 1-Horsefly  road 77  75 

Deadman  Creek  road 25  00 

Rocky  Springs  road .  .    1,598  7G 

Canoe  Creek,  St.  Mary's  Ferry  road 696   14 

Dog  Creek  bridge 72  00 

Dog  Creek  Bridge  road 268  51 

Carson's  road 161   25 

High  Bar  road 7  00 

Dog  Creek,  St.  Mary's  Ferry  road 451   95 

Pigeon's  to  Augustine's  road 69  50 

Tool  House  . . .' 86  87 

Rayson  road Ill    66 

Mckinley-Hamilton  Ogden  road 100  00 

Churn  Creek  Ferry 19  50 

Bridge,  Bonaparte  River  (Walker's) 322  50 

Wintering  horses 35  00 

Clin  ton- Alkali  road 2,262  57 

70-Mile  House-Green  Lake  road 106  00 


$9,999  41 
Vote  154. — Lillooet  District  (West  Ridino). 

Bridge,  mouth  of  Bridge  River $  1,042  07 

Bridge  River  road 7,716  51 

Lillooet-Lytton  (West  Lillooet  Section)  road 2,799  32 

Lillooet-Clinton  road 934  75 

Anderson's  Lake  trail 96  50 

Chadwick  road 447  24 

Brought  forward 1 3,036  42 
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Brought  forward I  13,036  42 

Vote  154. — Lillooet  District  (West  Ridinc;). — Concluded. 

Seaton  Lake  trail 243  57 

Wycott  road 201   25 

Hi^di  Bar  road 491   40 

Cayoosh  Creek  road 325  00 

Marble  Canyon  road ....  171   75 

West  Side  Fraser  River  trail 130  50 

Empire  Valley  road 367  25 

McGillivray  Creek  trail    218  00 

To  Winter  Crossing,  Churn  Creek  Ferry  road     114  00 

Portage  Creek  bridge 32  00 

Fraser  River  bi'idge 114  60 

Upper  Lillooet  River  road 11   25 

Gaspard  Creek  bridge 1,073   74 

Gang  Ranch  road    176  95 

Lillooet-Seaton  Lake  road 138  50 

Churn  Creek  Ferry 2  00 

Main  Street,  Lillooet 23  00 

Trail  north  of  Bridge  River  to  North  Fork 36  00 


116,907  18 
Vote  155. — Cahiboo  District. 

Quesnel-Manson  trail $1,511   93 

150-Mile  House  to  Quesnel  Forks  road 5,129  49 

150-Mile  House  to  Horsefly  road 2,607   20 

108-Mile  House  to  Horsefly  road 2,033  52 

Beaver  Valley  to  Horsefly  road 743  00 

Hardscrabble  Creek  road 211   62 

Slough  Creek  road 155  25 

Chilcotin  Bridge  to  Deer  Park  Ranch  road 60  00 

Richfield  road 42   25 

Beaumont  Ranch  from  main  Chilcotin  road 100  50 

Richfield-Stanley  old  road 165  75 

Lowhee  Creek  road 420  25 

Chilcotin  River  bridge  and  road 48  00 

Springfield  Farm  road 16  50 

Dragon  Creek  trail 88  00 

Quesnel  River  trail ....    152  75 

General  roads 81   24 

Rochon  Creek  trail 45  50 

Grouse  Creek  and  Antler  Creek  road 1,414  46 

„     107   25 

Hopeful  Flat  road 25  50 

8-Mile  Lake  and  Stewart  Creek  road 491   25 

Snowshoe  trail 21   75 

Soda  Creek  Ferry 95  55 

Quesnel  River  road 413   50 

Chilcotin  main  road 417   65 

Dragon  Creek  road 581   00 

Pinchbeck  Creek  road  to  Davis'  Ranch  road 57  00 

Barkerville  to  Fraser  River  trail 50  00 

Alkali  Lake-Chimney  Creek  road 483  95 

Barkerville  to  Keithley  Creek  trail 1,045  64 

Quesnel  Forks  to  Quesnel  Lake  road 79  00 

Carried  forioard 18,896  25 
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Brought  forivard %  18,896  25 

Vote  155. — Cariboo  Distuict. — Concluded. 

Chimney  Creek-Chilcotin  road 45  00 

Cottonwood  River  road ....     47   50 

Sugar  Creek  road 82  50 

Mud  Lake  road    66  00 

Bear  Lake  and  Fraser  River  trail 25  00 

Willow  River  road 100  00 

Chilcotin  (Lee  Hill)  road 52  50 

Stabler  road 67  50 

Deep  Creek  road 1 90  50 

Peter  Creek  road 1 12  00 

Antler-Cunningham  road  and  bridge 112  86 

Wolf  Creek  road     ' 50  00 

Canadian  Creek  road 35  75 

Alexandria  road   53  25 

Horsefly  River  road 48  00 


Vote  156. — East  Kootexav  (North eh\  Divi.sion). 

Toby  Creek  road .$6,466 

West  side  Windermere  Lake  road 

General  roads  .     

Horse  Thief  trail 

Bugaboo  bridge 

n  trail 

No.  2  Creek  bridge    

Dutch  Creek  trail 

Athalmer-Peterboro  road 

No.  2  Creek  Bridge  trail 

Toby  Creek  bridge 

Horse  Thief  bridge 

Donald-Golden  road 

Ice  River  trail 

Golden  streets 

Blackberry  bridge 

Bluewater  bridge .  . 

Hospital  sidewalk 

Kicking  Horse  bridge 

Bott's  Channel  bridge 

Quartz  Creek  trail 

Athalmer  road 

Main  Trunk  road 

Horse  Thief  Creek  road 14,507  50 

Canterbury  road 

Salmon  Bed  bridge 

North  Yovk  trail 

Copper  Creek  trail 

Canoe  River  trail 

McMurdo  District  trails 

Bald  Mountain  trail 

Toby  Creek  trail 

Boulder  Creek  trail 

Spring  Creek  trail 

Salmon  River  trail 

Carried  forivard 31,225  97 


$19,984  61 
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00 
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00 
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00 
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Brought  forward $31,225  97 

Vote  156. — East  Kootenay  (Northern  Division). — 
Concluded. 

Athalmer  bridge 143  00 

Findlay  Creek  road 50  00 

15-Mile  Creek  trail   15  00 

Law  Creek  trail 103  50 

No.  2  Creek  road 473  90 

Brewer's  (Col.  River)  bridge 95  59 

Big  Moult  Creek  road 81   25 

Road  to  Landing 97  00 

Findlay  and  Skookumchuck  trail 50  00 

Road  to  Upper  Kicking  Horse  bridge 50  00 

Ice  River  road  survey     337  09 

Peterboro  to  No.  2  Creek  trail 25  00 


$32,747  30 
Vote  157. — East  Kootenay  (South  Division). 

Perry  Creek  road  extension $3,097  45 

Bridge,  Michel  Creek 2,532  27 

M         Bull  River 378  74 

Elko  and  Tobacco  Plains  roads 232  62 

Moyie  roads 468  57 

Warden  roads 350  25 

Kimberley  roads 21 7   75 

St.  Mary's  roads 2,1 18  92 

Skookumchuck  roads 1,445  78 

St.  Mary's  trails 812  05 

General  roads 27  05 

Fort  Steele  trails 1,199  72 

Fernie  (Sand  Creek)  trails 1 36  00 

Fort  Steele  roads 4,996   10 

Cranbrook  roads 3,492  99 

Matthew  Creek  bridge   1,044  37 

Elko  roads 357  17 

Fernie  roads 717  31 

Tracey  Creek 1 7  50 

$23,642  61 
Vote  158. — West  Kootenay  (Revelstoke  Riding). 

Steamboat  service,  Revelstoke  to  Death  Rapids $2,500  00 

Galena  Bay  roads 250  00 

Jordan  Pass  trail 407   91 

Silver  Cup  from  8-mile  bridge 93  25 

Pool  Creek  bridge " 50  00 

Columbia  River  bank  protection 50  80 

River  bank  protection  (lllecillewaet  wing  dam) 230  00 

Trout  Lake  road 1,832  39 

Clearing  snow  off  bridges 293  75 

Camborne  Ferry 38  25 

Fire  Valley  to  Summit  Kettle  River  trail 220  25 

M              extension 546  48 

Trout  Lake  to  Summit 484   10 

Murray  Creek  trail    199  37 

5-Mile  Creek  trail 986  79 

Carried  forward $8,183  34 
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Brought  funcard $  8,183  34 

Vote  158. — West  Kootenay  (Revelstoke  Riding). — 

Continued. 

North  Fork  and  Metropolitan  trail 33  65 

Lexington  Creek-Boyd  trail 1,209  48 

East  Fish  Creek  trail 168  95 

Pool  Creek  trail .^O^  83 

Illecillewaet  settlers'  road 1 64  50 

8-Mile  road 71   00 

Greeley  Creek  road 600  45 

Big  Bend  trail 555  75 

Carnes  Creek  trail 470  88 

Downie  Creek  trail 459  30 

Laforrae  Creek  (McCarter)  trail 530  45 

Fish  Creek  Ferry 5  08 

Isaac  Creek  trail 545  50 

Trout  Lake-Ferguson  road 1,026  34 

NelHe  trail. 227   30 

Canyon  Creek  trail  and  bridge 950   1 5 

Gainer  Creek  trail 175  55 

Tenderfoot  Creek  trail 806  70 

Fish  Creek  (Camborne  to  20-Mile)  trail 491   35 

Hall's  Landing  road 222  50 

Fish  Creek  road 972  76 

Nettie  L  road 2,240  59 

Gold  Hill  trail    297  72 

Snow  Creek  trail 241   00 

Laforme  to  Carnes  Creek  trail 265  00 

McCulloch  Creek  trail 1 42  50 

Burton  City  road 42  50 

General  roads 288   1 9 

Triune  trail 200  00 

Beatrice  trail 17  50 

Columbia  River  road 3,396  57 

American  trail 151   22 

Pingston  and  Mount  Balder  trail 400  00 

Sable  Creek  trail   168  40 

South  Fork  trail 951   25 

Great  Northern  trail 55  00 

Menhenick  Creek  trail 50  00 

Haskins  Point  to  Silver  Crown  trail 200  00 

Nakusp  to  Hot  Springs  trail 100  00 

Silver  Creek  trail 182  00 

Moose  Creek  trail    1 7  50 

Johnson  Basin  trail 3;)1    20 

North  Fork  trail 51 4  27 

Trout  Creek  trail 1 50  00 

Empire  trail 109  00 

Illecillewaet  to  Canyon  trail 1 47  00 

II            River  bridge 16   25 

Jumbo  trail 69  25 

Goat  Creek  trail 591   02 

Josephine  trail 99   25 

Bunker  Hill  trail 350   16 

Mineral  Creek  trail 7  5  00 

Chieftain  and  Nellie  Mac  trails 375  00 


Carried  forward 30,628  15 
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Brought  forward     $  30,628  15 

Vote  158. — West  Kootexay  (Revelstokk  Riding).— 
Concluded. 

Thompson  Landing  to  Camborne  road 10  00 

Silver  Mountain  trail 150  00 

Promistoria  trail    50  00 

McDonald  Creek  trail 396  70 

Goat  Canyon  trail 65  88 

Cariboo  Creek  bridges 48  00 

Healey  Creek  trail 761   00 

Poplar  Creek  trail 200  00 

Pool-Lexington  trail 92   25 

Sand  Creek  trail 303  00 

Christie's  trail 142  25 


•I    32,847  23 
Vote  159. — West  Kootenay  (Slogan  Riding). 

Lemon  Creek  (contribution)  road .^3,000  00 

Springer  Creek          m                   ,,       2,500  00 

South  Fork  Kaslo  Creek  (extension)  road 8,302   16 

Bowser  Creek  (refund)  trail 496  69 

McGuigan  (refund)  road     Ill   50 

Refund  to  Hewitt  Mine  Co 1,000  00 

Silver  Mountain  road   , 1,498  80 

Duncan  River  Main  trail 779  80 

Four-Mile  Road  and  trail 1,341   40 

New  Denver-Three  Forks  road ...  395  35 

Monitor  road 297  00 

Carpenter  Creek  bridge 93  50 

Fauquier's  Landing  road 250  00 

Ainsworth  (south)  road 260  55 

10-Mile  Creek  road 996   95 

McGuigan  road 574  50 

Kaslo-Bear  Lake  trail 55  00 

General  roads 73  40 

Slocan  River  bridge 35  27 

Silverton-4-Mile  road 388  50 

Ainswoi-th  wharf 58   16 

Carpenter  Creek,  North  Fork  road 244  25 

Silverton-Galena  Farm  road 212  40 

Beaver  trail   101   75 

Great  Britain  trail , 104  50 

Coffee  Creek  trail 191   00 

Woodbury  Creek  (South  Fork)  trail   98  90 

Crawford"  Creek  trail 498  35 

Schroeder  Creek  trail 493   78 

8  to  10-Mile  Creek  trail 105  00 

Long  Creek  trail 60  00 

Black  Prince  trail 193  80 

Enterprise- Ai-lington  trail 105  50 

Lardo  River  trail 345  05 

Woodbury  Creek  (North  Fork)  trail 253  60 

Hammil  Creek  trail 521   45 

Bear  Lake  and  Silver  King  trail 149  85 

Kokanee  Creek  trail 621   79 

Carried  forward $26,809  50 
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ot 


Bruwjhl  fonvard , $26,809  50 

Vote  159. — West  Kootexay  (Slogan  Eidino). — Concluded. 

Bjerkness  Creek  trail 479   15 

Bear  Lake  and  Nonpareil  trail 93  85 

Wilson  Creek  bridge  and  trail 539  75 

Two  Friends  trail 143   91 

Bear  Lake-McGuigan  trail 16  00 

Goat  Mountain  trail 18  00 

Galena  Farm  road 65  00 

Lemon  Creek  trail 1,043  75 

Cascade  Creek  trail 499  40 

Millford  Creek  trail 49  50 

Sandon-Reco  Mine  trail 150  00 

Three  Forks-Sandun-Cody  road 449  50 

Smuggler  Mine  trail   555  45 

Fry  Creek  trail 1,500  05 

Springer  Creek  road 53  50 

True  Blue  Mine  trail 100  00 

L.  H.  trail    498  95 

Crawford  Creek  road 500  00 

Sixth  South  Fork  Lemon  Creek  trail 250  00 

Blue  Bird  Mine  road 300  00 

New  Denver-Silverton  road 42  00 

Cooper  Creek  bridge  and  road 60  00 

Lavina-Butte  trail 500  00 

New  Denver-Silver  Mountain  road 1 15  73 

Kaslo  and  South  Fork  road   73  85 

Molly  Gibson  road 155  75 

Lemon  Creek  road  bridges 66  20 

Cody  Creek  trail   24  00 


§35,252  79 
Vote  160. — West  Kootexay  (Nelson  Riding). 

Molly-Gibson  (contribution)  ruad si, 500  00 

Granite  road 2,000  00 

Sanca  to  White  Grouse  road 303  64 

Hall  Creek  trail 867  95 

Refund  Bunker  Hill  Mining  Comi>any 500  00 

9-Mile  Creek  road ^ 1,500  00 

Nelson  to  Bird  Creek  trail   558  50 

Creston  to  Rvkert's  road 538  10 

North  Fork  Wild  Horse  Creek  road 324  30 

Goat  River  trail 845  25 

Hidden  Creek  trail 402  14 

La  France  Creek  trail 401  72 

Erie  road 315  98 

Whitewater  Creek  trail 1 91  60 

Barrett  Creek  trail ^l  ^^ 

Yellowstone  road U1G7  80 

Lost  Creek  trail 100  00 

Creston  to  Alice  Mine  road 417  67 

Roberts  Ranch  road •  •  •  73/4 

Nelson-49  Creek  road 1 1.380  02 

Yrair  road -"^"'  ' '^ 

Wild  Creek  trail 6  95 

Hall  Mines  road 2o2  6/ 

Carried  forward 823,964  78 
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Brought  forward 


Vote  160. — West  Kootenay  (Nelson  Riding). —  Concluded. 


Summit  Creek  trail 

Monarch  Mine  road 

Mountain  Station  to  Nelson  road, 

Ymir  bridge 

General  roads 

Goyette  bridge 

Fairview  roads 

Cottonwood  Creek  road 

Pend  d'Oreille  River  road 


.$23,964 
504 

78 

01 
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00 

54 
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98 

14 

31 

75 

00 

230 

93 

599 

72 

150 

00 

.$26,809  72 
YoTE  161. — West  Kootenay  (Rossland  Riding). 

Norway  Mountain  road .$7,291   40 

North  Fork  Kettle  River  bridge 3,048  68 

Road  and  bank  protection  near  bridge  at  Hardy's 249  40 

North  Fork  Kettle  River  to  Franklin  Camp  road 6,748  83 

Trail  to  John  Bull  and  other  claims 499   10 

Eholt  to  Long  Lake  road    2,499  26 

Greenwood-Copper  Mountain  road 1,101   28 

Ingram's,  Kettle  River  bridge  .  .    2,574  50 

Midway  and  Rock  Creek  road 1,424  29 

Cascade  to  Edwards'  Ferry  road 1,499  78 

Phoenix  to  Summit  City  road 491    11 

Trail  streets  199  40 

Eholt  streets 251   60 

Lower  Murphy  Creek  trail 207  00 

Eholt  to  B.  C.  Mine  road 48  87 

Eholt  to  Summit  City  road 140  00 

Eholt  to  Greenwood  road    101   87 

Greenwood  to  Phcenix  road 34  83 

Murphy-Gladstone  trails 194  25 

Cascade  to  Gladstone  (including  trail  up  Josh  Creek)  road 432  75 

Grand  Forks  to  Carson  road 79  05 

Greenwood  to  Ingram's  road 386  29 

Anaconda  to  Grand  Forks  road 120  02 

General  roads 42  35 

Road  near  Fife  Station 48  00 

Long  Lake  to  Greenwood  road ....  99  00 

Dewdney  trail,  including  bridge  at  Sheep  Creek 307  00 

Greenwood-Grand  Forks  road     199  54 

Greenwood-Kimberley  road 100  43 

Northport  road 204  53 

Trail-Rosslaud  road     241   75 

Grand  Forks  to  White  Camp  road    137  76 

North  Fork  Kettle  River  road 575  57 

Grand  Forks-Cascade  road 405  79 

Trail,  upper  end  Christina  Lake 1 25  00 

Gladstone  to  Burnt  Basin  road 199  00 

Red  Mountain  road 63  25 

Upper  Murphy  trail 129  61 

Sheep  Lake  to  Lower  Arrow  Lake 23  80 

Rossland-Ciladstone  trail 6  25 

Tool  House 213  00 

Carried  forward .$32,745    19 
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Brought   forward $32,745   19 

Vote  161. — ^West  Kootenay  (Rosslaxd  Riding). — 
Concluded. 

Road  up  Sutherland  Creek     50  00 

Bridge  at  Midway 26  33 

Bridges,  Boundary  Creek  road 403  66 

Road,  Ethiopia  Mine  to  Eholt-Long  Lake  road 100  00 

Roads  in  Town  of  Midway 30  54 

Cascade  to  Russell  road 5  00 

Eholt  to  Grand  Forks  road 2  75 

Rock  Creek  to  31eyers  Creek  road 20  75 

$33,384  22 
Vote  162. — Cassiar  District. 

Road,  Kitimaat-Golden  Crown  Mines $  1,500  00 

II       Kitsilas  Canyon  to  Ptarmigan  Group .  4,000  00 

II       Princess  Royal  Island 3,560  89 

11       round  Kitsilas  Canyon 2,000  00 

Trail,  Hazelton-Manson    2,621  1 1 

Roads,  etc.,  Coast  Division 3,577  94 

II              Atlin  and  Bennett  Lake  Division 7,368  55 

II             Chilkat  Mining                        n        3,419  70 

Telegraph  Creek                        n 603  80 

I.             Bella  Coola                                n        6,798  05 

$35,450  04 
Vote  163. — Cariboo  Main  Trunk  Road. 

Sections  1  and  2 $  1,406  05 

3     II     4 10,660  89 

H        5    II     6 17,597  55 

$29,664  49 
Vote  164. — Bridges  (General  renewals  and  repairs). 

Comox  District =5  1,^78  63 

Gorge,                                   South    Victoria   District 120  00 

Sumas  River,                      Alherni                        >i         571   00 

General,                                    ..                            "        40  28 

Koksilah  River,                Cowichan                   n 2,465  21 

Port  Renfrew  Division,  Escjuinialt                   m         25  00 

Tulameen  River,               We.st  Yale                 ..        178  20 

Fulford  Harbour,             North  Victoria         « 56  37 

General,                              Revelstuke            Riding 2,248   10 

W.  F.  Kettle  River,        Yale,  East                 -        69  25 

Okanagan  River,                       >i                          "        '46  5l 

Kamloops,                         Yale,  North              1,169  36 

Brewer's,                            North-East  Kootenay       1,124  83 

General,  throughout  the  Province 133  50 

$10,326  25 
Vote  165. — Wharves  (Renewals  and  Repairs). 

Gibson's  Landing ^  i  a!  S^ 

Vesuvius  Bay -n  A^ 

Galiano  Island f /^^„ 

Hornby       -        ^^ 

Carried  forward $  226  48 
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00 
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00 
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00 

Brought  forward $  226  48 

Vote  165. — Wharves  (Renewals  and  Ji'E.vxm^).— Concluded. 

Comox 

Cowichan  Bay    

South  Pender  Island 

North  Saanich 

Lund 

Gabriola  Island   .... 

Alberni 

Port  Kusam 

Thurlow  Island ... 

Texada         m      

Burgoyne  Bay.  ..... 

Feruwood 

Hernando  Island  .  .  . 

Pile  driver 1,050  00 

$5,070  24 
Vote  179. — Contingencies. 

Springer  Creek  road $   1  000  00 

Bridges — North  Arm   Fraser  River,  at  Eburne,  (inckiding  ferry  scow, 

removal  old  bridges,  etc.) 71,713   11 

Roads,  Streets  and  Bridges — Yale  (West  Riding) , 2,315   19 

II                       II                  — Cariboo  District 1,115  85 

II                       II                   — East  Kootenay  (South  Division) 1,022  55 

Refund,  10-Mile  Creek  trail  (Slocan  Riding) 200  00 

Bridge  at  Brewei-'s  (East  Kootenay,  North  Division) 105   1 1 

Phoenix-Summit  City  road  (Rossland  Riding) 130  71 

Fish  River  road  (Revelstoke  Riding) 5,350  00 

Road  machinery  (Yale,  East  Riding) 621   30 

Rambler-Cariboo  road  (Slocan  Riding) 1,500  00 

Chimney  Creek  bridge  and  approaches 5,890  51 

Keremeos-Fish  Lake  road  (East  Yale) 1,285  75 

Penticton-20-Mile  Creek  road  (East  Yale) 1,500  00 

Bridges  at  Eburne  and  Chimney  Creek 1,833  33 

Bridge  at  Columbia 1,500  00 

New  Westminster-Ladner  road    7,550  00 

Powder  Magazine  at  Vernon   248  66 

Bridges  (professional  services) 1,357  55 


$106,239  6: 
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BRIDGES. 


Fraser  River  Bridge,  New  Westminster,  B.C. 

The  only  work  done,  at  the  site  of  the  above  bridge,  previous  to  the  1st  of  July,  1902, 
was  the  construction  of  the  contractors'  camp,  and  arranging  the  necessary  plant  and  materials 
for  use  in  the  substructure.  During  this  period  a  portion  of  the  steel  work  for  the  super- 
structure has  been  manufactured  at  the  Dominion  Bridge  Company's  works,  Lachine,  Quebec. 

Eburne  Bridges,  North  Arm  Fraser  Kiver. 

These  bridges,  which  are  referred  to  on  page  G84  of  the  Public  Works  Report,  1902,  were 
completed  in  a  most  satisfactory  manner,  the  whole  of  the  work  having  been  erected  by 
Messrs.  McLean  Brothers,  of  Vancouver,  B.C.  The  steel  swings  were  furnished  by  the 
Canadian  Bridge  Co.,  of  Walkerville,  Ontario,  and  rest  on  stone  and  concrete  pivot  piers, 
which  are  protected  by  draw  rests. 

KoKsiLAH  River  Bridge,  Cowkiiax  District. 

This  bridge,  referred  to  in  the  Public  Works  Report  of  1902,  was  swept  away  by  the  big 
flood  of  the  16th  February,  1902.  This  flood  caused  a  log  jam  to  form  above  the  bridge, 
which  breaking  loose  carried  away  the  centre  pier.  The  bridge  was  replaced  by  a  120-foot 
Howe  truss  span,  which  was  erected  by  Wm.  Rockett,  by  day  labour,  from  drawings  prepared 
in  this  oflice.  This  bridge  was  treated  with  three  coats  of  Carbolite  Carbolineum,  a  wood 
preservative,  which  will  undoubtedly  add  to  the  life  of  the  structure.     See  Schedule  "A." 

Carpenter  Creek  Bridge,  New  Denver,  B.C. 

Plans  and  specifications  were  prepared  in  this  oflice  for  a  new  bridge  to  be  built  on  the 
site  of  the  old  structure.  Tenders  were  called  for  and  the  contract  let  to  W.  C.  E.  Koch.  At 
present  under  construction. 

Cayoosh  Creek  Bridge. 

This  bridge  was  built  to  replace  the  old  one  on  the  same  site,  and  consists  of  one  truss 
span  86  feet  long,  resting  on  crib  alnitinents  securely  bolted  and  filled  with  rock.  These  abut- 
ments are  protected  by  wing  cribs.  There  is  one  approach,  30  feet  long  ;  the  total  length  of 
bridge  being  140  feet  over  all. 

Harrigan's  Bridge,  Comox  District. 

This  bridge  crosses  a  small  creek  on  the  Harrigan  and  Fraser  Road,  one  mile  fiom  the 
beach.  The  old  bridge  being  rotten  and  giving  insutticieiit  clearance  during  floods,  was  removed 
and  a  new  bridge  substituted,  which  gives  4  feet  more  clearance  from  high  water  to  the  under- 
side of  the  stringers.  The  bridge,  as  built,  is  42  feet  long,  15  feet  wide,  and  10  feet  high, 
resting  on  cedar  posts  and  mud-sills ;  two  bents,  with  4  posts  and  4  stringers  to  each  bent. 
The  abutments  of  the  bridge  are  wooden  cribs  filled  with  rock. 

Black  Creek  Bridge. 

This  bridge,  which  replaces  the  old  one,  crosses  Black  Creek  on  the  Oyster  River  and 
Black  Creek  Road,  about  three  miles  from  Salmond's.  It  is  100  feet  long,  14  feet  wide  and 
10  feet  high,  and  is  composed  of  3  bents,  4  posts  each,  properly  sway-braced.  The  posts  are 
of  red  fir, "resting  on  cedar  sills;  the  stringers  are  of  red  fir,  hewn,  14  inches;  corbels  are  4 
feet  long;  hand  and  centre  rail  in  place;  the  floor  is  3  inches  by  12  inches  by  14  feet,  sawn 
lumber. 
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Rennison's  Bridge. 

This  bridge  crosses  Portugee  Creek,  three  miles  from  Courtenay,  on  the  Lower  Prairie 
Main  Road,  and  replaces  the  old  bridge,  which  was  in  a  dangerous  condition.  It  is  a  pile- 
bent  bridge,  132  feet  long,  14  feet  wide,  and  12  feet  high,  composed  of  6  bents,  about  28  feet 
centres,  4  piles  to  each  bent.  Three  of  these  bents  are  of  piles  and  three  of  posts,  resting  on 
mud-sills,  which  are  10  inches  deep  by  5  feet  long ;  4  corbels  and  stringers  to  each  bent,  which, 
with  the  caps,  are  of  sawn  lumber.  The  wheel-guards  and  hand-rails  are  new,  but  the  old 
planking  was  used  on  the  floor ;  this  will  shortly  have  to  be  replaced  by  new. 

Tightened  up  the  truss  rods  in  the  following  bridges  : — 
Courtenay  River  bridge,  length  of  span,  162  feet. 
Rees  bi'idge,  n  n        75     n 

Trent  River  bridge,  n  <<        70     n 

Tsable  River  bridge,  n  m      104     m 

The  two  first  bridges,  Courtenay  and  Rees,  were  treated  with  Carbolite  Carbolineum,  a 
wood  preservative,  which  will  undoubtedly  increase  the  durability  of  the  timbers. 

Fraser  River  Bridge  (West  Riding  of  Lillooet). 

Repaired  the  approaches  to  the  3-hinged  combination  arch  span,  the  mudsills  and  timbers 
in  bents  being  I'otten.  Ten  inches  were  cut  off  the  ends  of  the  supports,  and  rock  piers  were 
substituted  for  mud-sills. 

Bridge  River  Bridge  (West  Riding  of  Lillooet). 

Reinforced  pile  bents  by  putting  on  waling  pieces  and  guarding  against  drift  timber. 
Built  crib  and  made  general  repairs. 

Moodyville  and  Lynn  Creek   Bridges. 

Built  bridge  across  Moodyville  Creek,  164  feet  long,  10  feet  wide,  comprising  8  spans  of 
18  feet  and  1  span  of  20  feet,  resting  on  l)ents  bedded  into  gravel ;  posts,  caps  and  batter 
posts,  6  inches  by  8  inches;  three  runs  of  stringers,  4  inches  by  10  inches;  flooring,  3  inches 
by  12  inches. 

Built  1  truss  bridge  across  Lynn  Creek,  80-foot  span,  resting  on  cribbed  abutments  of 
sawn  cedar,  laid  close,  well  tied  and  drift-bolted,  and  bedded  4  feet  below  the  bottom  of  the 
stream,  and  ri.sing  13  feet  above  the  level  of  the  banks;  14  feet  long  and  8  feet  wide;  filled 
with  rock  and  gravel  3  feet  above  the  level  of  the  banks.  Two  lower  chords  have  members 
4  by  12  inches,  framed  to  10  inches,  and  clamped,  keyed  and  bolted;  upper  chords.  6  by  8 
inches ;  braces,  6  by  8  inches,  6  by  6  inches,  and  6  by  4  inches,  butting  on  wooden  angle 
blocks;  tension  rods,  1^  and  1|-  inches  diameter;  upper  and  lower  lateral  bi-aces,  4  by  6 
inches;  floor  joists,  3  by  8  inches  and  4  by  8  inches;  flooring,  3  by  12  inches;  width 
from  out  to  out,  10  feet;  rise,  12  feet.  This  is  a  4-panel  truss.  The  whole  of  the  work 
thoroughly  bolted  and  spiked.  Built  2  approaches,  40  feet  each ;  3  runs  of  stringers,  4  by  10 
inches,  resting  on  bents  and  mud-sills;  flooring,  3  by  12  inches,  2  by  12  feet  fir  plank  ; 
hand-rails,  4  inches  by  4  inches. 
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\VHARVES. 


Metlakahtla. 

A  public  wharf  has  been  constructed  at  this  place.  The  approach  is  500  feet  long,  14 
wide,  with  a  hand-rail  on  either  side.  The  T  head  is  100  by  35  feet.  The  whole  is  built  on 
piles  and  well  sway-braced. 

CoMox   Wharf. 

Situated  in  Comox  harbour  ;  is  the  main  outlet  for  all  the  settlers  in  Comox  Valley. 
The  total  length  is  over  1,000  feet,  and  it  runs  out  over  a  long,  shallow  flat.  At  low  tide 
there  is  a  depth  of  14  feet  at  the  head.  The  piles  require  renewal  every  three  years,  owing  to 
the  ravages  of  teredos. 

Drove  new  piles  under  24  bents  and  replaced  broken  piles  under  14  bents,  using  102  piles 
in  making  these  repairs.     Sway-braced  24  bents  and  put  in  6  new  stringers. 

Drove  3  new  piles  in  each  bent  for  10  bents  ;  sway -braced  and  drift-bolted  same.  Drove 
a  bunch  of  3  fender  piles  at  the  south-east  corner  of  the  wharf,  and  secured  the  same  with 
galvanised  ii'on  wire  ;  also  repaired  the  slip. 

Lund  Wharf. 

Situated  at  Lund,  on  the  Mainland,  opposite  Savary  Island.  The  wharf,  which  consists 
of  a  T  head  and  approach,  is  200  feet  long.     Rocky  bottom  ;  difficult  to  drive  piles. 

Removed  19  old  piles;  drove  33  new  piles  and  braced  same;  replaced  the  old  stringers 
with  new  ones  and  built  a  new  slip. 

Floating  Wharf  at  Port  Kusam. 

Situated  near  the  mouth  of  Salmon  River.  Repaired  the  old  float  which  had  been  washed 
ashore  and  destroyed  by  storms. 

Floating  Wharf  at  Shoal  Bay,  Thurlow  Island. 

This  wharf  consists  of  a  floating  section,  connected  to  the  shore  by  a  pile  and  floating 
approach.     This  was  completely  destroyed  by  the  storm  of  January  7th,  1902. 

Drove  50  new  piles.  Put  in  new  caps,  stringers  and  flooring  on  the  standing  approach  ; 
replaced  the  old  floating  approach  and  put  in  10  new  cedar  logs,  averaging  2  feet  in  diameter. 
The  sections  are  connected  by  |-inch  iron  link  chains ;  2  anchor  chains  in  centre  hold  them  in 
place.  The  float,  with  the  warehouse  at  the  outside,  is  50  by  24  feet,  built  of  cedar  logs  3 
feet  in  diameter  and  planked  with  li-inch  lumber.  The  warehouse  is  12  by  16  feet.  Ninety 
feet  of  1-inch  chain  and  a  1,200  lb.  anchor  is  used  to  hold  the  float  in  place. 

Hernando  Island  Wharf. 

A  new  floating  wharf  is  to  be  built  here,  the  old  one  being  too  rotten  to  stand  repair. 

Other  Public  Wharves  on  Vancouver  Island. 

Valdez  Island — Pile  wharf  on  East  Coast  at  Quathiaska  Cove.  Wharf  on  West  Coast  at 
Heriot  Bay. 

Read  Island — Pile  wharf  at  Burdwood  Bay. 

Cortez  Island — Pile  wharf  at  Manson's. 

Hornby  Island — Pile  wharf  at  Goose  Spit.     Wharf  at  Ford's  Cove. 

Denman  Island — Pile  wharf  on  west  shore. 

Texada  Island — Pile  wharf  on  West  Coast,  near  iron  mine. 

Gabriola  Island — Wharf  on  west  shore. 

Kuper  Island  wharf — Drove  70  new  piles  and  replaced  12  stringers;  also  renewed  400 
feet  of  plank. 
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Salt  Spring  Island  :  Wharf  at  Vesuvius  Bay — Twelve  new  piles  were  driven  and  general 
repairs  made  on  this  wharf.  Burgoyne  Bay  wharf — Drove  4  fender  piles  and  2  brace  piles, 
and  replaced  one  stringer.  Wharves  at  Fernwood,  Ganges,  and  Fulford  Harbours,  on  east 
side. 

Galiano  Island — Wharf  at  Sturdy's,  south-east  end  of  island.  Four  fender  pilesand  2 
brace  piles  were  renewed  in  this  wharf. 

Mayne  Island — Wharf  on  Plumper's  Pass,  north  side  of  island. 

Pender  Island — Three  wharves  on  Pender  Island  :  One  on  north  side,  at  Grimmer's. 
One  on  west  side.  One  at  south  end,  called  South  Pender  Wharf  ;  55  new  piles  were  driven 
in  this  wharf  and  general  repairs  made. 

Saturna  Island — One  wharf  at  south-west  end  of  island. 

North  Saanich — Wharf  at  Shoal  Bay,  2  miles  north  of  Sidney,  60  by  30  feet,  with 
approach. 

Wharf  on  Sooke  harbour,  1  mile  south  of  the  mouth  of  Sooke  River. 

Wharf  at  head  of  Alberni  Canal.     One  new  wharf,  2  miles  down  canal,  at  New  Alberni. 

AVharf  on  south  side  of  Cowichan  Bay,  6  miles  from  Duncan  and  4  from  Cowichan 
Station. 

Public  Wiiakf  at  Gibson's  Landixi;  (Howe  Sound). 

Built  wharf,  30  feet  by  79  feet,  with  storehou.se  and  slip,  supported  by  3  rows  of  piles  ; 
caps,  1 2  inches  by  1 2  inches,  sawn  cedar ;  joists,  4  inches  by  1 2  inches  ;  flooring,  3  inches  by  1 2 
inches,  fir  plank;  pile  braces  4  inches  by  8  inches  and  4  inches  by  12  inches;  275  feet  of 
approach,  16  feet  wide,  resting  on  pile  bents,  capped  with  10-inch  by  12-inch  timber;  5  runs 
of  cedar  stringers,  6  inches  by  12  inches  ;  flooring,  3  inches  by  12  inche.s,  fir  plank  ;  hand-rail, 
4  inches  by  4  inches  ;  guard-rails  of  wharf  and  approach,  6  inches  by  8  inches.  Storehouse 
17  feet  by  20  feet,  built  of  4-inch  by  4-inch  studding;  1-inch  by  12-inch  boards,  battened  ; 
shingled  roof. 
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TENDERS     RECEIVED    AND    CONTRACTS    AWARDED, 
JULY    1st,    1901,    TO    JUNE    30th,    1902. 


Schools. 


Work  and  Tenderers. 


Duncans. — Addition  (25  children)  : 

W.  Ford     

Deadwood. — 1  room  (30  children)  : 

Hugh  A.  Hatfield 

Graham  &  Thompson 

Bunting  &  Dempsey 

Morris  Valley. — 1  room  (30  children 

W.  J.  Footer 

P.  McGrath 

Anaconda. — 1  room  (50  children) : 

F.  F.  Travis 

Mark  Kay 

Bunting  &  Dempsey 

Golden. — 1  room  (50  children)  : 

J.  Henderson 

Enderby. — 2  rooins  (80  children)  : 

T.  E.  Crowell 

Armstrong. — 3  rooms  : 

T.  E.  Crowell 

H.  W.  Ravmer 

C.  J.  Piper 

Moyie. — Addition  (40  children) : 

A.  Stephenson . . 

D.  J.  Johnson 

G.  R.  Leask 

Cheam. — 1  room  (30  children)  : 

M.  Stevenson 

W.  J.  Footer 

P.  McGrath 

Alexandria. — Addition  (.30  children)  : 
D.  Nicholson 

New  Denver. — 1  room  (40  children)  : 

M.  McLean 

A.  Wallace 

P.  Rowe   

D.  J.   McLachlan 

Barnet. — 1  room  (30  children) : 

W.  W.  Forrester 

C.  J.  Piper 

C.  P.  Shindler 

Billings  &  Melvin 

R.  H.  Smith 

H.  A.  Ball 

C.  F.  Perry 


Amoint. 


$  768  00 


1,300  00 
1,350  00 
1,395  00 


860  00 
925  00 


1,100  00 
1,378  00 
1,478  00 


2,175  00 
2,810  00 


7,897  00 
8.000  00 
9,508  00 


1,474  00 
1,735  00 
1,895  00 


570  00 
590  00 
649  50 


642  00 


1 ,270  00 
1,310  00 
1,496  00 
1,850  00 


735  00 
942  00 
990  00 
1,000  00 
1,075  00 
1,090  00 
1,404  00 


Remarks. 


Awarded  (completed). 


Time  expired. 
Awarded  (completed) 


Awarded  (completed). 

Not  in  order. 
Awarded  (completed). 

Awarded  (completed). 

Awarded  (completed). 

Awarded  (completed). 

Awarded  (completed). 


Time  expired. 
Awarded  (completed). 


Awarded  (completed). 
Awarded  (completed). 

Awarded  (completed). 
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Schools. — Concluded. 


Work,  and  Tenderers. 


Ladysmith. — 2  storey  : 

f  buildiug 
J.  McDonald   J  heating 

(omissions 
D.  Nicholson building 

[building 
Jas.  Aiild -  heating 

I  omissions 


i  buildini: 


Cook J  heating 

(omissions 

Rolstoii heating 

Cooley 


J.  McDonald. 
D.  Nicholson. 


North  Arm. — 2  rooms  : 

W.  W.  Forrester. 

F.  A.  Dissette 

H.  A.  Ball 

C.  P.  Shindler  .  . . 

C.  J.  Piper 

Billings  &  Melvin 


Coal  Ckeek,  Fernie. — 1  room  (40  children): 
Kerr  &  White 

F.  W.  Wheatcroft 

G.  Cody 


Desks  : 

Clarke  &  Stewart .  . 
B.  C.  Furniture  Co. 

Weiler  Bros 

M.  P.  Morris 

Pope  Stationey  Co . 


Amount. 


s  10,680  00 

850  00 

1,400  00 

10,900  00 

11,000  00 

850  00 

1,400  00 

18,200  00 

900  00 

1,920  00 

590  00 

1,250  00 

9,176  00 
9.300  00 


1,979  00 
2,697  00 
2,790  00 
2,950  00 
3,241  00 
8,000  00 


1,375  00 
1,525  00 
2,250  00 


2,860  00 
2,852  50 
2,945  90 


Kemai;ks. 


Not  awarded. 


2nd  call  for  tenders. 
Awarded  (in  progres.s) 


Awarded  (completed). 


Awarded  (work   in   pro 
gress). 


Awarded  (completed). 
Not  in  order. 


Government  Buildings. 


Government  Office,  Alberni  : 

John  King 

Geo.  Forrest 

Government  House,  Victoria  : 

K.  Drake 

J.  Coughlan 

Thos.  Catterall 

Victoria  Brick  Company,   lAd 
M.  Humber 


945  0(» 
1,073  00 


44,764  50 
47,500  00 
49,390  00 
54,458  00 
57,432  00 


Withdrawn. 
Awarded  (completed). 

Awarded  (in  progress). 


Waggon  Roads. 


Norway  Mountain  Waggon  Road: 

H.  W.  C.  Jackson 

John  Dunlop 

H.  A.  Hatfield 

McBeath  &  Bell (per  mile 

New  We.stminster-Ladnek  Road  : 

J.  W.  Pike 


7,000  00 
8,400  00 
8,750  00 
1,270  00 


7,550  00 


Awarded  (completed). 


Awarded  (completed). 
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Lock-ups,  etc. 


Work  and  Tenderers. 


Van  Anda  Lock-ui' 
G.  H.  Frost. 

J.  Auld 

J.  May 


KiiFORMATORV,  VANCOUVER. — Clearing  23  acres 

D.  Becker  

P^lkins  &  McPherson 

A.  K.  H.  Maofarlane 


Reformatory.  Vancouver. — Clearing  site  : 

C.  J.  Piper 

Elkins  &  Macpherson 

Boyd  &  Clendenning 

A.  K.  H.  Macfarlane 

W.  McCraney 

AV.  Rannie 


Princeton  Lock-up  : 

C.  W.  Johnson .  . . 

W.  Irving 

\V.  8.  Wilson 

W.  H.  Thomas .  . . 
^I.  Cruickshanks. 
J.  W.  Murchison. 
W.  J .  Lawrence . . 


Penticton  Lock-up  : 

M.  J.  Curtis  . . . 
H.  W.  Raymer. 


Vernon  Gaol : 

T.  E.  Crowell (''"^^ 

^  wood 

W.  M.  Ross    wood 

wood 

brick 

I  wood 


Johnson  &  Co. ,  Lttl . 


John  Highnian (new  site) ] 


D.  H.  Campbell 


brick 

,  ,  1    .,    ,  fwood 

.old  site  ■; ,    .  , 

*  '  (lirick 

j  wood 

^  brick 


Purchase  of  Stable.s,  Oak  Bay  1'ark 

T.  Ash 

M.  Finnerty     

J.  E.  Phillips 

W.  Gregson 

A.  H.  Harraan 


Amount. 


595  75 
919  00 
966  00 


3,450  00 
4,800  00 
5,500  00 


3,300  00 

5,482  00 
7,850  00 
8,150  00 
9,100  00 
9,834  00 


495  00 
550  00 
050  00 
665  00 
670  00 
690  00 
714  00 


395  00 
500  00 


14,947  28 
10,750  00 
11,500  00 
14,900  00 
IS,. 100  00 
16,250  00 
18,260  00 
15,550  00 
17,560  00 
18,400  00 
21,800  00 


45  00 
35  00 
35  00 
30  00 
20  00 


Remarks. 


Awarded  (completed) 


Not  awarded. 


Not  in  order. 
Awarded  (completed) 


Awarded  (completed) 


Awarded  (completed) 
Awarded  (completed). 


No  tender  accepted. 


Bridges. 


Iron-work,  Bridge,  Bella  Coola  River  : 

Ross  &  Howard jcast-iron 

[  wrought-iron 

Albion  Iron  Works /cast-iron 

^  wrought-]  ron 

Vancouver  Engineering  Works -!         "  "^i  ^  • 

°  *  \^  wrought-]  ron 

Steele  Draw  Spans  for  Eburne  Brid(;es  : 

The  Canadian  Bridge  Company 

The  Midland  Bridge  Company 


^^K). 


3  cts. 

5h  " 

4  » 
7  " 
3  V 
6     /, 


5  95/100  c.  ^rb. 

6  2/10 


Awarded  (completed). 


Awarded  (completed). 
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Br  I  DOES. — Concluded. 


WoKK    AND    TeNDEREKS. 


Steel  Dk.4w  Spans  for  Eburne  Bridges — Concluded: 

Vancouver  City  Iron  Works 

W.  N.  O'Neil  &  Company 

Albion  Iron  Works 

The  King  Bridge  Company 

Bridges,  North  Arm  Fraser  River  (at  Eburne)  : 

D.  F.  Adams 

McLean  Bros 

Ironside,  Rannie  &  Campbell 

Bridge,  Kettle  River,  at  Ingram's  (West  Kootenay,  Rossland 
Riding) : 

Lequime  &  I'owers 

E.  Disney 

T.  J.  McAlpin 

Bunting  &  Dempsey 


Amount. 


6  38/100  c.  li?lt). 
6  39/100     n 
12 

$6,950  00 


9,500  00 
11,500  00 
14,858  00 


2,575  00 
3,200  00 
3,850  00 
4,100  00 


Remarks. 


Not  in  order. 
Awarded  (completed). 


Awarded  (in  progress). 
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Vaxcouver,  B.  C,  31st  December,  1902. 

To  the  Honourable 

The  Chief  Commissioner  of  Lands  and  Works, 
Victoria,  B.  C. 

Sir, — I  have  the  honour  to  hand  you  the  accompanying  statement  of  timber  cut  in  the 
Province  of  British  Columbia  and  the  amount  of  revenue  derived  therefrom. 

It  has  not  been  possible  to  obtain  statements  of  the  timber  cut  on  Dominion  Lands,  and 
only  partly  of  that  cut  on  the  Esquiraalt  and  Xanaimo  Railway  lands,  but  as  no  i-oyalty  is 
payable  to  the  Province  in  respect  of  such  timber  the  revenue  is  not  thereby  affected. 

There  has  been  cut  upon  Crown  lands  in  timber 171,105,340  feet. 

II  M  in  cordwood 16,565,760     n 

M  leaseholds  in  timber 56,368,662     n 

244,039,762     .. 
Yielding  in  royalty  the  sum  of $122,024  88 

There  has  been  cut  on  private  property 7,683,059  feet. 

E.  k  N.  By.  lands  (so  far  as  reported) .  .    30,223,045     .. 

On  which  no  royalty  is  payable 37,906,104     m 

The  amount  allowed  for  rebate  on  shingles  exported  is   11,146  43 

The  net  royalty  is  therefore •. 110,878  45 

To  which  has  to  be  added — 

For  timber  licences,  special $57,o90  00 

II  hand-loggers 1,900  00 

°*'  59,490  00 

For  rentals  of  leaseholds ^^'^^^  ^^ 

Total  revenue  derived  from  timber  sources $215,275  2o 

Respectfully  submitted, 

R.  J.  SKINNER, 

Timber  Inspector. 
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